Title: ELECTRONIC APPARATUS AND METHOD FOR DISPLAYING OBJECT

(54) Title: ELECTRONIC APPARATUS AND METHOD FOR DISPLAYING OBJECT

(57) Abstract: Disclosed is an electronic apparatus having a first display and a second display, and a processor which may detect a pressure touch that is input on an object displayed on either of the first and second displays, and may display the object on the other of the first and second displays corresponding to the pressure touch.
Description

Title of Invention: ELECTRONIC APPARATUS AND METHOD FOR DISPLAYING OBJECT

Technical Field

[1] The present disclosure relates generally to an electronic apparatus, and more particularly, to an electronic apparatus and a method for displaying an object.

Background Art

[2] Electronic apparatuses have evolved to a point where they now provide a wider variety of services and functions than ever before. To improve the utility of electronic apparatuses and to meet diverse demands from users, communication service providers or electronic apparatus manufacturers are competitively developing electronic apparatuses in order to provide diverse functions.

[3] An electronic apparatus tends to have an enlarged display for visual convenience to users, and an electronic apparatus equipped with at least two displays has been developed.

[4] Conventionally, one of the at least two displays is manufactured as transparent to ensure that a screen is not blocked even when the displays are overlapping, rendering it impossible to control an object displayed on the rear display.

Disclosure of Invention

Technical Problem

[5] As such, there is a need in the art for the ability to control an object displayed on the rear display when the at least two displays are overlapping in an electronic device including at least two displays.

Solution to Problem

[6] An aspect of the present disclosure is to address at least the above-mentioned problems and/or disadvantages and to provide at least the advantages described below.

[7] Another aspect of the present disclosure is to provide an electronic apparatus and a method that are capable of transmitting and receiving an object between displays based on a pressure touch in the electronic apparatus including at least at least two displays.

[8] According to an aspect of the present disclosure, an electronic apparatus includes a first display, a second display, and at least one or more processor, wherein the processor is configured to detect a pressure touch that is input on an object displayed on either of the first display and the second display, and display the object on another of the first display and the second display, corresponding to the pressure touch.

[9] According to another aspect of the present disclosure, a method of displaying an object by an electronic apparatus that includes a first display, a second display, and at
least one or more processor includes detecting a pressure touch that is input on an object displayed on either of the first display and the second display, and displaying the object on another of the first display and the second display, corresponding to the pressure touch.

According to another aspect of the present disclosure, a non-transitory computer-readable recording medium is provided, having recorded thereon a program for performing a method to display an object in an electronic apparatus that includes a first display, a second display, and at least one of processor, the method including detecting a pressure touch that is input on an object displayed on either of the first display and the second display, and displaying the object on another of the first display and the second display, corresponding to the pressure touch.

**Advantageous Effects of Invention**

According to various exemplary embodiments of the present disclosure, an electronic apparatus including two or more displays may transmit and receive an object between the displays based on a pressure touch, thereby providing a user with convenience.

Further, the present disclosure may detect a pressure touch that is input on an object displayed on any one of a first display and a second display and may display the object on the other display corresponding to the pressure touch, thereby improving user experience.

**Brief Description of Drawings**

The above and other aspects, features, and advantages of the present disclosure will be more apparent from the following detailed description taken in conjunction with the accompanying drawings, in which:

FIG. 1 illustrates an electronic apparatus in a network environment according to embodiments of the present disclosure;

FIG. 2 is a block diagram of an electronic apparatus according to embodiments of the present disclosure;

FIG. 3 is a block diagram of a program module according to embodiments of the present disclosure;

FIG. 4 is a block diagram of an electronic apparatus that displays an object according to embodiments of the present disclosure;

FIG. 5A illustrates a first display sliding on a second display to open and close according to an embodiment of the present disclosure;

FIG. 5B illustrates a first display rotating about a second display to open and close according to an embodiment of the present disclosure;

FIG. 5C illustrates a layer structure of at least one of the first display and the second display according to an embodiment of the present disclosure;
FIG. 6 illustrates a process of controlling an interaction on an object between the first display and the second display according to embodiments of the present disclosure;

FIG. 7A illustrates a pressure touch being input while an object is displayed on the first display 461 according to an embodiment of the present disclosure;

FIG. 7B illustrates the object displayed on the first display being displayed as an object on the second display by the pressure touch input in FIG. 7A;

FIG. 7C illustrates a pressure touch input on the first display corresponding to a position at which an object is displayed on the second display according to an embodiment of the present disclosure;

FIG. 7D illustrates the object displayed on the second display being displayed as an object on the first display by the pressure touch input in FIG. 7C;

FIG. 8 illustrates a process of configuring an attribute of an object corresponding to the input of a pressure touch and displaying the object while the first display is superposed on the second display according to embodiments of the present disclosure;

FIG. 9A illustrates a pressure touch being input in an area where no object is displayed on the first display while the first display is superposed on the second display;

FIG. 9B illustrates an object on the second display being displayed on the first display by the pressure touch input in FIG. 9A;

FIG. 9C illustrates the object displayed on the first display in FIG. 9B being re-configured and displayed on the first display;

FIG. 10 illustrates a process of configuring an attribute of an object corresponding to the input of a pressure touch and displaying the object while the first display does not overlap the second display according to embodiments of the present disclosure;

FIG. 11A illustrates a pressure touch being input on an object displayed on the second display while the first display does not overlap the second display;

FIG. 11B illustrates the object on the second display being displayed on the first display by the pressure touch input in FIG. 11A;

FIG. 11C illustrates the object displayed on the first display in FIG. 11B being re-configured and displayed on the first display;

FIG. 12 illustrates a process of running an application depending on whether the application provides a widget function according to embodiments of the present disclosure;

FIGs. 13A, 13B, 13C, 13D, 13E and 13F illustrate the execution of an application that provides a widget function according to embodiments of the present disclosure; and

FIGs. 14A, 14B, 14C, 14D, 14E, 14F, 14G and 14H illustrate an interaction on an object between the first display and the second display by a tap or pressure touch.
according to embodiments of the present disclosure.

**Mode for the Invention**

Hereinafter, embodiments of the present disclosure will be described with reference to the accompanying drawings. However, it should be understood that there is no intent to limit the present disclosure to the particular forms disclosed herein; rather, the present disclosure should be construed to cover various modifications, equivalents, and/or alternatives of embodiments of the present disclosure. In describing the drawings, similar reference numerals may be used to designate similar constituent elements.

As used herein, the expressions "have", "may have", "include", and "may include" refer to the existence of a corresponding feature, such as a numeral, function, operation, or component, and do not exclude one or more additional features.

In the present disclosure, the expressions "A or B", "at least one of A or/and B", and "one or more of A or/and B" may include all possible combinations of the items listed, and refer to any of (1) including at least one A, (2) including at least one B, and (3) including all of at least one A and at least one B.

The expressions "a first", "a second", "the first", and "the second" used in embodiments of the present disclosure may modify various components regardless of the order and/or the importance but do not limit the corresponding components. For example, a first user device and a second user device indicate different user devices although both are user devices. A first element may be referred to as a second element, and similarly, a second element may be referred to as a first element without departing from the scope of the present disclosure.

It should be understood that when an element, such as a first element, is referred to as being operatively or communicatively "connected," or "coupled," to another element, such as a second element, the first element may be directly connected or coupled to the second element or any other element, such as a third element, may be interposed between the first and second elements. In contrast, it may be understood that when the first element is referred to as being "directly connected," or "directly coupled" to the second element, there is no third element interposed between the first and second elements.

The expression "configured to" used in the present disclosure may be used interchangeably with "suitable for", "having the capacity to", "designed to", "adapted to", "made to", or "capable of" according to the situation, and may not necessarily imply "specifically designed to" in hardware. Alternatively, in some situations, the expression "device configured to" may indicate that the device, together with other devices or components, "is able to". For example, the phrase "processor adapted (or
configured) to perform A, B, and C” may indicate an embedded processor only for performing the corresponding operations or a generic-purpose processor, such as a central processing unit (CPU) or application processor (AP) that can perform the corresponding operations by executing one or more software programs stored in a memory device.

The terms used herein are merely for the purpose of describing particular embodiments and are not intended to limit the scope of other embodiments of the present disclosure. As used herein, singular forms may include plural forms as well unless the context clearly indicates otherwise. Unless defined otherwise, all terms used herein, including technical and scientific terms, have the same meaning as those commonly understood by a person skilled in the art to which the present disclosure pertains. Such terms as those defined in a generally used dictionary may be interpreted to have the same meanings as the contextual meanings in the relevant field of art, and are not to be interpreted to have ideal or excessively formal meanings unless clearly defined in the present disclosure. In some cases, even the terms defined in the present disclosure should not be interpreted to exclude embodiments of the present disclosure.

An electronic device according to embodiments of the present disclosure may include at least one of a smart phone, a tablet personal computer (PC), a mobile phone, a video phone, an electronic book reader (e-book reader), a desktop PC, a laptop PC, a netbook computer, a workstation, a server, a personal digital assistant (PDA), a portable multimedia player (PMP), a MPEG-1 audio layer-3 (MP3) player, a mobile medical device, a camera, and a wearable device which may include at least one of an accessory type, such as a watch, ring, bracelet, anklet, necklace, glasses, contact lens, or a head-mounted device (HMD), a fabric or clothing integrated type, such as an electronic clothing, a body-mounted type, such as a skin pad, or tattoo, and a bio-implantable type, such as an implantable circuit.

According to some embodiments, the electronic device may be a home appliance. The smart home appliance may include at least one of a television, a digital video disk (DVD) player, an audio, a refrigerator, an air conditioner, a vacuum cleaner, an oven, a microwave oven, a washing machine, an air cleaner, a set-top box, a home automation control panel, a security control panel, a TV box, such as Samsung HomeSyncTM, Apple TVTM, or Google TVTM, a game console, such as XboxTM and PlayStationTM, an electronic dictionary, an electronic key, a camcorder, a charging device and an electronic photo frame.

According to another embodiment, the electronic device may include at least one of various medical devices, such as a blood glucose monitoring device, a heart rate monitoring device, a blood pressure measuring device, or a body temperature measuring device, , a magnetic resonance angiography (MRA) device, a magnetic
resonance imaging (MRI) device, a computed tomography (CT) machine, and an ultrasonic machine, a navigation device, a global positioning system (GPS) receiver, an event data recorder (EDR), a flight data recorder (FDR), a vehicle infotainment device, an electronic device for a ship, such as a navigation device and a gyro-compass, avionics, security devices, an automotive head unit, a robot, an automated teller machine (ATM), point of sales (POS) device, or Internet of things (IoT) device, such as a light bulb, various sensors, electric or gas meter, a sprinkler device, a fire alarm, a thermostat, a street lamp, a toaster, a sporting goods, a hot water tank, a heater, or a boiler.

According to some embodiments, the electronic device may include at least one of a part of furniture or a building/structure, an electronic board, an electronic signature receiving device, a projector, and various types of measuring instruments, such as a water, electric, gas, and radio wave meter. In embodiments, the electronic device may be a combination of one or more of the aforementioned various devices, and may also be a flexible device. The electronic device herein is not limited to the aforementioned devices, and may include a new electronic device according to the development of new technology.

In the present disclosure, the term "user" may indicate a person using an electronic device or, such as an artificial intelligence electronic device using an electronic device.

According to embodiments of the present disclosure, an electronic apparatus including at least two displays may transmit and receive an object between the displays based on a pressure touch, thereby enhancing user convenience.

The present disclosure may detect a pressure touch that is input on an object displayed on any one of a first display and a second display and may display the object on the other display corresponding to the pressure touch, further enhancing user convenience.

FIG. 1 illustrates an electronic apparatus 101 in a network environment 100 according to embodiments of the present disclosure.

The electronic apparatus 101 may include a bus 110, a processor 120, a memory 130, an input/output interface 150, a display 160, and a communication interface 170. At least one of the components may be omitted or an additional component may be further included in the electronic apparatus 101.

The bus 110 may include a circuit that connects the components 110 to 170 to each other and delivers communications, such as control messages or data, between the components.

The processor 120 may include one or more of a central processing unit, an application processor, and a communication processor (CP), and may control at least one
different component of the electronic apparatus 101 and/or may perform an operation relating to communication or data processing.

The memory 130 may include a volatile and/or nonvolatile memory and may store a command or data related to at least one different component of the electronic apparatus 101. According to an embodiment, the memory 130 may store software and/or a program 140 such as a kernel 141, middleware 143, an application programming interface (API) 145, and/or application programs (or "applications") 147. At least part of the kernel 141, the middleware 143, and the API 145 may be designated as an operating system (OS).

The kernel 141 may control or manage system resources used to perform an operation or function implemented in other programs, and may provide an interface that enables the middleware 143, the API 145, or the applications 147 to access an individual component of the electronic apparatus 101 to thereby control or manage the system resources.

The middleware 143 may serve as a relay so that the API 145 or at least one of the applications 147 communicates with the kernel 141 to exchange data.

The middleware 143 may process one or more requests for operations received from at least one of the applications 147 according to priority. For example, the middleware 143 may assign at least one application 147 a priority for using a system resource of the electronic apparatus 101, and may process the one or more requests for operations according to the priority assigned to the at least one application program, thereby performing scheduling or load balancing for the one or more requests for operations.

The API 145 is an interface for the applications 147 to control a function provided from the kernel 141 or the middleware 143 and may include at least one interface or function for file control, window control, image processing, or text control.

The input/output interface 150 may deliver a command or data, which is input from a user or different external device, to a different component(s) of the electronic apparatus 101, and may output a command or data, which is received from a different component(s) of the electronic apparatus 101, to the user or different external device.

The display 160 may include a liquid crystal display (LCD), a light emitting diode (LED) display, an organic light emitting diode (OLED) display, a microelectromechanical systems (MEMS) display, and an electronic paper display. The display 160 may display various types of content, such as a text, image, video, icon, or symbol, for the user, and may include a touch screen that receives touch, gesture, proximity, or hovering inputs using an electronic pen or a user's body part.

The communication interface 170 may establish communication between the electronic apparatus 101 and an external device, such as a first external electronic apparatus 102, a second external electronic apparatus 104, or a server 106. For
example, the communication interface 170 may be connected to a network 162 via wireless communication or wire-based communication to communicate with the external device.

The wireless communication may use a cellular communication protocol, which may be at least one of long-term evolution (LTE), LTE-advanced (LTE-A), code division multiple access (CDMA), wideband CDMA (WCDMA), universal mobile telecommunications system (UMTS), wireless broadband (WiBro), and global system for mobile communications (GSM), the wireless communication may include short-range communication 164. The short-range communication 164 may include at least one of wireless fidelity (Wi-Fi), Bluetooth, near field communication (NFC), and global navigation satellite system (GNSS).

The GNSS may include at least one of a global positioning system (GPS), a global navigation satellite system (Glonass), a Beidou navigation satellite system (Beidou), and Galileo, which is the European global satellite-based navigation system, depending on a use area or bandwidth. In the present document, "GPS" may be interchangeably used with "GNSS". The wire-based communication may include at least one of universal serial bus (USB), high definition multimedia interface (HDMI), recommended standard 232 (RS-232), and plain old telephone service (POTS). The network 162 may include a telecommunications network, which may be at least one of a local area network (LAN) or wide area network (WAN), the Internet, and a telephone network, for example.

The first and second external electronic apparatuses 102 and 104 may each be a device of a type that is the same as, or different from, the electronic apparatus 101. According to embodiments, the server 106 may include a group of one or more servers. All or part of the operations performed in the electronic apparatus 101 may be performed in at least one other electronic apparatus. When the electronic apparatus 101 needs to perform a function or service automatically or by request, the electronic apparatus 101 may request another electronic apparatus to perform at least some functions related to the function or service, instead of, or in addition to, autonomously performing the function or service. The other electronic apparatus may perform the requested functions or additional function and may transmit the result to the electronic apparatus 101. The electronic apparatus 101 may provide the requested function or service by using the same received result or additionally processing the result. To this end, cloud, distributed, or client-server computing technologies may be used.

FIG. 2 is a block diagram of an electronic apparatus 201 according to embodiments of the present disclosure.

The electronic apparatus 201 may include all or part of the electronic apparatus 101 illustrated in FIG. 1. The electronic apparatus 201 may include one or more processors
210, a communication module 220, a subscriber identification module (SIM) card 224, a memory 230, a sensor module 240, an input device 250, a display 260, an interface 270, an audio module 280, a camera module 291, a power management module 295, a battery 296, an indicator 297, and a motor 298.

The processors 210 may run an OS or an application program to control a plurality of hardware or software components that are connected to the processors 210, may perform various types of data processing and operations, and may be configured as a system on chip (SoC). According to an embodiment, the processors 210 may further include a graphic processing unit (GPU) and/or an image signal processor, may include at least part of the components illustrated in FIG. 2, and may load a command or data received from at least one of other components, such as a nonvolatile memory, into a volatile memory to process the command or data and may store various types of data in the nonvolatile memory.

The communication module 220 may have a configuration that is the same as, or similar to, that of the communication interface 170 in FIG. 1, and may include a cellular module 221, a Wi-Fi module 223, a Bluetooth module (BT) 225, a GNSS module 227, a near field communication (NFC) module 228, and a radio frequency (RF) module 229.

The cellular module 221 may provide a voice call, a video call, a text messaging service, or an Internet service through a communication network. According to embodiments, the cellular module 221 may perform identification and authentication of the electronic apparatus 201 in a communication network using the SIM card 224, may perform at least part of the functions provided by the processors 210, and may include a communication processor (CP).

The Wi-Fi module 223, the Bluetooth module 225, the GNSS module 227, and the NFC module 228 may each include a processor to process data transmitted and received via the respective modules. According to an embodiment, at least two of the cellular module 221, the Wi-Fi module 223, the Bluetooth module 225, the GNSS module 227, and the NFC module 228 may be included in one integrated chip (IC) or IC package.

The RF module 229 may transmit and receive a communication signal (for example, an RF signal), and may include a transceiver, a power amplifier (amp) module (PAM), a frequency filter, a low noise amplifier (LNA), and an antenna. According to another exemplary embodiment, at least one of the cellular module 221, the Wi-Fi module 223, the Bluetooth module 225, the GNSS module 227, and the NFC module 228 may transmit and receive an RF signal through a separate RF module.

The SIM card 224 may include a card including an SIM and/or an embedded SIM and may include unique identification information, such as an integrated circuit card
identifier (ICCID) or subscriber information, such as an international mobile subscriber identity (IMSI).

The memory 230 may include an internal memory 232 and an external memory 234. The internal memory 232 may include at least one of a volatile memory, such as a dynamic random-access memory (DRAM), a static RAM (SRAM), or a synchronous dynamic RAM (SDRAM), and a nonvolatile memory, such as a one-time programmable read-only memory (OTPROM), a programmable ROM (PROM), an erasable and programmable ROM (EPROM), an electrically erasable and a programmable ROM (EEPROM), a mask ROM, a flash ROM, a flash memory including a NAND or NOR flash, a hard drive, or a solid state drive (SSD).

The external memory 234 may further include a flash drive a compact flash (CF), a secure digital (SD) card, a micro secure digital (micro-SD) card, a mini secure digital (mini-SD) card, an extreme digital (xD) card, a multi-media card (MMC), and a memory stick, and may be functionally and/or physically connected to the electronic apparatus 201 through various interfaces.

The sensor module 240 may measure physical quantities or may detect an operation state of the electronic apparatus 201 and convert measured or detected information into an electrical signal, and may include at least one of a gesture sensor 240A, a gyro sensor 240B, a barometric pressure sensor 240C, a magnetic sensor 240D, an accelerometer 240E, a grip sensor 240F, a proximity sensor 240G, a color sensor 240H (for example, a red, green, and blue (RGB) sensor), a biometric sensor 240I, a temperature/humidity sensor 240J, an illumination sensor 240K, and an ultraviolet (UV) sensor 240M. Additionally or alternatively, the sensor module 240 may include an E-nose sensor, an electromyography (EMG) sensor, an electroencephalogram (EEG) sensor, an electrocardiogram (ECG) sensor, an infrared (IR) sensor, an iris sensor, and/or a fingerprint sensor, and a control circuit to control at least one or more sensors belonging thereto. The electronic apparatus 201 may further include a processor configured, as a part of or separately from the processors 210, to control the sensor module 240 while the processors 210 are in a sleep state.

The input device 250 may include a touch panel 252, a (digital) pen sensor 254, a key 256, and an ultrasonic input device 258. The touch panel 252 may use at least one of an electrostatic, pressure-sensitive, infrared, and ultrasonic type, and may further include a control circuit and a tactile layer to provide a user with a tactile response.

The (digital) pen sensor 254 may be part of the touch panel or include a separate recognition sheet. The key 256 may include a physical button, an optical key, or a keypad. The ultrasonic input device 258 may detect ultrasonic waves generated in an input tool through a microphone 288 and may identify data corresponding to the detected ultrasonic waves.
The display 260 may include a panel 262, a hologram device 264, and a projector 266. The panel 262 may include a configuration that is the same as, or similar to, that of the display 160 of FIG. 1, may be configured as flexible, transparent, or wearable, and may be formed with the touch panel 252 in a single module. The hologram device 264 may display a three-dimensional image in the air using the interference of light. The projector 266 may project light onto a screen to display an image. The screen may be disposed inside or outside the electronic apparatus 201. According to an embodiment, the display 260 may further include a control circuit to control the panel 262, the hologram device 264, and the projector 266.

The interface 270 may include a high-definition multimedia interface (HDMI) 272, a universal serial bus (USB) 274, an optical interface 276, or a D-subminiature (D-sub) 278, and may be included in the communication interface 170 illustrated in FIG. 1. Additionally or alternatively, the interface 270 may include a mobile high-definition link (MHL) interface, an SD card/MMC interface, or an infrared data association (IrDA) interface.

The audio module 280 may convert a sound and an electrical signal reciprocally. At least some components of the audio module 280 may be included in an input/output interface 150 illustrated in FIG. 1. The audio module 280 may process sound information input or output through a speaker 282, a receiver 284, earphones 286, or the microphone 288.

The camera module 291 photographs a still image and shoots video, and may include one or more image sensors (for example, a front sensor or a rear sensor), a lens, an image signal processor (ISP), or a flash (for example, an LED, and a xenon lamp.

The power management module 295 may manage the power of the electronic apparatus 201 that is supplied with power through a battery, without being limited thereto. According to an embodiment, the power management module 295 may include a power management integrated circuit (PMIC), a charger integrated circuit (IC), or a battery gauge. The PMIC may have wire-based and/or wireless charging methods. The wireless charging methods may include a magnetic resonance method, a magnetic induction method, or an electromagnetic wave method, and may further include an additional circuit for wireless charging, such as a coil loop, a resonance circuit, or a rectifier. The battery gauge may measure the remaining battery charge, the charging voltage, the current, or temperature of the battery 296, which may include a rechargeable battery and/or a solar battery.

The indicator 297 may display a specific state of the electronic apparatus 201 or a component thereof, which may be a booting, message, or charging state. The motor 298 may convert an electrical signal into mechanical vibrations and may generate vibrations or a haptic effect. The electronic apparatus 201 may include a processing
device for supporting a mobile TV, such as a GPU which may process media data in accordance with digital multimedia broadcasting (DMB), digital video broadcasting (DVB), or mediaFlo™ standards.

Each of the above-described component elements of hardware according to the present disclosure may be configured with one or more components, and the names of the corresponding component elements may vary based on the type of electronic device. The electronic device according to embodiments of the present disclosure may include at least one of the aforementioned elements. Some elements may be omitted or other additional elements may be further included in the electronic device. Some of the hardware components according to embodiments may be combined into one entity, which may perform functions identical to those of the relevant components before the combination.

FIG. 3 is a block diagram of a program module according to embodiments of the present disclosure.

In FIG. 3, the program module 310 may include an OS that controls resources related to an electronic apparatus 101 and/or various applications that run on the OS, which may be Android™, iOS™, Windows™, Symbian™, Tizen™, or Samsung Bada™, for example.

The program module 310 may include a kernel 320, middleware 330, an API 360, and/or applications 370. At least part of the program module 310 may be preloaded onto the electronic apparatus or may be downloaded from an external electronic apparatus.

The kernel 320 may include a system resource manager 321 and/or a device driver 323. The system resource manager 321 may perform control, allocation, or recovery of system resources and may include a process manager, a memory manager, or a file system manager. The device driver 323 may include a display driver, a camera driver, a Bluetooth driver, a shared memory driver, a USB driver, a keypad driver, a Wi-Fi driver, an audio driver, or an inter-process communication (IPC) driver.

The middleware 330 may provide a function commonly needed for applications 370 or may provide the applications 370 with various functions through the API 360 so that the applications 370 may efficiently use limited systems resources in the electronic apparatus. According to an embodiment, the middleware 330 may include at least one of a runtime library 335, an application manager 341, a window manager 342, a multimedia manager 343, a resource manager 344, a power manager 345, a database manager 346, a package manager 347, a connectivity manager 348, a notification manager 349, a location manager 350, a graphic manager 351, and a security manager 352.

The runtime library 335 may include a library module used by a compiler to add a
new function through a programming language while at least one of the applications
370 is running, and may perform functions for input/output management, memory
management, or arithmetic function.

The application manager 341 may manage the life cycle of at least one application
among the applications 370. The window manager 342 may manage graphic user
interface (GUI) resources used for a screen. The multimedia manager 343 may identify
formats that are necessary to play various media files and may encode or decode a
media file using a codec suitable for a corresponding format. The resource manager
344 may manage resources, such as a source code, a memory, or a storage space, for at
least one application among the applications 370.

The power manager 345 may operate with a basic input/output system (BIOS) to
manage a battery or power supply and may provide information on power necessary
for an operation of the electronic apparatus. The database manager 346 may generate,
retrieve, or change a database used for at least one application among the applications
370. The package manager 347 may install or update an application distributed in the
form of a package file.

The connectivity manager 348 may manage wireless connectivity via Wi-Fi or
BluetoothTM. The notification manager 349 may display or report an incoming
message, an appointment, and an event including a proximity notification in a manner
that does not disturb a user. The location manager 350 may manage location in-
formation on the electronic apparatus. The graphic manager 351 may manage a graphic
effect to be provided for the user or a user interface related to the graphic effect. The
security manager 352 may provide overall security functions necessary for system
security or user authentication. According to an embodiment, at least some functions of
the execution manager 353 may be included in the API 360 or the applications 370.
When the electronic apparatus has phone features, the middleware 330 may further
include a telephony manager to manage a voice or video call function of the electronic
apparatus.

The middleware 330 may include a middleware module that forms combinations of
various functions of the foregoing components, may provide a specialized module for
each type of an OS in order to provide a differentiated function, and may dynamically
delete some of the existing components or add new components.

The API 360 is a set of API programming functions and may be provided with a
different configuration depending on an OS. For example, one API set for each
platform may be provided in Android or iOS, while at least two API sets for each
platform may be provided in Tizen.

The applications 370 may include one or more applications that are capable of
performing functions of a home 371, dialer 372, short message service/multimedia
messaging service (SMS/MMS) 373, instant message (IM) 374, browser 375, camera 376, alarm 377, contact 378, voice dial 379, email 380, calendar 381, media player 382, album 383, clock 384, and health care, such as for measuring exercise or blood sugar levels, and an environmental data application, for providing atmospheric pressure, humidity, or temperature data, for example.

According to an embodiment, the applications 370 may include an information exchange application that supports information exchanges between the electronic apparatus and an external electronic apparatus. The information exchange application may include a notification relay application for relaying specific information to the external electronic apparatus or a device management application for managing the external electronic apparatus.

For example, the notification relay application may include a function of relaying notification information, which is generated in another application of the electronic apparatus, to the external electronic apparatus. Additionally, the notification relay application may receive notification information from the external electronic apparatus and provides the notification information to the user.

The device management application may install, delete, or update at least one function, such as for turning on/turning off all or part of the external electronic apparatus or adjusting the resolution of a display of the external electronic apparatus communicating with the electronic apparatus, an application operating in the external electronic apparatus, or a call or message service provided by the external electronic apparatus.

According to an embodiment, the applications 370 may include a health care application of a mobile medical device, assigned according to an attribute of the external electronic apparatus. According to an embodiment, the applications 370 may include an application received from the external electronic apparatus. According to an embodiment, the applications 370 may include a third party application that may be downloaded from a preloaded application or the server. The illustrated components of the program module 310, according to embodiments, may be referred to by different terms depending on an OS type.

According to embodiments, at least part of the program module 310 may be implemented in software, firmware, hardware, or combinations of at least at least two, and may be run by a processor. At least part of the program module 310 may include a module, a program, a routine, sets of instructions, or a process to perform one or more functions.

FIG. 4 is a block diagram of an electronic apparatus that displays an object according to embodiments of the present disclosure.

Referring to FIG. 4, the electronic apparatus 101 may include at least one of a first
According to embodiments, at least one of the first display 461 and the second display 462 may perform at least one operation or function performed by the display 160 of FIG. 1. At least one of the first display 461 and the second display 462 may include a protection cover that protects the display, a touch panel that detects a touch, a display panel that displays at least one object, and a pressure touch panel that detects a pressure touch, and may be configured such that the protection cover is disposed at the top of the layers of the electronic apparatus, the touch panel that detects a touch is disposed under the protection cover, the display panel that displays an object is disposed under the touch panel, and the pressure touch panel that detects a pressure touch is disposed under the display panel. In the present disclosure, in addition to such a configuration, the respective panels may be disposed at different positions in view of design or ease of use.

The first display 461 may be formed in a structure in which the first display slides on, or rotates about, the second display 462 to open and close. When the first display 461 covers the second display 462, the first display 461 may turn opaque. The electronic apparatus 101 may detect that the first display 461 is covering the second display 462 and may turn (or switch) the first display 461 to opaque corresponding to such a detection. The electronic apparatus 101 may be configured to detect a pressure touch input to at least one of the first display 461 and the second display 462, and the pressure touch may include a touch with at least a predetermined strength.

According to embodiments, the communication interface 170 may perform at least one operation or function performed by the communication interface 170 of FIG. 1, may provide object transmission and reception between the first display 461 and the second display 462, and may provide object transmission and reception to and from an external electronic apparatus through a wireless protocol, such as Wi-Fi or Bluetooth.

According to embodiments, the memory 130 may perform at least one operation or function performed by the memory 130 of FIG. 1, may store objects, applications, data, and information displayed on the first display 461 and the second display 462, and objects transmitted and received to and from the external electronic apparatus, and may store additional information on each application installed on the electronic apparatus 101, such as various pieces of information corresponding to the type, purpose, feature, or latest information on an application, and these various pieces of information may be stored in the memory 130 in a table by each application. The additional information may be stored in the table according to a priority of the type, purpose, or feature of the application or a user setting. When a new application is downloaded or installed, additional information on the new application may be updated to the table.
According to embodiments, the processor 120 may perform at least one operation or at least one function performed by the processor 120 of FIG. 1, may be configured to detect a pressure touch input on an object displayed on one of the first display 461 and the second display 462 and to display the object on the other display corresponding to the pressure touch, and may be configured to control an interaction of an object between the first display and the second display based on an application displayed on the second display. The processor 120 may display an object, which is displayed on one of the first display 461 and the second display 462, on the other display corresponding to a tap or pressure touch input to one of the first display 461 and the second display 462. The processor 120 may detect a movement of the first display that is sliding on the second display or is opening or closing.

According to embodiments, when a pressure touch is detected on an object displayed on the first display, the processor 120 may be configured to add the pressure touch-detected object to an application displayed on the second display and to display the application with the added object on the second display. The processor 120 may transmit the object, on which the pressure touch is detected on the first display, to the second display. When the pressure touch is detected on at least one object of the application, which is being displayed on the second display, the processor may be configured to display, on the first display, an object including additional information included in the at least one pressure touch-detected object. When a pressure touch is detected on an object displayed on the second display, the processor 120 may transmit the object including additional information included in the pressure touch-detected object to the first display. The additional information may vary depending on the type of the application and may include information on at least one function provided by the application.

According to embodiments, when a pressure touch is detected in an area where no object is displayed on the first display while the first display is superposed on the second display, i.e., a blank area that does not include an object and does not overlap an object, the processor may be configured to reconfigure an attribute of an object that is positioned corresponding to the detected pressure touch on the second display and to display the object with the reconfigured attribute on the first display. The processor 120 may determine whether the pressure touch is detected in the area where no object is displayed on the first display or in an area where an object is displayed when the first display is superposed on the second display.

According to embodiments, when a pressure touch is detected in an area where an object is displayed on the first display while the first display is superposed on the second display, the processor may be configured to enable the object on the first display, which is positioned at the detected pressure touch, to correspond to the app-
plication displayed on the second display and to display the configured application on the second display. The processor may be configured to detect a tap touch input on an application displayed on one of the first display and the second display, to display the content of a widget of the application on the other display corresponding to the tap touch, and to run the application corresponding to a tap touch on the displayed content of the widget.

[113] The following are aspects according to embodiments of the present disclosure, as described above. An electronic apparatus 101 may include a first display, a second display, and a processor that may detect a pressure touch input on an object displayed on either of the first display and the second display, and may display the object on another display corresponding to the pressure touch.

[114] The processor may control an interaction on an object between the first display and the second display based on an application displayed on the second display.

[115] Each of the first display and the second display may include a protection cover, a touch panel that detects a touch, a display panel that displays at least one of object, and a pressure touch panel that detects a pressure touch.

[116] The first display may be formed in a structure in which the display slides on, or rotates about, the second display to open and close.

[117] When the pressure touch is detected on an object displayed on the first display, the processor may add the object, on which the pressure touch is detected, to an application displayed on the second display and may display the application, to which the object is added, on the second display.

[118] When the pressure touch is detected on at least one object of an application displayed on the second display while the application is displayed on the second display, the processor may display, on the first display, an object including additional information included in the at least one object on which the pressure touch is detected.

[119] The additional information may vary depending on a type of the application and may include information on at least one function provided by the application.

[120] When the pressure touch is detected in an area where no object is displayed on the first display while the first display is superposed on the second display, the processor may reconfigure an attribute of an object positioned on the second display corresponding to the detected pressure touch and may display the object with the re-configured attribute on the first display.

[121] When the pressure touch is detected in an area where an object is displayed on the first display while the first display is superposed on the second display, the processor may configure the object positioned at the detected pressure touch on the first display to correspond to an application displayed on the second display and may display the configured application on the second display.
The processor may detect a tap touch that is input on an application displayed on any one of the first display and the second display, may display content of a widget of the application on another display corresponding to the tap touch, and may run the application corresponding to a tap touch on the displayed content of the widget.

The processor may detect the pressure touch with at least a predetermined strength that is input on any one of the first display and the second display.

When the first display covers the second display, the processor may turn the first display opaque. FIG. 5A illustrates that the first display 461 slides on the second display 462 to open and close according to an embodiment of the present disclosure, FIG. 5B illustrates a first display rotating about a second display to open and close according to an embodiment of the present disclosure, and FIG. 5C illustrates a layer structure of at least one of the first display 461 and the second display 462 according to an embodiment of the present disclosure.

Referring to FIG. 5A, the first display 461 may slide leftward or rightward based on the front of the second display 462, and may be formed of a transparent material and may detect not only an input including a tap, a touch, and a drag but also a pressure touch. The second display 462 may perform the same detections as the first display 461. When the first display 461 slides out on the second display 462, at least one object may be displayed in an area 531 that does not overlap the second display 462 and an object on the first display may be displayed to overlap an object on the second display in an area 532 that overlaps the second display 462.

When the first display 461 slides out on the second display, at least one object may be displayed and not only an input including a tap, a touch, and a drag but also a pressure touch may be detected in an area of the second display 462. FIG. 5A illustrates that the first display 461 slides leftward based on the second display 462, which is provided only for illustrative purposes, and the present disclosure may also include an instance in which the first display 461 slides rightward based on the second display 462.

Referring to FIG. 5B, the first display 461 may be formed in a structure that rotates about the front of the second display 462 to open and close. The electronic apparatus 101 enables the first display 461 to rotate about the front of the second display 462 leftward to open and close. FIG. 5B illustrates the first display 461 rotating leftward about the second display 462 to open and close, which is provided only for illustrative purposes, and the present disclosure may include an instance in which the first display 461 rotates rightward about the second display 462 to open and close. The first display 461 may turn opaque when covering the second display 462.

Referring to FIG. 5C, at least one of the first display 461 and the second display 462 may include a protection cover 521, a touch panel 522 that detects a touch, a display
panel 523 that displays at least one of object, and a pressure touch panel 524 that detects a pressure touch.

The protection cover 521 may be formed of a plastic or glass material in order to prevent the display from being damaged by an impact applied to the display. The touch panel 522 is a capacitive touch panel, in which both sides of a glass are coated with a thin metal conductive material, such as indium tin oxide (ITO), so that electric current flows on the surface of the glass, and are coated with a dielectric capable of storing electric charges. When a user touches the surface of the touch panel 522 with a finger, a certain quantity of electric charges are transferred by static electricity to the touched position, and the touch panel 252 recognizes the variation in electric current by charge transfer to detect the touched position. The touch panel 522 is capable of detecting any touch that generates static electricity.

The display panel 523 may be an LCD panel or an active matrix organic light-emitting diode (AMOLED) panel, for example, and may display various images according to various operating states, the execution of an application and a service, and a plurality of objects. The pressure touch panel 524 may detect pressure input onto an object displayed on the display, may measure the strength of the pressure input onto the object displayed on the display, may measure the strength of pressure of a touch made with a stylus pen or finger and may transmit a measured result to the processor 120.

At least one of the first display 461 and the second display 462 may be formed of a transparent material, may display an object, and may detect a touch by pressure.

FIG. 6 illustrates a process of controlling an interaction on an object between the first display 461 and the second display 462 according to embodiments of the present disclosure.

Referring to FIG. 6, in step 610, the electronic apparatus 101 may determine whether it detects a pressure touch that is input while the first display 461 is superposed on the second display 462. The electronic apparatus 101 may detect a pressure touch input on at least one of the first display 461 and the second display 462, which may each include a protection cover, a touch panel that detects a touch, a display panel that displays at least one of object, and a pressure touch panel that detects a pressure touch. Each of the first display 461 and the second display 462 may be configured such that the protection cover is disposed at the top of the layers of the electronic apparatus, the touch panel that detects a touch is disposed under the protection cover, the display panel that displays an object is disposed under the touch panel, and the pressure touch panel that detects a pressure touch is disposed under the display panel. In the present disclosure, in addition to such a configuration, the respective panels may be disposed at different positions in view of design or ease of use. The first display 461 may be
formed in a structure in which the first display 461 slides on, or rotates about, the second display 462 to open and close. The electronic apparatus 101 may be configured to detect a pressure touch input to at least one of the first display 461 and the second display 462, and the pressure touch may include a touch with at least a predetermined strength which has a strength that is greater than the strength sensing a touch input.

In step 612, when the electronic apparatus 101 detects the pressure touch while the first display 461 is superposed on the second display 462, the electronic apparatus 101 may control an interaction on a pressure touch-recognized object between the first display 461 and the second display 462, and to control an interaction on an object between the first display 461 and the second display 462 based on an application displayed on the second display 462. The electronic apparatus 101 may detect a pressure touch input to an object displayed on the first display 461, may add the pressure touch-detected object to the application displayed on the second display, and may display the application with the added object on the second display. When the electronic apparatus 101 does not detect the touch pressure while the first display 461 is superposed on the second display 462 in step 610, the method ends.

According to embodiments, the electronic apparatus 101 may detect a pressure touch input to at least one object of the application, which is being displayed on the second display 462, and may display, on the first display, an object including additional information included in the at least one pressure touch-detected object. The additional information may vary depending on the type of the application and may include information on at least one function provided by the application. For example, when the application is a contact, the information may include a call icon and a text message icon. When the application is a music player application, the information may include an album, a title, a cover photo, and an album art.

According to embodiments, the electronic apparatus 101 may detect a pressure touch that is input in an area where no object is displayed on the first display 461 while the first display 461 is superposed on the second display 462. The electronic apparatus 101 may reconfigure an attribute of an object that is positioned corresponding to the detected pressure touch on the second display and may display the object with the re-configured attribute on the first display.

According to embodiments, the electronic apparatus 101 may detect a pressure touch in an area where an object is displayed on the first display while the first display is superposed on the second display, may configure the object on the first display, which is positioned at the detected pressure touch, to correspond to the application displayed on the second display, and may display the configured application on the second display.

According to embodiments, the electronic apparatus 101 may detect a tap touch input on an application displayed on one of the first display and the second display, may
display the content of a widget of the application on the other display corresponding to
the tap touch, and may run the application corresponding to the tap touch on the
displayed content of the widget. The following are aspects according to embodiments
of the present disclosure, as described above. A method of displaying an object by an
electronic apparatus 101 that includes a first display, a second display, and a processor
may include detecting a pressure touch that is input on an object displayed on any one
of the first display and the second display, and displaying the object on another display
corresponding to the pressure touch.

[139] Displaying the object on the other display may include controlling an interaction on
an object between the first display and the second display according to an application
displayed on the second display.

[140] The method may further include detecting the pressure touch on an object displayed
on the first display; adding the object, on which the pressure touch is detected, to an
application displayed on the second display, and displaying the application, to which
the object is added, on the second display.

[141] The method may further include detecting the pressure touch on at least one object of
an application displayed on the second display while the application is displayed on the
second display, and displaying, on the first display, an object including additional in-
formation included in the at least one object on which the pressure touch is detected.

[142] The additional information may vary according to a type of the application and may
include information on at least one function provided by the application.

[143] The method may further include detecting whether the first display is superposed on
the second display, reconfiguring an attribute of an object positioned on the second
display corresponding to the detected pressure touch when the pressure touch is
detected in an area where no object is displayed on the first display, and displaying the
object with the reconfigured attribute on the first display.

[144] The method may further include detecting whether the first display is superposed on
the second display, configuring an object positioned at the detected pressure touch on
the first display to correspond to an application displayed on the second display when
the pressure touch is detected in an area where the object is displayed on the first
display, and displaying the configured application on the second display.

[145] The method may further include detecting a tap touch that is input on an application
displayed on any one of the first display and the second display, displaying content of a
widget of the application on another display corresponding to the tap touch, and
running the application corresponding to a tap touch on the displayed content of the
widget. FIG. 7 illustrates an interaction on an object between the first display 461 and
the second display 462 according to embodiments of the present disclosure, in which
FIG. 7A illustrates a pressure touch being input while an object 710 is displayed on the
first display 461, FIG. 7B illustrates the object displayed on the first display being
displayed as an object 711 on the second display 462 by the pressure touch 730 input
in FIG. 7A, FIG. 7C illustrates a pressure touch input on the first display corre-
sponding to a position at which an object 720 is displayed on the second display 462,
and FIG. 7D illustrates the object displayed on the second display being displayed as
an object 721 on the first display 461 by the pressure touch 730 input in FIG. 7C.

Referring to FIGs. 7A and 7B, each of the first display 461 and the second display
462 according to embodiments may include a protection cover, a touch panel that
detects a touch, a display panel that displays at least one of object, and a pressure touch
panel that detects a pressure touch. Each of the first display 461 and the second display
462 may be configured such that the protection cover is disposed at the top of the
layers of the electronic apparatus, the touch panel that detects a touch is disposed under
the protection cover, the display panel that displays an object is disposed under the
touch panel, and the pressure touch panel that detects a pressure touch is disposed
under the display panel. In the present disclosure, in addition to such a configuration,
the respective panels may be disposed at different positions in view of design or ease
of use.

The first display 461 may be formed in a structure in which the first display 461
slides on, or rotates about, the second display 462 to open and close. The electronic
apparatus 101 may display at least one object 710 on the first display 461, and may
detect a pressure touch 730 input on the object 710 displayed on the first display 461
while the first display 461 displaying the at least one object 710 is overlapping the
second display 462. The pressure touch may be of at least a predetermined strength.
When the pressure touch is detected on the object 710 displayed on the first display
461, the electronic apparatus 101 may display the object 710 on the second display
462. The electronic apparatus 101 may transmit the object 710 displayed on the first
display 461 to the second display 462 using a wireless protocol including wireless
Internet platform for interoperability (WiPi) and Bluetooth and may control the second
display 462 to display the object 711.

Referring to FIGs. 7C and 7D, the electronic apparatus 101 may display at least one
object 720 on the second display 462. The electronic apparatus 101 may determine that
the first display 461 is superposed on the second display 462 displaying the at least one
object 720 and may detect a pressure touch 730 input on the first display 461 corre-
sponding to the position of the object 720 displayed on the second display 462. The
pressure touch may include a touch of at least a predetermined strength.

When the pressure touch on the first display 461 is detected, the electronic apparatus
101 may display an object 721 on the first display 461, may transmit the object 720
displayed on the second display 462 to the first display 461 using a wireless protocol
including WiPi and Bluetooth, and may control the first display 461 to display the object 721.

FIG. 8 illustrates a process of configuring an attribute of an object corresponding to the input of a pressure touch and displaying the object while the first display 461 is superposed on the second display 462 according to embodiments of the present disclosure.

Referring to FIG. 8, in step 810, the electronic apparatus 101 may determine whether it detects a pressure touch that is input while the first display 461 is superposed on the second display 462. The electronic apparatus 101 may detect that the first display 461 does not overlap the second display 462, and may detect a pressure touch input on at least one of the first display 461 and the second display 462 while the first display 461 is superposed on the second display 462 or while the first display 461 does not overlap the second display 462. The pressure touch may include a touch with at least a predetermined strength. When the electronic apparatus 101 does not detect the touch pressure while the first display 461 is superposed on the second display 462 in step 810, the method ends.

In step 812, when the electronic apparatus 101 detects the pressure touch while the first display 461 is superposed on the second display 462, the electronic apparatus 101 may determine whether the pressure touch is detected in an area where no object is displayed on the first display 461, or alternatively, in an area where no object is displayed on the second display 462. In step 814, when the pressure touch is detected in the area where no object is displayed on the first display 461, the electronic apparatus 101 may reconfigure an attribute of an object that is positioned on the second display corresponding to the detected pressure touch, and may determine that the pressure touch is a command to control the object displayed on the second display 462. The electronic apparatus 101 may be configured to display, on the first display, an object (or application) that is displayed on the second display 462 corresponding to a position at which the pressure touch is input, and may reconfigure an attribute of the object (or application) displayed on the second display 462 corresponding to the position at which the pressure touch is input. The reconfiguration may include various operations to display, on the first display 461, an object including additional information on the object (or application) displayed on the second display 462.

The memory 130 may store additional information on each application installed on the electronic apparatus 101. The additional information may include various pieces of information corresponding to the type, purpose, feature, or latest information on an application, and the various pieces of information may be stored in the memory 130 in a table by each application and according to a priority of the type, purpose, or feature of the application or a user setting. When a new application is downloaded or installed,
additional information on the new application may be updated to the table. When the pressure touch is detected with the memory 130 storing the additional information on each application, the electronic apparatus 101 may read additional information on a pressure touch-detected application from the table stored in the memory 130. When the pressure touch is detected in the area where no object is displayed on the first display 461, the electronic apparatus 101 may read at least one piece of additional information suitable for the type, purpose, or feature of a pressure touch-detected application displayed on the second display 462 according to a priority or user setting and may reconfigure the object, may display the reconfigured object on the first display 461, and may convert the reconfigured object according to the type of another object previously displayed on the first display 461 and may display the converted object on the first display 461. In examples, when a contact is displayed on the second display, the electronic apparatus 101 may configure the object to include additional information (for example, a call or text message icon). When a music player application is displayed on the second display, the electronic apparatus 101 may configure the object to include additional information, such as an album, title, cover photo, or album art.

[154] In step 816, the electronic apparatus 101 may display the object with the reconfigured attribute on the first display 461. When the pressure touch is detected in the area where no object is displayed on the first display 461, the electronic apparatus 101 may reconfigure the attribute of the object (or application) that is positioned corresponding to the detected pressure touch on the second display and may display the object on the first display 461.

[155] In step 818, when the pressure touch is detected in the area where the object is displayed in step 812, the electronic apparatus 101 may configure the object positioned at the detected pressure touch on the first display 461 to correspond to an application displayed on the second display 462. When the pressure touch is detected in the area where the object is displayed on the first display 461 while the application is running on the second display 462, the electronic apparatus 101 may determine that the pressure touch is a command to add the object on the first display 461 to the application displayed on the second display 462.

[156] The electronic apparatus 101 may be configured to display, on the second display 462, the object displayed on the first display 461 corresponding to the position at which the pressure touch is input or may be configured to add the object to the application displayed on the second display 462. The electronic apparatus 101 may reconfigure an attribute of the object displayed on the first display 461 corresponding to the position at which the pressure touch is input. The reconfiguration may include various operations to display, on the second display 462, an object including additional information on the object displayed on the first display 461. The electronic apparatus
101 may read at least one piece of additional information suitable for the type, purpose, or feature of a pressure touch-detected application displayed on the first display 461 according to a priority or user setting and may reconfigure the object, may display the reconfigured object on the second display 462, may convert the reconfigured object according to the type of another object previously displayed on the second display 462, and may display the converted object on the second display 462. For example, when a message sending application is displayed on the second display, the electronic apparatus 101 may add the object (for example, a picture) positioned at the position of the detected pressure touch to the message sending application displayed on the second display 462.

[157] In step 820, the electronic apparatus 101 may display the configured object on the second display 462. When the pressure touch is detected in the area where the object is displayed, the electronic apparatus 101 may add the object (or application) positioned at the detected pressure touch on the first display 461 to the application displayed on the second display 462 and may display the application.

[158] FIG. 9A, FIG. 9B, and FIG. 9C illustrate examples of configuring an attribute of an object corresponding to the detection of a pressure touch and displaying the object while the first display 461 is superposed on the second display 462 according to embodiments of the present disclosure. Specifically, FIG. 9A illustrates a pressure touch being input in an area where no object is displayed on the first display 461 while the first display 461 is superposed on the second display 462, FIG. 9B illustrates an object on the second display 462 being displayed on the first display 461 by the pressure touch input in FIG. 9A, and FIG. 9C illustrates the object displayed on the first display 461 in FIG. 9B being reconfigured and displayed on the first display 461.

[159] Referring to FIG. 9A, the first display 461 may be formed in a structure in which the first display 461 slides on, or rotates about, the second display 462 to open and close. The electronic apparatus 101 may display at least one object 901, 902, and 903 on the first display 461, and may detect a pressure touch 910 that is input in an area where the at least one object 901, 902, and 903 is not displayed on the first display 461 while the first display 461 displaying the at least one object 901, 902, and 903 overlaps the second display 462.

[160] The at least one object 901, 902, and 903 may include additional information indicating a function provided according to the type or attribute of an application running on the second display 462. For example, when a contact is displayed on the second display 462, the at least one object 901, 902, and 903 displayed on the first display 461 may include a call icon 901a, 902a, and 903a. When the pressure touch is detected in the area where the at least one object 901, 902, and 903 is not displayed on the first display 461, the electronic apparatus 101 may determine that the detected pressure
touch is a command to control an object (or application) displayed on the second display 462, may display, on the first display 461, an object 920 displayed on the second display 462, and may transmit the object 920 displayed on the second display 462 to the first display 461.

[161] Referring to FIG. 9B and FIG. 9C, the object 920, which is displayed on the second display 462 corresponding to the position of the detected pressure touch 910 that is input in the area where the at least one object 901, 902, and 903 is not displayed on the first display 461, may be transmitted to the first display 461 and may be displayed along with the at least one object 901, 902, and 903 previously displayed on the first display 461. The object 904 may be displayed in the same type as displayed on the second display 462 or may be displayed according to the attribute of the application displayed on the second display 462. For example, when a command 930 such as a touch, a touch and drag, or a tap is input while the object 904 is being displayed, the electronic apparatus 101 may reconfigure an attribute of the object 904 to display the object 904 on the first display 461, and may reconfigure the attribute of the object displayed on the second display 462 corresponding to the position at which the pressure touch is input. The reconfiguration may include various operations to display, on the first display 461, an object including additional information on the object displayed on the second display 462. For example, when a contact is displayed on the second display, the electronic apparatus 101 may read the object corresponding to the position at which the pressure touch is input from the memory 130 and may display the object on the first display 461. When the command is input on the object 904, the electronic apparatus 101 may configure the object to include additional information, such as a call or text message icon, and may display the object on the first display 461. When the command input on the object 904 displayed on the first display 461 is detected in FIG. 9B, the electronic apparatus 101 may reconfigure the object 904 to correspond to the at least one object 901, 902, and 903, and may display the re-configured object 905 on the first display 461. The reconfigured object 905 may include various pieces of additional information to correspond to the attribute of the application displayed on the second display 462. For example, when the application displayed on the second display 462 is a contact, the reconfigured object 905 may include a call icon 905a.

[162] FIG. 10 illustrates a process of configuring an attribute of an object corresponding to the input of a pressure touch and displaying the object while the first display 461 does not overlap the second display 462 according to embodiments of the present disclosure.

[163] Referring to FIG. 10, in step 1010, the electronic apparatus 101 may determine whether it detects a pressure touch that is input while the first display 461 does not
overlap the second display 462. The state in which the first display 461 does not overlap the second display 462 may be when the first display 461 opens so that it is possible to input a pressure touch on the second display 462, or may be when the first display 461 forms 180 degrees with the second display 462. The electronic apparatus 101 may detect a pressure touch that is input on at least one of the first display 461 and the second display 462 while the first display 461 is not superposed on the second display 462.

When the pressure touch that is input while the first display 461 does not overlap the second display 462 is not detected in step 1010, the method ends. When the pressure touch is detected in step 1010 and is input on the first display 461, the electronic apparatus 101 may configure an object positioned at the pressure touch on the first display 461 to correspond to an application displayed on the second display in step 1012, and may configure the object positioned at the detected pressure touch on the first display 461 to correspond to the application displayed on the second display 462.

When the pressure touch is detected in the area where the object is displayed on the first display 461 while the application is running on the second display 462, the electronic apparatus 101 may determine that the pressure touch is a command to add the object on the first display 461 to the application displayed on the second display 462, may be configured to display, on the second display 462, the object displayed on the first display 461 corresponding to a position at which the pressure touch is input, or may be configured to add the object to the application displayed on the second display 462.

The electronic apparatus 101 may reconfigure an attribute of the object displayed on the first display 461 corresponding to the position at which the pressure touch is input. The reconfiguration may include various operations to display, on the second display 462, an object including additional information on the object displayed on the first display 461. For example, when a message sending application is displayed on the second display, the electronic apparatus 101 may add the object (for example, a picture) positioned at the position of the detected pressure touch to the message sending application displayed on the second display 462.

In step 1014, the electronic apparatus 101 may display the configured application on the second display 462. When the pressure touch is detected in the area where the object is displayed on the first display 461, the electronic apparatus 101 may add the object (or application) positioned at the detected pressure touch on the first display 461 to the application displayed on the second display 462 and may display the application.

When the pressure touch is detected in step 1010 and is input on the second display 462, the electronic apparatus 101 may reconfigure an attribute of an object positioned at the pressure touch on the second display 462 in step 1016. The electronic apparatus
101 may be configured to display, on the first display, the object (or application) displayed on the second display 462 corresponding to a position at which the pressure touch is input, and may reconfigure the attribute of the object (or application) displayed on the second display 462 corresponding to the position at which the pressure touch is input. The reconfiguration may include various operations to display, on the first display 461, an object including additional information on the object (or application) displayed on the second display 462. In examples, when a contact is displayed on the second display, the electronic apparatus 101 may configure the object to include additional information. When a music player application is displayed on the second display, the electronic apparatus 101 may configure the object to include additional information, such as an album, title, cover photo, or album art.

[169] According to embodiments, in step 1018, the electronic apparatus 101 may display the object with the reconfigured attribute on the first display 461. When the pressure touch is detected on the object displayed on the second display 462, the electronic apparatus 101 may reconfigure an attribute of the object (or application) positioned at the detected pressure touch on the second display 462 and may display the object on the first display 461.

[170] FIGs. 11A, 11B, and 11C illustrate examples of configuring an attribute of an object corresponding to the detection of a pressure touch and displaying the object while the first display 461 does not overlap the second display 462 according to embodiments of the present disclosure. Specifically, FIG. 11A illustrates a pressure touch being input on an object displayed on the second display 462 while the first display 461 does not overlap the second display 462. FIG. 11B illustrates the object on the second display being displayed on the first display 461 by the pressure touch input in FIG. 11A, and FIG. 11C illustrates the object displayed on the first display 461 in FIG. 11B being re-configured and displayed on the first display 461.

[171] Referring to FIG. 11A, the first display 461 may rotate about the second display 462 to open and close. The electronic apparatus 101 may display at least one object 1101, 1102, and 1103 on the first display 461, and may detect a pressure touch 1110 that is input on an object 1120 displayed on the second display 462 while the first display 461 displaying the at least one object 1101, 1102, and 1103 does not overlap the second display 462. The at least one object 1101, 1102, and 1103 displayed on the first display 461 may include additional information indicating a function provided according to the type or attribute of an application running on the second display 462. For example, when a contact is displayed on the second display 462, the at least one object 1101, 1102, and 1103 displayed on the first display 461 may include a call icon 1101a, 1102a, and 1103a. When the pressure touch is detected on the object 1120 displayed on the second display 462, the electronic apparatus 101 may determine that the detected
pressure touch is a command to display, on the first display 461, the object displayed on the second display 462, and may transmit the object 1120 displayed on the second display 462 to the first display 461.

Referring to FIG. 11B and FIG. 11C, the object 1120, which is displayed on the second display 462 corresponding to the position of the detected pressure touch, may be transmitted to the first display 461 and may be displayed 1104 along with the at least one object 1101, 1102, and 1103 previously displayed on the first display 461. The object 1104 may be displayed in the same type as displayed on the second display 462 or may be displayed in a different type according to the attribute of the application displayed on the second display 462.

For example, when a command 1130, such as a touch, a touch and drag, or a tap is input while the object 1104 is being displayed, the electronic apparatus 101 may reconfigure an attribute of the object 1104 to display the object 1104 on the first display 461, and may reconfigure the attribute of the object displayed on the second display 462 corresponding to the position at which the pressure touch is input. The reconfiguration may include various operations to display, on the first display 461, an object including additional information on the object displayed on the second display 462. For example, when a contact is displayed on the second display, the electronic apparatus 101 may read the object corresponding to the position at which the pressure touch is input from the memory 130 and may display the object on the first display 461. When a command is input on the object 1104, the electronic apparatus 101 may configure the object to include additional information and may display the object on the first display 461. When the command input on the object 1104 displayed on the first display 461 is detected in FIG. 11B, the electronic apparatus 101 may reconfigure the object 1104 to correspond to the at least one object 1101, 1102, and 1103 and may display the reconfigured object 1105 on the first display 461. The reconfigured object 1105 may include various pieces of additional information to correspond to the attribute of the application displayed on the second display 462. For example, when the application displayed on the second display 462 is a contact, the reconfigured object 1105 may include a call icon 1105a.

FIG. 12 illustrates a process of running an application depending on whether the application provides a widget function according to embodiments of the present disclosure.

In step 1210, the electronic apparatus 101 may determine whether it detects an input that is made on at least one of the first display 461 and the second display 462 while the first display 461 and the second display 462 do not overlap, such as when the first display 461 opens so that it is possible to input a touch on the second display 462. The input may be made by a gesture or various touches, such as a touch, a tap, a drag and
drop, a swipe, a flick, and a pressure touch.

When the electronic apparatus 101 does not detect the input in step 1210, the method ends. In step 1212, when the electronic apparatus 101 detects the input in step 1210, the electronic apparatus 101 may determine whether the input is a tap or a pressure touch. The electronic apparatus 101 may determine whether the input that is made in step 1210 is made on the first display 461 or on the second display 462, and is an input by a tap or an input by a pressure touch. When the detected input is a pressure touch in step 1212, the electronic apparatus 101 may run an application on which the pressure touch is detected and may display the application on another display in step 1220.

When the input is a tap in step 1212, the electronic apparatus 101 may determine whether an application on which the touch is detected provides a widget function in step 1214. The widget function may or may not be provided according to the type or attribute of the application, and may include a function providing (or displaying) brief information on the application.

When the application provides a widget function in step 1214, the electronic apparatus 101 may display the content of a widget of the application in step 1216. For example, when the application is an application providing a health function, if a tap is detected on the application, the electronic apparatus 101 may display the brief content of the widget, such as a current day's step count or calorie consumption, on a display on which the application is displayed or on another display. When the application does not provide a widget function in step 1214, the method proceeds to step 1220, previously described.

In step 1218, the electronic apparatus 101 may determine whether a touch is detected on the displayed content of the widget. The electronic apparatus 101 may detect an input by a tap on the displayed content of the widget.

When the touch on the displayed widget content is detected in step 1218, the electronic apparatus 101 may run, on another display, the application on which the touch is detected, in step 1220. Otherwise, step 1218 is repeated. The electronic apparatus 101 may run, on the other display, the application on which the pressure touch is detected. For example, when an input by a tap is made on the application while the second display 462 is displaying the application, the electronic apparatus 101 may display the content of the widget of the application on the first display 461. When a pressure touch is detected on the content of the widget, the electronic apparatus 101 may run the application corresponding to the content of the widget and may display the application on the second display 462.

FIGs. 13A, 13B, 13C, 13D, 13E and 13F illustrate the execution of an application that provides a widget function according to embodiments of the present disclosure, in which FIG. 13A illustrates that the first display 461 displaying at least one application
is superposed on the second display 462, FIG. 13B illustrates a pressure touch being input in FIG. 13A, FIG. 13C illustrates that a tap is input in FIG. 13A, FIG. 13D illustrates that the first display 461 displaying at least one application does not overlap the second display 462, FIG. 13E illustrates a pressure touch being input in FIG. 13D, and FIG. 13F illustrates that a tap is input in FIG. 13D.

Referring to FIGs. 13A, 13B and 13C, the first display 461 and the second display 462 may each display an icon indicating at least one application. The first display 461 may be formed in a structure that slides on the second display 462 to open and close. The electronic apparatus 101 may display at least one object 1301 and 1302 on the first display 461, and may display at least one object 1321 on the second display 462.

The electronic apparatus 101 may detect a pressure touch 1310 that is input in an area where at least one of the objects 1301 and 1302 is not displayed on the first display 461 while the first display 461 displaying the at least one object 1301 and 1302 is overlapping the second display 462. The pressure touch may include a touch with at least a predetermined strength. When the pressure touch is detected in the area where the at least one object 1301 and 1302 is not displayed on the first display 461, the electronic apparatus 101 may determine that the pressure touch is a command to control the object displayed on the second display 462. The object 1321 displayed on the second display 462 corresponding to a position at which the pressure touch is detected may be run by the pressure touch and may be displayed 1322 on the second display 462.

The electronic apparatus 101 may detect a tap 1310 that is input in the area where the object 1301 and 1302 is not displayed on the first display 461 while the first display 461 displaying the at least one object 1301 and 1302 is overlapping the second display 462. When the tap is detected in the area where the at least one object 1301 and 1302 is not displayed on the first display 461, the electronic apparatus 101 may determine that the tap is a command to control the object displayed on the second display 462. The object 1321 displayed on the second display 462 corresponding to a position at which the tap is detected may display 1313 the content of a widget on the first display 461 by the tap. For example, when a pressure touch is detected on the content of the widget, the electronic apparatus 101 may run an application corresponding to the content of the widget and may display the application on the second display 462. The electronic apparatus 101 may transmit and receive data, such as object widget content or a result of running an application, between the first display 461 and the second display 462 using a wireless protocol including WiPi and Bluetooth.

Referring to FIGs. 13D, 13E and 13F, the first display 461 and the second display 462 may each display an icon indicating at least one application. The first display 461 may be formed in a structure that rotates about the second display 462 to open and
close. The electronic apparatus 101 may display at least one object 1301, 1302, and 1303 on the first display 461, and may display at least one object 1321 on the second display 462. An object 1303 displayed on the first display 461 may be the same as the object 1321 displayed on the second display 462.

[186] The electronic apparatus 101 may detect a pressure touch that is input on any one object 1303 among the objects 1301, 1302, and 1303 on the first display 461 or on the object 1321 displayed on the second display 462 while the first display 461 displaying the at least one object 1301, 1302, and 1303 is not overlapping the second display 462. When the pressure touch is detected, the electronic apparatus 101 may determine that the pressure touch is a command to control any one object 1303 among the objects 1301, 1302, and 1303 on the first display 461 or the object 1321 displayed on the second display 462. The object 1303 displayed on the first display 461 corresponding to a position at which the pressure touch is detected may be run by the pressure touch and may be displayed 1322 on the second display 462. The object 1321 displayed on the second display 462 corresponding to the position at which the pressure touch is detected may be run by the pressure touch and may be displayed 1322 on the second display 462.

[187] The electronic apparatus 101 may detect a tap that is input on any one object 1303 among the objects 1301, 1302, and 1303 on the first display 461 while the first display 461 displaying the at least one object 1301, 1302, and 1303 is not overlapping the second display 462. When the tap is detected, the electronic apparatus 101 may determine that the tap is a command to control the object displayed on the second display 462. The object 1321 displayed on the second display 462 corresponding to a position at which the tap is detected may display 1313 the content of a widget on the first display 461 by the tap. For example, when a pressure touch is detected on the content of the widget, the electronic apparatus 101 may run an application corresponding to the content of the widget, may display the application on the second display 462, and may transmit and receive data between the first display 461 and the second display 462 using a wireless protocol including WiPi and Bluetooth.

[188] FIGs. 14A, 14B, 14C, 14D, 14E, 14F, 14G and 14H illustrate an interaction on an object between the first display 461 and the second display 462 by a tap or pressure touch according to embodiments of the present disclosure, in which FIG. 14A illustrates that at least one object is displayed on the first display 461 and an application to interact with the at least one object is displayed on the second display 462. FIG. 14B illustrates a result of inputting a tap on the first display 461 in FIG. 14A, FIG. 14C illustrates that the first display 461 is slid to overlap the second display, and FIG. 14D illustrates a result of inputting a pressure touch 1413 while the first display 461 overlaps the second display 462.
Referring to FIGs. 14A, 14B, 14C and 14D, the first display 461 may display at least one object, and an application may be run on the second display 462. When a tap 141 is input on a random object on the first display 461, the electronic apparatus 101 may enlarge 1412 the object positioned at the tap according to the size of the first display 461 and may display the object. The first display 461 may be slid in a direction to the second display 462. When a pressure touch 1413 is detected when the first display 461 has been slid in the direction to the second display 462, the electronic apparatus 101 may add the object displayed on the first display to the application 1421 displayed on the second display. When the pressure touch 1413 is detected on the first display while an application, such as a message or an email, is run on the second display, an object 1412 at a position of the detected pressure touch 1413 may be added to the application 1421 run on the second display. When the object displayed on the first display is added to the application displayed on the second display, the object 1412 displayed on the first display may no longer be displayed on the first display.

Referring to FIGs. 14E, 14F, 14G and 14H, the first display 461 may display at least one object, and an application may be run on the second display 462. When a tap 141 is input on a random object on the first display 461, the electronic apparatus 101 may enlarge 1412 the object positioned at the tap according to the size of the first display 461 and may display the object. When a pressure touch 1413 is detected on the first display 461, the electronic apparatus 101 may add the object displayed on the first display 461 to the applications 1421 displayed on the second display 462. For example, when the pressure touch 1413 is detected on the first display 461 while at least one of the applications 1421, such as a message and an email, is run on the second display 462, an object 1412 at a position of the detected pressure touch 1413 may be added to the at least one of the applications 1421 run on the second display 462. When the object displayed on the first display 461 is added to the applications 1421 displayed on the second display 462, the object 1412 displayed on the first display may not be displayed on the first display any longer.

The term "module" used in the present disclosure may refer to a unit including one or more combinations of hardware, software, and firmware, may be used interchangeably with a unit, logic, logical block, component, or circuit, may be a minimum unit of an integrated component element or a part thereof, or a minimum unit for performing one or more functions or a part thereof, and may be mechanically or electronically implemented. For example, the "module" according to the present disclosure may include at least one of an application-specific integrated circuit (ASIC) chip, a field-programmable gate array (FPGA), and a programmable-logic device for performing operations which has been known or are to be developed in the future.

According to embodiments, at least some of the modules or functions thereof or the
method according to the present disclosure may be implemented by a command stored in a computer-readable storage medium in a programming module form. When the command is executed by control circuits, the control circuits may perform a function corresponding to the command. The computer-readable storage medium may be the memory 130. At least some of the programming modules may be executed by the control circuits, and may include a module, a program, a routine, a set of instructions or a process for performing one or more functions.

The computer readable recording medium may include magnetic media such as a hard disc, a floppy disc, and a magnetic tape, optical media such as a compact disc read only memory (CD-ROM) and a digital versatile disc (DVD), magneto-optical media such as a floptical disk, and hardware devices specifically configured to store and execute program commands, such as a read only memory (ROM), a random access memory (RAM), and a flash memory. In addition, the program instructions may include high class language codes, which can be executed in a computer by using an interpreter, as well as machine codes made by a compiler. The aforementioned hardware device may be configured to operate as one or more software modules in order to perform the operation of the present disclosure, and vice versa.

The programming module according to the present disclosure may include one or more of the aforementioned components or may further include other additional components, or some of the aforementioned components may be omitted. Operations executed by a module, a programming module, or other component elements according to embodiments of the present disclosure may be executed sequentially, in parallel, repeatedly, or in a heuristic manner. Some operations may be executed according to another order or may be omitted, or other operations may be added. According to embodiments, a storage medium may record commands, and the commands may include a first command set to detect a pressure touch that is input on an object displayed on any one of the first display and the second display and a second command set to display the object on the other display corresponding to the pressure touch.

Embodiments of the present disclosure described in this specification and the drawings correspond to specific examples presented in order to easily describe technical contents of the present disclosure and to assist in the comprehension of the present disclosure, and are not intended to limit the scope of the present disclosure. Therefore, it should be construed that, in addition to the embodiments disclosed herein, all modifications and changes or modified and changed forms derived from the technical idea of the present disclosure fall within the scope of the present disclosure.

While the present disclosure has been shown and described with reference to certain embodiments thereof, it will be understood by those skilled in the art that various changes in form and details may be made therein without departing from the spirit and
scope of the disclosure as defined by the appended claims and their equivalents.
Claims

[Claim 1] An electronic apparatus comprising:
a first display;
a second display; and
at least one or more processor,
wherein the processor is configured to:
detect a pressure touch that is input on an object displayed on either of
the first display and the second display, and
display the object on another of the first display and the second display,
corresponding to the pressure touch.

[Claim 2] The electronic apparatus of claim 1, wherein the processor is further
configured to control an interaction of the object between the first
display and the second display based on an application displayed on the
second display.

[Claim 3] The electronic apparatus of claim 1, wherein each of the first display
and the second display comprises a protection cover, a touch panel that
detects a touch, a display panel that displays at least one of object, and
a pressure touch panel that detects a pressure touch.

[Claim 4] The electronic apparatus of claim 1, wherein the first display is formed
in a structure in which the first display slides on, or rotates about, the
second display to open and close.

[Claim 5] The electronic apparatus of claim 1, wherein, when the pressure touch
is detected on an object displayed on the first display, the processor
adds the object, on which the pressure touch is detected, to an appli-
cation displayed on the second display and displays the application,
to which the object is added, on the second display.

[Claim 6] The electronic apparatus of claim 1, wherein, when the pressure touch
is detected on at least one object of an application displayed on the
second display while the application is displayed on the second display,
the processor displays, on the first display, an object including ad-
ditional information comprised in the at least one object on which the
pressure touch is detected.

[Claim 7] The electronic apparatus of claim 6, wherein the additional information
varies according to a type of the application and comprises information
on at least one function provided by the application.

[Claim 8] The electronic apparatus of claim 1, wherein, when the pressure touch
is detected in an area where no object is displayed on the first display
while the first display is superposed on the second display, the
processor reconfigures an attribute of an object positioned on the
second display corresponding to the detected pressure touch and
displays the object with the reconfigured attribute on the first display.

[Claim 9]
The electronic apparatus of claim 1, wherein, when the pressure touch
is detected in an area where an object is displayed on the first display
while the first display is superposed on the second display, the
processor configures the object positioned at the detected pressure
touch on the first display to correspond to an application displayed on
the second display and displays the configured object on the second
display.

[Claim 10]
The electronic apparatus of claim 1, wherein the processor detects a tap
touch that is input on an application displayed on any one of the first
display and the second display, displays content of a widget of the
application on another display corresponding to the tap touch, and runs
the application corresponding to a tap touch on the displayed content of
the widget.

[Claim 11]
The electronic apparatus of claim 1, wherein the processor detects the
pressure touch, with at least a predetermined strength, that is input on
either of the first display and the second display.

[Claim 12]
The electronic apparatus of claim 1, wherein, when the first display
covers the second display, the processor turns the first display opaque.

[Claim 13]
A method of displaying an object by an electronic apparatus that
comprises a first display, a second display, and at least one or more
processor, the method comprising:
detecting a pressure touch that is input on an object displayed on either
of the first display and the second display; and
displaying the object on another of the first display and the second
display, corresponding to the pressure touch.

[Claim 14]
The method of claim 13, wherein displaying the object on the another
display comprises controlling an interaction of an object between the
first display and the second display based on an application displayed
on the second display.

[Claim 15]
The method of claim 13, further comprising:
detecting the pressure touch on an object displayed on the first display;
adding the object, on which the pressure touch is detected, to an
application displayed on the second display; and
displaying the application, to which the object is added, on the second
display.
[Fig. 5C]

[Fig. 6]

START

DETECT PRESSURE TOUCH WHILE FIRST DISPLAY IS SUPERPOSED ON SECOND DISPLAY?

NO

YES

CONTROL INTERACTION ON PRESSURE TOUCH-RECOGNIZED OBJECT BETWEEN FIRST DISPLAY AND SECOND DISPLAY

END

[Fig. 7A]
[Fig. 8]

START

DETECT PRESSURE TOUCH WHILE FIRST DISPLAY IS SUPERPOSED ON SECOND DISPLAY?

YES

PRESSURE TOUCH OCCURS IN AREA WHERE NO OBJECT IS DISPLAYED ON FIRST DISPLAY?

YES

RECONFIGURE ATTRIBUTE OF OBJECT POSITIONED ON SECOND DISPLAY CORRESPONDING TO DETECTED PRESSURE TOUCH

DISPLAY OBJECT WITH RECONFIGURED ATTRIBUTE ON FIRST DISPLAY

NO

CONFIGURE OBJECT POSITIONED AT DETECTED PRESSURE TOUCH ON FIRST DISPLAY TO CORRESPOND TO APPLICATION DISPLAYED ON SECOND DISPLAY

DISPLAY CONFIGURED APPLICATION ON SECOND DISPLAY

END

[Fig. 9A]

[Diagram of a mobile device interface with labeled components]
[Fig. 10]

START

DETECT PRESSURE TOUCH WHILE FIRST DISPLAY DOES NOT OVERLAP SECOND DISPLAY?

YES, FIRST DISPLAY

CONFIGURE OBJECT POSITIONED AT PRESSURE TOUCH ON FIRST DISPLAY TO CORRESPOND TO APPLICATION DISPLAYED ON SECOND DISPLAY

NO

RECONFIGURE ATTRIBUTE OF OBJECT POSITIONED AT PRESSURE TOUCH ON SECOND DISPLAY

DISPLAY CONFIGURED APPLICATION ON SECOND DISPLAY

YES, SECOND DISPLAY

DISPLAY OBJECT WITH RECONFIGURED ATTRIBUTE ON FIRST DISPLAY

END

[Fig. 11A]
[Fig. 12]

1210
DETECT INPUT?

1212
TAP OR PRESSURE TOUCH?

1214
APPLICATION ON WHICH TOUCH IS DETECTED PROVIDES WIDGET FUNCTION?

1216
DISPLAY CONTENT OF WIDGET

1218
DETECT TOUCH ON DISPLAYED CONTENT OF WIDGET?

1220
RUN, ON ANOTHER DISPLAY, APPLICATION ON WHICH TOUCH IS DETECTED

END
A. CLASSIFICATION OF SUBJECT MATTER
G06F 3/048(2006.01)i, G06F 3/041(2006.01)i, G06F 3/0488(2013.01)i, G06F 3/14(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
G06F 3/048; G06F 3/0483; G06F 3/14; H04M 1/02; G06F 3/0488; G09G 5/00; G06F 3/01; G06F 3/041; G06F 1/16

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & keywords: first display, second display, pressure touch, object, interaction

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2012-0060089 Al (KEUNJAE HEO et al.) 08 March 2012 See paragraphs [0101], [0108D011], [0123], [0125], [0135], [0151], [0196], [0197], [0203]; and figures 1, 3-4, 7, 9, 15, 17.</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>KR 10-2010-0027867 A (LG ELECTRONICS INC.) 11 March 2010 See paragraphs [0100]-[0128]; and figures 5-7.</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>KR 10-1445976 BI (HANKYONG INDUSTRY ACADEMIC COOPERATION CENTER) 01 October 2014 See paragraphs [0027]-[0041]; and figures 1-2.</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>KR 10-1457999 BI (KOREA INSTITUTE OF SCIENCE AND TECHNOLOGY) 07 November 2014 See paragraphs [0057]-[0067]; and figures 3a-4c.</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>JP 2000-253113 A (HITACHI LTD.) 14 September 2000 See claim V, and figure 1.</td>
<td>1-15</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"&" document member of the same patent family

Date of the actual completion of the international search: 28 July 2017 (28.07.2017)

Date of mailing of the international search report: 28 July 2017 (28.07.2017)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongsar-ro, Seo-gu, Daejeon, 35208, Republic of Korea
Facsimile No. +82-42-481-8578

Authorized officer
YANG, Jeong Rok
Telephone No. +82-42-481-5709

Form PCT/ISA/210 (second sheet) (January 2015)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2012-0060089 Al</td>
<td>08/03/2012</td>
<td>CN 102385477 A</td>
<td>21/03/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 102385477 B</td>
<td>22/04/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2426597 Al</td>
<td>07/03/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-1688942 Bl</td>
<td>22/12/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-2012-0023458 A</td>
<td>13/03/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8943427 B2</td>
<td>27/01/2015</td>
</tr>
<tr>
<td>KR 10-2010-0027867 A</td>
<td>11/03/2010</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>KR 10-1445976 Bl</td>
<td>01/10/2014</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>KR 10-1457999 Bl</td>
<td>07/11/2014</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6466202 Bl</td>
<td>15/10/2002</td>
</tr>
</tbody>
</table>