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1,266.283. 

To all whom it may concern. 
Be it, known that, JENSMARTINUS LAR 

SEN, a citizen, of the United States, and a 
resident of the borough of Brooklyn, in the 
county of Kings and city, and State of New 
York. have invented a new and useful Pencil 
Attachment for Fountain-Pens, of which 
the following is a specification. w 
The object of theinyention is to provide 

a practicable and thoroughly satisfactory. 
means of joining a fountain pen and a pencil, 
and more especially to provide a compactly 
disposed pencil attachment for existing pens. 
The device makes use of a clasp Such as are 
ordinarily used, with longitudinally extend 
ing clips, for fastening pens to the pocket, 
and unites therewith a small lead holder, 
which lies close along the pen cap and may 
be projected beyond the end thereof for use, 
or pushed back into guarded position, being 
held in either, position by the trictionalem 
brace of the clasp. upon the pen. In one 
form of the invention the pencil element eX 
tends oppositely from the clip, so that the 
movement of the pencil to operative or re 
tracted position is effected by simply sliding 
the clasp on the pen; and in such construc 
tion the clip is not only a loss-preventive 
safe-guarding both writing instruments but 
also serves to brace and steady the pencil 
when the latter is in use, while on the other 
hand the pencil lends similar support to the 
clip, making its grip more secure. When the 
device is in the pocket. A modification may 
be produced by extending the lead holder at 
both sides of the clip, and constituting its 
rear or inner portion the clip; or a smaller 
device may be made by constructing a mem 
ber at one side of the clasp to act as both 
a pencil and a clip. In cases where the pen 
is equipped by the manufacturer with a per 
manently attached clip, the clip portion may 
be omitted entirely from the clasp. 

In the accompanying drawings: 
Figure 1 is a side perspective view of one 

embodiment; 
Fig. 2 is a cross-section at the clasp; 
Fig. 3 is a side view of the device ap 

plied to a fountain pen and in position for 
writing with the pencil; 

Fig. 4 is a similar view, showing the pen 
cil clasp withdrawn to normal position; 

Fig. 5 is a side perspective view of an 
alternative construction; and 

Fig. 6 is a similar view of a further modi 
fication. 

Specification of Letters Patent, Patented May 14, 1918. 
Application filed June 13, 1917. Serial No. 174,449, 

The numeral 7 designates, a fountain pen. 
4 is a frictional spring clasp collar of familiar 
for constructed to embrace the pen cap, 
In EigS. 1 to 3 this clasp is shown provided 
with a conventional clipspring 5, which ex 
tends inward along the cap and terminates 
in a ball, 6, between which and the side of 
the cap the fabric of the pocket is gripped. 
Also united with the back of the clasp. that, 
is to say its central portion opposite, the 
Opening between its ends, is a tube 3 holding 
a lead I, the forward portion of the tube be ing squeezed to grip the leadby, a screw cap 
2. Pencils of this simple character are well 
known and are suitable for my purposes, but 
obviously, the pencil element may be of dif 
fei'ent or more, highly developed construction 
if desired. . . . . . - - 

The pencil, end is noved into or out of 
writing position by slipping, the clasp 4 
along the cap, which may be conyeniently ac 
couplished by pressure applied by, the finger. 
or finger-nail against the ball 6. When the 
pencil is in use it is firmly held against 
slipping by the frictional elastic grip of the 
clasp upon the pen cap, and steadied against 
tilting away from the pen by the action of 
the clii) bearing against the side of the pen 
cap at a point remote from the clasp. In 
the carrying position of Fig. 4, the pencil 
element will bear against the pen when the 
clip is separated from the same by the in 
sertion of the pocket wall, and thus give 
the clip a firmer hold upon the fabric, in 
ci'easing its efficiency. 

In Fig. 5 similar parts are designated by 
the same reference numerals with super 
character a. In this construction a longer 
lead-holding tube 3 is possible, the same be 
ing extended real Ward of the clasp as shown 
at 5°. This portion forms the clip, its rear 
end being provided with a ball 6. The 
clasp 4 preferably has its back portion 
curved around the intermediate portion of 
the pencil tube, to which it is united by sol 
dering or otherwise. 

Fig. 6 shows a form having the special 
advantage of smallness. A short pencil ele 
inent 3 extends entirely or mainly at one 
side of the clasp, and also forms the clip, 
for which purpose the outer end of its cap 
2 is constructed with a ball 6P. To brace 
the pencil a spur or foot 5 may project a 
short distance at the opposite side of the 
clasp to bear against the side of the pen. 
When the pen is in the pocket, this form of 
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pencil-clip extends inward, or downward, 
along the cap. When the pencil is to be 
used for Writing, the clasp is slid off the 
end of the cap, reversed, and pushed back on 
again, leaving the pencil end projecting the 
desired distance. 

For pens which are already provided with 
permanent clips, the clip feature of my de 
vice is unnecessary. A suitable construction 
for such instances can be produced by merely 
omitting the ball 6 from Fig. 6. The open 
ing between the ends of the clasp permits it 
to pass freely by the affixed clips of such 
pens. 
While the invention is more particularly 

an attachment to be applied by the user it 
will be appreciated that it need not in all 
instances be so limited. 
What I claim as new is: 
1. A fountain pen attachment comprising 

a spring collar' having free ends, and a pen 
cil member comprising a small diameter tu 
bular lead holder rigidly united integrally 
with the central part of the collar and ex 
tending longitudinally therefrom in position 
to lie close along the pen, the lead holder 
projecting laterally only slightly beyond the 
lines of the collar. 

2. A fountain pen attachment comprising 
a slidable clasp adapted to embrace the pen, 
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a small diameter tubular lead holder united 
to the clasp and extending longitudinally in 
position to lie along the pen, and means ex 
tending from the clasp oppositely from the 
writing end of the lead holder so as to bear 
upon the side of the pen to steady the lead 
holder when in use. 

3. A fountain pen attachment comprising 
a clasp to embrace the pen, a small diameter 
tubular lead holder permanently united with 
and having its writing end extending longi 
tudinally in one direction from the clasp, 
and a pocket clip portion extending in the 
opposite direction and adapted to bear upon 
the side of the pen to steady the lead holder 
when in use. - 

4. A fountain pen attachment comprising 
a slidable clasp collar having free ends, a 
small diameter tubular pencil holder united 
with and extending longitudinally from the 
central part of the clasp collar in position 
to lie along the pen, and a pocket clip ex 
tending in the opposite direction. 

5. The combination with a fountain pen, 
of a slidable support upon the pen cap bear 
ing a small diameter tubular lead holder and a pocket clip in oppositely projecting 
relation, the pocket clip bracing the lead 
holder when the latter is projected for use. 

JENS MARTINUS LARSEN. 
Gopies of this gates inay be obtained for five cents each, by addressing the “Commissioner of a teats, 

7ashiagiota, E. G.' 
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