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GAME DEVICE AND IMAGE PROCESSING 
DEVICE 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates to a game device and 
an image processing device. 
0003 2. Description of the Related Art 
0004 (1) Firstly, in the prior art, two-person game 
devices having input mechanisms for two people, whereby 
two playerS aim to Score points in a co-operative or com 
petitive fashion are known. A game device of this kind is 
designed Such that it can be used as a one-person game 
device in cases where there is only one player. 
0005. However, in multiple-person game devices of this 
kind, which are designed in Such a manner that the respec 
tive input devices are mutually coupled, if the device is used, 
for example, as a one-person game device, then the input 
device which is not being used by the player will also move. 
There are no conventional game devices which take account 
of the danger of the fact that the input device not being used 
by the player is coupled to the input device that is being used 
by the player. 
0006 (2) Secondly, conventionally, there exist devices 
wherein two operating means which are mutually coupled 
are operated respectively by two people positioned facing 
each other. When making a game device based on this 
model, it is necessary to provide display means for display 
ing the State of operation of the device. 
0007. However, if a game device is designed in such a 
manner that it is operated by two players positioned facing 
each other, as described above, then it is necessary to 
provide two display means if display means are to be 
provided in front of the players so that they can be viewed 
easily by the players. Moreover, if it is attempted to manage 
with one display means only, then it is necessary to provide 
the display means at a position other than one in front of the 
players, therefore making it more difficult for the players to 
See the display means. 
0008 Moreover, when making a game device based on 
this model, if an input mechanism is provided which com 
prises an operating Section operated by a player, at one end 
thereof, and an Support Section which is axially Supported 
Such that it can reciprocally with respect to the main body of 
the device, at the other end thereof, and if this input 
mechanism is located in a position corresponding to the 
physical characteristics of the player, then the display area of 
the display means may be concealed by the Support Section 
of the input mechanism, if the position of the display area is 
not also raised accordingly. On the other hand, if the position 
of the display area is made too high, a problem arises in that 
the device as a whole becomes too large and moreover, the 
player will have to look upwards at the display means, and 
hence it becomes more difficult for the player to see the 
display area. 
0009 (3) Thirdly, conventionally, there is also known a 
two-person game device which comprises a pair of input 
mechanisms operated respectively by two players, whereby 
the two playerS aim to Score points in a co-operative fashion. 
In a game device of this type, the input from one player is 
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independent of the input from the other player, and hence 
each player is able to make his or her desired input regard 
less of the input made by the other player. However, in a 
conventional two-person game device, the respective points 
capability of each of the two playerS as individuals has a 
large influence on the points Score achieved when two 
people play a game, whilst the degree of co-operation or 
teamwork between the two players has little influence on the 
points Score. 
0010 (4) Fourthly, conventionally, there is also known an 
image processing device whereby images of a three-dimen 
Sional model viewed from a specified viewpoint are dis 
played as a two-dimensional projection. In an image pro 
cessing device of this kind, a Sense of three-dimensionality 
can be applied to the image by creating object Shadows, and 
the positional relationship between two objects can be 
conveyed to a viewer by forming the Shadow of one object 
on another object. However, in Some cases, depending on the 
position in which the Shadow is formed, the Shadow may 
conceal the object, for example, or it may be formed outside 
the display area of the Screen, thereby making it impossible 
to depict a Sense of three-dimensionality. 
0011 (5) Fifthly, in the field of game devices, there exist 
devices wherein images modeled on certain objects are 
displayed on display means, and the players play a game by 
performing various operations with respect to these objects. 
If the objects comprise, for example, a land Surface and a 
moving object, then it is Sometimes necessary, in terms of 
the characteristics of the objects, for certain conditions to be 
Satisfied for an input to be made, for instance, the moving 
object is not able to leap through the air for a Second time 
unless it has first landed on the land Surface. However, in 
Some cases, in a game device provided with an image 
processing device displaying images, wherein objects in a 
Virtual three-dimensional Space are viewed from a specified 
Viewpoint, on display means, it may be difficult to compre 
hend the precise positional relationship between objects. 
0012. Therefore, if a player thinks that the moving object 
has landed and makes an input for causing the moving object 
to jump, but the moving object has not in fact landed yet, 
then the game device will not accept the input. Conse 
quently, Since the input made by the player is not accepted 
by the device, the player will feel increased StreSS during the 
game, causing his or her enjoyment of the game to diminish. 
0013 (6) sixthly, there exist game devices wherein the 
game content includes the action of having to avoid contact 
between obstacles and the object controlled by the player. In 
a game device of this kind, in Some cases, obstacles moving 
over the land Surface are avoided by, for example, causing 
the object to jump above the land Surface. Here, Since the 
amount of time the object remains in the air after jumping is 
limited, the amount of time for which it is able to avoid an 
obstacle is also limited. Therefore, if the obstacles become 
large in size, or the relative Speed between the obstacles and 
the object controlled by the player becomes low, it may 
become impossible to avoid obstacles, even if the player 
causes the object to jump at optimum timing. 
0014 (7) Seventhly, in an image processing device, in 
Some cases, an object moving through a virtual space must 
be displayed on the display means in Such a manner that a 
Second action in a Series of actions including a first action 
and a Second action is performed when the object is in a 
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Specified position. In this case, the period of time taken for 
the object to reach the aforementioned Specified position 
from the current position thereof varies depending on the 
Speed at which the object is moving, and the like. Therefore, 
it can be seen that if the Speed of the object is high, the time 
period from Starting the first action until the Second action is 
performed is shortened, whilst if the speed of the object is 
low, then the object can be caused to perform the Second 
action at the Specified position by slowing down the action 
of the object. 
0.015 However, there is a risk that if the time period from 
the object Starting the first action until it performs the Second 
action increases or decreases, then an unnatural image will 
result. On the other hand, if the action is performed at a 
uniform time period, then the position at which the object 
should start the first action will vary depending on the Speed 
of the object, and the like, and hence it cannot be defined in 
a universal manner. 

0016 (8) Eighthly, in an image processing device applied 
in a fighting game, chase game, or the like, in Some cases, 
a third object (Such as an obstacle, missile, or the like) is 
thrown or fired by a first object (enemy character) at a 
Second object (player's character). In this case, the time 
period taken for the third object to reach the Second object 
after it has been fired from the first object varies depending 
on the Speed of the third object, the Speed of the Second 
object, and the distance between the first object and Second 
object. 

0017. However, the time period taken for the third object 
to reach the second object after being fired from the first 
object greatly affects the level of difficulty of the game, and 
by changing this time period, it is possible to make the game 
more easy or more difficult than necessary. Here, if the Speed 
of the second object and the distance between the first object 
and the Second object are adjusted in order to match this time 
period to the level of difficulty of the game, then the image 
will become unnatural. 

0018 (9) Ninthly, there exist game devices having a 
game content which involves the player Selecting one of a 
Specified Set of choices. For example, in a vehicle-based 
game, junction points may be provided on a course and the 
player is made to Select one or other course. This game 
device is programmed in Such a manner that if the player 
Selects the correct course, then this has a beneficial result, 
and if the player Selects the wrong course, then this has a 
disadvantageous result. 
0.019 Here, a method may be used whereby, if the player 
has not made a Selecting operation, then the vehicle is 
caused to veer off the course, for example. Moreover, if the 
player does not enter a valid operation for the Selecting 
operation, then a Scene may be depicted where, for instance, 
the vehicle crashes into an obstacle provided between the 
branches of the course. 

0020. However, if a scene of this kind is created, then a 
control program for Same and further programs and data for 
depicting the destruction or the vehicle will be required, 
hence increasing the operational load on the game device, as 
well as taking up memory in the game device and increasing 
the information processing load in the game. 
0021 (10) Tenthly, some game devices are provided with 
means for displaying points, and when a Specified points 
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deduction event occurs, a number of points corresponding to 
that event is deducted, and if the remaining points total 
reaches Zero, the game is ended. However, if a major points 
deduction event occurs during a game, for example, then a 
Situation may arise where a number of points that is larger 
than the remaining points total is deducted in one Step, 
thereby causing the game to end Suddenly, even though the 
player thought that he or she had Sufficient points remaining. 
This type of Situation may cause distrust or StreSS in the 
player with respect to the game. 

0022. In particular, if the loss of points is depicted by 
pictorial change rather than by a gauge, then in many cases 
it may be difficult for the player to comprehend accurately 
the remaining points total in the game and the points 
reductions corresponding to individual points deduction 
events. Consequently, the player may experience distrust or 
StreSS if the game ends Suddenly. 

SUMMARY OF THE INVENTION 

0023. It is an object of the present invention to provide a 
game device comprising novel approaches relating to game 
playability, and to an image processing device, image pro 
cessing method, data processing method and medium relat 
ing to Same. More particularly, the objects of the present 
invention are listed in the paragraphs below. 

0024 (1) A first object of the present invention is to 
provide a game device for multiple players which gives a 
high level of Safety in cases where a game device designed 
in Such a manner that respective input devices are mutually 
coupled is used by fewer people than the aforementioned 
number of multiple players. 

0025 (2) A second object of the present invention is to 
provide a game device modeled on a machine wherein two 
mutually coupled operating means are operated respectively 
by two playerS facing the operating means, or a game device 
comprising input mechanisms having operating Sections 
operated by a player, at one end thereof, and Support Sections 
Supported axially with respect to the main body of the 
device, at the other end thereof, and display means on which 
the game contents are displayed, wherein the display means 
formed by a screen is readily visible by the players. 

0026 (3) It is a third object of the present invention to 
provide a game device incorporating new game character 
istics, whereby the degree of co-operation or teamwork 
displayed by two players can be reflected in their points 
SCOC. 

0027 (4) It is a fourth object of the present invention to 
provide an image processing device whereby Screen images 
of objects can be displayed on display means in Such a 
manner that the positional relationship between two objects 
is readily comprehensible. 

0028. It is a further object of the present invention to 
provide an image processing device which is capable of 
altering the position of Shadows accordingly, when the 
positional relationship between two objects and the View 
point has changed. 

0029 (5) It is a fifth object of the present invention to 
provide a game device whereby, even if an input is made 
when the input conditions for a Specified operation are not 
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Satisfied, the input can be accepted, within a Specified range 
of error, in Such a manner that the player does not experience 
StreSS during the game. 
0030 (6) It is a sixth object of the invention to provide a 
game device whereby obstacles can be avoided, or Such 
avoidance can be made easier, by increasing the relative 
Speed between an obstacle and an object controlled by a 
player, in certain situations. 
0031 (7) It is a seventh object of the invention to provide 
an image processing device which is capable of initiating a 
Specified Sequence of operations at a correct timing, regard 
less of the State of the game, Such as the positional relation 
ship, relative Speed, and the like, of a first object and a 
Second object. 
0032 (8) It is an eighth object of the present invention to 
provide an image processing device or game device whereby 
a body fired from a first object towards a second object is 
displayed in Such a manner that it reaches the Second object 
after a fixed time period, even if the distance between the 
first object and Second object and the Speed of the Second 
object are not uniform. 
0033 (9) It is a ninth object of the present invention to 
provide a game device whereby the load on the memory 
device and processing device can be reduced, by means of 
a simple design. 

0034 (10) It is a tenth object of the present invention to 
provide a game device whereby the player can be informed 
reliably that the game is about to end imminently, thereby 
reducing the StreSS on the player. 
0035) In order to achieve the aforementioned objects, the 
present invention according to Claim 1 is a multiple-player 
game device having input mechanisms which are operated 
by a plurality of people and are mutually coupled, wherein 
a game can be played by a Smaller number of people than the 
plurality of people, by using a portion of the input mecha 
nisms, and when a game is played by the Smaller number of 
people, the coupling to input mechanisms other than the 
input mechanisms used by the Smaller number of playerS is 
disengaged. 

0.036 The present invention according to Claim 2 is the 
game device according to Claim 1, wherein the input mecha 
nisms other than the input mechanisms used by the Smaller 
number of players are fixed, when a game is played by the 
Smaller number of people. 
0037. The present invention according to Claim 3 is a 
game device modeled on a mechanism wherein two mutu 
ally coupled operating means are operated respectively by 
two people positioned facing to the means, comprising one 
display means for displaying imageS relating to the opera 
tion of these mechanisms, and two operating means which 
can be operated by two players located in positions whereby 
they are facing in the same direction towards the display 
CS. 

0.038. The present invention according to Claim 4 is a 
game device comprising input mechanisms having an oper 
ating Section operated by a player, at one end thereof, and a 
Support Section Supported axially with respect to the main 
body of the device, at the other end thereof, and display 
means displaying the contents of a game, the display means 
being provided in a position on the Support Section side as 
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Viewed from the operating Sections of the input mechanisms, 
Such that it faces towards the operating Section Side, wherein 
the operating Sections of the input mechanisms perform a 
reciprocal movement about a central position higher than the 
Support Sections, and the display Screen of the display means 
is inclined in a gravitational direction. 
0039 The present invention according to Claim 5 is a 
multiple-player game device, comprising input mechanisms 
operated respectively by a plurality of players, wherein the 
input mechanisms comprises means whereby a Single input 
result is generated by a combination of operations performed 
by the plurality of players. 
0040. The present invention according to Claim 6 is a 
multiple-player game device comprising judging means for 
judging a combination of operations performed by a plural 
ity of playerS via input mechanisms, and processing means 
for implementing a single game processing Sequence on the 
basis of this combination of operations. 
0041. The present invention according to Claim 7 is a 
data processing method for a game device, comprising a 
judging Step for judging a combination of operations per 
formed by a plurality of people via input mechanisms, and 
a processing Step for implementing a Single processing 
Sequence on the basis of this combination of operations. 
0042. The present invention according to Claim 8 is an 
image processing device for implementing processing 
whereby images of a first object and a Second object in a 
Virtual three-dimensional Space as viewed from a specified 
Viewpoint are displayed on display means, comprising: 
Shadow forming means for forming a shadow of the first 
object on the Surface of the Second object, within a Specified 
range whereby an observer is able to perceive the positional 
relationship between the first and Second objects, and 
Shadow changing means for restoring the Shadow to a 
position within the Specified range, when the position of the 
Shadow has moved outside the Specified range. 
0043. The present invention according to Claim 9 is the 
image processing device according to Claim 8, wherein the 
Shadow forming means Sets a light Source in the Virtual 
three-dimensional Space in Such a manner that a shadow is 
formed within the Specified range, and, in cases where the 
position of the shadow has moved beyond the specified 
range, due to the fact that the position of the light Source has 
changed with respect to the first object, Second object and 
Viewpoint, the Shadow changing means causes the light 
Source to move inside the range by moving the light Source 
further in the direction that it has moved. 

0044) The present invention according to Claim 10 is the 
image processing device according to Claim 8 or 9, wherein 
the Specified range is in a position in an approximate 
Sideways direction, as observed from the Viewpoint, from a 
Vertical line linking the first object to the plane of the Second 
object. 

004.5 The present invention according to Claim 11 is the 
image processing device according to any one of Claim 8 to 
10, wherein the Specified range is in a position between 45 
degrees to the front right and 45 degrees to the rear right, or 
45 degrees to the rear left and 45 degrees to the front left, as 
observed from the viewpoint, from a vertical line linking the 
first object to the plane of the Second object. The present 
invention according to Claim 12 is the image processing 
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device according to any one of Claim 8 to 11, wherein the 
plane on the Second object is a broad flat plane Simulating a 
land Surface, and a Scene is depicted wherein the first object 
jumps and falls from the vicinity of the plane of the Second 
object onto the plane in an approximately perpendicular 
direction. 

0046) The present invention according to Claim 13 is an 
image processing method for displaying, on display means, 
images depicting a first object and a Second object in a 
Virtual three-dimensional Space as viewed from a specified 
Viewpoint, comprising a Shadow forming Step for forming a 
Shadow of the first object within a specified range on the 
Surface of the Second object whereby the positional rela 
tionship between the first and Second objects can be per 
ceived; and a shadow changing Step for restoring the shadow 
to a position within the Specified range, when the position of 
the Shadow has moved outside the Specified range. 
0047 The present invention according to Claim 14 is a 
game device comprising image processing means whereby a 
first object Simulating a first physical body and a Second 
object Simulating a Second physical body are provided in a 
Virtual three-dimensional Space, and an image of Same as 
observed from a specified Viewpoint is displayed on display 
means, wherein it is a condition for a certain input that the 
positional relationship between the first physical body and 
the Second physical body is in a Specified State, with regard 
to the characteristics of the physical bodies, and when an 
operation for the aforementioned input is made, that input is 
accepted also in cases where the positional relationship 
differs from the specified state within a certain range thereof. 
0.048. The present invention according to Claim 15 is the 
game device according to Claim 14, wherein the first object 
is a land Surface, the Specified viewpoint is Set in a position 
higher than the land Surface, and the Specified State of the 
positional relationship is a State where the Second object is 
in contact with the land Surface. 

0049. The present invention according to Claim 16 is a 
data processing method for a game device whereby a first 
object Simulating a first physical body and a Second object 
Simulating a Second physical body are provided in a virtual 
three-dimensional Space, and an image of Same as observed 
from a Specified viewpoint is displayed on display means, 
wherein it is a condition for a certain input that the positional 
relationship between the first physical body and the Second 
physical body is in a Specified State, with regard to the 
characteristics of the physical bodies, and when an operation 
for the aforementioned input is made, that input is accepted 
also in cases where the positional relationship differs from 
the Specified State within a certain range thereof. 
0050. The present invention according to Claim 17 is a 
game device comprising game contents whereby a first 
object is withdrawn for a fixed period of time by an 
operation implemented by the player, in Such a manner that 
the first object does not contact a Second object, wherein the 
relative Speed between the first object and Second object is 
increased in Specified cases, whilst the first object is with 
drawn. 

0051. The present invention according to Claim 18 is the 
game device according to Claim 17, wherein the Specified 
cases are cases where contact between the first object and the 
Second object cannot be avoided unless the relative Speed is 
increased. 
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0052 The present invention according to Claim 19 is the 
game device according to Claim 17, wherein the Specified 
cases are cases where the first object and the Second object 
are travelling the Same direction, or cases where the Second 
object is larger than a further Second object in the game. 
0053. The present invention according to Claim 20 is the 
game device according to any one of Claim 17 to 19, 
wherein the relative Speed is increased only in cases where 
the input for making the withdrawal operation is performed 
at a Suitable timing. 
0054 The present invention according to Claim 21 is a 
data processing method for a game device, comprising: an 
input receiving Step for receiving a withdrawal input 
whereby a first object is withdrawn for a fixed period of time 
in Such a manner that the first object does not contact a 
Second object; and an accelerating Step for increasing the 
relative speed between the first object and the Second object 
in Specified cases, whilst the first object is withdrawn. 
0055. The present invention according to Claim 22 is an 
image processing device whereby a first action, and a Second 
action carried out when a first object and a Second object are 
in a specified positional relationship, are displayed on dis 
play means, the first action being Started in Such a manner 
that the Second action is Started after a fixed time period 
from the start of the first action. 

0056. The present invention according to Claim 23 is an 
image processing device whereby a first action, and a Second 
action carried out when a first object and a second object are 
in a specified positional relationship, are displayed on dis 
play means, comprising: Setting means for Setting the 
required time period from the start of the first action until the 
Second action is performed; time period calculating means 
for calculating the period of time taken for the first object 
and the Second object to assume the Specified positional 
relationship, on the basis of the relative Speed between the 
first object and the Second object, and the distance between 
the first object and the Second object; judging means for 
judging whether or not this time period is equal to the 
aforementioned required time period; and action initiating 
means for initiating the first action on the basis of the result 
from the judging means. 
0057 The present invention according to Claim 24 is an 
image processing method whereby a first action, and a 
Second action carried out when a first object and a Second 
object are in a specified positional relationship, are dis 
played on display means, comprising: a Setting Step for 
Setting the required time period from the Start of the first 
action until the Second action is performed, a time period 
calculating Step for calculating the period of time taken for 
the first object and the Second object to assume the Specified 
positional relationship, on the basis of the relative Speed 
between the first object and the Second object, and the 
distance between the first object and the Second object, a 
judging Step for judging whether or not this time period is 
equal to the aforementioned required time period; and an 
action initiating Step for initiating the first action on the basis 
of the result from the judging Step. 
0058. The present invention according to Claim 25 is an 
image processing device whereby an image of a body 
moving from a first object towards a Second object is 
displayed on display means, comprising: Second object 
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position calculating means for calculating a Set period of 
time from the body starting movement from the first object 
until it reaches the Second object, and calculating the posi 
tion of the Second object after the Set period of time has 
elapsed, from the Speed of the Second object, Speed calcu 
lating means for calculating the Speed of the body from the 
calculations and the current position of the first object. 
0059. The present invention according to Claim 26 is an 
image processing device whereby an image of a body 
moving from a first object towards a Second object is 
displayed on display means, wherein the Speed of the body 
is changed appropriately Such that the period of time from 
the body starting movement from the first object until it 
reaches the Second object is constant, regardless of the Speed 
of the Second object, and the positions of the Second object 
and the first object. 
0060. The present invention according to Claim 27 is an 
image processing device whereby an image of a body 
moving from a first object towards a Second object is 
displayed on display means, comprising: Second object 
position calculating means for calculating a Set period of 
time from the body starting movement from the first object 
until it reaches the Second object, and calculating the posi 
tion of the Second object after the Set period of time has 
elapsed, from the Speed of the Second object, Speed calcu 
lating means for calculating the Speed of the body from the 
calculations and the current position of the first object. 
0061 The present invention according to Claim 28 is a 
game device comprising game contents wherein players 
make a selection from specified options, the selection opera 
tion by the players being implemented by a combination of 
operations performed by a plurality of players, and an option 
that is disadvantageous to the players being Selected if the 
players do not perform a Selection operation, or do not 
perform a valid Selection operation. 
0062) The present invention according to Claim 29 is a 
data processing method in a game device comprising game 
contents wherein playerS make a Selection from Specified 
options, an option that is disadvantageous to the players 
being Selected if the playerS do not perform a Selection 
operation, or do not perform a valid Selection operation. 
0.063. The present invention according to Claim 30 is a 
game device comprising points deducting means for deduct 
ing a specified number of points corresponding to points 
deduction events occurring during a game, and points 
deduction display means for providing Specified displays on 
the basis of the points deduction Status, wherein the points 
deducting means deducts a Smaller number of points than 
the Specified number of points, in cases where the end of the 
game is imminent, due to shortage of points. 
0064. The present invention according to Claim 31 is a 
game device comprising points deducting means for deduct 
ing a specified number of points corresponding to points 
deduction events occurring during a game, and points 
deduction display means for providing Specified displays on 
the basis of the points deduction Status, wherein, in cases 
where it will be unable to continue the game if the specified 
number of points are deducted on the basis of a points 
deduction event occurring in a State where the remaining 
points Score is higher than the minimum points level 
required to continue playing the game, the points deducting 
means deducts points up to the minimum points level 
required to continue playing. 
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0065. The present invention according to Claim 32 is the 
game device according to Claim 30 or 31, wherein the points 
deducting means displays pictures corresponding to the 
players current points Score. 

0066. The present invention according to Claim 33 is a 
data processing method in a game device comprising points 
deduction display means for providing Specified displays on 
the basis of the points deduction Status in a game, wherein 
Specified numbers of points to be deducted are determined 
respectively for points deduction events, but if the end of the 
game is imminent, a number of points Smaller than the 
Specified number of points to be deducted, corresponding to 
a points deduction event occurring during the game, are 
deducted. 

0067. The present invention according to Claim 34 is a 
game device comprising the image processing device 
according to any one of Claim 8 to 12, or 22, 23, 25, or 26. 
0068 The present invention according to Claim 35 is a 
medium Storing programs for implementing the image pro 
cessing method or data processing method according to any 
one of Claim 7, 13, 16, 21, 24, 27, 29, or 33. 

0069. Here, a storage medium is a medium which stores 
information (principally digital data and programs) by 
physical means of Some kind, and enables Specified func 
tions to be implemented in a processing device, Such as a 
computer, Special processor, or the like. Any medium may 
be used, provided that programs can be downloaded into a 
computer, by means of Some kind, and specified functions 
can be implemented in the computer. Examples of Such a 
medium include: a flexible disk, fixed disk, magnetic tape, 
magneto-optical disk, CD, CD-ROM, CD-R, DVD-RAM, 
DVD-ROM, DVD-R, PD, MD, DCC, ROM cartridge, RAM 
memory cartridge with battery back-up, flash memory car 
tridge, non-volatile RAM cartridge, and the like. Moreover, 
it also includes cases where data is transferred from a host 
computer via a wired or wireleSS communications circuit 
(public circuit, data line, Satellite circuit, etc.). The Internet 
is also included in this description of a Storage medium. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0070 FIG. 1 is a left-hand side view of the external 
composition of a truck game, which is a game device 
according to a first embodiment of the present invention: 
0071 FIG. 2 is a right-hand side view of the aforemen 
tioned game device; 
0072 FIG. 3 is a front view of an input device of the 
aforementioned game device, 
0073 FIG. 4 is a front view of a display device of the 
aforementioned game device, 

0074 FIG. 5 is a rear view of an input device of the 
aforementioned game device, 

0075 FIG. 6 is a rear view of a display device of the 
aforementioned game device, 

0076) 
device; 

FIG. 7 is a plan view of the aforementioned game 

0.077 FIG. 8 is an under view of the aforementioned 
game device; 
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0078 FIG. 9 is a partial enlargement of a plan view 
showing the mechanical composition of an input device of 
the aforementioned game device; 
007.9 FIG. 10 is a right-hand side view illustrating the 
operating method and mechanical composition of an input 
device of the aforementioned game device; 
0080 FIG. 11 is an enlargement of a handle section from 
an input device of the aforementioned game device; 
0.081 FIG. 12 is a block diagram showing the basic 
composition of a control device for the aforementioned 
game device or an image processing device according to the 
first embodiment of the invention; 
0082 FIG. 13 is a flowchart whereby the aforementioned 
game device implements a jump operation; 
0083 FIG. 14 shows oblique views of an object 
approaching a plane in a virtual space: (a) shows a case 
where no object shadow is displayed and (b) shows a case 
where a Shadow of the object as formed on the plane is 
displayed; 

0084 FIG. 15 shows oblique views of the shadow of an 
object formed on a plane in a virtual space: (a) shows a case 
where a light Source is provided on the viewpoint Side of the 
object; (b) shows a case where a light Source is provided on 
the opposite side of the object as observed from the view 
point; and (c) shows a case-where a light Source is provided 
to one side of the object; 
0085 FIG.16 is a flowchart whereby the aforementioned 
image processing device implements shadow formation pro 
cessing by Shadow forming means, 
0.086 FIG. 17 is a plan view showing the position of a 
light Source when the image processing device according to 
the first embodiment of the present invention implements 
Shadow formation processing: (a) shows the range within 
which the light Source should be positioned; (b) shows a case 
where the light Source is outside this range; and (c) illus 
trates a method for moving the light Source in a case where 
the light Source is outside this range; 
0.087 FIG. 18 is an oblique view showing a sequence of 
images displayed when an object is made to jump vertically 
with respect to a plane, in a case where a light Source is 
placed in a position similar to that illustrated in FIG. 15(c); 
0088 FIG. 19 is a diagram showing cases where a truck 
is in contact with the ground, and where a truck is near the 
ground but not in contact with the ground, in the aforemen 
tioned game device: (a) shows a case where the viewpoint is 
located close to the land Surface and (b) shows a case where 
the Viewpoint is located above and to the rear of the truck; 
0089 FIG. 20 is a flowchart showing a procedure 
whereby the aforementioned game device implements Sub 
Sequent jump processing, 
0090 FIG. 21 is a left-hand side view showing a truck 
moving along rails on a land Surface having an indentation 
therein; 
0091 FIG.22 is a flowchart whereby the aforementioned 
game device implements obstacle acceleration processing, 
0092 FIG.23 is a flowchart whereby the aforementioned 
image processing device implements timing adjustment pro 
cessing, 
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0093 FIG. 24 is a flowchart for implementing difficulty 
level adjustment processing; 

0094 FIG. 25 is a diagram illustrating the operation 
implemented by the aforementioned game device when a 
truck performs a course Selection operation; 

0.095 FIG.26 is a flowchart whereby the aforementioned 
game device implements course Selection processing, and 

0096 FIG.27 is a flowchart whereby the aforementioned 
game device implements points reduction display proceSS 
ing. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

0097 Below, an embodiment of the present invention is 
described with reference to the drawings. 

0.098 Summary of Game Device 

0099 FIG. 1 is a left-hand side view of the external 
composition of a truck game, which is a game device 
according to a first embodiment of the present invention; 
FIG. 2 is a right-hand side view of the aforementioned game 
device; FIG. 3 is a front view of an input device of the 
aforementioned game device; FIG. 4 is a front view of a 
display device of the aforementioned game device; FIG. 5 
is a rear view of an input device of the aforementioned game 
device; FIG. 6 is a rear view of a display device of the 
aforementioned game device; FIG. 7 is a plan view of the 
aforementioned game device; FIG. 8 is an under view of the 
aforementioned game device, 
0100 FIG. 9 is a partial enlargement of a plan view 
showing the mechanical composition of an input device of 
the aforementioned game device; FIG. 10 is a right-hand 
Side View illustrating the operating method and mechanical 
composition of an input device of the aforementioned game 
device; and FIG. 11 is an enlargement of a handle section 
from an input device of the aforementioned game device. AS 
shown in FIG. 1, the game device 1 according to the present 
invention comprises a main unit 2 and a playing platform 3. 
A processing device comprising a central processing unit, 
and the like, for carrying out game processing is installed in 
the main unit 2. The main unit 2 also comprises a Screen 
display Section 23 forming display means 13 for displaying 
the State of the game, this Screen display Section 23 being in 
an upright position inclined towards the rear when viewed 
from the front face of the game device. The playing platform 
3 is provided with input devices, described hereinafter, 
which can be mounted by two players. The main unit 2 and 
playing platform 3 are electrically connected by a cord, in 
Such a manner that input Signals from the input devices are 
transmitted to the main unit 2. 

0101 The playing platform is also provided with two 
handles 31, 31 which are mutually coupled and operated 
respectively by the players, hands, and two pedals 32, 32, 
which are operated respectively by the players feet. The 
handles 31, 31 are respectively Supported by a Support 
Section 311 at one end thereof, and are formed into a 
T-shaped handle 313 forming the operating section of the 
handle at the other end thereof. Motive force transmitting 
means 315 is Supported by an axle between the Support 
section 311 and the operating section 313, thereby transmit 
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ting motive force generated by operation of the handle 31 to 
other Sections of the game device. 
0102) The pedals 32, 32 have a rectangular plate shape 
and are designed in Such a manner that a Switch is turned on 
when the player presses down on the pedal with one foot. 
0103 Summary of Game 
0.104) Next, an outline of a game played by two players 
using this game device 1 is described. When a player inserts 
a coin and enters a Specified command for Starting the game, 
a game Screen is displayed on the Screen display Section 23 
of the game device main unit 2 and the game Starts. The 
game Screen shows a two-dimensional projection of a Scene 
wherein two parallel rails are laid on a land Surface (or in the 
air, on a water Surface or in water) provided in a virtual 
three-dimensional space, and a four-wheeled truck (players 
truck) driven by characters representing the players (players 
characters) is running along these rails. 
0105. On the rails in the forward direction of travel of the 
players truck, a character representing an enemy of the 
players (enemy character), who is holding a jewel, is fleeing 
in a similar truck (enemy truck). The enemy character 
implements a variety of attacks on the players characters, 
but if, under the control of the players, the players charac 
ters evade these attacks and are able to catch up with the 
enemy truck and take possession of the jewel, then they can 
win the game. If the players characters are not able com 
pletely to avoid the attacks of the enemy and if they collide 
with various obstacles, then they will gradually lose points 
and the players truck will gradually break apart, and when 
the players truck is finally destroyed, the remaining points 
total will become Zero and the game will end. 
0106 If a player moves the handle 31, 31 upwards and 
downwards, imparting a paddling action to the truck, then 
the players truck is able to catch up with the enemy truck, 
and is also able to avoid obstacles, Such as shares, or the like, 
approaching from behind. If the handle 31, 31 is moved 
upwards and downwards quickly, then the Speed of the 
players truck can be quickened accordingly. Moreover, if 
the track is going up an incline, or if a shark has taken hold 
of the rear end of the truck, then the handles 31, 31 become 
heavier to operate. 
0107 When a player steps on the pedal 32, if only one of 
the two playerS has stepped on the pedal, then the wheels on 
the side of the players truck where the pedal 32 has been 
pressed lift up. Here, the lifted state of the wheels is 
maintained for as long as the pedal 32 continues to be 
pressed. Thereby, if there is an obstacle lying on one of the 
rails, for example, then that obstacle can be avoided by 
causing the wheels to lift up whilst the truck is passing that 
point. When the input to the pedal 32 is cancelled, the raised 
wheel returns to the original rail. In a situation where the two 
players preSS on the pedals 32, 32 Simultaneously, the truck 
jumpS upwards in the Virtual Space, to a specified height. 
Obstacles can be avoided by means of this method. After the 
truck has jumped, the truck falls according to a Specified 
force of gravity and lands back on the rails again. pS 
Structure of Game Device (1) (2) 
0108) As FIG.9 shows, the left and right-side handles 31, 
31 are connected respectively via motive force transmitting 
means 315, 315 to left and right-side cranks 33, 33, which 
are designed in Such a manner that they can be rotated in the 
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same direction by moving the handles 31, 31 up and down. 
The left and right-side cranks 33, 33 can be rotated (together 
with crankshafts 36,36) respectively about the same axis as 
left and right-side clutches 34, 34, and left and right-side 
principal gears 35, 35, the cranks 33, 33 and principal gears 
35, 35 being engageable and disengageable by means of the 
clutches 34, 34. The left and right-side principal gears 35,35 
engage respectively with left and right-side Small gears 38, 
38 fixed onto an idle shaft 37. A large pulley 39 is fixed to 
the idle shaft 37 coaxially with the small gears 38, in Such 
a manner that it rotates at the same Speed as the Small gears 
38. Moreover, the large pulley 39 is connected via a belt to 
a small pulley 40, and the rotating shaft of this small pulley 
40 is connected to a rotational Speed Sensor and brake, which 
are not illustrated in the diagram. 
0109 As shown in FIG. 11, a microSwitch for engaging 
and disengaging the clutches and leverS 316 for operating 
this microSwitch are provided in the operating Section of 
each handle 31. When a player takes hold of the operating 
section of the handle 31 together with a lever 316, the 
microSwitch turns on, and clutch 34 on the Side that is being 
held engages. When the player releases the handle 31, the 
lever 316 returns to its original position, the microSwitch 
turns off, and the clutch 34 disengages. 

0110. Next, the action of this handle mechanism will be 
described. In a case where the two handles 31, 31 and levers 
316, 316 are held by players, such that both the left and 
right-side clutches 34, 34 are connected, the rotational force 
applied to the right-side crank 33 will be transmitted via the 
right-side clutch 34, right-side principal gear 35 and right 
side small gear 38, to the idle shaft 37. The rotation of the 
idle shaft 37 is then transmitted via the principal pulley 39 
and the belt to the small pulley 40, and moreover, it is also 
transmitted via the left-side small gear 38, left-side principal 
gear 35, and left-side clutch 34, to the left-side crank 33. 
0111 Furthermore, if, for example, the left-side clutch 34 
is disconnected and only the right-side handle 31 is driven, 
then only the right-side crank 33, right and left-side principal 
gears 35, 35 and small gears 38,38, the large pulley 39 and 
the Small pulley 40 will rotate, whilst the left-side crank 
shaft 36 will not rotate. In particular, in this embodiment, by 
fixing the crank shaft 36 on the side where the clutch 34 is 
disengaged (in this case, the left-hand Side), the left-side 
handle 31 is fixed and cannot be operated 
0112 The handles 31, 31 are able to Swing upwards and 
downwards about a Support Section 311, and this Swinging 
movement is converted into rotation of the cranks 33, 33. 
The motive force transmitting means 315, 315 are supported 
at the lower end thereof by the cranks 33, 33, and at the 
upper end thereof by the handles 31, 31. The range of the 
Swinging movement of the handles 31,31 is restricted by the 
diameter of the cranks 33, 33. 

0113. This game device is modeled on a two-passenger 
truck, as displayed on the Screen display Section 23, and by 
providing two handles 31 aligned in the same direction, it is 
possible or two players to operate the handles 31 in positions 
facing in the same direction towards the Screen display 
Section 23, thereby making the Screen display Section 23 
readily visible to the players. 

0114. The supporting sections for the handles 31 are set 
in a low position, and consequently, the operating Sections of 
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the handles 31 move back and forth about a central position 
which is higher than the Supporting Sections. Furthermore, 
the Screen display Section 23 is inclined in the opposite 
direction to the operating Sections. Therefore, the Screen 
display Section 23 can be seen readily by the two players. 
When this game device is used as a one-player game device, 
the player Selects any one of the two handles 31, and when 
he or she operates this handle, the truck moves through the 
virtual space under the drive of that handle alone. In this 
case, the handle that is not being used by the player is not 
coupled to the handle in use, Since the clutch 34 is disen 
gaged, and moreover, a brake (not illustrated) is applied to 
that handle in Such a manner that it cannot be moved. 

0115) In this embodiment, an electronic game device 
modeled on a truck driven by operating handles was used as 
an example of a multiple-player game device having a 
plurality of input mechanisms which are mutually coupled, 
but the present invention is not limited to this, and can be 
applied to a wide range of game devices, for example, game 
devices modeled on a multiple-passenger vehicle which is 
driven by a plurality of people pressing on pedals, or game 
devices modeled on a boat or canoe driven by a plurality of 
people operating oars or paddles. 

0.116) 
0117 FIG. 12 is a block diagram showing the basic 
composition of a control device for a game device according 
to the present embodiment. The game device in the present 
embodiment comprises a game device control Section 10, 
input device 11, output device 12, display means 13, and 
Speaker 14. The input device 11 comprises a handle, jump 
pedal and clutch lever, as described above, and it may also 
have a viewpoint change Switch (not illustrated in the 
diagram). The output device comprises a brake 120, clutch 
121 and various lamps 122. The display means 13 consists 
of an image display device, Such as a video monitor, 
projector, or the like. The game device control Section 10 
comprises a CPU (central processor unit) 101, as well as a 
ROM 102, RAM 103, sound device 104, input/output inter 
face 106, scroll data computing device 107, co-processor 
(auxiliary calculating device) 108, terrain data ROM 109, 
geometrizer 110, shape date ROM 111, drawing device 112, 
texture data ROM 113, texture map RAM 114, frame buffer 
115, image synthesizer 116, and D/A converter 117. 

0118. The CPU 101 is connected via a bus line to the 
ROM 102, which stores specified programs, and the like, the 
RAM 103, which stores data, the sound device 104, input/ 
output interface 106, scroll data computing device 107, 
co-processor 108, and geometrizer 110. The RAM 103 
functions as a buffer, and is used for writing various com 
mands (display object, and the like) to the geometrizer 110, 
and writing matrices when calculating conversion matrices, 
and the like. The input/output interface 106 is connected to 
the aforementioned input device 11 and output device 12, 
whereby operating Signals from the handle, or the like, 
forming the input device 11 are input to the CPU 101 as 
digital quantities, and Signals generated by the CPU 101 and 
the like can be output to the output device 12. These signals 
include various flag Signals. 

Internal Composition 

0119) The Sound device 104 is connected via a power 
amplifier 105 to a Speaker 14, and a Sound Signal generated 
by the sound device 104 is power amplified and then 
Supplied to the Speaker 14 forming the Sound output device. 
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0120 In the present embodiment, the CPU 101 is devised 
in Such a manner that, on the basis of a program Stored in the 
ROM 102, it reads in operating signals from the input device 
11 and terrain data from the terrain data ROM 109 or shape 
data from the shape data ROM 111 (comprising three 
dimensional data for “objects, Such as player's vehicle, 
enemy vehicle, etc.' or “background, Such as path of travel, 
terrain, sky, structures, etc.), and performs behavioral cal 
culations (simulations) for the truck, Such as judging 
impacts (collisions) between the terrain and the truck, judg 
ing impacts between obstacles and the truck, and the like. 
0121 This calculation of the truck's behaviour simulates 
the movement of the truck in a virtual space in accordance 
with the operating Signals input by the playerS via the input 
device 11, and after the co-ordinate values in the three 
dimensional Space have been determined, a conversion 
matrix for converting these co-ordinate values to a View 
point co-ordinates System is Supplied to the geometrizer 110, 
along with shape data (for the truck, terrain, and the like). 
The terrain data ROM 109 is connected to the co-processor 
108 and therefore previously determined terrain data is 
transferred to the co-processor 108 (and the CPU 101). The 
co-processor 108 principally Serves to judge impacts 
between the terrain and the truck, and it mainly undertakes 
floating-point calculations during this judgment process and 
the truck behavior calculations. Consequently, Since impact 
(collision) judgement relating to the truck and terrain is 
carried out by the co-processor 108, the judgment results 
therefrom being supplied to the CPU 101, the calculational 
load on the CPU is reduced and the aforementioned impact 
judgment processing can be carried out more quickly. The 
geometrizer 110 is connected to the shape data ROM 111 and 
the drawing device 112. Polygon shape data (three-dimen 
Sional data for trucks, terrain, background, and the like, 
comprising each vertex thereof) is previously stored in the 
shape data ROM 111, and this shape data is transferred to the 
geometrizer 110. The geometrizer 110 performs a perspec 
tive conversion of the Specified shape data by means of a 
conversion matrix Supplied by the CPU 101, thereby yield 
ing data converted from a three-dimensional virtual space 
co-ordinates System to a viewpoint co-ordinates System. 
0.122 The drawing device 112 applies texture to the 
converted Viewpoint co-ordinates System shape data, and 
outputs the resulting data to the frame buffer 115. In order 
to apply texture to the data, the drawing device 112 is 
connected both to the texture data ROM 113 and texture map 
RAM 114, and to the frame buffer 115. Polygon data refers 
to relative or absolute co-ordinate data groups for each 
vertex of a polygon consisting of a plurality of Vertices 
(principally, a three or four-sided shape). The aforemen 
tioned terrain data ROM 109 stores polygon data defined in 
relatively coarse terms, which is Sufficient for carrying out 
impact judgments for the truck and terrain. The shape data 
ROM 111, on the other hand, stores polygon data which is 
Set in more precise terms and relates to the shapes consti 
tuting the Screen images of the truck, background, and the 
like. The scroll data computing device 107 computes data 
for Scrolling Screens, Such as text, or the like, and this 
computing device 107 and the aforementioned frame buffer 
115 are connected, via the image synthesizer 116 and the 
D/A converter 117, to the display device 13. Thereby, the 
polygon Screen images (simulation results) of the truck, 
terrain (background), and the like, Stored temporarily in the 
frame buffer 115 are synthesized with scrolling screen 
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images of text information, Such as Speed, danger warnings, 
and the like, according to a specified priority, thereby 
generating final frame image data. By converting this image 
data to an analogue signal at the D/A converter 117 and 
transferring to the display device 13, game images are 
displayed in real time. 

0123 Jump Processing (3) 

0.124. Next, the processing implemented inside the com 
puter of this game device will be described. AS Stated above, 
when a player operates the handle, the corresponding input 
data is read in by the control section 10, and a view of the 
players truck running along the rails is displayed on the 
display means 13. If the speed of the handle operation 
increases, then the Speed of the truck also increases and if the 
handle slows down, the truck also slows down. A flowchart 
for implementing a jump operation when a player presses on 
a jump pedal is illustrated in FIG. 13. Firstly, if the control 
Section 10 has judged that a jump pedal input has been made 
by a player (step S301), then it also determines whether or 
not both the left and the right-side pedals have been pressed 
respectively by the two players, at the same time (Step 
S302). If the left and right-side pedals have both been 
pressed simultaneously, then processing is implemented 
whereby a view of the truck jumping directly in the air, 
without leaning to one side, is displayed on the display 
means, the truck landing again after a fixed period of time 
(step S303). 

0125. On the other hand, if only one pedal has been 
pressed, then the control Section 10 displays on the display 
means 13 a view wherein the truck leans to one side and only 
the wheels on the Side where the pedal has been pressed are 
raised in the air (step S304). Here, if the control section 10 
has judged that there has been an input to the other pedal, 
before the input to the pedal already pressed has ceased (step 
S305), then processing is implemented whereby a view of 
the truck jumping in the air whilst leaning to one side is 
displayed on the display means, the trucklanding again after 
a fixed period of time (step S306). 
0.126 If the other pedal is not pressed, then the inclined 
state of the vehicle at step S304 is maintained as long as the 
input to the previously pressed pedal is maintained, and 
when the control section 10 has judged that the input to the 
previously pressed pedal has ceased (step S307), then pro 
cessing is implemented whereby the raised wheels drop 
down and the truck returns to a parallel course (step S308), 
this image being displayed on the display means 13. In order 
to carry out this processing, it is necessary, for instance, for 
the two players both to press on the jump pedals when they 
want to make the truck jump in the air. Moreover, if it is 
necessary to lift up the wheels on only one side of the 
vehicle, for example, in course Selection processing as 
described below, then after the wheels which are to be on the 
ground have landed (after the player on the side of the 
grounded wheels has released the jump pedal), the other 
player must press the jump pedal for the wheels which are 
to be lifted in the air. Therefore, Since a single operation is 
carried out by means of a combination of actions imple 
mented by more than one perSon, there exist operations 
which cannot be performed by the actions of one player 
alone, and therefore the game device requires co-operation 
and teamwork in the players. 
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0127 Shadow Formation Processing (4) 
0128. In this game device, the truck may jump above the 
surface of the ground (or water), and as illustrated in FIG. 
14, if the shadow of the truck is formed on the land Surface 
(FIG. 14(b)), it is easier to comprehend the positional 
relationship between the truck and the land surface (whether 
or not the truck is touching the ground or raised in the air) 
compared to a case where no such shadow is formed (FIG. 
14(a)). 
0129. Furthermore, if the shadow is formed on the far 
side of the object as observed from the viewpoint (if the light 
Source is provided on the Viewpoint Side of the object), then 
when observed from the viewpoint, the movement of the 
object and the movement of the shadow will appear to be the 
Same movement, and hence the positional relationship 
between the object and the land surface will become difficult 
to understand (see FIG. 15(a)). Also, if the shadow is 
formed on the viewpoint side of the object (if the light 
Source is provided on the far side of the object as observed 
from the viewpoint), then when the object is displayed in the 
front portion of the Screen, the shadow may fall outside the 
Screen area, and hence the positional relationship between 
the object and the land surface will become difficult to 
comprehend (see FIG. 15(b)). 

0.130. Therefore, the shadow is formed within a region 
extending, from a vertical line between the truck and the 
land surface, in a horizontal direction (FIG. 15(c)) as 
observed from the viewpoint of between 45 degrees to the 
right front and 45 degrees to the right rear, or 45 degrees to 
the left front and 45 degrees to the left rear (hatched regions 
in FIG. 17(a)). 
0131 FIG. 16 shows a flowchart for implementing 
Shadow formation processing using shadow forming means. 
The players truck is located in the front portion of the 
Virtual space (close to the viewpoint) displayed on the 
Screen, and it is progressing towards the rear of the Screen 
(away from the viewpoint) along rails laid on a land Surface. 
If a shadow is formed within a region between 45 degrees to 
the front right and 45 degrees to the rear right, or 45 degrees 
to the front left and 45 degrees to the rear left, then shadow 
forming means Sets the light Source (parallel light Source) in 
a position above the truck, and within a region extending 
from a vertical line between the truck and the land Surface 
in a horizontal direction as observed from the viewpoint, in 
other words, between 45 degrees to the rear left and 45 
degrees to the front left or 45 degrees to the front right and 
45 degrees to the rear right. The control unit 10 calculates a 
Shadow image on the basis of the position of the light Source 
and causes this shadow image to be displayed on the display 
means (step S401). 
0.132. After setting the position of the light source, when 
a fixed period of time has elapsed (step S402), the control 
Section 10 judges whether or not it is still necessary to 
display a shadow (step S403). If the display itself is termi 
nated, because the game ends, or if there are dark areas on 
the course and the truck passes through one of these areas, 
then the control section 10 determines that no shadow 
display is required, and it skips the corresponding routine. If 
it is necessary to display a shadow, then the control Section 
10 checks whether or not the light source has moved outside 
the aforementioned restricted range (step S404). If it is 
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within the aforementioned restricted range, then the control 
unit 10 returns to step S402, and waits for a fixed time period 
to elapse. 

0133) If the light source has deviated outside the afore 
mentioned restricted range (FIG. 17(b)), then the position of 
the light Source is moved until it is in a position inside the 
restricted range (step S405). Here, if, for example, the 
course taken the truck bends to the right without the light 
Source provided in the virtual space having moved, then 
from a viewpoint positioned to the rear of the truck, the light 
Source will appear to have moved in a leftward direction. If 
this causes the light Source to move outside the restricted 
range, then it may be possible to restore the position of the 
light Source by moving it to the right, but by So doing, the 
direction of movement of the shadow will alter course 
Suddenly and may produce an unnatural effect. Therefore, in 
the present embodiment, the position of the light Source is 
brought within the restricted range by moving the light 
source further to the left (FIG. 17(c)). 
0134) If a parallel light source is provided in such a 
position and a Scene is displayed wherein an object jumpS up 
Vertically from a flat land Surface and then lands again, the 
object and shadow will respectively perform reciprocal 
movements in a linear path, and a viewer will be able readily 
to perceive the position at which the object and Shadow meet 
(in other words, the position where the object lands) (See 
FIG. 18). Consequently, it becomes easy to perceive the 
timing at which the object lands, thereby making it possible 
to provide an image processing device whereby Such infor 
mation is readily understood by the viewer when applied in 
a game device where an object must land before it can make 
a Subsequent jump. 

0135 Subsequent Jump Processing (5) 
0136. In this embodiment, once the truck has jumped it is 
not able to jump again until it has landed. However, whilst 
it is easy to tell if the object is in contact with the ground 
when the Viewpoint is at almost the Same height as the land 
surface (FIG. 19(a)), it is not possible to see the point of 
contact between the object and the land Surface when the 
Viewpoint is positioned above the object, and therefore it 
becomes difficult for the player to perceive accurately 
whether or not the object has landed (FIG. 19(b)). There 
fore, a jump input is permitted even when the truck has not 
landed completely, provided that it is at or below a fixed 
height. FIG. 20 is a flowchart showing a procedure for 
implementing Subsequent jump processing after the truck 
has jumped. In order to perform a Subsequent jump, it is 
necessary for the truck to land first on the land Surface, but 
in this embodiment, a certain tolerance is allowed in this 
respect, Since it is not possible to perceive the positional 
relationship between the truck and the land Surface precisely. 
0.137 If the processing means recognizes that the two 
playerS have pressed on their respective jump pedals Simul 
taneously (step S501), then the processing device deter 
mines whether or not the truck is in contact with the land 
surface, or whether or not the height of the truck from the 
land Surface is within a previously Specified jump input 
tolerance range (step S502). 
0138 If, as a result of this judgement process, the dis 
tance from the truck to the land Surface is too large, then the 
jump input is ignored (step S503), and jump processing is 
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not carried out until a further jump input is made. If, on the 
other hand, the distance between the truck and the land 
Surface is within the jump input tolerance range, even if it is 
not actually completely in contact with the ground, then 
jump processing is carried out (step S504). 
0.139. By means of this processing, a jump input can be 
accepted even in cases where the truck bounces to Some 
extent, due to indentations in the land Surface (or rails) (see 
FIG. 21). Since the players may sometimes be unable to 
perceive that the truck is bouncing, this processing makes it 
possible to eliminate StreSS on the players, in a similar 
manner to the Subsequent jump processing. 

0140. Obstacle Acceleration Processing (6) 
0.141. In cases where the truck is presented with an 
obstacle, if the obstacle moves suddenly towards the truck 
from a position in front of the truck, then Since the relative 
Speed thereof is high, the obstacle can be avoided if the truck 
is made to jump, or the like, with good timing. However, if, 
for example, an obstacle approaches the truck Suddenly from 
behind, then the relative speed between the truck and the 
obstacle will be low, and since the time period for which the 
truck can be withdrawn into the air by jumping is limited, it 
is not possible to avoid the obstacle, even it the truck is made 
to jump with good timing. Also, if an obstacle is large and 
therefore takes a long time to pass, it will also be impossible 
to avoid the obstacle. Therefore, in the present embodiment, 
obstacles can be avoided by causing the obstacles to accel 
erate during the time that the truck and obstacles pass each 
other. 

0.142 FIG. 22 shows a flowchart for implementing this 
obstacle acceleration processing. Firstly, when the player 
implements a jump operation (step S601), it is judged 
whether or not there exists an obstacle which the truck 
cannot avoid making contact with before it lands after the 
current jump operation, on the basis of the relative speed of 
the truck and obstacle, the size of the obstacle, and the 
distance between the truck and obstacle (step S602). 
0.143 If there is an obstacle that cannot be avoided, then 

it is determined whether or not a collision with the truck can 
be avoided by accelerating the obstacle in question to a fixed 
speed (step S603). The degree to which the obstacle is 
accelerated is Set at the least to a level whereby the obstacle 
can be avoided if the timing of the jump is good, but it may 
also be set to a larger acceleration, depending on the level of 
difficulty of the game. 

0144. If it is judged that a collision cannot be avoided 
even if the obstacle is accelerated, then it is determined that 
the jump timing was poor, and this processing is exited 
without accelerating the obstacle. If it is judged that a 
collision can be avoided by accelerating the obstacle, then 
processing for accelerating the obstacle is carried out (Step 
S604). 
0145 Timing Adjustment Processing (7) 
0146 In the truck game device according to the present 
embodiment, a Situation may arise where enemy characters 
cut down a tree Standing close to the rails Such that it forms 
an obstacle to the truck of the players characters. In this 
case, a fixed period of time is required from the enemy 
character raising an axe (first action) until the axe falls 
(second action), whilst the distance that the enemy character 
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can advance within that time, depends on the Speed of the 
character. Therefore, a problem arises of which position the 
enemy character should raise the axe So that it reaches a 
Specified position (position where the tree is standing) when 
it falls. 

0147 FIG. 23 shows a flowchart for the implementation 
of timing adjustment processing by an image processing 
device applied to a game device according to the present 
embodiment. Firstly, a fixed time period for the enemy 
character to perform the necessary actions, in other words, 
the period of time required from the enemy character raising 
the axe (first action) until the axe falls (Second action) is read 
in from previously Specified data, and this value is taken as 
T (step S701). 
0148 Next, the time period required for the enemy char 
acter to move from its current position to a position where 
it can carry out the Second action (position where a tree is 
Standing by the Side of the rails) is determined from (dis 
tance from enemy character to tree by Side of rails)+(current 
Speed of enemy character), and this value is taken as T2 (Step 
S702). This value T2 is then compared with the value of T 
(step S703), and if the value of T2 is greater than T, the value 
of T2 is recalculated, whilst if the value of T2 is less than T. 
(step S703), then the operation starts (step S704). 
0149. By this means, it is possible to display the neces 
Sary actions at Suitable timings, regardless of the Speed of 
the enemy character. 
0150 Difficulty Level Adjustment Processing (8) 
0151. In the image processing device applied to a game 
device according to the present embodiment, an enemy 
character may throw obstacles at the players characters. In 
this case, the period of time taken for the obstacle to reach 
the position of the players' characters after it has been 
thrown by the enemy character has a significant effect on the 
level of difficulty of the game. If the image processing 
device adjusts the Speed of the players characters, or the 
distance between the enemy character and the players 
characters, in order to match this time period to the level of 
difficulty of the game, then an unnatural image will result. 
Therefore, in this case, processing for adjusting the Speed of 
the thrown obstacle is carried out. 

0152 FIG. 24 shows a flowchart illustrating how diffi 
culty level adjustment processing is carried out by an image 
processing device applied to a game device according to this 
embodiment. If a flag indicating that the enemy character is 
attacking the players' characters has been set (Step S801), 
then the control section 10 calculates the position P that the 
players' characters will reach after a fixed time period has 
elapsed, on the basis of the current position and Speed of the 
players characters (step S802). Here, the “fixed time 
period’ is a value set according to the level of difficulty of 
the game, and if the difficulty level is high, for example, then 
a short time period is Set. Furthermore, the calculation is 
carried out on the assumption that the Speed of the players 
characters does not change during that time period. 

0153 Subsequently, the control section 10 calculates the 
speed SP required for the obstacle launched by the enemy 
character to reach the position P after the aforementioned 
time period, on the basis of position P and the current 
position of the enemy character (step S803). The obstacle is 
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then launched by the enemy character towards position Pat 
this calculated speed SP (step S804). 
0154) In this process, it is assumed that the speed of the 
players characters does not change, and therefore if the 
Speed of the players characters does change after the 
obstacle has been launched, then the period of time taken by 
the obstacle to reach the players' characters will be different 
from the specified time period described above. However, 
since the time period from the launch of the obstacle until it 
reaches the players' characters is short, for instance, 
approximately 0.5 Seconds, the acceleration made during 
this period will not be large enough to have a notable effect 
on the level of difficulty of the game. 

O155 Course Selection Processing (9) 
0156. In the present embodiment, the rails along which 
the truck is running may branch in places (see FIG. 25(a)), 
and if the wrong course is Selected, the playerS may encoun 
ter unavoidable obstacles on the course and lose points. AS 
illustrated in FIG.25(b), in this case, players select a course 
by making the wheels on the same side as the course they 
want to follow remain on the rails, whilst causing the wheels 
on the opposite side to this course to lift up in the air. This 
operation is performed by a combination of actions imple 
mented by two players, as described previously. In the 
present embodiment, the processing load on the game device 
is reduced by implementing processing whereby the truck 
travels along the course on the opposite side to the correct 
course in cases where the playerS do not perform any course 
Selection operation, or in cases where they have performed 
an invalid operation for course Selection. 
O157 FIG. 26 is a flowchart for implementing this course 
Selection processing. Firstly, when the control Section 10 
judges that the players truck has reached a course junction 
point (step S901), it reads in input information from the 
pedals as the truck passes the junction point (step S902). It 
then determines whether or not the combination of pedal 
operations is correct (step S903), and if it judges that a 
correct operation has been performed, it implements pro 
cessing whereby the truck in which the players characters 
are riding proceeds along the correct course (step S904). 
0158 If, on the other hand, a correction operation has not 
been input, in other words, firstly, if the wrong course has 
been Selected, or Secondly, if no course Selection operation 
has been performed (in the present embodiment, if both right 
and left-side wheels are in contact with the rails when the 
truck passes the junction point.) or thirdly, if no valid course 
Selection is made (in the present embodiment, if the truck is 
in the air (jumping) when it passes the junction point,) then 
of the two courses at the junction, the incorrect course will 
be selected. 

0159. Thereby, it is possible to reduce the players num 
ber of points by means of a predetermined program of a 
minimum size, without needing to implement processing for 
"derailments', or the like, and without having to carry out 
new image processing operations, for depicting, for 
instance, a jumping truck crashing into a tree Standing 
between the two routes at the junction point, and hence, the 
processing load on the control Section 10 is reduced and 
memory space in the ROM is saved. Moreover, since this 
game essentially involves two players working together in 
order to overcome adverse situations, it certainly does not 
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detract from the appeal of the game if the truck is made to 
follow a course which inevitably causes the players to lose 
points if they do not act co-operatively. 
0160 Points Reduction Display Processing (10) 
0.161 In this embodiment, if the players characters suffer 
damage from the attacks of enemy characters or due to other 
obstacles, this is represented pictorially by depicting the 
truck gradually falling apart. Here, the type of damage 
corresponds to a number of points lost, and the remaining 
number of points after these points have been deducted 
corresponds to a picture of the truck at one Stage in its 
gradual destruction. If the truck is completely destroyed, 
then the game ends, but before game over processing, a 
picture of the truck in a “verge of death' State is always 
depicted as a special image display indicating that the game 
is about to end imminently. 
0162 FIG. 27 shows a flowchart for implementing point 
reduction display processing of this kind. It the control unit 
10 identifies that the players characters have suffered dam 
age (step S101), then it determines whether or not the 
aforementioned special image display has already been 
performed (step S102). Here, the special image display 
Serves to indicate that the players now have the minimum 
number of points remaining required to continue playing the 
game (for instance, 1 point), and that if they lose any further 
points, the game will end. Therefore, if any points are lost by 
damage received at Step S101, the game will end immedi 
ately, and consequently, the control Section 10 will carry out 
game over processing (step S103). 
0163) If the special image display has not yet been 
performed, then the control section 10 determines from the 
players current points Score as recorded in the RAM, or the 
like, whether or not the players points Score will reach the 
minimum level for continuing the game (1 point) or lower 
when points corresponding to the type of damage Suffered 
have been deducted (step S104). If the points score will fall 
to or below the minimum level, then the control section 10 
reduces the players points Score to 1 point. By using this 
points deduction operation, it is possible to prevent the game 
from bypassing the State where there is only 1 point remain 
ing (special display State) and moving directly to game over 
processing, regardless of the type of damage Suffered. If the 
players' points Score has been reduced to 1 point by the 
points deduction operation, then the Special display image is 
output to the display means (step S106). If the players 
points Score after this points deduction is greater than 1 
point, then a display corresponding to the points Score is 
output to the display means (step S107). In this way, by 
informing the players that the game is about to end, it is 
possible to advise the players to exercise caution, creating a 
feeling of tension in the players, who know that the game 
will end if they Suffer any more damage. 

What is claimed is: 
1. A multiple-player game device having input mecha 

nisms which are operated by a plurality of people and are 
mutually coupled, 

wherein a game can be played by a Smaller number of 
people than Said plurality of people, by using a portion 
of the input mechanisms, and when a game is played by 
Said Smaller number of people, the coupling to input 
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mechanisms other than the input mechanisms used by 
Said Smaller number of playerS is disengaged. 

2. The game device according to claim 1, wherein the 
input mechanisms other than the input mechanisms used by 
Said Smaller number of players are fixed, when a game is 
played by Said Smaller number of people. 

3. A game device modeled on a mechanism wherein two 
mutually coupled operating means are operated respectively 
by two people positioned facing to Said means, 

comprising one display means for displaying images 
relating to the operation of these mechanisms, and two 
operating means which can be operated by two players 
located in positions whereby they are facing in the 
Same direction towards Said display means. 

4. Agame device comprising input mechanisms having an 
operating Section operated by a player, at one end thereof, 
and a Support Section Supported axially with respect to the 
main body of the device, at the other end thereof, and display 
means displaying the contents of a game, Said display means 
being provided in a position on the Support Section side as 
Viewed from the operating Sections of the input mechanisms, 
Such that it faces towards the operating Section Side, 

wherein the operating Sections of the input mechanisms 
perform a reciprocal movement about a central position 
higher than the Support Sections, and the display Screen 
of Said display means is inclined in a gravitational 
direction. 

5. A multiple-player game device, comprising input 
mechanisms operated respectively by a plurality of players, 
wherein Said input mechanisms comprises means whereby a 
Single input result is generated by a combination of opera 
tions performed by the plurality of players. 

6. A multiple-player game device comprising judging 
means for judging a combination of operations performed by 
a plurality of players via input mechanisms, and processing 
means for implementing a single game processing Sequence 
on the basis of this combination of operations. 

7. A data processing method for a game device, compris 
ing a judging Step for judging a combination of operations 
performed by a plurality of people via input mechanisms, 
and a processing Step for implementing a single processing 
Sequence on the basis of this combination of operations. 

8. An image processing device for implementing process 
ing whereby images of a first object and a Second object in 
a virtual three-dimensional Space as viewed from a Specified 
Viewpoint are displayed on display means, comprising: 

Shadow forming means for forming a shadow of the first 
object on the Surface of the Second object, within a 
Specified range whereby an observer is able to perceive 
the positional relationship between the first and Second 
objects, and 

Shadow changing means for restoring the Shadow to a 
position within Said Specified range, when the position 
of the Shadow has moved outside Said Specified range. 

9. The image processing device according to claim 8, 
wherein Said Shadow forming means Sets a light Source in 
Said Virtual three-dimensional Space in Such a manner that a 
Shadow is formed within Said Specified range, and, in cases 
where the position of the shadow has moved beyond said 
Specified range, due to the fact that the position of the light 
Source has changed with respect to the first object, Second 
object and viewpoint, Said Shadow changing means causes 
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the light Source to move inside Said range by moving the 
light Source further in the direction that it has moved. 

10. The image processing device according to claim 8 or 
9, wherein Said specified range is in a position in an 
approximate Sideways direction, as observed from Said 
Viewpoint, from a vertical line linking the first object to Said 
plane of the Second object. 

11. The image processing device according to any one of 
claims 8 to 10, wherein Said Specified range is in a position 
between 45 degrees to the front right and 45 degrees to the 
rear right, or 45 degrees to the rear left and 45 degrees to the 
front left, as observed from said viewpoint, from a vertical 
line linking the first object to Said plane of the Second object. 

12. The image processing device according to any one of 
claims 8 to 11, wherein Said plane on the Second object is a 
broad flat plane Simulating a land Surface, and a Scene is 
depicted wherein the first object jumps and falls from the 
vicinity of Said plane of the Second object onto Said plane in 
an approximately perpendicular direction. 

13. An image processing method for displaying, on dis 
play means, images depicting a first object and a Second 
object in a virtual three-dimensional Space as viewed from 
a specified viewpoint, 

comprising a shadow forming Step for forming a shadow 
of the first object within a Specified range on the Surface 
of the Second object whereby the positional relationship 
between the first and Second objects can be perceived; 
and 

a shadow changing Step for restoring the shadow to a 
position within said specified range, when the position 
of the Shadow has moved outside Said Specified range. 

14. A game device comprising image processing means 
whereby a first object Simulating a first physical body and a 
Second object Simulating a Second physical body are pro 
Vided in a virtual three-dimensional Space, and an image of 
Same as observed from a specified Viewpoint is displayed on 
display means, 

wherein it is a condition for a certain input that the 
positional relationship between the first physical body 
and the Second physical body is in a specified State, 
with regard to the characteristics of the physical bodies, 
and 

when an operation for the aforementioned input is made, 
that input is accepted also in cases where Said posi 
tional relationship differs from Said Specified State 
within a certain range thereof. 

15. The game device according to claim 14, wherein Said 
first object is a land Surface, Said specified viewpoint is Set 
in a position higher than Said land Surface, and the Specified 
State of Said positional relationship is a State where said 
Second object is in contact with Said land Surface. 

16. A data processing method for a game device whereby 
a first object Simulating a first physical body and a Second 
object Simulating a Second physical body are provided in a 
Virtual three-dimensional Space, and an image of Same as 
observed from a specified Viewpoint is displayed on display 
means, 

wherein it is a condition for a certain input that the 
positional relationship between the first physical body 
and the Second physical body is in a specified State, 
with regard to the characteristics of the physical bodies, 
and 
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when an operation for the aforementioned input is made, 
that input is accepted also in cases where Said posi 
tional relationship differs from Said Specified State 
within a certain range thereof. 

17. A game device comprising game contents whereby a 
first object is withdrawn for a fixed period of time by an 
operation implemented by the player, in Such a manner that 
the first object does not contact a Second object, 

wherein the relative speed between the first object and 
Second object is increased in Specified cases, whilst the 
first object is withdrawn. 

18. The game device according to claim 17, wherein Said 
Specified cases are cases where contact between Said first 
object and Said Second object cannot be avoided unless Said 
relative Speed is increased. 

19. The game device according to claim 17, wherein Said 
Specified cases are cases where Said first object and Said 
Second object are travelling the same direction, or cases 
where said Second object is larger than a further Second 
object in Said game. 

20. The game device according to any one of claims 17 to 
19, wherein Said relative Speed is increased only in cases 
where the input for making Said withdrawal operation is 
performed at a Suitable timing. 

21. A data processing method for a game device, com 
prising: 

an input receiving Step for receiving a withdrawal input 
whereby a first object is withdrawn for a fixed period of 
time in Such a manner that the first object does not 
contact a Second object, and 

an accelerating Step for increasing the relative Speed 
between the first object and the second object in 
Specified cases, whilst the first object is withdrawn. 

22. An image processing device whereby a first action, 
and a Second action carried out when a first object and a 
Second object are in a specified positional relationship, are 
displayed on display means, 

Said first action being Started in Such a manner that Said 
Second action is started after a fixed time period from 
the start of the first action. 

23. An image processing device whereby a first action, 
and a Second action carried out when a first object and a 
Second object are in a specified positional relationship, are 
displayed on display means, comprising: 

Setting means for Setting the required time period from the 
Start of the first action until the Second action is 
performed; 

time period calculating means for calculating the period 
of time taken for the first object and the second object 
to assume Said Specified positional relationship, on the 
basis of the relative speed between the first object and 
the Second object, and the distance between the first 
object and the Second object; 

judging means for judging whether or not this time period 
is equal to the aforementioned required time period; 
and 

action initiating means for initiating the first action on the 
basis of the result from Said judging means. 

24. An image processing method whereby a first action, 
and a Second action carried out when a first object and a 
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Second object are in a specified positional relationship, are 
displayed on display means, comprising: 

a Setting Step for Setting the required time period from the 
Start of the first action until the Second action is 
performed; 

a time period calculating Step for calculating the period of 
time taken for the first object and the Second object to 
assume Said specified positional relationship, on the 
basis of the relative speed between the first object and 
the Second object, and the distance between the first 
object and the Second object; 

a judging Step for judging whether or not this time period 
is equal to the aforementioned required time period; 
and 

an action initiating Step for initiating the first action on the 
basis of the result from Said judging Step. 

25. An image processing device whereby an image of a 
body moving from a first object towards a Second object is 
displayed on display means, comprising: 

Second object position calculating means for calculating a 
Set period of time from Said body Starting movement 
from the first object until it reaches the Second object, 
and calculating the position of the Second object after 
Said Set period of time has elapsed, from the Speed of 
the Second object; 

Speed calculating means for calculating the Speed of Said 
body from Said calculations and the current position of 
the first object. 

26. An image processing device whereby an image of a 
body moving from a first object towards a Second object is 
displayed on display means, 

wherein the Speed of Said body is changed appropriately 
Such that the period of time from Said body Starting 
movement from the first object until it reaches the 
Second object is constant, regardless of the Speed of the 
Second object, and the positions of the Second object 
and the first object. 

27. An image processing device whereby an image of a 
body moving from a first object towards a Second object is 
displayed on display means, comprising: 

Second object position calculating means for calculating a 
Set period of time from Said body Starting movement 
from the first object until it reaches the Second object, 
and calculating the position of the Second object after 
Said Set period of time has elapsed, from the Speed of 
the Second object; 

Speed calculating means for calculating the Speed of Said 
body from Said calculations and the current position of 
the first object. 

28. A game device comprising game contents wherein 
playerS make a Selection from Specified options, the Selec 
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tion operation by the players being implemented by a 
combination of operations performed by a plurality of 
players, and an option that is disadvantageous to the players 
being Selected if the playerS do not perform a Selection 
operation, or do not perform a valid Selection operation. 

29. A data processing method in a game device compris 
ing game contents wherein playerS make a Selection from 
Specified options, an option that is disadvantageous to the 
players being Selected if the players do not perform a 
Selection operation, or do not perform a valid Selection 
operation. 

30. Agame device comprising points deducting means for 
deducting a specified number of points corresponding to 
points deduction events occurring during a game, and points 
deduction display means for providing Specified displays on 
the basis of the points deduction Status, 

wherein Said points deducting means deducts a Smaller 
number of points than Said Specified number of points, 
in cases where the end of the game is imminent, due to 
shortage of points. 

31. Agame device comprising points deducting means for 
deducting a specified number of points corresponding to 
points deduction events occurring during a game, and points 
deduction display means for providing Specified displays on 
the basis of the points deduction Status, 

wherein, in cases where it will be unable to continue the 
game if the Specified number of points are deducted on 
the basis of a points deduction event occurring in a State 
where the remaining points Score is higher than the 
minimum points level required to continue playing the 
game, Said points deducting means deducts points up to 
the minimum points level required to continue playing. 

32. The game device according to claim 30 or claim 31, 
wherein Said points deducting means displays pictures cor 
responding to the players current points Score. 

33. A data processing method in a game device compris 
ing points deduction display means for providing Specified 
displays on the basis of the points deduction Status in a 
game, 

wherein specified numbers of points to be deducted are 
determined respectively for points deduction events, 
but if the end of the game is imminent, a number of 
points Smaller than the Specified number of points to be 
deducted, corresponding to a points deduction event 
occurring during the game, are deducted. 

34. A game device comprising the image processing 
device according to any one of claims 8 to 12, 22, 23, 25 or 
26. 

35. A medium Storing programs for implementing the 
image processing method or data processing method accord 
ing to any one of claims 7, 13, 16, 21, 24, 27, 29, or 33. 
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