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Description

[0001] The present invention relates to a vehicle door
handle.
[0002] Handles are known comprising a user-activated
control lever rotated between a rest position maintained
by a preloaded return spring, and a work position to open
a lock on the door by means of a transmission lever in-
terposed between the control lever and the lock. Known
handles are normally provided with safety devices for
preventing control of the lock, and so preventing the door
from opening spontaneously, in the event of a side-on
collision, particularly when the preload of the return
spring is limited to reduce the effort required to open the
lock.
[0003] In particular, inertial safety devices are used
comprising a mass or counterweight connected integrally
to, and eccentric with respect to the axis of rotation of,
the transmission lever. The inertial safety device present-
ed in document US-A-3 719 248 is built in this way with
an inertial mass integral with the transmission lever of
the handle.
[0004] Known handles of the above type are far from
satisfactory, on account of known inertial devices only
providing for keeping the distressed door closed, while
leaving the opposite door free to open.
[0005] That is, the mass on the distressed-door handle
generates on the respective lever an inertial moment to
keep the lever in the rest position, while the mass on the
opposite door handle tends to rotate the respective trans-
mission lever and so open the lock.
[0006] It is an object of the present invention to provide
a vehicle door handle designed to provide a straightfor-
ward, low-cost solution to the above problem.
[0007] According to the present invention, there is pro-
vided a handle assembly for a door of a vehicle as claimed
in claim 1.
[0008] A non-limiting embodiment of the invention will
be described by way of example with reference to the
accompanying drawings, in which:

Figure 1 shows a view in perspective, with parts re-
moved for clarity, of a preferred embodiment of the
handle according to the present invention;
Figure 2 shows an exploded view in perspective, with
parts removed for clarity, of the Figure 1 handle.

[0009] Number 1 in Figure 1 indicates a handle (shown
partly) for controlling a vehicle door lock. Handle 1 com-
prises a structure 2, which is connected integrally, in
known manner not described in detail, to a side door (not
shown) of the vehicle.
[0010] Structure 2, when fitted to the respective door,
extends in a longitudinal direction, and comprises an in-
termediate portion 8 and a hollow end portion 9 adjacent
to each other. Portions 9 and 8 carry respective lateral
appendixes 10 and 11 having respective through holes
12 and 13 extending coaxially with each other along a

longitudinal axis 15.
[0011] With reference to Figure 1, handle 1 also com-
prises an external control lever 16, which is gripped by
the user to open the respective lock (not shown), is
hinged in known manner (not shown) to structure 2, and
carries an end arm 18. Arm 18 engages portion 9 and
supports, on the end, a tooth 19 extending, parallel to
axis 15, towards portion 8.
[0012] As shown in Figure 1 and particularly in Figure
2, handle 1 also comprises a substantially C-shaped
transmission lever 21, which is housed partly in portion
9, in turn comprises a portion 23 cooperating in sliding
manner with tooth 19, and has one end hinged to appen-
dixes 10 and 11 by a pin 24 engaging holes 12 and 13
and extending through a tubular body 27 located between
appendixes 10 and 11 and integral with lever 21.
[0013] Pin 24 enables lever 21 to rotate, about axis 15,
between an angular rest position (shown in Figure 1),
and an angular work position to open the lock on the
respective door when lever 16 is activated by the user.
[0014] Tubular body 27 is surrounded by a preloaded
torsion spring 28 interposed between lever 21 and struc-
ture 2 to elastically restore lever 21 to the rest position.
[0015] As shown in the accompanying drawings, han-
dle 1 also comprises a safety retaining member 39 as-
sociated with lever 21 to retain lever 21 in the angular
rest position and so prevent the lock from being released
and the door from being opened spontaneously in the
event of a collision in which the vehicle is struck side-on.
[0016] Member 39 is formed in one piece, and com-
prises a hollow base portion 40 housing appendix 10 and
part of lever 21, and which is hinged to appendix 10 by
pin 24 to rotate about axis 15 with respect to lever 21. A
platelike arm 41 extends radially outwards from base por-
tion 40, is substantially parallel to and shifted axially with
respect to lever 21, and carries, on the free end, a cylin-
drical mass or counterweight 42 extending longitudinally
on opposite sides of arm 41.
[0017] Member 39 also comprises a stop portion 52,
which is located between axis 15 and mass 42 and, in
particular, is integral with arm 41 and base portion 40,
projects from arm 41 in a direction parallel to axis 15 and
in a position facing a lateral surface 53 of lever 21, and
terminates with an appendix 55 defining a support for an
arm 56 of spring 28 (Figure 2).
[0018] In actual use, in the absence of lateral impact,
spring 28 keeps lever 21 in the rest position, and stop
portion 52 resting against a corresponding intermediate
portion of lateral surface 53 of lever 21.
[0019] Conversely, when the vehicle is struck from the
side, control lever 16 of handle 1 on the distressed door
exerts on transmission lever 21 an inertial opening mo-
ment to rotate lever 21 clockwise in Figure 1; and the
respective mass 42, being located eccentrically with re-
spect to axis 15 and on the opposite side of axis 15 with
respect to tooth 19, exerts on transmission lever 21 an
inertial balancing moment to balance the inertial forces
tending to move transmission lever 21 into the work po-
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sition. More specifically, the inertial balancing moment is
opposite in direction to at least the force exerted by con-
trol lever 16, and in the same direction as the elastic
moment exerted by spring 28, and is such that transmis-
sion lever 21 remains substantially static and the door
closed.
[0020] In the event of lateral impact on one door, nei-
ther control lever 16 nor mass 42 of handle 1 on the op-
posite door has any effect on transmission lever 21. That
is, the inertial forces acting on the opposite door handle
keep control lever 16 in the rest position and rotate mem-
ber 39 clockwise in Figure 1. Being permitted, however,
to rotate freely in said direction with respect to transmis-
sion lever 21, member 39, as it rotates, simply loads
spring 28, without exerting any opening moment on trans-
mission lever 21, so that lever 21 remains in the rest
position and the door closed.
[0021] Unlike known handles, handle 1 described
therefore provides, in the event of lateral impact, for keep-
ing all the side doors of the vehicle closed, regardless of
which side of the vehicle is struck.
[0022] This is substantially due to the way in which
inertial mass 42 is connected to transmission lever 21,
and, in particular, to the presence of a one-way angular
locking device 57 comprising stop portion 52 and lateral
surface 53, and which provides for making mass 42 and
transmission lever 21 angularly integral with each other
in one rotation direction about axis 15, and for enabling
mass 42 to rotate freely with respect to lever 21 in the
opposite direction.
[0023] Despite comprising an inertial mass 42 de-
signed to simply rest on transmission lever 21, handle 1
described is extremely silent-operating and efficient.
That is, spring 28 resting on appendix 55, in normal op-
erating conditions, holds stop portion 52 against lateral
surface 53 at all times, thus preventing any annoying
vibration; while the particular design of base portion 40
protects the hinge region from external agents, such as
dust and water, thus preventing an increase in friction at
the hinge region and, consequently, in response time in
the event of impact.
[0024] Clearly, changes may be made to handle 1 as
described and illustrated herein without, however, de-
parting from the scope of the present invention as defined
by the accompagnying claims.
[0025] In particular, member 39 may differ from the
one described and illustrated by way of example, and be
connected to a lock transmission lever other than lever
21 described.
[0026] In particular, transmission lever 21 and member
39 may be connected to structure 2 to rotate about two
separate axes, e.g. to improve intervention time; and
member 39 may be held resting against transmission le-
ver 21 by respective elastic elements separate from
spring 28, so as to prevent overly stressing spring 28.

Claims

1. A handle assembly (1) for a door of a vehicle, the
handle comprising a transmission lever (21) activat-
ed externally by means of a control member (16) to
rotate, about a first axis (15), between an angular
rest position, in which a lock of said door cannot be
opened and an angular work position to open said
lock; and retaining means (39) for retaining said lever
(21) in said rest position in the event of lateral impact
on said vehicle; said retaining means comprising an
inertial mass (42) associated with said lever (21) and
located eccentrically with respect to said first axis
(15) to exert a balancing force, in the event of lateral
impact on the respective door, to balance the inertial
forces tending to move said lever (21) into said work
position; characterized in that said mass (42) ro-
tates, with respect to said lever (21), about a second
axis (15); and in that said retaining means (39) com-
prise one-way angular locking means (57) inter-
posed between said mass (42) and said lever (21)
to make said mass (42) angularly fixed with respect
to said lever (21) and exert said balancing force in
one rotation direction such that the transmission le-
ver remains substantially static and the door closed,
and to permit said mass (42) to rotate freely with
respect to the lever (21) in the opposite direction.

2. A handle assembly as claimed in Claim 1, charac-
terized in that said first (15) and said second (15)
axis are coincident with each other.

3. A handle assembly as claimed in Claim 1 or 2, char-
acterized in that said angular locking means (57)
comprise a shoulder (53) carried by said lever (21);
said mass (42) being positioned resting against said
shoulder (53) .

4. A handle assembly as claimed in Claim 3, charac-
terized in that said mass (42) extends on the oppo-
site side of said second axis (15) with respect to said
shoulder (53).

5. A handle assembly as claimed in Claim 3. or 4, char-
acterized by comprising elastic forcing means (28)
for keeping said mass (42) resting against said
shoulder (53).

6. A handle assembly as claimed in Claim 5, charac-
terized by comprising elastic return means (28) for
keeping said lever (21) in said rest position; said elas-
tic return means (28) and said elastic forcing means
(28) being defined by a single elastic element (28).

7. A handle assembly as claimed in any one of the fore-
going Claims, characterized by comprising a hollow
portion (40) hinging said mass (42) about said sec-
ond axis (15); said hollow portion (40) partly housing
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said lever (21).

8. A handle assembly as claimed in Claim 7, charac-
terized in that said mass (42) and said hollow por-
tion (40) form part of a body (39) formed in one piece.

Revendications

1. Poignée équipée (1) pour une portière de véhicule,
la poignée comprenant un levier de transmission
(21) actionné depuis l’extérieur au moyen d’un élé-
ment de commande (16) pour pivoter autour d’un
premier axe (15), entre une position angulaire de
repos dans laquelle une serrure de ladite portière ne
peut pas être ouvert, et une position angulaire de
travail pour ouvrir ladite serrure, et un moyen de re-
tenue (39) pour retenir ledit levier (21) dans ladite
position de repos dans le cas où ledit véhicule reçoit
un choc latéral ; ledit moyen de retenue comprenant
une masse inertielle (42) associée audit levier (21)
et excentrée par rapport audit premier axe (15) afin
d’exercer une force d’équilibrage dans le cas où la
portière respective reçoit un choc latéral, pour équi-
librer les forces inertielles tendant à faire déplacer
ledit levier (21) vers ladite position de travail ; carac-
térisé en ce que  ladite masse (42) pivote, par rap-
port audit levier (21), autour d’un second axe (15),
et en ce que ledit moyen de retenue (39) comprend
un moyen de verrouillage angulaire unidirectionnel
(57) intercalé entre ladite masse (42) et ledit levier
(21) pour rendre ladite masse (42) solidaire angulai-
rement par rapport audit levier (21) et exercer ladite
force d’équilibrage dans une direction de rotation, et
pour permettre à ladite masse (42) de pivoter libre-
ment par rapport au levier (21) dans la direction op-
posée de telle sorte que dans les deux cas le levier
de transmission reste substantiellement statique et
la portière fermée.

2. Poignée équipée telle que revendiquée dans la re-
vendication 1, caractérisée en ce que  ledit premier
axe (15) et ledit second axe (15) coïncident l’un avec
l’autre.

3. Poignée équipée telle que revendiquée dans la re-
vendication 1 ou 2, caractérisée en ce que  ledit
moyen de verrouillage angulaire (57) comprend un
épaulement (53) supporté par un levier (21) ; ladite
masse (42) étant placée en appui contre ledit épau-
lement (53).

4. Poignée équipée telle que revendiquée dans la re-
vendication 3, caractérisée en ce que  ladite masse
(42) s’étend du côté opposé dudit second axe (15)
par rapport audit épaulement (53).

5. Poignée équipée telle que revendiquée dans la re-

vendication 3 ou 4, caractérisée en ce qu’ elle com-
prend un moyen de pression élastique (28) pour
maintenir ladite masse (42) en appui contre ledit
épaulement (53).

6. Poignée équipée telle que revendiquée dans la re-
vendication 5, caractérisée en ce qu’ elle comprend
un moyen de rappel élastique (28) pour maintenir
ledit levier (21) dans ladite position de repos ; ledit
moyen de rappel élastique (28) et ledit moyen de
pression élastique (28) étant défini par un seul élé-
ment élastique (28).

7. Poignée équipée telle que revendiquée dans l’une
quelconque des revendications ci-dessus, caracté-
risée en ce qu’ elle comprend une partie creuse (40)
permettant de faire pivoter ladite masse (42) autour
dudit second axe (15) ; ladite partie creuse (40) re-
cevant en partie ledit levier (21).

8. Poignée équipée telle que revendiquée dans la re-
vendication 7, caractérisée en ce que  ladite masse
(42) et ladite partie creuse (40) font partie d’un élé-
ment (39) constitué d’une seule pièce.

Patentansprüche

1. Griffbaugruppe (1) für eine Tür eines Fahrzeugs, wo-
bei der Griff einen Kraftübertragungshebel (21) um-
fasst, der von außen mit Hilfe eines Steuerelements
(16) aktiviert wird, um sich zwischen einer winkeligen
Ruhestellung, in der ein Schloss der Tür nicht geöff-
net werden kann, und einer winkeligen Arbeitsstel-
lung zum Öffnen des Schlosses um eine erste Achse
(15) zu drehen, und eine Halteeinrichtung (39) zum
Festhalten des Hebels (21) in der Ruhestellung im
Falle eines Seitenaufpralls auf das Fahrzeug; wobei
die Halteeinrichtung eine träge Masse (42) umfasst,
die zu dem Hebel (21) gehört und exzentrisch zu der
ersten Achse (15) angeordnet ist, um bei einem Sei-
tenaufprall auf die jeweilige Tür eine Ausgleichskraft
auszuüben, um die Trägheitskräfte auszugleichen,
die den Hebel (21) in die Arbeitsstellung bewegen
wollen; dadurch gekennzeichnet, dass sich die
Masse (42) in Bezug auf den Hebel (21) um eine
zweite Achse (15) dreht; und dass die Halteeinrich-
tung (39) eine in einer Richtung wirkende winkelige
Verriegelungseinrichtung (57) umfasst, die zwi-
schen der Masse (42) und dem Hebel (21) angeord-
net ist, um die Masse (42) im Winkel in Bezug auf
den Hebel (21) zu fixieren und die Ausgleichskraft
in einer Drehrichtung auszuüben und die Masse (42)
sich in der entgegengesetzten Richtung in Bezug
auf den Hebel (21) frei drehen zu lassen, so dass
der Kraftübertragungshebel in beiden Fällen im We-
sentlichen statisch und die Tür geschlossen bleibt.
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2. Griffbaugruppe nach Anspruch 1, dadurch gekenn-
zeichnet, dass die erste und die zweite Achse (15,
15) miteinander zusammenfallen.

3. Griffbaugruppe nach Anspruch 1 oder 2, dadurch
gekennzeichnet, dass die winkelige Verriege-
lungseinrichtung (57) eine Schulter (53) umfasst, die
von dem Hebel (21) getragen wird; wobei die Masse
(42) so positioniert ist, dass sie an der Schulter (53)
anliegt.

4. Griffbaugruppe nach Anspruch 3, dadurch gekenn-
zeichnet, dass sich die Masse (42) auf der entge-
gengesetzten Seite der zweiten Achse (15) in Bezug
auf die Schulter (53) erstreckt.

5. Griffbaugruppe nach Anspruch 3 oder 4, dadurch
gekennzeichnet, dass sie elastische Andrückmittel
(28) umfasst, um die Masse (42) an der Schulter (53)
anliegend zu halten.

6. Griffbaugruppe nach Anspruch 5, dadurch gekenn-
zeichnet, dass sie elastische Rückstellmittel (28)
umfasst, um den Hebel (21) in der Ruhestellung zu
halten; wobei die elastischen Rückstellmittel (28)
und die elastischen Andrückmittel (28) durch ein ein-
ziges elastisches Element (28) gebildet werden.

7. Griffbaugruppe nach einem der vorhergehenden An-
sprüche, dadurch gekennzeichnet, dass sie einen
hohlen Abschnitt (40) umfasst, der die Masse (42)
an der zweiten Achse (15) anlenkt; wobei der hohle
Abschnitt (40) teilweise den Hebel (21) aufnimmt.

8. Griffbaugruppe nach Anspruch 7, dadurch gekenn-
zeichnet, dass die Masse (42) und der hohle Ab-
schnitt (40) Bestandteil eines in einem Stück ausge-
bildeten Körpers (39) sind.
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