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This invention relates to display devices, 
and more particularly to card display devices 
of the kind generally used for displaying and 
advertising various commodities in show 

5 windows, or upon store counters. - 
It is the principal object of my present in 

vention to provide a device of this character 
consisting of a plurality of relatively fold 
able parts which may be inexpensively pro 

10 duced from a single sheet of cardboard or 
other material, the said parts when in folded 
or collapsed position being very compactly 
arranged so that when not in use, a large 
number of the devices may be packed or stored 

15 in a relatively small space. 
More particularly, the cardboard blank 

from which the device is formed includes a 
base part and a relatively foldable section 
connected with one end of the base together 

- 20 with a part integrally connected with one 
edge of the base and adapted to be positioned 
in superposed relation there with and perma 
nently attached to said base and said section 
having a part hingedly connected therewith 

25 slidable between said base and the superposed 
part and having hingedly movable portions 
representing the commodities extending up 
wardly through spaced slots in said latter 
part. By means of this construction, when 

30 said section is folded from an upright posi 
tion downwardly upon the base, said part will 
be slidably shifted and the upstanding hinged 
portions thereof will be automatically moved 
downwardly to horizontal positions so that 

35 they will be closely confined between the 
folded parts of the device and thus pro 
tected against the possibility of being acci 
dentally torn or otherwise damaged. 
With the above and other objects in view, 

s' the invention consists in the improved dis 
play device and in the form, construction 
and relative arrangement of its several parts 
as will be hereinafter more fully described, 

as illustrated in the accompanying drawings, 
and subsequently incorporated in the sub 
joined claims. 
In the drawings, wherein similar reference 

characters designate corresponding part 
50 throughout the several views.- 

Figure 1 is a plan view of the blank from 
which the device is formed; . . . . 

'... 

Fig. 2 is a similar view showing the first 
folding step; 

Fig. 3 is a plan view of the display device 
collapsed; 

Fig. 4 is a perspective view showing the 
device in its set up or display position; 

Fig. 5 is a sectional view taken on the line 
5-5 of Fig. 3, and 

Fig. 6 is a vertical section taken on 
6-6 of Fig. 4. 

Referring in detail to the drawings, 5 
designates generally the blank sheet of card 
board cut to the proper size and shape and 
provided with properly located crease or fold 
lines to produce the base section 6 and the 
parts 7 and 8, the part 8 being adapted to be 
folded upon the part 7 along the score line 9 
and having a gum or adhesive indicated at 10 
applied to its opposite edge portions whereby 
the said E"; 
connected with each other so that they will 
fold or move as a unit. relative to the base 6 
along the hinge line indicated at 11. 
The section 8 is of somewhat less length 

than the Section 7 and has projecting from 
its inner or lower end, a part 12 of somewhat 
reduced width which is hingedly movable 
relative to the 
Score line, 13. The free end of the part 12 is 

the line 

part or section 8 along the 
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and 8 may be permanently 

75 

cut away by means of suitable dies to produce 
the portions 14, of predetermined size and 
shape to represent the commodities to be ad 
Vertised, said portions at one of their ends 
being hingedly connected with the part 12 
as at 15 and providing the tongues or ex 
tensions 16 of the part 12 extending beyond 
the hinged ends 15 between and at the oppo 
site sides of the portions 14. - 
The part it is integrally connected with 

One lateral edge of the base section 6 and is 
foldable into superposed relation with said 

85 

90 

base along the score line 18, said part 17 hav 
ing a gum or adhesive shown at 19 applied to 95 
its free end and lower edge thereof whereby 
it may be permanently attached to the base 
Section 6. This part 17 is provided with a 
plurality of spaced slots therethrough as 
shown at 20. 100 
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between the 

2 

After first folding the part 8 and securing 
the same to the part 7 as seen in Fig. 2 of the 
drawings whereby the hinge connection 13 

parts 8 and 12 is spaced from 
the hinge connection 11 between the part 7 
and base section 6, the section 17 is then 
folded inwardly and downwardly, the por 
tions 14 of the part 12 being raised or bent 
upwardly from their hinged ends 15 to ex 
tend through the spaced slots 20, the gummed 
surfaces 19 being moistened so that they will 
firmly adhere to the surface of the base sec 
tion 6. At the same time, the parts 7 and 8 
are moved upwardly to substantially verti 
cal positions with respect to the base section 
6 so that the portions 14 will assume upright 
or vertical positions through the slots 20. 
The portions 16 of the part 12 project beyond 
these slots, between the base section 6 and 
part 17 as clearly shown in Fig. 4 of the 
drawings. 
The pressure of the part 12 in an upward 

direction against the section 17 resulting 
from the spaced relation between the hinge 
connections 11 and 13, flexes the free or unat 
tached longitudinal edge of the Section 17 so 
that the same exerts a resilient downward 
pressure upon the part 12, as will be evident 
from reference to Fig. 6 of the drawings, thus 
tending to stabilize the parts 7 and 8 in their 
upright positions. These parts together 
form a panel of extensive dimensions, and 
suitable printed advertising matter appro 
priate to the particular commodity may be 
printed upon the surface of the part 8. Like 
wise, if desired, other printed advertising 
matter may be provided upon the surface of 
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the part 17. 
When the device is folded or collapsed from 

the display position as shown in Figs. 4 and 
6 of the drawings, the upright panel is moved 
downwardly upon the part 17 attached to the 
base section 6. As the hinge connection 13 
between the parts 8 and 12 is thus moved for 
wardly of the hinge connection 11 between 
the part 7 and base section 6, the part 12 will 
thereby be slidably moved forwardly be 
tween the base section 6 and the part 17. The 
portions 14 at their hinged ends are thus 
urged against the forward edges of the slots 
20 so that said portions are automatically 
folded downwardly into horizontally super 
imposed relation upon the part 17, as clearly 
shown in Fig. 5 of the drawings. Thus, the 
small and comparatively delicate portions 14 
of the device which represent the commodity 
being advertised will be completely contained 
between the folded base and panel portions 
and thereby protected against being accident 
ally torn off or otherwise damaged. It will 
be evident that when the device is thus col 
lapsed, the several parts are very compactly 
associated so that a large number of the dis 
play devices can be bound into a package 
of comparatively small dimensions for con 
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venience in shipment, or stored away in a 
relatively small space until desired for use. 
From the foregoing description considered 

in connection with the accompanying draw 
ings, the construction, manner of operation 
and several advantages of my display device 
will be clearly and fully understood. While 
I have selected for purposes of illustration 
one simple and practical form of my invent 
tion, it will be apparent that the rear panel 
as well as the base section, may be of various 
other sizes and shapes, and that the device 
may also be provided with a greater number 
of the portions 14 which may be otherwise 
shaped or formed than as represented in the 
drawings in accordance with the particular 
commodity which is to be advertised. My 
present improvements provide a simple and 
inexpensive article of this kind which may 
be distributed gratis by the manufacturer of 
the commodity to retailers for the purpose of 
window or counter display advertising. 
While I have herein disclosed a preferable 
embodiment of the invention, it is neverthe 
less to be understood that the essential fea 
tures thereof might also be incorporated in 
various other alternative structural forms, 
and I therefore, reserve the privilege of re 
sorting to all such legitimate modifications 
thereof as may be fairly embodied within the 
spirit, and scope of the invention as claimed. 

I claim: 
1. A display device of the character de 

scribed comprising a base and a panel hinged 
ly connected there with, a part superimposed 
on the base provided with slots therein, and 
a part hingedly connected with said panel 
at a point in spaced relation to the hinged 
connection between the panel and said base 
and slidable between the base and Said Super 
posed part, said slidable part having hinged 
ly connected portions projecting through said 
slots and movable to and from upright posi 
tions relative to said Superimposed partin the 
folding movement of said panel to and from 
an upright position relative to the base. 

2. A display device of the character de 
scribed comprising a base and a panel hinged 
ly connected therewith, a part superimposed 
on the base provided with slots therein, and 
a part hingedly connected with said panel at 
a point in spaced relation to the hinged con 
nection between the panel and said base and 
slidable between the base and said superposed 
part, said slidable part having hingedly con 
nected portions projecting through said slots 
and movable to and from upright positions 
relative to said superimposed part in the fold 
ing movement of said panel to and from an 
upright position relative to the base, said 
slidable part having end portions projecting 
beyond the slots in said superposed part. 

3. A display device comprising a single 
sheet of cardboard having parts thereof fold 
ed and secured together to provide a base Sec 
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tion consisting of superposed thicknesses of 
cardboard, the upper layer or thickness there 
of being unattached along one of its longi 
tudinal edges to the lower thickness, a panel 
consisting of two layers of cardboard, one of 
which is directly hinged to the lower card 
board layer of the base section in spaced re 
lation to the unattached edge of the upper 
layer of said base section, and a part hinged 
ly connected with the other layer of the panel 
in spaced relation to said hinged connection 
with the base section and slidably movable 
between the superposed parts of the base sec 
tion, the upper part of said base section hav 
ing spaced slots therein and said slidable part 
being provided with hingedly movable por 
tions projecting upwardly through said slots 
and movable therethrough to and from up 
right positions in the movement of said panel 
section to and from an upright position rela 
tive to the base section. 

In testimony that I claim the foregoing as 
my invention, I have signed my name hereto. 

IRA. G. HAAS. 


