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3. 
flexible conduit may be inserted. A further use is in 
pulverizing or scattering material, such as dry fertilizer, 
in which case a flexible conduit is connected to the U 
shaped member 43 and the end of the flexible conduit is 
directed at the material to be scattered or pulverized after 
said material is deposited on the ground. . . . . 
... While a specific embodiment of an improved sweeping 
and cleaning machine has been disclosed in the foregoing 
description, it will be understood that various modifica 
tions within the spirit of the invention may occur to those 
skilled in the art. Therefore, it is - intended that no 
limitations be placed on the invention except as defined 
by the scope of the appended claim. - 
: What is claimed is: 
A pneumatic cleaning machine comprising an upstand 

ing wheeled frame, means at the top margin of said frame 
defining a supporting seat extending around said top 
margin, a rigid foraminous- receptacle substantially the 
same in horizontal area and shape as said frame and being 
shaped to be supportingly received on said seat, whereby 
said receptacle is removably mounted on the top of said 
frame, a motor, means supportingly connecting said motor 
to said frame, a fan housing mounted on the lower por 
tion of said frame below said seat, an intake conduit con 
nected to the lower portion of said housing and opening 
Substantially at ground level, a horizontal sweeper brush 
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4. 
journaled transversely in said intake conduit, a blower fan 
mounted horizontally in said fan housing, said fan com 
prising a vertical shaft journaled centrally in said housing 
and a plurality of radial propeller blades secured to the 
intermediate portion of said shaft and extending radially 
almost the full distance between the shaft and the inside 
wall surface of the fan housing, said blades being formed 
with pulverizing apertures having beveled edges, means 
drivingly coupling said vertical shaft and sweeper brush 
to said motor, and an outlet conduit connecting the top 
portion of said fan housing to the top wall of said 
foraminous receptacle. 
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