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To all whom it may concern: 
Be it known that I, FREDERICKEGGE, a 

citizen of the United States, residing at Bridge 
port, in the county of Fairfield and State of 
Connecticut, have invented certain new and 
useful Improvements in Clamps for Button 
Hole Sewing-Machines, of which the following 
is a specification, reference being had therein 
to the accompanying drawings. 
My invention relates to clamps for sewing 

or other similar machines, and has for its ob 
ject to provide a clamp of such construction 
that a pressureis initially and constantly exert 
ed throughout the center of the upper or clamp 
ing plate proper; and with these ends in view 
my invention consists in the details of con 
struction and combination of elements herein 
after fully and in detail set forth in the speci 
fication, and then specifically designated by 
the claim. 

In order that those skilled may more fully 
understand the construction and operation of 
my improved clamp, I will proceed to describe 

25 

35 

40 

45 

the same in detail, referring by letters to the 
accompanying drawings, in which 

Figure 1 is a view in perspective of my im 
proved clannp, with the side of the post broken 
away, showing the arrangement and relative 
position of the coil-spring, tongue, pin, andle 
ver; and Fig. 2, a detail view of the upper or clamping plate. 

Similar letters denote like parts in both fig 
IeS. - 

As seen at Fig. 2, the upper or clamping 
plate, A, is cut out at the center, leaving a 
central opening, B, and tongue C, and at the 

ner that the projections or lugsa a adapt them 
selves to slots b b in the ears c c, which latter 
are formed on a plate, H, fastened to the lower 
plate of the clamp, while at the same time the 
tongue C is inserted within the elongated 5o 
opening or slot F and over and upon the coil 
spring G. A pin, I, is then placed within the 
post, so as to rest upon the tongue C. The 
cam-lever J is then pivoted at the upper por 
tion of said post, all of which will be readily 55 
understood by reference to Fig. 1. 
The operation is as follows: The fabric is in 

serted between the two plates A and E, and 
the Cam-lever J depressed. The cam of the 
lever, coming into immediate contact with the 6o 
pin I, causes the latter to act immediately up 
on the tongue C, thereby depressing the upper 
or clamping plate, A, with a force which is ex 
erted centrally throughout said plate. When 
the cam-lever is raised the elasticity of the 65 
coil-spring G causes the plate A to fly up and 
release the fabric. It is immaterial how this 
plate A is fastened at the rear end, and I do 
not wish to confine myself to the exact method . 
shown and described hereinbefore, since the 7 o 
lugs a a and slots b b may be dispensed with 
and the plate hinged, pivoted, or fastened in 
any suitable way at its rear end without de 
parting from the spirit of my invention. 
What I claim as new, and desire to secure by 75 

Letters Patent, is 
In a clamp for sewing or other similar ma 

chines, the upper or clamping plate, A, having 
central opening, B, and tongue C, in combina 
tion with the coil-spring G and pin I, arranged 8o 
within the hollow post D and calm-lever J, rear end of said plate are projections or lugs pivoted at the upper end of said post, as and at a, all of which will be presently explained. 

D is the hollow post, secured to the lower 
for the purpose set forth. 

In testimony whereof I affix my signature in portion, E, of the clamp proper, and provided presence of two witnesses. 
with an elongated vertical slot or opening, F. 
In assembling the parts of my improved 

clamp, I first place a coil-spring, G, within the 
hollow post D. I then place the upper or 
clamping plate, A, over said post in such man 

FREDERICKEGGE. 
Witnesses : 

JOSEPH A. JOY CE, 
W. T. HAVILAND. 

  


