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To all whom it may concern: not only by the openings through which they 
Be it known that I, THOMAS STUART, of pass, but by suitable ribs S on the bottom the city and county of San Francisco, and 

State of California, have invented an Im 
proved Sash Lock and Fastener; and I do 
hereby declare the following to be a full, clear, 
and exact description thereof, reference being 
had to the accompanying drawings. 
My improvement consists in a novel method 

of constructing a sash lock and fastener with 
two bolts, one of which serves to lock the two 
sashes together, while the other locks into 
suitable notches in the window-casing, in con 
nection with devices for operating said bolts, 
all as hereinafter more fully described and definitely claimed. 

Referring to the accompanying drawings, 
Figure 1 is a perspective view. Fig. 2 is a 
horizontal section. Fig. 3 is a vertical sec tion. 

Let A represent one side of a window-casing. 
B is the lower, and C the upper window-sash. 
My sash-lock consists of a square case, D, 

which is secured by means of screws upon the 
upper rail of the lower sash, close up against 
the casing A, as represented. 
A shaft, E, passes vertically through the 

case D, and has a small thumb-wheel, f, on 
its upper end above the case. A plate, g, is 
secured upon this shaft inside the case, so 
that it can be partially rotated by turning the 
thumb-wheel f on the outside of the case. 
This plate has two pins, ii, projecting from 
it in the proper position to enter suitably-ar 
ranged slots OO in the bolts, so as to throw 
the two bolts J K when the plate is rotated. 
The bolt J passes through an extension, l, on 
the side of the case, so that it can enter sock 
ets in the casing which are prepared to re 
ceive it without interfering with the sash-cord, 
while the bolt K passes directly through the 
side of the case at right angles to the bolt J, 
so as to enter sockets in the rail of the upper 
sash, thus not only locking the lower sash to 
the upper one, but to the window-casing also, 
the same operation serving to throw both 
bolts simultaneously. The bolts are guided 

plate of the case, so that they move in a straight line. 
This arrangement for operating the bolts is 

very simple, and is not liable to get out of 
Order. It also enables me to construct the lock quite cheaply. 
The sockets t t in the casing which receive 

the bolt K call be made in any desired shape 
corresponding with the shape of the bolt; but 
the sockets V in the sash-rails, in which the 
bolt Jenters, I make semi-globular, as repre 
sented, and of sufficient size to admit the 
point of the finger of a person, so that after 
the bolts have been withdrawn the upper sash 
can be raised or lowered by the force of the 
filiger inserted in these sockets, thus avoid 
ing the necessity of using a rod or other de 
Vice for moving the sash. 
In constructing these sockets Imake a metal 

thimble which will fit into a corresponding 
socket in the sash, and after it has been prop. 
erly fitted I secure it by a screw, W, which 
enters the wood through the bottom of the 
thimble or metal socket, thus providing a very 
neat and useful device. 
This fastener and lock will secure the sashes 

firmly together and to the casing at whatever 
position the sashes are moved to correspond 
with the position of the sockets. 
Baving thus described my invention, what 

I claim, and desire to secure by Letters Pat. ent, is 
The sash lock and fastener consisting of the 

case D, with its slotted bolts J K, operated 
at right angles to each other, in connection 
with plate g, having pins i i, and shaft E, 
with thumb-screw f, the several parts ar. 
ranged to operate substantially in the man. 
ner specified. 

In witness whereof I have hereunto set my hand and seal. 
THOMAS STUART. L. s. Witnesses: 
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