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UNITED STATES PATENT OFFICE 
2,88,067 

WAWE ACTUATING SYSTER 
S. D. Bacharasia, Serbank, (Calif. 

Original application October 3, 1942, Seria No. 
46,859. Divided agadi this application. Rarea 
3, 1943, Seris No. A826 

(C. 3-46) 10 Casing. 
The invention relates to a valve, and particul 

larly to- a unitary valve mechanism for con 
trolling the operation of a pair of hydraulic pis 
tons. It has heretofore been proposed to emi 
ploy a pair of hydraulic pistons for controlling 
the orientation and elevation of a certain driven 
mechanism, with a separate valve for each piston. 
Also, connections are provided for admitting 
fluid under pressure to either side of each pis 
ton with the other side connected to exhaust. 
An object of the present invention is to pro 

vide a unitary valve mechanism having a com 
mon actuating member for independently or con 
jointly operating a plurality of valves for admit 
ting pressure to either side of both pistons with 
the other side connected to exhaust. Hence 
both the Orientation and elevation of the driven 
member can be controlled by means of the com 
mon valve actuator, 
Another object of the invention is to reduce 

the number of machined parts, and hence re 
duce the weight and cost of valve mechanism 
having a plurality of valves Operated by One 
handle. 
Another object of the invention is to simplify 

and improve a valve assembly which is particu 
larly Suited for use in quadruplicate in a double 
4-way valve having two pairs of valved passages 
(one pair for each hydraulic cylinder to be con 
trolled), a high pressure inlet, and an outlet. 

For further details of the invention reference 
may be made to the drawings wherein Fig. 1 
is a front view in elevation of the improved valve 
mechanism connected to a pair of hydraulic cyl 
inders shown in Section. 

Fig. 2 is a view in side elevation of the valve 
of Fig. 1, with inlet and outlet pipes added there 
to, and with a pair of the cylindrical connections 
and a suitable Support shown in Section. 

Fig. 3 is a Sectional view on line 3-3 of Fig. 2 
looking in the direction of the arrows. 

Fig. 4 is an enlarged sectional view on the 
broken line 4-4 of Fig. 2 looking in the direc 
tion of the arrows. 

Fig. 5 is a partial sectional view on line 5-5 
of Fig. 4 looking in the direction of the arrows. 

Fig. 6 is a sectional view on line 6-6 of Fig. 4 
With the Valve stem and valve removed. 

Fig. 7 is an enlarged vertical sectional view, 
with parts broken away, of one of the double 
valve units, like the four double valve units 
shown in Fig. 4. 

Fig. 8 is a sectional view with parts broken 
away, on line 8-8 on Fig. 7. 

Fig. 9 is a sectional view corresponding to Fig. 

O 

5 

20 

30 

8, but showing more of the valve and showing 
the valve in open position. 

Sig, 10 is a partial vertical sectional view show 
ing another valve in open position. 

Referring in detail to the drawings, I provide 
a unitary valve for separately or simultaneously 
admitting high-pressure fluid from the inlet 2 
to either side of the two pistons 3 and 3 and 
with the other side thereof connected to exhaust 
through the outlet S in the valve . To this end 
the valve , aside from the inlet and outlet Con 
nections 2 and S, has two pairs of connections 
to the cylinders 6 and , namely connections 8 
and 9 which lead to opposite sides of piston 3 and 
connections a and which lead to opposite sides 
of the piston 3s. I provide a handle 2 which miay 
partake of two kinds of movements for inde 
pendently or simultaneously operating the two 
pairs of passages 8-9, 6-, and for connect 
ing either passage in such pair to the high-pres 
sure inlet 2, with the other thereof connected to 
the outlet S. The manner in which this is ac 
complished, will be more readily apparent in 
connection with the drawings. As shown in Figs. 
1, 3, 4 and 6 the valve casing 9 has a vertical 
cylindrical bore 38 which extends from the bot 
tom of the casing 9 through the neck 8 where 
this bore is enlarged as indicated at 39. The bore 
88 serves to house the lower end of the double 
acting can shaft or actuating member and it 
also serves as a well into which the four double 
reciprocating valves 3, 42, 43 and 6 discharge, 
the bore or can well 38 communicating with the 
outlet 5 as indicated in Fig. 6. The valve casing 
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9 as shown in Figs. 3 and 6 also has in a hori 
zontal plane, two branched passages (35, 36 which 
connect at one end with the high-pressure inlet 
2, and at their other end with the two vertical 
passages 3 and 48, the former intersecting the 
bore 89 in which the valve assembly 3 is 
mounted, and the bore 50 in which the valve as 
sembly 42 is mounted, while the passage 68 inter 
sects the bore 5 in which the valve assembly 43 
is mounted and the bore 52 in which the valve 
assembly 88 is mounted. Fluid under pressure 
in the passage 3 is thus supplied to either of the 
two valves 4, 62 while the other thereof is Serv 
ing to exhaust fluid from the low pressure side of 
the piston 3 which it serves. Passage 48 for a 
similar purpose supplies fluid under pressure to 
the valves 63, 84. w 
The valve casing 9 is suitably secured to a 

support indicated at 53 in Fig. 3, by means of 
bolts 58 passing through suitable apertures 55 at 
the side of the valve casing 9. 



2 
As before stated, the valves 4-44 are selec 

tively operated in pairs by imparting two kinds 
of movements to the handle 2. This will now 
be described in further detail, with particular 
reference to Figs. 4 and 5. 
Handle 2 can rotate on its own axis as it is 

supported in suitable bearings 3 and 4 in a 
cap 4. As the middle portion of handle f2 is 
offset to provide a crank 5 (Fig. 5) which is con 
nected through a pitman f6 to the camshaft , 
the camshaft T is moved up or down when the 
handle 2 is rotated on its own axis in one direc 
tion or the other. Also handle 2, together with 
cap 4, crank 5, pitman f6 and can shaft 
constitute a valve head and are rotatable as a 
unit about a vertical central axis through Valve 
and through camshaft 17, as cap 4 is rotatably 

carried by the neck 8 of the valve casing 9. 
Cap 4 is split on a horizontal plane through 

handle f2, and its top piece 20 and bottom piece 
2 are secured together by bolts 22. The bottom 
piece 2 f of the cap 4 has a cylindrical extension 
23 which extends into and concentric with the 
'neck 8. Extension 23 has a cylindrical bore 24 
in which the camshaft it has a rotary and sliding 
fit. An intermediate portion of cam shaft is 
cut away as indicated at 25. Extension 23 has a 
rotary fit in the cap 26 Secured by screw threads 
27 to the top of neck 8, and held in position by 
the lock ring 28. Suitable packing 29 is provided 
between the top of cap 26 and the extension 23. 
Between the extension 23 and the neck 8 are 
arranged two spaced ball-bearings 30 and 3f. The 
bottom of cap 26 bears on the ball-bearing 30, 
which in turn bears on a sleeve 32 which is fric 
tionally held to the outside of extension 33. The 
bottom of sleeve 32 rests on a lock ring 33 in the 
outside of extension 23, and the lock ring 33 rests 
on bearing 3, while the latter rests on the en 
larged upper end 34 of sleeve 35 which has a re 
duced Section 36 fitting in the bore 38 in the valve 
casing 9. Thus the lock ring 33 and associated 
parts, prevents lengthwise or axial movement of 
extension 23 in either direction. 
The cam shaft 7 is elongated with the upper 

end 56 making a rotary and sliding fit in the bore 
24, the intermediate portion 57 making a rotary 
and sliding fit in the extension 23 and in the sleeve 
35, and with the lower end 58 making a rotary 
and sliding fit in sleeve 59. Sleeves 35 and 59 
are hardened ground and lapped steel bushings 
pressed in the bore 38. The bottom of bore 38 
may be closed by a felt washer 60 and a cover cap 
6 having a small aperture 62 to relieve the air 
pressure below the lower end 58 of valve stem 7, 
The intermediate camshaft portion 57 may have a 
Sealing ring 63 and the lower end 58 may have 
a sealing ring 64. 
The lower end of passage 47 is sealed by a screw 

plug 65 and the lower end of passage 45 is sealed 
by a Screw plug 66. Bearing in mind that the sec 
tion in Fig. 4 is taken on a broken line as indi 
cated in Fig. 2, it will be seen that the bore 49 
in a horizontal plane islaterally separated namely 
to the right as seen in Fig. 2, with respect to the 
bore 50, in order to bring their respective valve 
assemblies 4 and 42 at different operating posi 
tions On the cam 67 which is formed on approx 
imately the left half of the camshaft 7 between 
the shaft portions 57 and 58 as seen in Fig. 4. 
This lateral displacement is also shown in Figs. 8 
and 9. The bores 5 and 52 are in vertical align 
ment so as to bring their respective valve assem 
blies 43 and 44 in alignment with respect to the 
right half of the cam 67 where the latter is pro 

5 

0. 

5 

20 

30 

40 

5 5 

60 

70 

75 

2,887,007 
vided with two oppositely facing conical portions 
68 and 69, the axes of these conical portions 68 
and 69 being coaxial with the longitudinal axis of 
the cam shaft 7. 
Each of the four valve assemblies 4-44 is of 

the same construction, and One of them, namely 
4, is illustrated in detail in Fig. 7. All of these 
valve assemblies 4-44 are parallel, as seen in a 
vertical plane, and they all extend into the central 
bore or well 38. The outer end of the bore 49 
is threaded as indicated at 70 to receive a valve 
cage which can be adjusted lengthwise in the 
bore 49, it being held in adjusted position by a 
lock nut 72. Inside of the cage is mounted a 
hollow tubular double acting reciprocating valve 
73 having a piston 74 provided with packing 75. 
The pistOn 74 makes a sliding fit with the bore 
76 at the right end of the cage 7. The tubular 
valve 3 at its right end is provided with a seat 
77 for a ball valve 78 which closes against seat 
77 to prevent fluid flow or exhaust through the 
inside of valve 73 into bore 38 at certain times, 
and valve 78 at other times is permitted to move 
off from its seat 77 to permit the exhaust liquid 
to flow through valve 3 into well 38 and then out 
through the outlet 5. Ball valve 78 makes a slid 
ing fit in the bore 76. At the left end of tubular 
valve 13, there is provided on its exterior, an an 
nular valve face T9 having a slight taper such as 
4 or 5, merging inwardly of the valve 73 with 
another valve face 80 having a greater degree of 
taper Such as 45°. The left end of bore 76 is en 
larged to provide a valve seat 82 for the valve 
face 80, and again enlarged to provide a valve seat 
8 of larger diameter for the valve face T9. As 
bore T6 is enlarged at its left end to provide the 
valve seat 82, and as valve 80 closes this bore 76 at 
One Side of inlet 87, with piston T4 slidable in bore 
T6 at the other side of inlet 87, the tubular valve 
73 is balanced when valve 80 is in closed position 
On its seat 82. 
The tubular valve 73 is, as to the valve faces T 9 

and 80, urged to closed position by means of the 
Spring 83, the tension of which can be adjusted 
by the hollow nut 84 screwthreaded in the cage 
T. Intermediate its ends, the tubular valve 3 
is provided with a reduced outside diameter as in 
dicated at 85 to provide a space 86 between it and 
the bore 6 to receive fluid under pressure through 
One or more apertures 87 in the cage T, which 
communicate with an annular recess 88 on the 
exterior of cage 7 f which communicates with the 
inlet passage 47. At opposite sides of the passage 
47 the cage 7 is provided with packing rings 89 
and 90. 
When cam 67 is rotated in a clockwise direction 

as shown in Fig. 9 to slide ball valve 78 in bore 76 
against its Seat 77, the tubular valve stem 73 is 
thereby urged to the left to open the valves 79 
and 80, to permit fluid under pressure from inlet 
2 and passage 47 to pass around the valve stem 
3 and then to the left to connection 8. When 
can 68 is moved in a counter-clockwise direction, 
the valves 9 and 80 close while ball valve 78 un 
Seats to permit fluid in connection 8 to discharge 
into Well 38 and out through outlet 5. 

It will now be described how the valve assem 
blies 4-44 can be selectively operated in pairs. 
The cam 67 as indicated in Fig. 8 is convex and 
eccentric with respect to the longitudinal axis of 
the cam shaft T, in planes at right angles to 
that axis while being equally distant from that 
axis in planes through that axis, with the result 
that the ball valve 18 for valve assembly 4 and 
the corresponding ball valve 9 for valve assem 
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bly 2 are not Operated, Or at least their opera 
tion is unaffected by reciprocating non-rotative 
movement of the can 67. 
87 is symmetrical about the plane of the draw 
ings as shown in Fig. 4, that is, symmetrical about 
a plane at right angles to the drawings in Fig. 8. 
Hence with can 67 in neutral position as shown 
in Fig. 8, both of the ball valves 78 and 9 are 
closed against their seats with the parts in the 
position shown in Fig. 7. As above described, 
can 67 may be rocked about its axis in one direc 
tion or the other by handle 2 to open one or 
the other of the poppet valves such as 79 and 80 
while keeping its respective ball valve 8 closed 
and permitting the opening of the other ball 
valve 9. When cam shaft is in neutral posi 
tion as shown in Fig. 4, ball valve '92 of valve 
assembly 43 contacts the center of the conical 
surface 88 and ball valve 93 of assembly 44 con 
tacts the center of the oppositely facing conical 
surface 69. As the surfaces 88 and 69 are coni 
cal, the ball valves 92 and 93 are not affected 
by rotation of can shaft , while downward 
movement of cam shaft urges ball valve 92 
to the right as shown in Fig. 10 to unseat its 
poppet valve 94, while the conical cam surface 
69 at this time would permit ball valve 93 to 
unseat with its respective poppet valve (such as 
94) closed. 

It will be apparent, therefore, that through 
rotative movement of cam 67 the double valve 
assemblies 4 and 42 as a pair can be operated 
without operating the valve assemblies 63 and 
44, and that rotation of cam 6 in one direction 
makes connection 8 a supply line and connection 
9 an exhaust, while rotation in the other direc 
tion makes connection 9 a supply line and con 
nection 8 an exhaust. Also calm 67 may be re 
ciprocated but not rotated without affecting 
whatever relative positions assemblies 4 and 42 
then have, movement in one direction serving to 
make connection 0 a supply line and f an ex 
haust, while straight-line movement in the other 
direction reverses the connections. Also the 
amount of rotation or longitudinal movement 
of cam shaft determines the extent of the 
opening of the poppet valve such as 9, 80 and 
hence the amount of fluid under pressure being 
supplied can be adjusted. Also it is apparent 
that the cam 67 may have any desired rotary 
adjustment without disturbing the then existing 
longitudinal adjustment, and vice versa, or it 
may have simultaneous rotary and longitudinal 
adjustments at the same or different rates. 
The taper for the valve face 79 being only four 

or five degrees, is so slight that it would be likely 
to jam in the cylindrical portion of its seat 8, 
and to prevent this, and also to help seal against 
fiOW to the right around the valve stem 3 as 
seen in Fig. 7, I provide the auxiliary valve face 
3 with a greater taper such as 45 which has 
no tendency to jam in its seat. When the valves 
9 and 80 are open as shown in Fig. 9, the flow 

is largely controlled through the restricted open 
ing provided between the valve face 79 and its 
seat 3. While Fig. 9 shows the valve is and 
80 in its fully opened position, if desired I may 
have this valve open to an extent so that valve 
face 80 would come opposite the other seat 8 
so that the supply would first increase at a low 
rate, and then at a greater rate. In any event, 
the construction is simplified by putting the re 
strictor 79-8? at the Outer end of the tubular 
Wave 3. 

The left side of cam 
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This application is a division of S. N. 46,859, 

filed October 13, 1942 for "Valve.' 
It will be apparent that various modifications 

may be made in the invention without depart 
ing from the spirit of the following claims. 

I claim: 
1. A valve comprising a casing having pas 

sages and four reciprocating valves therefor, 
each having an operating member, a double cam 
for said valves, said cam having on one side 
thereof a cam surface which is eccentric with 
the axis of said cam in planes at right angles 
to that axis while being equally distant from that 
axis in planes through that axis, said can hav 
ing on the other side thereof a pair of oppositely 
facing conical cam surfaces coaxial with the 
longitudinal axis of said cam, means supporting 
two of said operating members laterally sepa 
rated on said eccentric cam surface, means Sup 
porting said other two operating members longi 
tudinally separated along said cam with each 
thereof on one of said conical Surfaces, and 
means supporting said cam for movements 
around and lengthwise of its axis. 

2. A valve comprising a casing having an in 
let, an outlet and four passages each having a 
similar double valve of reciprocating type mov 
able to positions to alternately supply and ex 
haust, passages connecting one of said double 
valves to said inlet, passages connecting the 
other valve of said double valves to Said outlet, 
and a double can for selectivity operating said 
double valves in pairs, with either double valve 
of a pair acting to supply and the other double 
valve of that pair acting to exhaust, said cam 
having on one side thereof a cam surface which 
is eccentric with the axis of said cam in planes 
at right angles to that axis while being equally 
distant from that axis in planes through that 
axis, said cam having on the other side thereof 
a pair of oppositely facing conical can surfaces 
coaxial with the longitudinal axis of said cam, 
means Supporting two of said double valves lat 
erally separated on and in operative relation 
with said eccentric cam surface, means support 
ing said other two double valves longitudinally 
separated along said cam with each thereof in 
operative relation with one of said conical sur 
faces, and means supporting Said cam for move 
ments around and lengthwise of its axis. 

3. A valve comprising a casing having an inlet, 
and an outlet, a pair of passages each having 
a double valve, passages connecting one member 
of said double valves to Said inlet and other pas 
sages connecting the other member of said dou 
ble valves to said outlet, and a common actuat 
ing member for said valves, said actuating mem 
ber having for one of said valves a cam surface 
which is eccentric with the axis of said actuating 
imember in planes at right angles to that axis 
while being equally distant from that axis in 
planes through that axis, said actuating member 
having for the other valve a conical can surface 
coaxial with the longitudinal axis of said actu 
ating member, and means Sylpporting said actu 
atting member for movements around and length 
wise of said axis. 

4. A valve comprising a casing having a cam 
well, a double cam in said well, means supporting 
said can for rotary movement, means supporting 
said cam for longitudinal movement, a valve for 
said well controlled by longitudinal movement of 
said can but not by rotary movement thereof, 
and another valve for said well controlled by 
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rotary movement of said can but not by long 
tudinal movement thereof. 

5. A valve comprising a casing having a well, 
a reciprocating valve opening into said well at 
opposite sides thereof, a valve stem having a ra 
dial cam individual to one of said valves and 
having a longitudinal can individual to said 
other valve whereby either of said valves may be 
operated without operating the other valve, and 
means-supporting said valve stem for movements 
around and lengthwise of its axis. 

6. A valve comprising a casing having a well, 
a pair of double acting reciprocating valves open 
ing into said well on one side thereof and a 
second pair of double acting reciprocating valves 
opening into said well on the other side thereof, 
a valve stem in said well having two oppositely 
extending radial cam portions one of which is 
individual to each of the valves of one of said 
pairs, said valve stem also having Oppositely ex 
tending longitudinal cam portions one of which 
is individual to each of the valves of Said second 
pair, and means for reciprocating and rotating 
Said valve stem. 

7. A valve comprising a casing having a can 
well, a double cam in said well, means supporting 
said can for rotary movement, means support 
ing Said can for longitudinal movement, a valve 
for said well controlled by longitudinal movement 
of said cam but not rotary movement thereof, 
and another valve for said well controlled by ro 
tary movement of Said cam but not by longi 
tudinal movement thereof, each of said valves 
comprising a poppet valve. 

8. A valve comprising a casing having a cam 
well, a double can in said well, means support 
ing said cam for rotary movement, means sup 
porting said cam for longitudinal movement, a 
valve for said well controlled by longitudinal 
movement of Said can but not by rotary move 
ment thereof, and another valve for said well con 
trolled by rotary movement of said cam but not 
by longitudinal movement thereof, and each of 
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said valves comprising a poppet valve having a 
hollow stem having a valve seat on said stem 
and a valve for said seat actuated by said cam 
for actuating said poppet valve. 

9. A valve comprising a casing having a can 
well, a double cam in said well, means support 
ing said cam for rotary movement, means sup 
porting said can for longitudinal movement, a 
valve for said well controlled by longitudinal 
movement of said cam but not by rotary move 
(ment thereof, and another valve for said well 
Controlled by rotary movement of said cam but 
not by longitudinal movement thereof, each of 
said valves comprising a valve cage, a tubular 
member heaving a piston slidable in each of said 
Cages, each of Said tubular members having at 
one end thereof a valve head, and having a valve 
seat at the other end thereof, each of said cages 
having a seat for its respective said valve head 
and having a ball valve slidable therein and 
adapted to seat, on the valve seat of said other 
end of said tubular member, said can compris 
ing means for Operating each of said ball valves 
to thereby reciprocate its respective said tubul 
lar member and open the corresponding said 
valve head, each of said cages having spring 
means for closing its said valve head. 

10. Valve mechanism comprising a valve cas 
ing, a valve stem, means supporting said valve 
stem for rotatable and slidable movements in 
said casing, a handle for imparting both rotary 
and sliding movements to said valve stem, a plu 
rality of similar reciprocating valve means, means 
Supporting each of said valve means for recipro 
cation. On an axis at right angles to said valve 
stem, cam means on said valve stem for actuat 
ing certain of said reciprocating valve means by 
rotary movement of said valve stem, and other 
can means on said valve stem for actuating an 
other of said reciprocating valve means by slid 
ing movement of said valve stem. 

J. D. BUCHANAN. 


