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Charles E. Sennholtz, Chicago, Ill. 
Application July 17, 1951, Serial No. 237,226 

7 Claims. (CI. 241-197) 
The present invention relates to rotary im 

pact crushers or pulverizers and more particu 
larly to improvements in the revolving hammers 
Ordinarily associated therewith. 

In general, it is an object of the present in 
vention to provide an improved hammer having 
a replaceable tip which may readily and easily 
be installed and removed and which is not sus 
ceptible to accidental disengagement, even under 
the most severe operating conditions. 

A further object of the invention is to pro 
vide a pulverizing hammer and a replaceable tip 
therefor having novel engaging surfaces which 
ale SO designed that impact and centrifugal forces 
acting on the tip, in the course of use of the 
hammer, tend to increase the holding engage 
ment of the tip without increasing the difficulty 
of renoving the latter. 
Another object is to provide a hammer having 

a replaceable tip in which the tip is securely 
retained on the hanner in a novel manner so 
that the tip and the engaging surfaces are sus 
ceptible to large tolerances in size permitting 
economical manufacture of the tip with a mini 
nun of machining operations. 
a still further object of the invention is to 

provide a hanner of this character including 
a hammer proper and a replaceable tip, together 
With a wedge member by means of Which the 
tip is securely locked in position on the hammer 
proper against dislodgment. A Similar and re 
lated object is to provide a construction of this 
character in which the wedge member is main 
tained in a locking relationship by means of a 
through-bolt assembly, which latter assembly, 3 
when the hammer is in use, is So located and 
positioned with respect to the other parts of 
the assembly that no torsional shearing Or Con 
pressional forces are transmitted to the through 
bolt assembly upon impact of the tip with the 
material undergoing pulverizing. 

It is another object of the invention to provide 
an improved pulverizing hammer which is in 
herently strong, rugged and durable So as to 
Withstand shock and impact forces, and Which 
has heavy duty working Surfaces giving long 
and useful life against abrasive forces. 

Finally, it is an object of the invention to pro 
vide a pulverizing hammer and a tip therefor 
which may be manufactured with fairly wide 
tolerances in the fit of the various parts without 
endangering the locking characteristics of the 
various parts when they are assembled upon the 
other. 
Other objects and advantages of the invention, 
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not at this time enumerated, will become appar 
ent as the nature of the invention is better under 
Stood. 
In the accompanying two sheets of drawings 

forming a part of this Specification: 
Figure 1 is a side elevational view of a hanner 

and replaceable tip constructed in accordance 
With the present invention. In this view, cer 
tain parts have been broken a Way to more clearly 
reveal the nature of the invention. 

Fig. 2 is a perspective view of the hammer 
proper with the replaceable tip removed. 

Fig. 3 is a perspective view of the replaceable. 
tip. m 

Fig. 4 is a perspective view of a wedge member 
employed in connection with the present inven 
tion. 

Fig. 5 is a side elevational view of the hammer 
proper With the tip removed. 

Fig. 6 is a side elevational view of 
able tip, and 

Fig. 7 is a side elevational view of the wedge. 
member. -- . . - - . . . . . . . 

While the invention is susceptible of various 

the replace 

3 modifications and alternative constructions, there 
is shown in the drawings and will herein be 
described in detail the preferred embodiment, 
but it is to be understod that it is not thereby 
intended to limit the invention to the form dis 
closed, but it is intended to cover all modifica 
tions and alternative constructions falling with 
in the Spirit and Scope. Of the invention as ex 
preSSed in the appended claims. 

In all of the above described views, similar 
characters of reference have been employed to 
designate Similar parts throughout. . . . 

Referring more particularly to the drawings, 
an impact hammer O embodying the present in 
vention is adapted for use with various types and 
kinds of crushers, pulverizers, mills, or the like. 
The hammer construction may be readily under 
stood without reference to the details of the pull 
verizer as a whole. It will suffice to say, how 
ever, that a plurality of such hammers are piv 
oted at the periphery of a rotating disk and are 
maintained in a radially extending direction due 
to the action of centrifugal force. The hammers 
are Swung Successively into contact with a mass 
of rock, Coal or similar frangible material which 
is broken up into a loose mass by the various im 
pacts. 
As disclosed in Figs. 1 and 2, the hammer. O. 

comprises a hammer arm or shank 2 and a 
hammer tip 4 (see also Fig. 3) removably se 
cured to its outer regions. The hammer arm is 
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pivoted in pendulous fashion at its upper end on 
a suitable Supporting shaft (not shown) adapted 
to extend through an opening 6 provided at the 
base of the hammer arm 2. The hammer arrn 
2 is generally rectangular in croSS Section and 

is provided with a leading face or wall 8 and 
side walls 20 and 22 extending rearwardly there 
from. 

Referring now to Fig. 2, the hammer arm 2 
is provided with a relatively large substantially 
V-shaped notch 23 in the leading face 18 thereof 
which extends rearwardly of the hammer arm 
to a region approximately half-Way between the 
leading face 8 and the trailing face or Wall 24 
of the hammer arm. The notch 23 is provided 
with a comparatively wide, flat bottom 26 having 
a relatively narrow, offset, inclined portion 28. 
The inclined portion 28 of the bottom 26 of the 
notch 23 merges with a side wall 30 and the flat 
bottom 26 merges with an opposed side Wall 32, 
the two side walls 39 and 32 diverging forwardly 
and outwardly. A transverse tongue 34 projects 
upwardly from the forward edge of the surface or 
wall 30 and is of slightly less width than the 
widths of the hammer arm 2. The forward re 
gion of the Wall or surface 32 is provided With a 
tapered recess Cr notch 6 therein which has its 
wide end at the juncture between the Surfaces 
f8 and 32 and which has its narrow end at a 
medial region of the surface 32. As will be de 
scribed presently, the tongue 36 is designed for 
cooperation with a recess provided in the ham 
mer tip 4 while the notch or recess 36 is de 
signed for cooperation with a projection provided 
on a wedge member 38 associated with the ham 
mer assembly and by means of which the han 
mer tip f is is removably secured in position on 
the hammer arm 2. 
The hammer tip 4 is best illustrated in Fig. 3 

and is generally of L-shaped design. The han 
mer tip is provided with a body portion 30 pro 
viding a leading impact surface 42 and a general 
ly rounded end surface 44 which, when the tip 
is in position on the hammer arm 2, constitutes 
an extension of the generally rounded outer end 
46 of the hammer arm. The hammer tip A is 
also provided with a laterally extending portion 
48, the outer surface or end 50 of which is 
adapted to lie flush with and bear against the 
botton Surface 26 of the notch 23 provided on 
the hammer arm 2 when the two parts are in 
assembled position. The laterally extending 
portion 48 provides a surface 52 which, when the 
tip is assembled on the arm, opposes the surface 
32 provided on the hammer arm. The surface 52 
of the hammer tip 4 is provided with a tapered 
recess 54 which is complementary in shape to 
and is designed for cooperation with a second 
projection provided on the wedge member 38. 
The lateral portion 48 of the hammer tip 4 is 
also provided with an inner surface 56 adapted 
to lie flush with and bear against the inner Side 
Wall 30 of the notch 23 when the parts are as 
sembled. An elongated recess or groove 6 is 
formed in the tip 4 at the juncture between the 
surface 56 and the inner surface 6 of the body 
portion 40 of the tip 4 and is adapted to re 
ceive the tongue 36 therein when the parts are 
assembled. The tongue 34 and groove 36 are 
of substantially the same proportions and are 
complementary in shape to each other so that 

may be recei within the other with 
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hammer arm 2 with the tongue 34 fitting into 
the recess 60, the surface 52 of the tip and the 
surface or side wall 32 of the notch 23 in the 
hammer arm 2 provides therebetween a Sub 
stantially V-shaped space in which there is 
adapted to be received the Wedge member 38 for 
locking the two parts together. 
The Wedge member 38 is illustrated in detail in 

Fig. 4 and includes a tapered body portion of Sub 
stantially the same width as the width of the 
hammer arm 2 and having one inclined face 
62 adapted to fit against the face 32 and an 
other inclined face 64 adapted to fit against tile 
face 52 when the wedge member 38 is in position. 
in the assembled structure. The Small end or 
bottom surface 66 of the Wedge member 38 is 
adapted to fit against the botton wall 26 of the 
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It will be seen that when centrifugal forces 

notch 23 when the parts are assembled. The 
face 62 of the wedge member 38 is provided With 
a raised tapered lug 68 complemental in shape to 
the tapered recess 36 provided in the wall 32 of 
the notch 23 and a similar raised Wedge-shaped 
projection 0 is formed on the surface 64 of the 
Wedge member 38, this latter projection being 
substantially complemental in shape to the re 
cess 54 provided in the surface 52 of the ham 
mer tip 4. Thus, when the parts are in their 
assembled relationship with the wedge membel' 
38 fitting into the space existing between the 
opposed wall surfaces 32 and 52, the projection 
68 fits more or less snugly within the recess 36 
and the projection O fitS more or less Snugly 
Within the recess 54. 
The small end of the tapered wedge member 

38 is provided with a T-shaped slot 72 therein 
(Figs. 4 and 7) adapted to receive therein the 
head 4 of a through bolt 16. The threaded end 
of the bolt 76 projects into a recess 78 provided 
in the trailing face 24 of the hammer arm 0, 
and a nut 80, which may be of hexagonal de 
Sign, is received on the threaded end of the bolt 
T6 and is wholly contained within the confines 
of the recess 78 to hold the wedge member 38 
firmly in position in the hammer assembly. A 
bore 82, which communicates with the recess 78 
and bottom of the notch 23, extends through the 
body portion of the hammer arm 2 to accommo 
date the through bolt 6. 

Referring now to Fig. 1, it will be seen that 
when the various parts including the hammer 
arm f2, hammer tip 4 and wedge member 38 
are in assembled relationship, the combined width 
of the hammer arm 2 and the tip 4 in the di 
rection of Swinging movement of the hammer 
arm is slightly greater than the width of the 
Shank portion of the arm and thus the leading 
impact surface 42 of the tip 4 projects forwardly 
a slight distance beyond the leading wall 8 of 
the hammer arm 2 to provide an impact sur 
face Somewhat in advance of the plane of the 
leading surface of the hammer arm 2. 
The leading face 84 of the hammer arm 2 

below the notch 23 is substantially flat and is in 
clined downwardly and rearwardly with respect 
to the vertical when the hammer arm is in the 
vertical position in which it is shown in Fig. 1. 
Similarly, the opposing face 6 of the hammer 
tip 40 is also inclined in this manner so as to 
lie against the face 84 when the parts are assem 
bled. The inner surface 86 of the tongue 34 (Figs. 
1 and 5) and the mating surface 88 of the groove 
60 are also inclined in a plane substantially 
parallel to the plane of the surfaces 6 and 84. 

are 
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ency for the tip to be drawn inwardly toward the 
central plane of the hammer arm. 2, thus en 
hancing the wedging action between these two 
parts. Even in the absence of the Wedge men 
ber 38 and through bolt assembly 76, the tend 
ency would be for the two parts f2 and 4 of the 
hammer assembly to remain locked together dur 
ing rotation of the pulverizer assembly. 
The hammer arm f2, hammer tip 4 and Wedge 

member 33 are respectively shown in Figs. 5, 6 
and 7 and these latter figures are arranged on a 
single sheet of drawing so that their parts oc 
cupy substantially the same positions of orienta 
tion with respect to the vertical plane that they 
will occupy when the parts are assembled to 
gether. Thus, when assembling the parts, it is 
merely necessary to elevate the hammer tip 4 
a sufficient distance so that the surface 50 thereof 
clears the tongue 34, after which the parts may 
be moved horizontally toward each other until 
the tongue 34 registers vertically with the groove 
60. The hammer tip 4 may then be lowered 
into position so that the tongue 34 enters the 
groove 69. The Wedge member 38 may then be 
inserted in the tapered space which has thus 
been created by the positioning of the tip upon 
the hammer arm. As the surfaces 62 and 32 and 
the surfaces 64 and 30, respectively, of the wedge 
member 38 and hammer arm 2 move toward 
each other, the tapered projections 68 and 70 
enter the notches or recesses 36 and 54, respec 
tively, of the hammer arm 2 and tip 4. The 
through-bolt 76, which has been previously placed 
in position with the head 74 thereof disposed 
Within the T-shaped slot 2, is guided through 
the bore 82 and thereafter the nut 80 may be 
applied to the threaded portion thereof and tight 
ened to firmly clamp the parts in position. By 
a reversal of this process the various partS may 
be disassembled. 

It will be apparent that since all the essential 
nating surfaces between the various parts are 
tapered, there are no surfaces which need to be 
machined to a fine tolerance in Order to insure 
smooth, sliding engagement. As a matter of fact, 
the hammer tip 4 may be in the form of a simple 
casting and may be constructed in the form ill 
lustrated without any machining processes What 
soever. Since it is unnecessary that the tip be 
precisely fitted to the hammer arm to avoid 
looseness of play, it will be apparent that con 
siderable dimensional variation is permissible 
and the tip may be turned out at a relatively 
low cost. This latter point is of particular ad 
vantage when it is remembered that the tip must 
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be replaced at intervals due to the abrasion of 
the pulverizing material upon which it operates. 
If the tips are formed of cast steel it will be seen 
that the tapered surfaces thereof will provide 
proper draft for easy removal of the pattern from 
the mold, for example, if the parting line of the 
mold is drawn diagonally from the upper rear 
corner of the flange portion 52 to the lower lead 
ing corner of the impact face 42. 

Several of the advantages of the above de 
scribed construction are apparent in Figs. 1, 5 
and 6. It will be seen that the lower region of 
the hammer arm 2 provides a relatively strong 
columnar support for the hammer tip 4 and that 
the tapered body portion 4 of the tip 4 pro 
vides a large mass of metal for taking the brunt 
of the wear on the tip. Inasmuch as the lead 
ing face 42 of the tip 4 projects beyond the 
leading face 8 of the hammer arm 2, a certain 
amount of metal is provided for excess Wear 
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prior to the time that the leading face 8 of the 
hammer arm is endangered. However, the Wear 
on the leading face 42 of the tip 4 is not uni 
form and those portions of the tip which are 
furthest removed from the axial center of rota 
tion of the hammer arm are the portions which 
are subject to the most wear. Thus the fact that 
the body portion 40 of the tip 4 is thicker ad 
jacent the outer regions thereof than it is at re 
gions which are inwardly removed therefrom re 
sults in an equitable distribution of the metal so 
that more metal is presented for Wear at the 
region where wear is to be expected. The dotted 
lines in Fig. 1 indicated at up indicate the possible 
wear surface that may ultimately result imme 
diately prior to the time when it is necessary to 
replace the tip f4. It will be seen, therefore, 
that the leading face f8 of the hammer arm 2 
is thus protected against damage by virtue of the 
excess metal afforded at the Outer regions of the 
tip by the tapered body portion 40 thereof. 

I claim as my invention: 
1. An impact hammer for rotary pulverizers 

comprising, in combination, a hammer arm pre 
senting a leading and a trailing face, there being 
a notch formed in Saidarn adjacent the outer - 
free end thereof extending inwardly from said 
leading face, a removable and generally L-shaped 
hanner tip of one-piece construction including 
a body portion presenting an impact face and a 
trailing face, and a flange portion extending lat 
erally from said body portion and presenting in 
ner and Outer faces, said flange portion being 
received in said notch with its inner face in con 
tact with one wall of the notch, the trailing face 
of Said body portion being in contact with the 
leading face of said hammer arm outwardly of 
said notch, a wedge member disposed in said 
notch and bearing against the other wall of the 
notch and against the outer face of said fange 
portion to maintain the flange portion in posi 
tion in the notch, and a locking bolt assembly 
secured at one end to the wedge member and pass. 
ing through said hammer arm for locking said 
Wedge member in position. 

2. An impact hammer for rotary pulverizers 
comprising, in combination, a hammer arm pre 
Senting leading and trailing faces, there being a 
notch formed in said arm adjacent the outer 
free end thereof extending inwardly from said 
leading face and having inwardly tapered walls, 
a hammer tip of one-piece construction includi 
ing a body portion presenting an impact face in 
advance of the leading face of said hammer arm 
and a trailing face in contact with the leading 
face of said hammer arm outwardly of said notch, 
Said tip having a laterally projecting portion ex 
tending into Said notch, a wedge member disposed 
in Said notch and having one face thereof bear 
ing against a Wall of the notch and the other face 
thereof bearing against said hammer tip for re 
taining the latter in position on the hammer arm, 
and means extending through said hammer arm 
from the trailing face thereof and projecting into 
said wedge member for locking the latter in po 
Sition within said notch. 

3. An impact hammer for rotary pulverizers 
comprising, in combination, a hammer arm pre 
Senting a leading and a trailing face, there being 
a notch formed in said arm adjacent the outer 
free end thereof extending inwardly from said 
leading face, said notch having opposed inwardly 
tapering walls, a removable, generally L-shaped 
hanner tip of one-piece construction including 
a body portion presenting an impact face and a 
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trailing face, and a fangeportion extending lat 
erally from said body portion and presenting in 
iner and outer faces, said flange portion being 
received in said notch with its inner face in con 
tact with one wall of the latter, the trailing face 
of said body portion being in contact with the 
leading face of the hammer arm outwardly of 
Said notch, there being a groove formed in the 
outer face of said flange portion, there being a 
groove formed in one-wall of said notch, -a, -tapered 
wedge received within-Said notch and having pro 
jections formed thereon fitting into said grooves, . 
said wedge member serving to retain said han 
mer tip in position on said hammer arm, and 
means extending through said hammer arm and 
engaging said wedge member for locking the lat 
ter in position within said notch. 

-4. In combination, a hammer arm for rotary 
pulverizers having a notch formed in the outer 
regions thereof extending inwardly from its lead 
ing face, a removable tip for said arm including 
a body portion overlying the leading face of said 
arm outlardly of the notch and in contact there 
with, said tip having a laterally extending por 
tion thereof projecting into said notch and bear 
ing against one wall thereof, interlocking up 
right abutments on said wall of said notch and 
on said laterally extending portion for prevent 
ing forward movement of the latter outwardly of 
the notch, a rearwardly tapered wedge member 
disposed in said notch and bearing against the 
other Wall of the notch and against said laterally 
extending portion for locking said laterally ex 
tending portion in position within said notch, and 
fastening means for holding said wedge against : 
dislodgment from said notch. 

5. In combination, a hammer arm for rotary 
pulverizers having a leading face and a trail 
ing face, a forwardly extending jaW adjacent 
the outer end of said arm terminating rearwardly 
of said leading face, said arm and jaw being of 
the same uniform width, an inwardly extending 
tongue formed on the forward end of Said jaw, 
a removable hammer tip including a body por 
tion abutting against the forward end of Said jaw, 
there being a groove in said tip into which said 
tongue extends, a wedge member fitting between 
a face of said body portion and a face of Said 
hammer tip for maintaining said hammer tip in 
position on the hammer arm, and a bolt extend 
ing through Said hammer arm and Secured in 
said wedge member for locking the latter in 
position against the hammer tip and hammer 
2. 

5. 
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8. 
6. In combination, a hammer arm for rotary 

pulverizers having a notch formed in the outer 
regions thereof extending inwardly from its lead 
ing face, a removable tip for said arm including 
a body portion overlying the leading face of Said 
arm outwardly of said notch, said tip having a 
rearwardly extending portion projecting into Said 
notch and in contact With One Wall thereof, a 
rearwardly tapered wedge member disposed in 
said notch, a first tongue and groove connection 
between said wedge and the other wall of said 
notch, a second tongue and groove connection ber 
tween said wedge and said rearwardly extending 
portion of said tip, said first and second tongue 
groove connections preventing relative Sidewise 
displacement of said Wedge, and fastening means 
for holding said wedge against displacement for 
wardly out of said notch. 

7. In combination, a hammer arm for rotary 
pulverizers having a leading face and a trailing 
face, a notch formed in the outer regions of said 
arm extending rearwardly from Said leading 
face, a removable hammer tip including a body 
portion abutting the leading face of Said arril 
outwardly of said notch and a rearwardly ex 
tending flange portion projecting into said notch 
and engaging one wall thereof, said Wall and Said 
flange having a transversely extending tongue 
and groove connection therebetween, a rearward 
ly tapered wedgepositioned in said hotch between 
Said flange portion and the other Wall of said 
notch, a first for Wardly and rearwardly extend 
ing tongue and groove connection between said 
Wedge and the other Wall of said notch, a second 
forwardly and rearwardly extending tongue and 
groove connection between said wedge and said 
flange, said first and Second connections pre 
venting relative sidewise movement of said wedge, 
and fastening means extending through said 
hammer arm for restraining said wedge against 
displacement forwardly out of Said notch. 

CHARLES E. SENNHOLTZ. 
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