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To all whom it may concern: 
Be it known that I, SAMUEL FULD, of the 

city of New York, in the county of New York 
and State of New York, have invented new 
and useful Improvements in Combined Can 
dle-Eolder, Match-Safe, and Corn and Nail 
File, of which the following is a full and ex 
act description. 
The object of my invention is to combine a 

candle-holder, a match-safe, and a corn or 
nail file in an implement readily carried about, 
and which can be cheaply manufactured. 
My invention consists of a vertical tube, 

closed at the lower end and left open at the 
top. To the lower end of this vertical tube is 
fastened another horizontal tube, placed at 
right angles to the same, and about half the 
length of said vertical tube, more or less. One 
end of this horizontal tube is closed with a 
circular file, for the purpose of scraping or fil 
ing corns or nails. The other end of the hori 
zontal tube is left open, for the reception of 
matches, and is provided with a removable 
cap. Another removable cap covers the file. 
To the bottom or under side of the horizon 

tal tube is formed a match-lighter, which is so 
constructed as to serve as a stand or rest, to 
enable the implement, when used as a candle 
holder, to stand upright. 

Into the vertical tube is placed a candle, 
which is habitually forced upward by a spring 
placed within the tube. 
Around the upper end of the vertical tube 

is placed a sleeve, which is provided with a 
hole at the upper end somewhat smaller than 
the candle. This sleeve is held to the tube 
by a pin fastened to the same, entering a lon 
gitudinal slot in the sleeve, and connected 
with a vertical slot, which enables the sleeve 
to be easily removed from the tube. 
The vertical tube is provided with a cap, 

which is connected with the caps of the hori 
Zontal tube by means of chains. 
In order to more fully describe my inven 

tion, Irefer to the accompanying drawings, of 
which Figure 1 is an elevation of my combined 
candle-holder, match-safe, and nail and corn 
file. Fig. 2 is a sectional view of the same. 
Fig. 3 is an end view of the horizontal tube 
with the cap removed. Fig. 4 is an end view 

of the horizontal tube with the cap removed, 
showing the nail and corn file. Fig.5 is a bot 
tom view. Fig. 6 is a top view of the vertical 
tube with the cap removed. 
A is a vertical tube, closed at a, and open 

at a. B is the horizontal tube, fastened to 
tube A at b, and closed at end b with the cir 
cular file C. D is the match-lighter, fastened 
to the under side of tube Batd. This lighter 
D also serves as a rest or foot-piece, to stand 
the tube in a position shown in Fig. 1. 
EE are caps covering the ends band b of 

the tube B. The space bin the tube B serves 
as a receptacle for matches. 
F is a candle placed in the tube A, and a 

spiral spring, G, within said tube habitually 
pushes the candle upward. 
To prevent the candle from protruding 

through the tube A, I encircle the top of the 
tube A with a sleeve, H, which extends a short 
distance above the said tube, and is provided 
with an opening somewhat smaller than the 
candle. This sleeve is locked to the tube A 
by means of a pin, a, placed on said tube, and 
the slots h h' cut in said sleeve. 
When the candle Fis placed within the tube 

A, and the sleeve His fastened onto the tube, 
the candle is pressed downward, and only the 
wick is extended above the sleeve from the 
tube A. 
I is a cap which covers the top of the sleeve 

H and the top of the candle, and is connected 
to the other caps, E. E", by means of chains 
J. J. 
Having thus described my invention, I de 

sire to claim 
A combined candle-holder, match-safe, and 

nail and corn file, consisting of tube A, with 
spring G, pina, the sleeve H, with slots handh', 
the cap I, the horizontal tube B, with circular 
file C and match-lighter D, caps E and E', and 
chains JJ, substantially as and for the pur. pose set forth. 
This specification signed this 23d day of 

February, 1878. 
SAMUEL FULD, 

Witnesses: 
CH. RIEGELMAN, 
F. BARRITT. 

  


