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To all whom it may concern. : 
Be it, known that i, LEO A. BRIGEL, a citi 

Zen of the United States, residing at Cheviot, 
in the county of Hamilton and State of 
Ohio, have invenied certain new and useful 
improvements in Hoop-ixeepei's, of which 
the following is a specification. 

Miy invention relates to improved articles 
fo' Secuiling hoops to barreis, casks, and! 
other articles of cooperage. 
One of its objects is to provide a barbed 

hoop holder to be driven between the hoop 
and staves, and which is so shaped as to 
cause its forward end to follow or hug the 
inside of the hoop, and to secure an elastic 
ol' spring engagement between the barbs and 
stave. 
Another object is to provide a barbed 

hoop holder with simple and in proved 
means for locking the same to the hoop, and 
which will peinait the hoops and holders be 
ing driven tighter upon the staves when de 
sirred. 

it further consists in certain details of 
form, combination and arrangement, all of 
which will be more fully set forth in the description of the accompanying drawings, 
in which, 

Figure 1 is a side elevation of the pre 
ferred form of my improved hoop holder 
for genera? use. Fig. 2 is a perspective view 
of the same. Fig. 3 is a perspective view 
showing the reverse side to that shown in 
Fig. 2. Fig. 4 is a detail Section through a 
portion of a barel with my inproved hoop 
holders in place. Fig. 5 is a detail view of 
a section of notched hoop employed with may 
improved holder. Fig. 6 is a side elevation 
of a modified form of holder. Fig. 7 is a 
sectional detail through a hoop and stave 
showing the modified form, Fig. 6 in use. 
Fig. 8 is a side elevation of another modifi 
cation. Fig. 9 is a view similar to Fig. 7 
showing the holder, Fig. 8, in use. Figs.10, 
11, and 12 al'e perspective views of modified 
holders, formed from sheet metal. 

in the accompanying drawings Figs. 1 to 
4, Å, represents the loop holder, which con 
sists of a shank (t, which is curved through 
the central portion. The forward end a' is 
pointed to enable it to readily enter between 
the hoop, B, and the stave, C. a, represents 
a barb formed integral with the curved 
pointed end of the shank and preferably V 
shaped forming a triangular shaped wedge 
so as to divide rather than tear the fibers of 

the stave. a“, represents the head by means 
of which the holdet is driven to position be 
tween the staye and hoop, said head being 
of a fol'in to look over or overhang the edge 
of the hoop wihich it engages, So as to lock 
he inolder and hoop together and prevent 
he head of the holder being driven into the 
stave by accident o' otherwise so as to fail to 
perfol’iin its function of l.oldillag the hoop in 
place. The hoop, and particularly the end 
hoops, 3, al'e prefei'ably notched at, b, with 
the bottom, l, of the notch beveled as indi 
cated in Fig. 5, which inay be 'eadily and 
quickly done with a file, so that the beveled 
edge of the overhanging head, (t", will legis 
ter there with and the top of the head, (t", 
come flush with or nearly flush with the 
edge of the hoop, as indicated in Fig. 4. 
The curve in the shank of the holder brings 
the head (, outwardly away from the stave 
into convenient position for the initial drive 
as indicated in dotted line, Fig. 4, and during 
the remainder of the driving operation 
causes the curved point of the holder to 
closely follow o' hug the inner face of the 
hoop, and when fully driven tends to hold 
the central portion of the shank away from 
the hoop as indicated in Figs. 4, 7, and 9, 
and thus holds the barb with a yielding ples 
sure against the stave, causing it to firmly 
grasp and sink into the fibei of the stave, 
and upon being redriven, causes the point of 
the barb to spring away from the hoop to 
obtain a film grasp upon the stave in its new 
position. 

fin the modification Figs. 6 and 7, the head, 
(t", is made longer and tapeling, and its end 
is bent of hooked over the edge of the hoop 
after the holder has been driven to position, 
as indicated in Fig. 7, and may also be em 
ployed with a notched hoop. 

in the modifications Figs. 8 and 9, the 
under side of the head, (t", is curved to en 
gage the edge of a hoop having rounded 
edges, as shown at b", Fig. 5, this form of 
head being also adapted to engage inotches, 
b, in the edge of the hoop, if desired. In 
this modification the shank is long enough. 
so that the curved point, (t", extends beyond 
the opposite edge, bº, of the hoop to that 
engaged by the head, (i, and may be bent 
up or hooked over the edge of the hoop after 
the holder is driven to place, as indicated in 
Fig. 9. 

In the modification Fig. 10, the holder is 
formed from sheet metal, and the barb, a, 
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tion of the shank to stand away from the hoop 

formed by folding over wings, a, the inner 
edges, a”, of which are turned in and abut 
each other. 

In the modification Fig. 11, the inturned 
edges, a, are omitted and the edges of Wings, 
a", abut at the angle of the barb. 

In the modification Fig. 12, the barb is 
formed by indenting the metal from the 
rear or opposite face, causing it to project 
as shown, to form the barb, (". 
Having described my invention, what I 

claim is: 
1. In an article of the character indicated, 

a head to engage the edge of a hoop to lock 
the Same to the staves, a shank adapted to 
be driven between the hoop and stave, said 
shank being curved between the point of the 
barb and the head of the shank to cause the 
central portion of the shank to stand away 
from the hoop, and on the opposite side 
armed with a barb to engage the stave. 

2. In an article of the character indicated, 
a shank adapted to be driven between a hoop 
and stave to lock the hoop in place, said 
shank being curved to cause the central por 
and armed with a barb to engage the stave, 
and an overhanging head engaging and 
overhanging the edge of the hoop. 

3. In an article of the character indicated, 
a shank pointed at the forward end and 
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adapted to be driven between a hoop and a 
stave to lock the hoop in place, said shank 
being armed with a wedge shaped barb of 
triangular Cross-section to engage the stave, 
and an overhanging head engaging and 
overhanging the edge of the hoop. 

4. In combination With a hoop having 
notches in the edge thereof, hoop holders 
each comprising a shank adapted to be 
driven between the hoop and a stave, oppo 
site one of said notches, said shank being 
armed with a wedge shaped barb of triangul 
lar cross-section to engage the stave and an 
overhanging head adapted to engage and 
hook over the edge of the hoop at the bottom 
of said notch. 

5. in combination With a hoop having 
bevel edged notches, hoop holdell's each com 
prising a shank adapted to be driven be 
tween the hoop and a stave, opposite one of 
said notches, said shank being armed with a 
barb to engage the stave and an overhanging 
head adapted to engage and hook over the 
edge of the hoop at the bottom of said notch. 

In testimony whereof i have affixed my 
signature in presence of two witnesses. 

LEO A. BRIGEL. 
Witnesses: 

WALTER F. MuRRAY, 
C. W. MiLES. 
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