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To all whom it may concern: 
Be it known that I, ISRAEL BUSHONG, M. 

D., of New Holland, in the county of Lancas 
ter and State of Pennsylvania, have invented 
certain Improvements in Rocking-Cradles, of 
which the following is a specification: - 
My improvement relates to the manner of 

adjusting the cradle so as to elevate the head, 
which is often desirable, and to allow the 
cradle to be turned obliquely, at any desired 
angle, across the rockers, as and for the pur 
poses herein more fully stated. 
The accompanying drawings, with the let 

ters of reference marked thereon, and a brief 
description, will enable those skilled in the 
art to make and use the same, and in which 

Figure 1 is a perspective side elevation of 
the entire cradle and rockers. Fig. 2 shows 
the rockers detached. . Fig. 3 shows the slot 
ted bottom of the cradle. Fig. 4 shows the 
cradle inclined on the rockers. 
The cradle-box. A presents no special nov 

elty, and may be made after any approved 
pattern, to which the rockers H may be at 
tached along the sides; but, to adapt the cradle 
to the various uses I contemplate, in addition 
thereto, I have a central slot, E, made in the 
bottom of the cradle. (The side slots F are 
for ventilation, instead of simple slats.) The 
two rockers H may be more or less flared out 
below, and connected above with a strong 
platform, C, perforated in the center for a 
headed screw-bolt, with a washer and binding 
nut or thumb-screw, D d. 
The cradle A is set upon the platform C, the 

headed bolt D inserted through the slot E in 
the bottom B, and through the platform C, 
and beneath it secured in its adjustment by 
the thumb-screw d. The dotted lines across 
the platform and pivot-bolt in Fig. 2 show a 
few of the diagonal adjustments on the rock 

ers when it is desirable to rock children in 
an oblique position, or transversely. 
By shifting the box A as shown in Fig. 4, 

the bed is inclined so as to elevate the head 
of the child more or less, according to the ad 
justment made. 

Older children or inexperienced and thought. 
less nurses often rock the cradle with such a 
force as to cause the head of the child to be 
jerked now to the right and then to the left, 
which is certainly injurious, even to healthy 
children, and calculated to impair the vision 
by weakening the eyes, fixed upon some ob 
ject-as the light or the nurse-when a Wake, 
and is no doubt an agent, often, in the cause 
of strabismus. .- 

To obviate these objections to the common 
cradle, and to relieve children, when being 
rocked, from this lateral motion, and enable 
the head of the child to be elevated by inclin 
ing the body, have led to the improvement 
specified. We thus give the undulating mo 
tion in a line with the body, or more or less 
obliquely, as desired. 
I am not aware that a cradle made adjust 

able by a bolt and binding-screw, entering 
through perforations or a slot in the bottom, 
in combination with a pair of united rockers, 
Was ever before known or used. 

I claim 
In combination with a cradle, A, having 

ventilating perforations and a long central 
slot in the bottom B, the rockers H, connect. 
ed by a central platform, C, and the screw 
bolt and binding-nut D, the whole substan 
tially as and for the purpose specified. 
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