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1. 

ANTENNACOMPONENT AND ASSEMBLY 

FIELD OF THE INVENTION 

The present invention generally relates to a radio antenna 
and, more particularly, to a chip antenna installed on a circuit 
board. 

BACKGROUND OF THE INVENTION 

As mobile phones become thinner and thinner, it is desir 
able to reduce the thickness of the phone components. The 
present invention provides a method to reduce the overall 
thickness of the circuit board having an antenna. 

SUMMARY OF THE INVENTION 

When a radio antenna is designed for use on a circuit board, 
the antenna is shaped Such that a first radiator segment is 
Substantially parallel to a second radiator segment and sepa 
rated by a distance which is greater than the thickness of the 
circuit board. A slot or recess is made on the circuitboard so 
that the second radiator segment is located in the slot or 
recess. As such, the total thickness of the circuitboard and the 
antenna can be reduced. In particular, the antenna is a chip 
antenna having a Support block for disposing the first and 
second radiator segments on opposite sides of the Support 
block. The support block is dimensioned to fit the slot or 
recess. In one embodiment of the present invention, the Sup 
port block has steps so that one or more different radiator 
segments can be disposed on the step surfaces, and the circuit 
board has a plurality of electrically conductive strips sepa 
rately connected to the radiator segments on the step surfaces 
to provide grounding and feed to the antenna. 

Thus, the first aspect of the present invention is a chip 
antenna that has electrically connected radiator segments 
located on opposite chip Surfaces. The chip may have steps to 
dispose other radiator segments so that when the chip antenna 
is implemented on a circuit board having a slot, the radiator 
segments on the steps can be electrically connected to the 
electrically conductive Strips on the circuitboard for ground 
ing and feeding purposes. 
The second aspect of the present invention is a radio 

antenna assembly having an antenna disposed on a circuit 
board, wherein the antenna has a first radiator segment and a 
second radiator segment electrically connected to the first 
radiator segment, and the circuit board has a slot or recess 
Such that the second radiator segment is located in the slot or 
recess whereas the first radiator segment is located outside the 
slot or recess. When the first and second radiator segments are 
Substantially parallel to one another and separated by a dis 
tance greater than the thickness of the circuit board, placing 
the second radiator segment in the slot or recess reduces the 
total thickness of the antenna assembly. The antenna can be a 
chip antenna having a Support block dimensioned to fit in the 
slot or recess. 

The third aspect of the present invention is a method for 
implementing a radio antenna on a circuit board. The method 
comprises providing a slot or recess on the circuit board so as 
to allow part of the antenna to be located in the slot or recess. 

The fourth aspect of the present invention is a communi 
cation device. Such as a mobile phone, having a chip antenna 
that is partially located in a recess of a circuit board. 
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2 
The present invention will become apparent upon reading 

the description taken in conjunction with FIGS. 1 to FIG. 4c. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1a is an example of a chip antenna, according to the 
present invention. 

FIG. 1b is another example of the chip antenna. 
FIG. 2a is a schematic representation of a circuit board 

having a chip antenna, according to an embodiment of the 
present invention. 

FIG.2b is a cross sectional view of the circuitboard of FIG. 
2a. 

FIG. 3 is a schematic representation of a mobile phone 
having a chip antenna and a circuit board, according to an 
embodiment of the present invention. 

FIG. 4a is a schematic representation of a circuit board, 
according to another embodiment of the present invention. 

FIG. 4b is a schematic representation of a circuit board, 
according to a different embodiment of the present invention. 

FIG. 4c is a schematic representation of a circuit board, 
according to yet another embodiment of the present inven 
tion. 

DETAILED DESCRIPTION OF THE INVENTION 

The present invention provides a method for reducing the 
overall thickness of a circuit board having an antenna dis 
posed thereon. The circuitboard can be a printed circuitboard 
(PCB) or a printed wire board (PWB), for example. These 
boards usually have a considerable thickness. Thus, when a 
part or all of the board thickness can be eliminated at the 
location wherein the antenna is assembled, the overall thick 
ness can be reduced. 

In one embodiment of the present invention, the antenna is 
disposed on a chip 1, as shown in FIG. 1a. As shown in FIG. 
1, the chip itself has a thickness T. The chip has a step 
structure with the step height H. As such, the chip has a first 
Surface 10 and an opposing second Surface 20, separated from 
the first surface by the thickness T. In addition, there are two 
surfaces 15 and 16 substantially parallel to the first and sec 
ond Surfaces and located on two sides of the chip, and more 
Surfaces such as side Surfaces 12 and 13 which are perpen 
dicular to the first and second Surfaces. 
The radiator of the antenna chip 1 is patterned such that an 

electrically conductive segment 50 is located on the first 
surface 10 and another electrically conductive segment 50' of 
the radiator is located on the second surface 20. These seg 
ments are electrically connected by connecting segments 
located on the step surface 16 and the side surface 13. The 
antenna chip 1 may also have a different electrically conduc 
tive segment 52. Part of the conductive segment 52 is located 
on the step surface 15. 

It should be appreciated that the pattern as depicted in FIG. 
1 is merely an example and the radiator can be patterned Such 
that its electrically conductive segments are located on all or 
most of the chip Surfaces. 

FIG. 1b is another example of the chip antenna. As shown 
in FIG.1b, the antenna chip 1 has a feed line 53 having a feed 
pad 53' locating on the step surface 15. In addition, the feed 
line 53 also has a conductive segment on the side surface 17. 
Likewise, the electrically conductive segment 50 is extended 
to side surface 13 and step surface 16. 
As shown in FIG. 2a, the antenna chip 1 is assembled onto 

a circuit board 60 having a thickness H'. As shown, the circuit 
board 60 has a slot 70 dimensioned to fit the bottom part of the 
antenna chip 1. The circuitboard also has conductive strips 62 
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and 64. After assembled, the conductive strips 62 and 64 are 
electrically connected to the conductive segments located on 
the step surfaces 15 and 16 of the antenna chip 1. The con 
ductive strips can be used as the feeding and ground lines of 
the antenna. As shown in FIG.2b, the overall thickness of the 
assembled circuit board including the antenna chip is T+H"- 
H. Optimally, H=H' and the overall thickness is the thickness 
T of the antenna chip 1. However, H can be smaller or greater 
than H'. 

Without the slot 70, the overall thickness would be T+H". 
Thus, with H=H', the reduction of the overall thickness is 
H/(T+H"). 

FIG.3 is a schematic representation of a mobile phone 100 
having an assembled circuit board, according to an embodi 
ment of the present invention. As shown, the mobile phone 
100 has an upper housing part 112 and a lower housing part 
114 to house the circuit board 60. The upper housing part 112 
may have a keypad 130 and a display 120. The circuit board 
60 may have one or more electronic components such as 
signal processor and display driver 82 and 84 disposed 
thereon. The circuit board 60 also has a ground plane (not 
shown). 

It should be noted that the recess on the circuit board 60 to 
accommodate the chip 1 is not necessarily a slot 70 as shown 
in FIGS. 2a and 2b. The recess can be made differently. For 
example, the depth of the recess 71 is smaller than the thick 
ness of the circuit board 60. 
The antenna chip 1 can be a ceramic chip antenna. How 

ever, the support block of the antenna chip 1 can be made from 
ferrite, plastic or other dielectric materials. Furthermore, the 
same principle is also applicable to antennas made from con 
ductive wires or planar strips without a support block. Part of 
the wire or strip antenna can be located within the slot 70 of 
the circuit board 60, as shown in FIG. 4b. Moreover, the 
radiator part 50' can be located below the bottom of the circuit 
board 60, jutting out of the slot 70, as shown in FIG. 4c. 

The example antenna chips 1a and 1b are basic dual-band 
monopole type antenna concepts. It would be understood by 
those skilled in the art that the exact type of antenna concept 
and therefore its metallization could be changed on any or all 
of the Surfaces of this Support block to give at least one of, and 
not limited to, the following antenna concepts: Helix (helical 
antenna), PIFA (Planar Inverted-F Antenna), IFA (Inverted-F 
Antenna), PILA (Planar Inverted-L Antenna), Patch antenna, 
Slot Antenna, and other known antenna design concepts. 
Furthermore, the shape of the support block can be made 
differently. For example, not only steps are made on the 
bottom side of the block, steps can also be made on the top 
side of the block to shape the radiator segment 50. 

In addition to the antenna concept type, the present inven 
tion can be used to deliver thin antenna Solutions for any or all 
of the following known protocols, for example, GSM, 
E-GSM, CDMA, PDC, WCDMA, BLUETOOTH, WLAN, 
HLAN, GPS, WiMax, UWB, FM, RFID, DVB-H, DRM, 
DAB, AM and other Cellular and Non-Cellular radio systems. 
It should be appreciated that the above list is by no means 
fully comprehensive, and is for illustrative purposes only, as 
the present invention can be applied to other radio bands as 
well. 

In Sum, the present invention provides an antenna compo 
nent to be disposed on a circuitboard having a recess or a slot. 
The antenna component comprises a radiating element for 
receiving or transmitting electromagnetic waves indicative of 
radio communication signals. The radiating element has a 
plurality of conductive segments. At least one of the segments 
is located within the recess or slot. The antenna component 
may have a different conductive segment for feeding the 
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4 
radiating element and another conductive segment for 
grounding the radiating element. The antenna component 
may have means for Supporting the conductive segments. The 
Support means may be a ceramic block, a plastic block or the 
like. Preferably, the block has a step like structure so that part 
of the antenna component can be dropped into the recess or 
slot. The present invention also provides a method to reduce 
the total thickness of the circuit board by disposing a radio 
antenna component on a circuit board having a recess or slot 
and by shaping the radiating element of the antenna compo 
nent Such that part of the radiating element is located in the 
recess or slot and part of the radiating element is located 
outside the recess or slot. 

Thus, although the present invention has been described 
with respect to one or more embodiments thereof, it will be 
understood by those skilled in the art that the foregoing and 
various other changes, omissions and deviations in the form 
and detail thereof may be made without departing from the 
Scope of this invention. 
What is claimed is: 
1. A radio antenna, comprising: 
a radiating element arranged on a circuit board having a 

recess; and 
a feed point electrically coupled to the radiating element, 

wherein at least part of the radiating element is located in 
the recess, and 

a Support block having a plurality of Surfaces, wherein the 
radiating element comprises a plurality of conductive 
segments disposed on two or more of said plurality of 
surfaces, wherein the circuit board has a first board Sur 
face and an opposing second board surface defining a 
board thickness, and 

the Support block comprises a first block Surface and an 
opposing second block Surface dimensional to be 
located in the recess, the Support block further compris 
ing at least one step Surface located on a plane between 
the first and second block surfaces, such that when the 
second block Surface is located in the recess, said at least 
one step surface can be made to contact to the first board 
Surface. 

2. The radio antenna of claim 1, wherein at least one of the 
conductive segments is located on said at least one step Sur 
face so as to make electrical contact to the circuit board. 

3. The radio antenna of claim 1, wherein the support block 
is made of ceramic. 

4. The radio antenna of claim 1, wherein the support block 
is made of plastic. 

5. A radio antenna assembly comprising: 
a circuit board having a recess; and 
a radio antenna component comprising a radiating element 

disposed on the circuitboard, wherein at least part of the 
radiating element is located in the recess, wherein the 
circuit board has a first Surface and an opposing second 
Surface defining a board thickness, and the recess com 
prises a slot made through the board thickness, and 
wherein the radiating element comprises a first segment 
located in the slot and a second segment located outside 
the slot. 

6. The radio antenna assembly of claim 5, wherein the 
circuit board comprises at least one electrically conductive 
strip disposed on the first Surface, and the radiating element 
comprises a different segment electrically connected to the 
electrically conductive strip. 

7. The radio antenna assembly of claim 6, wherein the 
electrically conductive strip is used for grounding the radiat 
ing element. 
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8. The radio antenna assembly of claim 7, further compris 
ing a feeding point electrically coupled to the radiating ele 
ment, wherein the circuit board further comprises a different 
electrically conductive strip disposed on the first surface elec 
trically coupled to a feeding point. 

9. The radio antenna assembly of claim 5, further compris 
ing a Support block having a plurality of block Surfaces, 
wherein the radiating element has a plurality of conductive 
segments located on two or more of the block Surfaces. 

10. The radio antenna assembly of claim 9, wherein the 
Support block and the radiating element are integrated in a 
chip antenna. 

11. The radio antenna assembly of claim 9, wherein 
the circuit board has a first board Surface and an opposing 

second board Surface defining a board thickness, 
the Support block comprises a first block Surface and an 

opposing second block Surface dimensional to be 
located in the recess, the Support block further compris 
ing at least one step Surface located on a plane between 
the first and second block surfaces, such that when the 
second block Surface is located in the recess, said at least 
one step surface can be made to contact to the first board 
Surface. 

12. The radio antenna assembly of claim 11, wherein at 
least one of the conductive segments is located on said at least 
one step surface, and the circuit board has at least one elec 
trically conductive strip on the first surface electrically con 
nected to said at least one of the conductive segments. 

13. The radio antenna assembly of claim 9, wherein the 
circuit board has a first Surface and an opposing second Sur 
face defining a board thickness, and the recess comprises a 
slot made through the board thickness, and wherein the con 
ductive segments comprise a first segment located in the slot 
and a second segment spaced from the first segment with a 
distance greater than the board thickness. 

14. A radio antenna assembly comprising: 
a circuit board having a recess; and 
a radio antenna component comprising a radiating element 

disposed on the circuit board, wherein at least part of the 
radiating element is located in the recess, wherein the 
circuit board has a first Surface and an opposing second 
Surface defining a board thickness, and the recess com 
prises a slot made through the board thickness, and 
wherein the radiating element comprises a plurality of 
conductive segments and at least one of the conductive 
segments is located in the slot. 

15. The radio antenna assembly of claim 14, wherein the 
conductive segments comprise a first segment located in the 
slot and a second segment spaced from the first segment, and 
the first and second segments are arranged Such that the first 
segment is located between the first Surface and the second 
surface, and the second surface is located between the first 
segment and the second segment. 

16. The radio antenna assembly of claim 14, wherein the 
conductive segments comprise a first segment located in the 
slot Substantially co-planar with the first Surface, and a second 
segment spaced from the first segment, Such that the second 
Surface is located between the first segment and the second 
Segment. 

17. The radio antenna assembly of claim 14, wherein the 
conductive segments comprise a first segment and a second 
segment spaced from the first segment, and the first and 
second segments are arranged such that the first Surface is 
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located between the first segment and the second Surface, and 
the second surface is located between the first surface and the 
Second segment. 

18. A method comprising: 
arranging a radio antenna component on a circuit board 

having a recess, the radio antenna component compris 
ing a radiating element; 

shaping the radiating element such that part of the radiating 
element is located in the recess and part of the radiating 
element is located outside the recess, wherein the circuit 
board has a first Surface and an opposing second Surface 
defining a board thickness, and the recess comprises a 
slot made through the board thickness, and wherein the 
radiating element having a plurality of conductive seg 
ments and at least one of the conductive segments is 
located in the slot. 

19. The method of claim 18, wherein the radiating element 
having a plurality of conductive segments, said method fur 
ther comprising 

providing a Support block having a plurality of surfaces for 
disposing the plurality of conductive segments, wherein 
at least one of the surfaces is dimensioned to be located 
in the recess So that at least one of the conductive seg 
ments can be disposed in the recess. 

20. A communication device comprising: 
a housing: 
a circuit board disposed in the housing, the circuit board 

having a recess; and 
a radio antenna component disposed on the circuit board, 

wherein the radio antenna component is at least partially 
located in the recess, wherein the radio antenna compo 
nent comprises a first radiator segment and a second 
radiator segment electrically connected to the first radia 
tor segment, and wherein the first radiator segment is 
located outside the recess and the second radiator seg 
ment is located in the recess. 

21. A communication device comprising: 
a housing: 
a circuit board disposed in the housing, the circuit board 

having a recess; and 
a radio antenna component disposed on the circuit board, 

wherein the radio antenna component is at least partially 
located in the recess, wherein the circuitboard has a first 
Surface and an opposing second Surface defining aboard 
thickness, and the recess comprises a slot made through 
the board thickness, wherein the radio antenna compo 
nent comprises a first radiator segment and a second 
radiator segment electrically connected to the first radia 
tor segment, and the first radiator segment located out 
side the recess adjacent to the first Surface and second 
radiator segment is located outside the recess adjacent to 
the second Surface. 

22. A communication device comprising: 
a housing: 
a circuit board disposed in the housing, the circuit board 

having a recess; and 
a radio antenna component disposed on the circuit board, 

wherein the radio antenna component is at least partially 
located in the recess, wherein the circuitboard has a first 
Surface and an opposing second Surface defining aboard 
thickness, and the recess comprises a slot made through 
the board thickness, and wherein the first radiator seg 
ment is spaced from the second radiator segment by a 
distance greater than the board thickness. 

k k k k k 
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