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To all uphom it may concern: 

finger of the person using the device. 

with the ring 12 an 

ELECTRIC FLASH-LIGHT ATTACHMENT. 

No. 918,181. 

Beit known that l, FREDERICK MEADows, 
citizen of the United States, residing at 
Berkeley, in the county of Alameda and 
State of California, have invented new and 
useful Improvements in Electric Flash-Light 
Attachments, of which the following is a 
specification. 
My invention relates to devices and at 

tachments for electric flash lights. 
It consists in the combination of parts, and 

in details of construction which SR be more 
fully explained by reference to the accom 
panying drawings, in which 

Figure 1 is a perspective view illustrating 
the device as in use. Fig. 2 is a central lon 
gitudinal sectional view. 

It is the object of my invention to provide 
a flash-light, and means for attaching it to 
the person of the operator, with connected 
means for completing an electrical circuit to. 
illuminate parts which are to be inspected or 
worked upon. 
A is a lens, bulls-eye, or other transparent 

piece which is fitted into a cylindrical shell 2. 
3 is another cylindrical metallic shell fitting 
within the shell 2, and having a metal 
bracket or Sup port 3, in which the electric light globe, with its filament 4, is supported; 
one end of the filament forming a contact 
with the bracket, and through this with the 
exterior case. The other end of the filament 
connects with the spring 5 which is attached 
to an insulated plate 8, to which also one 
line of wire 9 carrying, the electrical current, 
is connected. - - 

6 is a metal shell fitting over the interior 
shell 3, and abutting against the inner end of 
the shell 2. The outer end of the shell 6 cal- i. 

an incandescent electric lamp, a bracket and ries the insulating plate 6" upon which the 
plate 8 is fixed. 

12 is a ring fixed to and having metallic 
contact with the shell 6, this ring being opet 
on one side, or otherwise adapted to fit the 

11 is a curved spring arm fixed to the side 
of the shell 6, and separated therefrom by 
means of an insulation 10, and a bolt or ; 
screw 10° passing through the insulation. 
To this bolt and interior to the shell 6 is fixed 
the other line wire 9. The spring arm li is 
exterior to and approximal-ly concentric 

p long as the two re 
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main separate no electrical circuit will be 
colled and no light will be shown. The operation will be as follows: The ring 
being upon the finger of the user, and the 
wires 9-9 which may be carried in a single 
cable, as shown, will be connected with a 
small battery carried upon the person or oth 
erwise conveniently disposed. When a light 
is to be shown, the wearer of the device 
presses the spring arm 11 against the ring 12. 
A circuit will then be formed through the 
wire 9, the bolt 10, the spring arm 11, the 
ring 12, the metallic shells, the bracket 3, 
the insulated filament 4 within the globe, the 
Ring 5, the metal plate 8 and the wire 9. 
The light may thus be produced at will by 
simply pressing the spring 11 against the 
ring 12 by the compression of the fingers, and 
the light will be cut off by releasing the 
spring 11. 

This device is especially useful for those 
working in the dark, and needing to use both hands, since the ring being slipped upon the 
finger, the spring completing a circuit, may 
be readily pressed into contact with the ring, 
by closing the contiguous finger against it. 
The light will thus be directed ahead and 
both hands may be used to carry on the 
work. It is especially valuable also for po 
licemen who may need to identify persons, or 
to produce a light, when both hands are oc 
cupied as in the case of unruly prisoners; and 
it may be used for any purpose where it is 
convenient and necessary to thus support the 
light. 
Having thus described my invention, what 

| claim and desire to secure by Letters Pat 
ent is 

}. In a device of the character described, 

: cylindrical support therefor, a two-part sec 
tional casing removably fitting said support, 
a multiplying lens fitting one of said sections, 
insulated contacts carried by the other sec 
tion, a ?inger ring fixed to and in metallic 
contact with said section, and an elastic con 
tact piece contiguous to the ring and through 
which an electrica circuit may be completed 
with the other lamp terminal. 

2. The combination in a device of the char 
acter described, of a two-part separable cas 
ing carrying respectively a magnifying lens 
and terminal contacts, a reflector bracket 
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upon opposite ends of which the casin sec- In estimony whereof. I have hereunto set 
tions are telescoped an incandescent lamp my hand in presence of two subscribing wit- 10 mounted in the bracket, a conducting finger nesses, 
ring fixed to the casing, an elastic arm con- Q 
centric, and normally out of contact with the FREDERICK MEADOWS. 
ring, aid insulated from the casing, and elec- Witnesses: 
tic connections through the lamp with the S. E. No URSE, 
ring and the arm. FREDERICK E. MAYNAR). 


