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Description
Technical Field

[0001] The present invention relates to a rotor and a
pump comprising such rotor. More particularly, the rotor
is of the vane type comprising a vane carrier made of a
thermoplastic material and a transmission coupling made
of a metal material, connected to the vane carrier and
adapted to receive a drive torque from a drive member.
[0002] The pump which is the subject matter of the
present invention finds particular application in the auto-
motive industry, in particular as a vacuum pump capable
of providing an air vacuum to brake assist devices or as
a combined pump, used both as a vacuum pump and to
supply fuel to an internal combustion engine.

Background Art

[0003] Among the known types of pumps, particularly
vacuum pumps, there are vane pumps comprising a rotor
capable of driving at least one vane and connected to a
drive member, such as an engine camshaft. The rotor
comprises a vane carrier, in which at least one vane is
mounted in a movable manner, and a transmission cou-
pling connected to the vane carrier and arranged to re-
ceive a drive torque provided by the camshaft and to
transmit said torque to the vane carrier so as to create
an air vacuum. More particularly, the transmission of the
drive torque from the transmission coupling to the vane
carrier takes place by means of thrust surfaces of the
transmission coupling that are parallel to a longitudinal
axis of rotation of the rotor and exert a thrust against
corresponding abutment surfaces of the vane carrier,
said abutment surfaces, too, being substantially parallel
to the axis of rotation of the rotor.

[0004] Among the pumps like those described above,
there are pumps in which, for the purpose of reducing
the weight and cost thereof, the vane carrier is made of
a thermoplastic material, whereas the transmission cou-
pling, having to be capable of receiving the drive torque
provided by the camshaft, is made of steel. In such cases,
problems of reliability may arise, as the contact between
the transmission coupling and the vane carrier can lead
to wear of the vane carrier: this is due to the fact that the
contact between the transmission coupling and the vane
carrier always consists of a combination of compression
and rubbing, or sliding friction, in a direction perpendic-
ular to the axis of rotation of the rotor. Here below, for
ease of discussion, this combination of compression and
rubbing will simply be referred to as contact wear.
[0005] In order to limit the problem of the wear of the
vane carrier, document WO 02/097274 A2, in the name
of the Applicant, describes a rotor comprising a support
element having two wings arranged between thrust sur-
faces of the transmission coupling and corresponding
abutment surfaces of the vane carrier as described
above, respectively.
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[0006] The Applicant has noticed that the known rotor
described above does not adequately solve the problem
of vane carrier wear, particularly in the case of the most
recent applications, where the camshaft, due to the use
of an additional cam that drives a high-pressure fuel in-
jection pump, or other auxiliary parts of the vehicle, can
generate, under certain conditions, an important and im-
pulsive reversal of the drive torque, with consequent ra-
dial and axial pulsation of the transmission coupling. As
a result of this, there is generated further transverse
and/or axial wear of the vane carrier as well as wear on
surfaces of the vane carrier opposite to those surfaces
on which the coupling usually exerts a thrust for trans-
mitting the driving torque.

[0007] An object of the present invention is to over-
come the problems and limitations of prior art by providing
a rotor less susceptible to wear and therefore having a
longer service life. A further object of the present inven-
tion is to provide a pump that comprises said rotor and
is reliable, with reduced weight and reduced cost.
[0008] These and other objects are achieved with the
rotor and the pump comprising such rotor as claimed in
the appended claims.

Summary of the Invention

[0009] The rotor according to the present invention
comprises a vane carrier, a transmission coupling con-
figured for transmitting a drive torque to the vane carrier,
and at least one vane movably inserted in a suitable slot
of the vane carrier. The van carrier comprises a seat hav-
ing a blind bottom, preferably substantially perpendicular
to a longitudinal axis of the rotor, and the transmission
coupling comprises an engaging end configured for being
inserted into the seat of the vane carrier. The engaging
end of the transmission coupling comprises, in particular,
a first face that is substantially parallel to the bottom of
the seat, is oriented towards said bottom and is proximal
thereto, and a second face oriented in a direction oppo-
site to that of the first face.

[0010] According to the present invention, the vane
carrier is preferably made of a thermoplastic material and
the transmission coupling is preferably made of metal.
[0011] According to the presentinvention, the rotor fur-
ther comprises a first support element. Said first support
element comprises a base resting on the second face of
the engaging end of the transmission coupling, and at
least one first wing. The at least one first wing extends
preferably substantially perpendicular to the base of the
first support element and is arranged between a respec-
tive first thrust surface of the engaging end of the trans-
mission coupling and a corresponding first abutment sur-
face of the seat of the vane carrier, said first abutment
surface facing the first thrust surface.

[0012] Advantageously, the at least one wing of the
first support element allows limiting the wear due to the
contact between the respective first thrust surface of the
engaging end of the transmission coupling and the cor-
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responding first abutment surface of the seat of the vane
carrier. In this case, indeed, the contact takes place be-
tween two metal elements (namely, the first support el-
ement and the transmission coupling), preventing occur-
rence of the sliding friction component on the vane car-
rier.

[0013] According to the present invention, the rotor
comprises a second support element comprising a base
arranged between the bottom of the seat of the vane
carrier and the first face of the engaging end of the trans-
mission coupling.

[0014] Advantageously, the base of the second sup-
port element allows limiting the wear of the bottom of the
seat of the vane carrier due to the first face of the engag-
ing end of the transmission coupling because of axial
pulsations of the transmission coupling.

[0015] Accordingtoafirstembodimentoftheinvention,
the second support element further comprises, prefera-
bly, at least one wing. The at least one wing preferably
extends substantially perpendicular to the base of the
second support element and is arranged between a re-
spective second thrust surface of the engaging end of
the transmission coupling and a corresponding second
abutment surface of the seat of the vane carrier, said
second abutment surface facing the second thrust sur-
face.

[0016] Advantageously, the at least one wing of the
second support element allows limiting the wear of the
vane carrier due to the contact between the respective
second thrust surface of the engaging end of the trans-
mission coupling and the corresponding second abut-
ment surface of the seat of the vane carrier. In this case
too, indeed, the contact takes place between two metal
elements (namely, the second support element and the
transmission coupling), preventing occurrence of the
sliding friction component on the vane carrier.

[0017] According to a second embodiment of the in-
vention, the base of the first support element comprises
at least one radial portion in which a radial slotis provided
dividing the at least one radial portion into a first and a
second sub-branch. A first and second wing extend re-
spectively from said sub-branches, substantially perpen-
dicularly to said sub-branches. Each first wing is ar-
ranged between a respective first thrust surface of the
engaging end of the transmission coupling and a corre-
sponding first abutment surface of the seat of the vane
carrier, said first abutment surface facing the first thrust
surface. Each second wing is arranged between a re-
spective second thrust surface of the engaging end of
the transmission coupling and a corresponding second
abutment surface of the seat of the vane carrier, said
second abutment surface facing the second thrust sur-
face.

[0018] Advantageously, each first wing of the first sup-
portelement according to the second embodiment allows
limiting the wear of the vane carrier due to the contact
between the respective first thrust surface of the engag-
ing end of the transmission coupling and the correspond-
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ing first abutment surface of the vane carrier. In addition,
advantageously, each second wing of the first support
element allows limiting the wear due to the contact be-
tween the respective second thrust surface of the engag-
ing end of the transmission coupling and the correspond-
ing second abutment surface of the vane carrier. In this
case too, indeed, the contact takes place between two
metal elements (namely, the first support element and
the transmission coupling), preventing occurrence of the
sliding friction component on the vane carrier.

[0019] According to the invention, the first thrust sur-
face is a rotational thrust surface configured for exerting
a thrust onto said first abutment surface so as to transmit
the driving torque to the vane carrier during normal op-
eration of the pump. The said second thrust surface is a
counter-rotational thrust surface configured for exerting
a thrust onto said second abutment surface at the time
when a reversal of the driving torque occurs.

[0020] According to a further embodiment, the func-
tions of the first and second thrust surface are inverted,
i.e. the first thrust surface is a counter-rotational thrust
surface and the second thrust surface is a rotational
thrust surface.

[0021] According to a further aspect of the present in-
vention, the seat of the vane carrier and the engaging
end of the transmission coupling have each a four-arm
cross-shaped cross-section.

[0022] According to a further aspect of the present in-
vention, the first and second support elements are made
as thin metal plates.

[0023] According to a further aspect of the present in-
vention, the first and second support elements are made
of spring-steel.

[0024] A further object of the present invention is a
pump comprising a rotor according to any of the features
mentioned above.

Brief Description of the Drawings

[0025] These and other features and advantages of
the present invention will become more apparent from
the ensuing description of some preferred embodiments
given by way of non-limiting examples with reference to
the annexed figures, in which elements designated by
the same or similar reference numerals indicate elements
having the same or similar function and construction, and
in which:

- Figure 1 is a perspective view of a pump according
to the present invention;

- Figure 2 is an exploded perspective view of a rotor
according to a first embodiment of the present inven-
tion;

- Figure 3 is a top view of the rotor of Figure 2;

- Figure 4 is a cross-sectional view of the rotor of Fig-
ure 3, taken along the line AA;

- Figure 5 is a perspective view of a vane carrier of
the rotor of Figure 2;
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- Figure 6 is a perspective view of a transmission cou-
pling of the rotor of Figure 2;

- Figure 7 is a perspective view of a first support ele-
ment of the rotor of Figure 2;

- Figure 8 is a perspective view of a second support
element of the rotor of Figure 2;

- Figure 9 is a perspective view of a first support ele-
ment of a rotor according to a second embodiment
of the present invention.

Description of Some Preferred Embodiments of the
Invention

[0026] Referring to Figure 1, a pump according to the
present invention is a vane pump 10 comprising a rotor
20 mounted within the pump 10 and configured for being
driven by a drive member (not shown), such as, for ex-
ample, a camshaft of a vehicle engine.

[0027] The rotor 20 according to a first embodiment,
shown in Figures 2, 3 e 4, comprises a vane carrier 21,
atransmission coupling 40, intended to transmit a driving
torque provided by the drive member to the vane carrier
21, a vane (not shown), a first support element 70 and a
second support element 60.

[0028] Referring in particular to Figures 2 and 5, the
vane carrier 21, preferably made of a thermoplastic ma-
terial, comprises a first cylindrical end 22 oriented to-
wards the transmission coupling 40 and having a longi-
tudinal axis Y, i.e. the axis of rotation of the rotor 20, and
a second cylindrical end 23, coaxial to the first end 22
and preferably having an outer diameter larger than the
outer diameter of the first end 22.

[0029] The second end 23 of the vane carrier 21 is
radially crossed by a slot 24 in which the vane is movably
mounted.

[0030] In the first end 22 of the vane carrier 21 there
is provided a seat 25 having a blind bottom 26 and an
open end 27 opposite to the blind bottom 26. The seat
25 has a cross-section shaped like afour-arm cross com-
prising a first, a second, a third and a fourth radial portion
29a-d. In particular, said radial portions 29a-d, diametri-
cally opposed two by two, develop along two directions
preferably orthogonal to each other. In addition, each of
the above four radial portions 29a-d is preferably con-
nected to two neighboring radial portions by means of
arc-shaped portions 30. The blind bottom 26 of the seat
25 is substantially perpendicular to the longitudinal axis
Y, whereas a plurality of walls of the seat 25 extend in a
direction substantially parallel to the longitudinal axis Y.
In particular, the first and the second radial portion 29a
and 29b, diametrically opposite to each other, of the seat
25, have respective first walls 32 and second walls 33
extending from corresponding arc-shaped portions 30 to
a respective peripheral wall 31 of said radial portions;
these walls 32, 33 act as first abutment surfaces 32 and
second abutment surfaces 33, respectively, against
which the transmission coupling 40 exerts a thrust, as
will be better illustrated below, so as to rotate the vane
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carrier 21.

[0031] The secondend 23 of the vane carrier 21 further
comprises a pin 34 arranged at the center of the seat 25
and extending from the bottom 26 of the seat 25 along
the longitudinal axis Y. The pin 34 preferably has two
portions with different diameters, i.e. a first portion 34a,
proximal to the bottom 26 of the seat 25 and having a
larger diameter, and a second portion 34b, distal to the
bottom 26 of the seat 25 and having a smaller diameter.
[0032] Referring in particular to Figures 2 and 6, the
transmission coupling 40, preferably made of steel or oth-
er material harder than that of the vane carrier, comprises
an engaging end 41 configured for being inserted into
the seat 25 of the vane carrier 21, and a coupling end
42, comprising coupling means 52 between the trans-
mission coupling 40 and a camshaft end (not shown).
[0033] The engaging end 41 of the transmission cou-
pling 40 has a four-arm cross-shaped cross-section, sub-
stantially equal to the cross-section of the seat 25 of the
second end 23 of the vane carrier 21 and thus comprising
a first, a second, a third and a fourth radial portion 44a-
d. Similarly to what is provided for the radial portions 29a-
d of the seat 25 of the vane carrier 21, the radial portions
44a-d of the transmission coupling 40 are arranged dia-
metrically opposed two by two, develop along two direc-
tions preferably orthogonal to each other and each radial
portion 44a-d is connected to two neighboring radial por-
tions by means of arc-shaped portions 45.

[0034] The engaging end 41 further comprises a first
face 46, substantially perpendicular to the longitudinal
axis Y and oriented towards the bottom 26 of the seat 25
of the vane carrier 21 and proximal thereto, and a second
face 47, also perpendicular to the longitudinal axis Y,
said second face being opposite to the first face 46 and
distal to the bottom 26 of the seat 25 of the vane carrier
21. The engaging end 41 further comprises walls extend-
ing between the first face 46 and the second face 47,
substantially perpendicularly to said faces. In particular,
the first and the second radial portion 44a and 44b, dia-
metrically opposed to each other, have respective first
walls 49 and second walls 50, extending from corre-
sponding arc-shaped portions 45 to a respective periph-
eral wall 48 of said radial portions. The first walls 49,
abutting against said first abutment surfaces 32 facing
said first walls, exert, onto said first abutment surfaces,
thrusts that cause rotation of the vane carrier 21; similarly,
the second walls 50, abutting against said second abut-
ment surfaces 33 facing said second walls, exert, onto
said second abutment surfaces, thrusts that cause rota-
tion of the vane carrier 21 in a direction opposite to the
that of the rotation caused by the first thrust walls 49. In
the following description, the first walls 49 will be referred
to as first thrust surfaces 49 and the second walls 50 will
be referred to as second thrust surfaces 50.

[0035] According to the illustrated embodiment, each
first thrust surface 49 is a rotation thrust surface config-
ured for exerting a thrust onto the respective first abut-
ment surface 32 so as to transmit the driving torque to
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the vane carrier 21 during normal operation of the pump;
each second thrust surface 50 is, instead, a counter-ro-
tational thrust surface configured for exerting a thrust on-
to the respective second abutment surface 33 at the time
when a reversal of the driving torque occurs.

[0036] According to a further embodiment, the func-
tions of each first thrust surface 49 and each second
thrust surface 50 are inverted, i.e. each first thrust surface
49is a counter-rotational thrust surface and each second
thrust surface 50 is a rotational thrust surface.

[0037] The engaging end 41 of the transmission cou-
pling 40 further comprises a central opening 51 extending
from the first face 46 to the second face 47 of the engag-
ing end 41, along the longitudinal axis Y. The pin 34 of
the vane carrier 21 is inserted through said opening 51.
Preferably, said opening 51 is non-circular and it rather
has an elongated shape. In particular, the opening 51
has a greater extension along a direction of development
ofthe firstradial portion 44a and the second radial portion
44b, diametrically opposed to each other, of the engaging
end 41 of the transmission coupling 40. Advantageously,
said elongated shape of the opening 51 allows some
clearance between the transmission coupling 40 and the
vane carrier 21, such as to compensate for any non-co-
axiality between them.

[0038] In the coupling end 42 of the transmission cou-
pling 40, the coupling means preferably have the shape
of two teeth 52. Said teeth 52 extend parallel to the lon-
gitudinal axis Y, from the second face 47 of the engaging
end 41 of the transmission coupling 40, at the third radial
portion 44c and the fourth radial portion 44d of the en-
gaging end 41. In particular, said third and fourth radial
portions 44c, 44d are diametrically opposite radial por-
tions of the engaging end 41 that are arranged trans-
versely relative to the direction along which the opening
51 with elongated shape of the transmission coupling 40
has a greater extension. In a known manner, the teeth
52 are preferably configured for sliding in a correspond-
ing slot (not shown) located at the end of the camshaft,
thus forming an Oldham joint.

[0039] Referring in particular to Figures 2 and 7, ac-
cording to the first embodiment of the invention, the first
support element 70, made of a metal material, preferably
spring-steel, and made as a thin metal plate, comprises
a base 71 having a central bore 74 configured for being
fitted with interference onto the second portion 34b of the
pin 34 of the seat 25 of the vane carrier 21. The base 71
has a first radial portion 73a and a second radial portion
73b which are diametrically opposite to each other rela-
tive to the central bore 74 and rest on the second face
47 of the transmission coupling 40, in particular on the
first radial portion 44a and on the second radial portion
44b of the engaging end 41, respectively.

[0040] Advantageously, the central bore 74, being
made by deep drawing, has a longitudinal extension
greater than the thickness of the first support element
70: such extension allows to obtain a large area of inter-
ference with the pin 34 in order to withstand axial and
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radial stresses transmitted by the transmission coupling
40.

[0041] Advantageously, the interference fitting be-
tween the first support element 170 and the second por-
tion 34b of the pin 34 of the vane carrier 21 allows to
prevent the transmission coupling 40 from slipping out
of the vane carrier 21.

[0042] The first support element 70 further comprises
a first wing 75 and a second wing 76, which are made
as a single piece with the base 71. Said first wing 75 and
second wing 76 extend from the first and second radial
portion 73a, 73b of the base 71, respectively, in a direc-
tion substantially perpendicular to the base 71 and on
the same side relative to a plane on which the base itself
lies. The first and second wing 75, 76 are arranged be-
tween the first thrust surfaces 49 of the first radial portion
44a and of the second radial portion 44b, respectively,
of the engaging end 41 of the transmission coupling 40
and the corresponding first abutment surfaces 32 of the
seat 25 of the vane carrier 21. The two wings 75, 76 are
thus arranged in diametrically opposite directions relative
to the longitudinal axis Y.

[0043] Advantageously, the wings 75, 76 of the first
support element 70 allow limiting the wear due to the
contact between the first thrust surfaces 49 of the trans-
mission coupling 40 and the corresponding first abutment
surfaces 32 of the vane carrier 21, which first abutment
surfaces face said first thrust surfaces.

[0044] Referring in particular to Figures 2 and 8, ac-
cording to the first embodiment of the invention, the sec-
ond support element 60, made of a metal material, pref-
erably spring-steel, and being in the form of a thin metal
plate, comprises a base 61 having the shape of a four-
arm cross substantially equal to the shape of the cross-
section of the seat 25 of the vane carrier 21. This base
61 therefore comprises a first, a second, a third and a
fourth radial portion 163a-d, diametrically opposite two
by two. The base 61 further has a central bore 64 con-
figured for being fitted with interference onto the first por-
tion 34a of the pin 34 of the vane carrier 21. Thanks to
the fact that the second portion 34b of the pin 34 has a
diameter smaller than that of the first portion, the insertion
of the second support element 60 into the pin 34 is made
easier.

[0045] Advantageously, the central bore 64, being
made by deep drawing, has a longitudinal extension
greater than the thickness of the second support element
60: such extension allows obtaining a large area of inter-
ference with the pin 34 in order to withstand the axial and
radial stresses transmitted by the transmission coupling
40.

[0046] Advantageously,thebase 61 ofthe second sup-
port element 60 allows to limit the wear of the bottom 26
of the seat 25 of the vane carrier 21 due to the first face
46 of the engaging end 41 of the transmission coupling
40 because of axial pulsations of the transmission cou-
pling 40.

[0047] Preferably, the second support element 60 fur-
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ther comprises a first wing 65 and a second wing 66,
which are made as a single piece with the base 61. Said
first wing 65 and second wing 66 preferably extend from
the first and second radial portion 63a, 63b of the base
61, respectively, in a direction substantially perpendicu-
lar to the base 61 and on the same side relative to a plane
on which the base itself lies. The first and second wing
65, 66 are arranged between the second thrust surfaces
50 of the first radial portion 44a and of the second radial
portion 44b, respectively, of the engaging end 41 of the
transmission coupling 40 and the corresponding second
abutment surfaces 33 of the seat 25 of the vane carrier
21. As the first and second radial portion 63a, 63b of the
base 61 from which the two wings 65, 66 extend are
opposite radial portions of the base 61, the two wings 65,
66 are arranged in diametrically opposite directions rel-
ative to the longitudinal axis Y.

[0048] Advantageously, the wings 65, 66 of the second
support element 60 allow limiting the wear of the vane
carrier 21 due to the contact between the second thrust
surfaces 50 of the transmission coupling 40 and the cor-
responding second abutment surfaces 33 of the vane
carrier 21, which second abutment surfaces face said
second thrust surfaces.

[0049] According to a second embodiment of the in-
vention, the first support element 170, shown in Figure
9, made of a metal material, preferably spring-steel, and
made as a thin metal plate, comprises a base 171 having
a central bore 174 configured for being fitted with inter-
ference onto the second portion 34b of the pin 34 of the
vane carrier 21. The base 171 has a first radial portion
173aand a second radial portion 173b which are diamet-
rically opposite to each other relative to the central bore
174 and rest on the second face 47 of the transmission
coupling 40, in particular on the first radial portion 44a
and on the second radial portion 44b of the transmission
coupling, respectively.

[0050] Advantageously, the central bore 174, being
made by deep drawing, has a longitudinal extension
greater than the thickness of the first support element
170: such extension allows to obtain a large area of in-
terference with the pin 34 in order to withstand axial and
radial stresses transmitted by the transmission coupling
40.

[0051] Thefirst supportelement 170 further comprises
four wings 175, 176, 177, 178, made as a single piece
with the base 171. In particular, a first wing 175 and a
third wing 177 extend from the first radial portion 173a
and a second wing 176 and a fourth wing 178 extend
from the second radial portion 173b of the base 171. All
the wings 175, 176, 177, 178 extend in a direction sub-
stantially perpendicular to the base 171 and on the same
side relative to a plane on which the base itself lies. The
firstand the second wing 175, 176 are arranged between
the first thrust surfaces 49 of the first radial portion 44a
and of the second radial portion 44b, respectively, of the
engaging end 41 of the transmission coupling 40 and the
corresponding first abutment surfaces 32 of the seat 25
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of the vane carrier 21, which first abutment surfaces face
said first thrust surfaces, and thus lie in diametrically op-
posite directions relative to the longitudinal axis Y. The
third and fourth wing 177, 178 are arranged between the
second thrust surfaces 50 of the first radial portion 44a
and of the second radial portion 44b, respectively, of the
engaging end 41 of the transmission coupling 40 and the
corresponding second abutment surfaces 33 of the seat
25 of the vane carrier 21, which second abutment sur-
faces face said second thrust surfaces, and thus lie in
diametrically opposite directions relative to the longitudi-
nal axis Y.

[0052] Advantageously, the first and the second wing
175, 176 of the first support element 170 allow limiting
the wear of the vane carrier 21 due to the contact between
the first thrust surfaces 49 of the transmission coupling
40 and the corresponding first abutment surfaces 32 of
the vane carrier 21, which first abutment surfaces face
said first thrust surfaces. In addition, advantageously, the
third and fourth wing 177, 178 of the first support element
170 allow limiting the wear due to the contact between
the second thrust surfaces 50 of the transmission cou-
pling 40 and the corresponding second abutment surfac-
es 33 of the vane carrier 21, which second abutment
surfaces face said second thrust surfaces.

[0053] In each of the two radial portions 173a, 173b of
the first support element 170 there is further provided a
radial slot 179 extending from a first closed end 184 prox-
imal to the central bore 174 to an end 180 of the radial
portion 173a, 173b distal to the central bore 174. Each
slot 179 divides the respective radial portion 173a, 173b
into afirst sub-branch 181 and a second sub-branch 182,
whereby each of the four wings 175, 176, 177, 178 ex-
tends from a respective sub-branch 181, 182. Preferably,
each slot 179 has, at its closed end 184, a widened por-
tion 185.

[0054] Owing to the slots 179, the sub-branches 181,
182 are elastic along the plane on which the base 171
lies, in a direction transverse to the corresponding wings
(i.e. in the direction indicated by the arrow in Figure 9 for
one of the sub-branches) and, furthermore, they are ad-
vantageously pre-loaded transversely outwards, so that
the respective wings 175, 176, 177, 178 remain adhering
againstthe correspondingfirstand second abutment sur-
faces 32, 33 of the vane carrier 21 rather than against
the first and second thrust surfaces 49, 50 of the trans-
mission coupling 40.

[0055] Inother words, the elastic radial slots 179, com-
bined with a width, under rest conditions, of the radial
portions 173a, 173b of the support element 170 greater
than the width of the corresponding radial portions 29a,
29b of the seat 25 of the vane carrier 21, allow inserting
the first support element 170 and the transmission cou-
pling 40 into the seat 25 of the vane carrier 21, ensuring
that the wings 175, 176, 177, 178 of the first support
element 170 are always in contact with the respective
abutment surfaces 32, 33 of the vane carrier 21.

[0056] According to the second embodiment, the sec-
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ond support element (not shown) comprises, like the sec-
ond support element of the first embodiment, a four-arm
cross-shaped base arranged between the bottom of the
seat of the vane carrier and the first face of the engaging
end of the transmission coupling, and a central bore con-
figured for being fitted with interference onto the first por-
tion of the pin of the vane carrier. The second support
element of the second embodiment differs from the first
embodiment in that it does not have the wings perpen-
dicular to the base.

Claims

1. Rotor comprising a vane carrier (21), a transmission
coupling (40), configured for transmitting a driving
torque to the vane carrier (21), and atleast one vane;
wherein the vane carrier (21) comprises a seat (25)
having a blind bottom (26), and wherein the trans-
mission coupling (40) comprises an engaging end
(41) configured for being inserted into the seat (25)
of the vane carrier (21) and having a first face (46)
oriented towards the bottom (26) of the seat (25) of
the vane carrier (21) and proximal thereto, and a
second face (47) oriented in a direction opposite to
that of the first face (46),

the rotor further comprising a first support ele-
ment (70; 170) comprising a base (71;171) rest-
ing on the second face (47) of said engaging
end (41), and at least a first wing (75, 76; 175,
176) arranged between a respective first thrust
surface (49) of the engaging end (41) and a cor-
responding first abutment surface (32) of the
seat (25), said first abutment surface (32) facing
the first thrust surface (49),

the rotor being characterized in that it compris-
es a second support element (60) comprising a
base (61) arranged between the bottom (26) of
the seat (25) of the vane carrier (21) and the first
face (46) of the engaging end (41) of the trans-
mission coupling (40).

2. Rotoraccording to claim 1, wherein the second sup-
porting element (60) comprises atleast one wing (65,
66) arranged between a respective second thrust
surface (50) of said engaging end (41) and a corre-
sponding second abutment surface (33) of said seat
(25), said second abutment surface (33) facing the
second thrust surface (50).

3. Rotor according to claim 1, wherein the base (171)
of the first supporting element (170) comprises at
leastone radial portion (173a, 173b) in which a radial
slot (179) is provided dividing said at least one radial
portion (173a, 173b) into a first and a second sub-
branch (181, 182), from which said first wing (175,
176) and a second wing (177, 178) extend, respec-
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tively, said second wing (177, 178) being arranged
between a respective second thrust surface (50) of
said engaging end (41) and a corresponding second
abutment surface (33) of said seat (25), said second
abutment surface (33) facing the second thrust sur-
face (50).

Rotor according to claim 2 or 3, wherein:

said first thrust surface (49) is a rotational thrust
surface configured for exerting a thrust onto said
first abutment surface (32) so as to transmit the
driving torque to the vane carrier (21), and said
second thrust surface (50) is a counter-rotation-
al thrust surface configured for exerting a thrust
onto said second abutment surface (33) at the
time when a reversal of the driving torque oc-
curs; or

said second thrust surface (50) is a rotational
thrust surface configured for exerting a thrust
onto said second abutment surface (33) so as
to transmit the driving torque to the vane carrier
(21), and said first thrust surface (49) is a coun-
ter-rotational thrust surface configured for exert-
ing a thrust onto said first abutment surface (32)
at the time when a reversal of the driving torque
occurs.

Rotor according to any of the preceding claims,
wherein the seat (25) of the vane carrier (21) and
the engaging end (41) of the transmission coupling
(40) have each a four-arm cross-shaped cross-sec-
tion.

Rotor according to any of the preceding claims,
wherein said first and second supporting elements
(60, 70; 170) are made as thin metal plates.

Rotor according to any of the preceding claims,
wherein said first and second supporting elements
(60, 70; 170) are made of spring-steel.

Rotor according to any of the preceding claims,
wherein the vane carrier (21) is made of thermoplas-
tic material and the transmission coupling (40) is
made of metal.

Pump comprising a rotor according to any of the pre-
ceding claims.

Patentanspriiche

1.

Rotor mit einem Schaufeltrager (21), einer Ubertra-
gungskupplung (40), die zur Ubertragung eines An-
triebsmoments auf den Schaufeltrager (21) ausge-
bildet ist, und mindestens einer Schaufel; wobei der
Schaufeltrager (21) einen Sitz (25) miteinem blinden
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Boden (26) aufweist, und wobei die Ubertragungs-
kupplung (40) ein Eingriffsende (41) aufweist, das
so ausgebildet ist, dass es in den Sitz (25) des
Schaufeltragers (21) eingefihrt werden kann, und
eine erste Flache (46), die zum Boden (26) des Sit-
zes (25) des Schaufeltragers (21) hin und in der Na-
he desselben ausgerichtet ist, und eine zweite Fla-
che (47) aufweist, die in einer Richtung entgegen-
gesetzt zu derjenigen der ersten Flache (46) ausge-
richtet ist,

der Rotor ferner ein erstes Stltzelement (70; 170)
aufweist, das eine Basis (71; 171), die auf der zwei-
ten Flache (47) des Eingriffsendes (41) ruht, und
mindestens einen ersten Flugel (75, 76; 175, 176),
der zwischen einer jeweiligen ersten Druckflache
(49) des Eingriffsendes (41) und einer entsprechen-
den ersten Anschlagflache (32) des Sitzes (25) an-
geordnetist, wobei die erste Anschlagflache (32) der
ersten Druckflache (49) zugewandt ist, wobei der
Rotor dadurch gekennzeichnet ist, dass er ein
zweites Stitzelement (60) umfasst, das eine Basis
(61) umfasst, die zwischen dem Boden (26) des Sit-
zes (25) des Schaufeltragers (21) und der ersten Fla-
che (46) des Eingriffsendes (41) der Ubertragungs-
kupplung (40) angeordnet ist.

Rotor nach Anspruch 1, wobei das zweite Stiitzele-
ment (60) mindestens einen Fligel (65, 66) umfasst,
der zwischen einer jeweiligen zweiten Druckflache
(50) des Eingriffsendes (41) und einer entsprechen-
den zweiten Anlageflache (33) des Sitzes (25) an-
geordnet ist, wobei die zweite Anlageflache (33) der
zweiten Druckflache (50) gegeniberliegt.

Rotor nach Anspruch 1, wobei die Basis (171) des
ersten Stitzelements (170) mindestens einen radi-
alen Abschnitt (173a, 173b) umfasst, in dem ein ra-
dialer Schlitz (179) vorgesehen ist, der den mindes-
tens einen radialen Abschnitt (173a, 173b) in einen
ersten und einen zweiten Unterzweig (181, 182) un-
terteilt, von denen sich der erste Fligel (175, 176)
und ein zweiter Fligel (177, 178) sich jeweils erstre-
cken, wobei der zweite Fllgel (177, 178) zwischen
einer jeweiligen zweiten Druckflache (50) des Ein-
grifisendes (41) und einer entsprechenden zweiten
Anschlagflache (33) des Sitzes (25) angeordnet ist,
wobei die zweite Anschlagflache (33) der zweiten
Druckflache (50) gegeniberliegt.

Rotor nach Anspruch 2 oder 3, wobei:

die erste Druckflache (49) eine Rotationsdruck-
flache ist, die so ausgebildet ist, dass sie einen
Druck auf die erste Anschlagflache (32) austibt,
um das Antriebsdrehmoment auf den Schaufel-
trager (21) zu Ubertragen, und die zweite Druck-
flache (50) eine gegenlaufige Druckflache ist,

die so ausgebildet ist, dass sie einen Druck auf
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die zweite Anschlagflache (33) ausiibt, wenn ei-
ne Umkehrung des Antriebsdrehmoments auf-
tritt; oder die zweite Druckflache (50) eine Ro-
tationsdruckflache ist, die so ausgebildet ist,
dass sie einen Druck auf die zweite Anschlag-
flache (33) ausubt, um das Antriebsdrehmo-
mentaufden Schaufeltrager (21) zu tibertragen,
und die erste Druckflache (49) eine gegenlaufi-
ge Druckflache ist, die so ausgebildet ist, dass
sie einen Druck auf die erste Anschlagflache
(32) ausubt, wenn eine Umkehrung des An-
triebsdrehmoments auftritt.

5. Rotor nach einem der vorhergehenden Anspriiche,
wobei der Sitz (25) des Schaufeltragers (21) und das
Eingriffsende (41) der Ubertragungskupplung (40)
jeweils einen vierarmigen kreuzférmigen Quer-
schnitt aufweisen.

6. Rotor nach einem der vorhergehenden Anspriiche,
wobei die ersten und zweiten Stlitzelemente (60, 70;
170) als diinne Metallplatten hergestellt sind.

7. Rotor nach einem der vorhergehenden Anspriiche,
wobei die ersten und zweiten Stlitzelemente (60, 70;
170) aus Federstahl hergestellt sind.

8. Rotor nach einem der vorhergehenden Anspriiche,
wobei der Schaufeltrager (21) aus thermoplasti-
schem Material und die Ubertragungskupplung (40)
aus Metall hergestellt sind.

9. Pumpe mit einem Rotor nach einem der vorherge-
henden Anspriiche.

Revendications

1. Rotor comprenant un support de palette (21), un ac-
couplement de transmission (40), configuré pour
transmettre un couple d’entrainement au support de
palette (21), et au moins une palette ; dans lequel le
supportde palette (21) comprend un siege (25) ayant
un fond (26) borgne, et dans lequel I'accouplement
de transmission (40) comprend une extrémité d’en-
gagement (41) configurée pour étre insérée dans le
siége (25) du support de palette (21) et ayant une
premiere face (46) orientée verslefond (26) du siege
(25) du support de palette (21) et proximale a celui-
ci, et une seconde face (47) orientée dans une di-
rection opposée a celle de la premiere face (46),

le rotor comprenant en outre un premier élément
de soutien (70 ; 170) comprenantune base (71 ;
171) reposant sur la seconde face (47) de ladite
extrémité d’engagement (41) et au moins une
premiere ailette (75,76 ; 175, 176) agencée en-
tre une premiére surface de poussée (49) res-
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pective de I'extrémité d’engagement (41) et une
premiére surface de butée (32) correspondante
du sieége (25), ladite premiére surface de butée
(32) étantface a la premiere surface de poussée
(49),

le rotor étant caractérisé en ce qu’il comprend
un second élément de soutien (60) comprenant
une base (61) agencée entre le fond (26) du
siege (25) du support de palette (21) et la pre-
miere face (46) de l'extrémité d’engagement
(41) de 'accouplement de transmission (40).

Rotor selon larevendication 1, dans lequel le second
élément de soutien (60) comprend au moins une
ailette (65, 66) agencée entre une seconde surface
de poussée (50) respective de ladite extrémité d’en-
gagement (41) et une seconde surface de butée (33)
correspondante dudit siege (25), ladite seconde sur-
face de butée (33) étant face a la seconde surface
de poussée (50) .

Rotor selon la revendication 1, dans lequel la base
(171)du premier élément de soutien (170) comprend
au moins une portion radiale (173a, 173b) dans la-
quelle est prévue une fente radiale (179) divisant
ladite au moins une portion radiale (173a, 173b) en
une premiére et une seconde dérivation (181, 182),
a partir desquelles s’étendent respectivement ladite
premiere ailette (175, 176) et une seconde ailette
(177, 178), ladite seconde ailette (177, 178) étant
agenceée entre une seconde surface de poussée (50)
respective de ladite extrémité d’engagement (41) et
une seconde surface de butée (33) correspondante
dudit siege (25), ladite seconde surface de butée
(33) étant face a la seconde surface de poussée
(50) .

Rotor selon la revendication 2 ou 3, dans lequel :

ladite premiére surface de poussée (49) est une
surface de poussée rotative configurée pour
exercer une poussée surladite premiere surface
de butée (32) de fagon a transmettre le couple
d’entrainement au support de palette (21), et la-
dite seconde surface de poussée (50) est une
surface de poussée contrarotative configurée
pour exercer une poussée sur ladite seconde
surface de butée (33) au moment ou se produit
une inversion du couple d’entrainement ; ou

ladite seconde surface de poussée (50) est une
surface de poussée rotative configurée pour
exercer une poussée sur ladite seconde surface
de butée (33) de fagon a transmettre le couple
d’entrainement au support de palette (21), et la-
dite premiere surface de poussée (49) est une
surface de poussée contrarotative configurée
pour exercer une poussée sur ladite premiére
surface de butée (32) au moment ou se produit
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une inversion du couple d’entrainement.

Rotor selon I'une quelconque des revendications
précédentes, dans lequel le siege (25) du support
de palette (21) et I'extrémité d’engagement (41) de
I'accouplement de transmission (40) ont chacun une
section en forme de croix a quatre branches.

Rotor selon I'une quelconque des revendications
précédentes, dans lequel lesdits premier et second
éléments de soutien (60, 70 ; 170) sont réalisés sous
forme de plaques minces en métal.

Rotor selon I'une quelconque des revendications
précédentes, dans lequel lesdits premier et second
éléments de soutien (60, 70 ; 170) sont réalisés en
acier a ressort.

Rotor selon I'une quelconque des revendications
précédentes, dans lequel le support de palette (21)
est réalisé en matériau thermoplastique et I'accou-
plement de transmission (40) est réalisé en métal.

Pompe comprenant un rotor selon I'une quelconque
des revendications précédentes.
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