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The present invention contemplates the 
provision of an eye shield or mask, primarily 
intended to be worn by Workmen or mechanics 
to protect the eyes from injury against flying 

5 particles or the like, the invention being con 
structed to permit of its use without affecting 
the vision of the wearer. 

In carrying out the invention I contem 
plate a mask of the above mentioned char'- 

10 acter, characterized by means whereby the 
mask can be quickly and conveniently at 
tached to the head and ears of the wearer or 
removed therefrom as the occasion may re quire. 
The nature and advantages of the inven 

tion will be better understood when the fol 
lowing detail description is read in connec 
tion with the accompanying drawing, the 
invention residing in the construction, combi 
nation and arrangement of parts as claimed. 

In the drawing forming part of this appli 
cation like numerals of reference indicate 
similar parts in the several views, and where 
I - 

Figure 1 is a view showing the manner of 
wearing the mask. 

Figure 2 is a top plan view. 
Figure 3 is a sectional view through the 

- mask. . 

30 The body of the mask is indicated at 10, 
and while it is preferably constructed of wire 
of any desired mesh, it may also be con 

5 
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structed from any other suitable foraminous 
material. The mask 10 is curved to conform 
to the face of the wearer, while the edges 
of the body portion 10 are covered with a 

35 

binding 11, which is preferably stitched to 
the body 10 as illustrated in Figure 3. 
The mask is also formed with a nose re 

ceiving recess along its lower edge and at a 
point between its ends, so that the mask can 
be comfortably worn as illustrated in Fig 
ure 1. The mask is held supported by means 

40 

means of loops 13 which are to be passed over 
the ears as clearly shown in Figure 1. The 
lower ends of the loops 13 are attached to the 
ends of the mask at the level of the lower end 
of the nose receiving recess, and the upper 

ends of the loops 13 are attached to the ends 
of the mask substantially at the level of the 
upper end of the nose receiving recess. When 
the mask is applied to the head of the wearer 
With the recess receiving the nose and the 
loops extending around the ears, the lower . 
edge of the mask is held in ciose contact with 
the cheeks of the wearer and the edges of the 
recess are held closely over the nose at the 
bridge thereof. Thus the lower portion of 
the maskis held in close contact with the sur 
face of the nose and cheeks and prevents the 
entrance of dust under the lower edge of the 
mask. At the same time the mask is held 
upon the head of the wearer without binding 
or pressing upon the blood vessels at the 
temples, and thus checking circulation. By 
reason of this construction and arrangement, 
the mask can be quickly applied to the head, 
comfortably supported and can be easily re 
moved when desired. It is also very simple 
in construction and can be manufactured and 
sold at a very nominal cost. 
While it is believed that from the foregoing 

description the nature and advantages of the 
invention will be readily apparent, desire 
to have it understood that I do not limit my 
self to what is herein illustrated and de 
scribed, and that such changes may be re 
sorted to when desired as wall within the 
scope of what is claimed. 
What I claim is:- 
A shield comprising a body of foraminous 

material substantially rectangular in plan 
and adapted to curve to conform to the face 
of a wearer, said body having at its lower 
longitudinal edge and at a point midway be 
tween the ends thereof, a nose receiving re 
cess, ear doops attached at their ends to the 
ends of the body, the lower ends of the loops 
being attached to the body at the level of the 
lower end of the recess, the upper ends of 

n the loops being attached to the body approxi of an adjustable tape 12 adapted to be passed 
about the head of the wearer, and also by mately at the level of the upper end of the 

nose recel VIng recess. - 
In testimony whereof I affix my signature. 
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