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To all whom it may concern: 
Beit known that, GEORGE G. McCHESNEY, 

of Middletown, in the county of Orange and 
State of New York, have invented certain new 

5 and useful Improvements in Handsaws; and 
I do hereby declare the following to be a full, 
clear, and exact description of the invention, 
such as will enable others skilled in the art to 
which it pertains to make and use the same. 
My invention relates to handsaws designed 

especially for butchers' use, the object being to 
provide a saw with devices of the improved 
construction, hereinafter described, whereby 
the saw-blade may be readily removed. 
The invention consists in the parts and com 

binations of parts hereinafter described, and 
pointed out in the claim. 

In the drawings, Figure 1 is a side view of 
a saw constructed in accordance with my in 

2O vention, and Figs. 2 and 3 are detached views 
of the fastening devices. 
A represents the bow or frame of the saw, 

provided with a forward arm, B, and a rear 
arm, C. The arm B is provided with a verti. 
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25 cal slit, b, and a transverse pin, b, while the 
rear arm, C, receives the handle D, which is 
of the usual form, and secured by screws d or 
in any other suitable manner. The lower end 
of the arm C is enlarged and provided with a 

3o horizontal perforation, c', to form a bearing 
for the fastening-bolt E. The end c of the arm 
is also provided with a central slit, c', to re 
ceive the saw-blade F, as will be further ex 
plained hereinafter. The forward end of the 

35 saw-blade F is provided with an inclined or 
diagonal slot, f, which is adapted to engage 
the transverse pin b’ of the saw-frame. The 
rear end of the blade is provided with a verti 
cal slot, f', to engage the fastening-bolt, as 

4o will be further explained. The bolt E is pro 
vided centrally with alongitudinal slit, e, with 
in which is arranged a transverse pin, el. The 
rear end of the bolt is screw-threaded, and re 
ceives a thumb-nut, G. 

45 The saw-blade is secured in position in the 

following manner: The inclined slot f of the 
blade is engaged with the pin b', and it will be 
apparent that, owing to the inclination of the 
slotif, the forward end of the saw will be se 
curely held when the rear end is secured. The 
rear end of the blade enters the slits of the 
end c of the frame and of the bolt E, and the 
slot f engages the pin e' of the bolt. The 
thumb-nut G is then turned to tighten the 
blade and securely retain it in place. The lat 
ter may be readily removed by unscrewing the 
nut G. 
The blade, as above described, can be em. 

ployed with ordinary frames, as the bottoms 
of the slots in the blade are rounded to serve 
the purpose of the usual perforations in ordi 
nary blades. 
I do not limit myself to the precise construc 

tion shown and described, but reserve to my 
self the right to make all such slight altera 
tions in the details of construction as may 
properly fall within the scope of my invention. 
Having fully described my invention, what I 

claim as new, and desire to secure by Letters 
Patent, is 
The combination, with a saw-frame having 

slitted arms, of a saw-blade having its front 
and rear end inserted within the slits in the 
arms of the frame, said blade being constructed 
with open slots near its opposite ends, a pin 
inserted through the forward arm and engag 
ing within the open slot in the blade, a slotted 
bolt inserted in a circular bearing in the rear 
arm, said bolt being provided with a trans 
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verse pin that engages in the slot in the rear 8o 
end of the blade, and a nut, G, for securing 
the parts against displacement, substantially as 
set forth. 
In testimony whereof I have signed this speci 

fication in the presence of two subscribing wit- 85 
SSS. 

GEORGE G, MCCEESNEY. 
Witnesses: 

WM. MILLSPAUGH, 
C. I. HUMPHREY. 


