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To all whom it may concern. 
Be it known that I, CHARLEs W. TEED, a 

citizen of the United States, resident of 
Sidney Center, in the county of Delaware 
and State of New York, have made a cer 
tain new and useful Invention in Surgi 
cal Adhesive Strips; and I declare the fol 
lowing to be a full, clear, and exact descrip 
tion of the same, such as will enable others 
skilled in the art to which it appertains to 
make and use the invention, reference being 
had to the accompanying drawings, and to 
lettel's or figures of reference marked there 
on, which form a part of this specification. 

Figure 1 is a plan view of the invention. 
Fig. 2 is an edge view of the invention, 

showing the roll. 
Fig. 3 is a diagrammatic edge view of a 

part of the strip. 
Fig. 4 is a cross section, showing the strip 

as applied. 
Fig. 5 is a plan view of the strip show 

ing a modification. 
The invention has relation to adhesive 

plasters or tapes used in surgery in the clos 
ing and dressing of cuts, Wounds and open 
Sores, and it consists in the novel construc 
tion and combinations of parts, as herein 
after set forth. 
In the accompanying drawings, illustrat 

ing the invention, the numeral 2 designates 
a strip of adhesive plaster made up of lon 
gitudinal sections 3, the Sections being com 
posed of fabric having warp and weft 
threads, as usual, the warp threads 4 run 
ning longitudinally and parallel to the sides 
of the strip and the weft threads 5 running 
transversely, at right-angles to the warp 
threads. The weft threads are at intervals 
omitted from the fabric in the weaving 
thereof, and a suitable number of the warp 
threads are also omitted at the same inter 
vals, the balance of the Warp threads being 
continued across the intervals to form an 
openwork connection 6 for the sections of 
the strip. 

In application, the endmost section of the 
strip is pressed down upon the surface of 
the body or limb at one side of the cut or 
wound, to adhere to such surface, the cut 
or wound being then gently pressed together 
by hand and by pulling upon the strip lon 
gitudinally toward the opposite side there 
of, the openwork connection being located di 

rectly over the cut or wound, after which the 
Section at the opposite side of the cut or 
Wound is pressed down upon the surface of 
the body or limb at such opposite side, in 
this way holding the cut, or wound securely 
closed, With the Open work connection lo 
cated thereover. The section of the strip 
last applied to the wound is cut in half 
transversely, to complete the operation, 
leaving a free end or half ready for appli 
cation to another wound. 
The cut ol' wound being located in the 

open space between the Sections of the strip, 
inlay be dressed surgically without necessity 
for the removal of the adhesive plaster sec 
tions to obtain access thereto, such removal being objectionable, as likely to disturb or 
teal apart the lips of the wound, and the 
open Work connection allowing ready access 
of air to the wound, which is an important 
factor in the healing thereof. If necessary, 
a loose bandage may be placed over the ad 
hesive plaster, to guard the wound from 
dust and dirt and to carry a medicament ap 
plication, should such be needed. If the 
Wound is an open One, the openwork connec 
tion between the sections of the strip, lo 
cated over the wound, allows in the same 
Way Surgical dressing thereof without the 
removal of the adhesive plaster, said plas 
ter in this case holding the wound partly 
closed, as may be required in the knitting of 
the tissue thereover. 

Usually, the connecting Warp threads will 
be coated with the waterproof composi 
tion of the strip or plaster, whereby said 
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threads are stiffened and strengthened and 
enabled to properly hold the two strips or 
plasters together without danger of break 
age or disconnection of the strips, and 
whereby a lesser number of the connecting 
threads is enabled to be used, thereby in 
creasing the area of the air space between 
the strips. 

In practice, the adhesive plaster or tape, 
composed of sections so connected, may be 
wound upon spools in the usual Way, and 
applied to the wound, avoiding the necessity 
for applying separate strips, and saving 
time, so important is this connection. The 
application of this strip will hold the wound 
closed without sewing the lips thereof to 
gether. The intervals between the longitu 
dinally alined sections of the strip are pref 
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erably of various widths, to provide for ap 
plication to cuts and Wounds of varying ex 
tent. 
The sections of the adhesive tape or strip 

are also of various lengths and consequent 
areas, for application to Wounds of greater 
or less extent, and the Sections of greater 
lengthor area may be connected by threads 
or open work of greater length, and the Sec 
tions of lessel length or area connected by 
threads or open work of lesser length, as 
shown in Fig. 5. 

in some cases a binding section 3, bear 
ing no adhesive, may be used in the strip, 
for application over a loose bandage bearing 
a medicament, said pandage, 7, located di 
rectly over the wound. 

claim: 
1. An adhesive plaster strip, composed of 

longitudinally a lined fabric sections spaced 
apart from each other and designed to be 
transversely divisible, the transverse weft 
threads and a portion of the longitudinal 
warp threads of the fabric being omitted at 
intervais and the balance of the longitudinal 
warp threads continued across the spaces be 
tween the sections to provide transverse ven 
tilating air spaces. 
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2. An adhesive plaster strip, composed of 
longitudinally alined fabric sections spaced 
apart from each other by intervals of vary 
ing widths, the transverse weft threads and 
a portion of the longitudinal Warp threads 
of the fabric being omitted at intervals and 
the balance of the longitudinal warp threads 
continued across the spaces between the Sec 
tions to provide transverse ventilating air 
spaces. 

3. An adhesive plaster strip, composed of 
longitudinally alined adhesive fabric sec 
tions of varying dimensions spaced apart 
from each other by intervals of varying 
widths, the transverse weft threads and a 
portion of the longitudinal warp threads of 
the fabric being omitted at intervals and 
the balance of the longitudinal warp threads 
continued across the spaces between the sec 
tions, to connect the sections and provide 
transverse ventilating air spaces. 

In testimony whereof affix my signa 
ture, in presence of two witnesses. 

CARLES. W. EEI). 
Witlesses: 

JOSEPH. RoTEMIER, 
WLLIAM. F. WITE. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D.C.' 
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