(51) International Patent Classification 5:
B27C 9/00

(21) International Application Number: PCT/US91/00246
(22) International Filing Date: 11 January 1991 (11.01.91)
(30) Priority data: 483,699 23 February 1990 (23.02.90) US
(71) Applicant: SHOPLSMITH, INC. [US/US]; 3931 Image Drive, Dayton, OH 45414 (US).
(72) Inventor: BERKELEY, James, E.; 4135 Colemore Circle, Dayton, OH 45414 (US).

(81) Designated States: AT (European patent), BE (European patent), CA, CH (European patent), DE (European patent), DK (European patent), ES (European patent), FR (European patent), GB (European patent), GR (European patent), IT (European patent), LU (European patent), NL (European patent), SE (European patent).

Published
With international search report.

(54) Title: WOODWORKING WORKTABLE ASSEMBLY HAVING AN EXTRUDED T-SLOT

(57) Abstract

The present invention provides a woodworking worktable assembly (10) which may be used in combination with a multipurpose woodworking tool. The worktable assembly includes a worktable (18) having a work supporting surface (20) and an elongated slot (22) formed therein. A guide insert (32) is positioned within the slot and includes a horizontal base portion (34) and opposing side arms (36, 38) for guiding a guide bar portion of a miter guide (12). Lip portions (44, 46) extend inwardly toward the center of the insert from the upper ends of the arm portions and serve to prevent the miter guide from being lifted vertically away from the slot. In addition, the base of the insert is spaced from the lower portion of the slot by foot portions (40, 42) extending along the length of either side of the base and fasteners (56) are provided at the center of the insert for drawing the base toward the lower slot surface. Thus, by tightening the fasteners such that the base is drawn toward the slot surface, the arm portions are caused to pivot inwardly such that the tolerance between the insert and a miter guide received therein may be adjusted.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>ES</td>
<td>Spain</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>FI</td>
<td>Finland</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>FR</td>
<td>France</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GA</td>
<td>Gabon</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GB</td>
<td>United Kingdom</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>GN</td>
<td>Guinea</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>GR</td>
<td>Greece</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>HU</td>
<td>Hungary</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CP</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>LI</td>
<td>Liechtenstein</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LK</td>
<td>Sri Lanka</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MG</td>
<td>Madagascar</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ML</td>
<td>Mali</td>
<td>MN</td>
<td>Mongolia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>MR</td>
<td>Mauritania</td>
<td>MW</td>
<td>Malawi</td>
<td></td>
<td></td>
</tr>
<tr>
<td>NL</td>
<td>Netherlands</td>
<td>NO</td>
<td>Norway</td>
<td></td>
<td></td>
</tr>
<tr>
<td>PL</td>
<td>Poland</td>
<td>RO</td>
<td>Romania</td>
<td></td>
<td></td>
</tr>
<tr>
<td>SD</td>
<td>Sudan</td>
<td>SE</td>
<td>Sweden</td>
<td></td>
<td></td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
<td>SU</td>
<td>Soviet Union</td>
<td></td>
<td></td>
</tr>
<tr>
<td>TD</td>
<td>Chad</td>
<td>TG</td>
<td>Togo</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
WOODWORKING WORKTABLE ASSEMBLY HAVING AN EXTRUDED T-SLOT

Background of the Invention

The present invention relates to woodworking worktable assemblies and, more particularly, to woodworking worktable assemblies which include an elongated slot for receiving and guiding the guide bar portion of a miter guide.

Worktables for use with woodworking tools are typically provided with a planar upper surface and at least one guide slot machined into the upper surface for guiding the guide bar portion of a miter guide used for guiding a workpiece across the worktable. In addition, the worktable typically includes an aperture for receiving a workpiece engaging tool therethrough such that as the workpiece is guided across the surface of the worktable, it engages the tool extending through the aperture. In the case of a worktable used in combination with a multi-purpose woodworking tool, such as is disclosed in commonly assigned U.S. Patent No. 4,510,980 to Bartlett et al, the guide slot may be used to locate a workpiece relative to a tool located either above or passing through the worktable.

A typical worktable, such as is shown in the Bartlett et al patent, is formed of a relatively thick piece of metal and at least one guide slot is machined into the upper work supporting surface of the worktable. Further, the slot may include lips which extend inwardly from the upper edges of the slot so as to form a cavity for retaining a guide bar portion of a miter guide located within the slot such that the bar is prevented from being lifted out of the
slot in a direction transverse to the longitudinal direction of the slot.

The above-described slot having inwardly extending lips must be precisely machined during manufacture of the table top in order to provide sufficient clearance for the guide bar portion of a miter guide to move through the slot without binding while maintaining close enough tolerances to provide an accurate guide path for the miter guide. In addition, machining of a slot having an overhanging lip configuration requires undercutting a section of the slot along the length of the table which is a difficult operation to perform while maintaining strict tolerances, and any errors occurring during machining of the slot may ultimately result in the entire worktable being scrapped.

Consequently, there is a need for a worktable assembly in which a slot may be provided having overhanging lips to retain the guide bar portion of a miter guide received therein. Further, there is a need for a worktable assembly in which the guide slot for a miter guide is adapted to receive the guide portion of the miter guide within a close tolerance without binding. In addition, there is a need for a worktable assembly having a guide slot in which the previously mentioned characteristics are provided while simplifying the machining steps required to form the guide slot in the worktable.

**Summary of the Invention**

The present invention includes a table assembly which may be used in combination with a multi-purpose woodworking tool of the type having a frame including a pair of way tubes and a head stock having a motor driven quill
spindle mounted thereon for driving a workpiece engaging tool.

The worktable assembly includes a planar work support surface for supporting a workpiece and an elongated guide slot milled into the work support surface for receiving a guide bar portion of a miter guide to thereby guide a workpiece across the worktable surface by means of a fence portion of the miter guide.

An insert is positioned within the slot and includes opposing side arm portions which are joined together by a base portion extending across the width of the slot. Lip portions extend from the upper edge of the side portions toward the longitudinal center of the slot such that the insert defines a T-shaped cavity within which the guide bar may move. In addition, foot portions extend from opposing edges of the base portion toward a bottom surface of the slot such that the foot portions support the insert with the base of the insert spaced away from the bottom surface of the slot.

The base portion further includes spaced apertures extending along the central longitudinal axis of the slot and aligned with threaded apertures located in the bottom surface of the slot. Fasteners extending through the apertures in the base portion engage the threaded apertures in the bottom surface of the slot to hold the insert in position within the slot. In addition, the fasteners are operable to draw the base portion toward the bottom slot surface such that the side portions pivot about the foot portions inwardly toward each other and the lips pivot downwardly toward the base portion, whereby the tolerance
between the insert and the guide bar portion of the miter guide may be adjusted.

Other objects and advantages of the invention will become apparent from the following description, the accompanying drawings, and the appended claims.

**Brief Description of the Drawings**

Fig. 1 is a perspective view of the woodworking worktable assembly of the present invention; and

Fig. 2 is a cross sectional view taken along the line 2--2 of Fig. 1.

**Detailed Description of the Preferred Embodiment**

Referring to Fig. 1, the worktable assembly of the present invention, designated generally as 10, may be used with a variety of woodworking tools. Thus, the worktable assembly of the present invention may be used in combination with a multi-purpose woodworking tool such as is disclosed in the above-mentioned U.S. patent No. 4,510,980 to Bartlett et al.

The woodworking worktable assembly 10 of the present invention is designed to be used with a miter guide 12 having a guide bar portion 14 and a fence portion 16 connected to the guide portion 14 for contacting and guiding a workpiece along the worktable assembly. The worktable assembly 10 includes a worktable 18 having a planar upper work support surface 20 for supporting a workpiece thereon and which includes means defining an aperture 17 therein for receiving a workpiece engaging tool 19 therethrough.

It should be noted that the miter guide 12 and workpiece engaging tool 19 are shown for illustrative purposes only and form no part of the present invention.
As may be seen in Figs. 1 and 2, the worktable 18 includes a substantially square elongated slot 22 which is milled downwardly into the table 18 from the upper planar surface 20. The slot 22 includes opposing substantially planar vertical sides 24, 26 and a substantially planar horizontal bottom surface 28 oriented parallel to the work support surface 20 and joining the opposing sides 24, 26. Referring to Fig. 1, the slot 22 extends along the entire length of the table 18 and defines a central longitudinal axis 30 about which the slot 22 is symmetrically formed. It should be understood that although the axis 30 is shown as a single line, the terms central longitudinal axis and longitudinal center, as used in this application, are meant to refer to any of the lines located parallel to the line 30 and positioned within a vertical plane passing through the line 30.

An adjustable guide insert 32 is located within the slot 22 and includes means defining a cavity for receiving the guide bar portion 14 of a miter guide 12. The guide insert 32 is preferably formed as an extruded metal member and includes an elongated substantially planar base portion 34 positioned substantially parallel to the bottom surface 28 of the slot 22, and arm or side portions 36, 38 extending from opposing lateral edges of the base portion 34 away from the bottom surface 28 and oriented substantially perpendicular to the base portion 34. Foot portions 40, 42 extend from either side of the base 34 along substantially the entire length of the insert 32. The foot portions 40, 42 protrude from the base 34 in a direction opposite to that of the arm portions 36, 38 such that the foot portions 40,
42 extend toward and contact the bottom surface 28 of the slot 22 and thereby support the base portion 34 of the insert 32 in spaced relation to the bottom surface 28.

The insert 32 is further provided with lip portions 44, 46 located on the ends of the arm portions 36, 38 opposite from the base portion 34. The lip portions 44, 46 extend inwardly toward each other and toward the longitudinal center 30 of the insert and slot. The lip portions 44, 46 are oriented substantially parallel to the base portion 34 and define upper surfaces 48, 50 thereof which are located adjacent to the plane of the upper work support surface 20 of the worktable 18. The base portion 34, arm portions 36, 38 and lip portions 44, 46 define a cavity having an inverted T-shape within the insert 32 which is sized to receive the guide bar 14 of a typical miter guide 12.

The base portion 34 of the insert 32 is further formed with a plurality of spaced apertures 52 located along the central longitudinal axis 30 of the slot 22, and the slot 22 is provided with a plurality of threaded apertures 54 located in the bottom surface 28 thereof and aligned with the apertures 52 in the base portion 34. Fastener means 56 such as screws or bolts pass through the apertures 52 in the base portion 34 to engage in the threaded apertures 54 in the bottom surface 28 of the slot 22 and thereby hold the insert 32 in position within the slot 22. Further, the fastener means 56 act to draw the longitudinally central portion of the base 34 toward the bottom surface 28 of the slot 22 and thereby cause the arm portions 36, 38 to pivot about the foot portions 40, 42 and move inwardly toward the
central longitudinal axis 30 of the slot. As the arm portions 36, 38 pivot inwardly, the associated lip portions 44, 46 also pivot inwardly and downwardly toward the base portion 34.

Thus, by tightening the fasteners 56 by a predetermined amount, the arm portions 36, 38 may be caused to move toward one another until they define a predetermined lateral spacing for the sides of the insert cavity 32. Similarly, the lip portions 44, 46 are caused to move in toward the base portion 34 until they achieve a predetermined vertical spacing between the upper and lower surfaces of the cavity. In this manner, the tolerance between the elements forming the sides of insert cavity and a guide bar portion 14 of a miter guide 12 received within the cavity of the insert may be adjusted.

It should be apparent that the woodwoorking worktable assembly provided by the present invention allows the slot 22 formed in the table 18 to be machined to larger tolerances than conventional miter guide slots since the final guide slot cavity is provided by an insert which lines the machined slot 22. It should also be apparent that the guide insert of the present invention provides a further advantage over guide slots of the prior art worktables in that the insert may be formed as an extruded member and thus the relatively difficult milling operation of forming an undercut slot to provide lip portions is avoided.

Further, by providing means for pivoting the sides and upper lips of the insert inwardly, the slot structure of the present invention provides a convenient means for adjusting the tolerance between the guide bar portion of a
miter guide and the side wall portions of the guide insert such that a close fit between the guide bar and the means for guiding the guide bar is not dependent upon accurate machining of the slot.

While the form of apparatus herein described constitutes a preferred embodiment of the invention, it is to be understood that the invention is not limited to this precise form of apparatus and that changes may be made therein without departing from the scope of the invention as defined in the appended claims.

What is claimed is
1. A woodworking worktable assembly for use with a miter guide having a guide bar portion and a fence portion connected to said guide bar portion for contacting and guiding a workpiece, said worktable assembly comprising:
   a work support surface for supporting a workpiece;
   means defining an elongated slot extending into said work support surface;
   adjustable guide means attached within said slot, said guide means including an elongated cavity for receiving the guide bar portion of a miter guide; and
   adjustment means for adjusting the tolerance between said guide means and a miter guide bar portion received therein.

2. The worktable assembly of claim 1 wherein said guide means includes a base and a pair of arm portions extending from said base, and said adjustment means causes said arm portions to pivot toward and away from each other to adjust the tolerance between said arm portions and a miter guide bar portion received therein.

3. The worktable assembly of claim 2 wherein said guide means includes foot portions extending from said base, said foot portions contacting a surface of said slot to space said base from said slot surface and form pivot points about which said arm portions may pivot.
4. The worktable assembly of claim 3 wherein said adjustment means includes fastener means extending between said base and an adjacent portion of said slot to draw said base toward said slot surface and thereby cause said arm portions to pivot about said pivot points.

5. The worktable assembly of claim 4 wherein said slot defines a central longitudinal axis along the length thereof and said adjustment means includes means in said base defining a plurality of apertures formed therein along said axis and means defining apertures in said slot aligned with said apertures in said base, and said fastener means comprises fasteners passing through said apertures in said base and engaging in said apertures in said slot to draw said base toward said slot surface.

6. The worktable assembly of any one of claims 2-5 wherein said guide means includes a pair of opposing lip portions, each of said lip portions being located on an end of each of said arm portions opposite from said base and extending over said base such that a T-shaped cavity is formed in said guide means.

7. A woodworking worktable assembly for use with a miter guide having a guide bar portion and a fence portion connected to said guide bar portion for contacting and guiding a workpiece, said worktable assembly comprising:

   a work support surface for supporting a workpiece;
means forming an elongated guide slot in said work support surface, said slot defining a central longitudinal axis;

an insert having opposing side portions located within said slot, said insert extending substantially along the central longitudinal axis of said slot and defining a cavity for receiving and guiding the guide bar portion of a miter guide; and

means for moving said side portions toward and away from said central longitudinal axis such that the tolerance between said side portions and the guide bar portion of a miter guide received therein may be adjusted.

8. The worktable assembly of claim 7 further including means for preventing movement of the guide bar portion of a miter guide out of said cavity in a direction transverse to the central longitudinal axis.

9. The worktable assembly of claim 8 wherein said means for preventing movement of a guide bar portion out of said cavity in a direction transverse to the central longitudinal axis includes opposing portions of said insert extending toward each other from said side portions.

10. The worktable of claim 7 wherein said means for moving said side portions toward and away from said central longitudinal axis include raised pivot elements extending from said insert and resting in contact with a surface of said slot.
11. The worktable of claim 10 wherein said insert includes at least two of said raised pivot elements extending along said insert substantially parallel to said central longitudinal axis.

12. The worktable of claim 11 wherein one or more drawing means are provided for drawing a portion of said insert toward said slot surface and thereby causing said side portions to pivot toward each other about said raised pivot elements.

13. A woodworking worktable assembly for use with a miter guide having a guide bar portion and a fence portion connected to said guide bar portion for contacting and guiding a workpiece, said worktable assembly comprising:

- a work support surface for supporting a workpiece;
- means forming an elongated guide slot in said work support surface, said slot defining a central longitudinal axis;
- an insert having opposing side portions located within said slot, said insert extending substantially along the central longitudinal axis of said slot and defining a cavity for receiving and guiding the guide bar portion of a miter guide; and
- lip portions extending inwardly toward the central longitudinal axis from said opposing side portions for retaining the guide bar portion of a miter guide in said cavity.
14. The worktable assembly of claim 13 further including a base portion joining said side portions and forming a side of said cavity opposite from said lip portions.

15. The worktable assembly of claim 14 further including means for moving said side portions toward and away from said central longitudinal axis such that the tolerance between said side portions and the guide bar portion of a miter guide received within said cavity may be adjusted.

16. The worktable assembly of claim 15 wherein said means for moving said side portions further moves said lip portions inwardly toward each other and downwardly toward said base portion to thereby adjust the tolerance between said lip portions and a guide bar portion received within said cavity.

17. A worktable assembly for use with a multipurpose woodworking tool of the type having a motor-driven quill spindle for driving a workpiece-engaging tool, said assembly comprising:

   a planar work support surface for supporting a workpiece and having means defining an aperture therein for receiving a workpiece-engaging tool therethrough;

   means defining a slot extending below the plane of said work support surface, said slot defining a central longitudinal axis and including a bottom surface substantially parallel to said work support surface and a
pair of opposing side walls substantially perpendicular to said bottom surface; and
adjustable guide means located within said slot for receiving a guide bar portion of a miter guide, said
guide means being formed as an elongated extruded member;
said guide means including an elongated substantially planar base portion positioned substantially parallel to said bottom surface;
am arm portions extending from opposing edges of said base portion and extending away from said bottom surface substantially perpendicular to said base portion;
foot portions extending from opposing edges of said base portion toward said bottom surface such that said foot portions support said guide means with said base portion spaced from said bottom surface;
lip portions extending from said arm portions toward the longitudinal center of said guide means, said lip portions being oriented substantially parallel to said base portion and having an upper surface located adjacent to the plane of said work support surface, wherein said base portion, arm portions, and lip portions define a T-shaped cavity within said guide means;
means defining a plurality of spaced apertures in said base portion along the central longitudinal axis of said slot;
means defining threaded apertures located in said bottom surface and aligned with said apertures in said base portion; and
fastener means passing through said apertures in said base portion to engage said threaded apertures in said
bottom surface to hold said guide means in position in said slot, said fastener means further being operable to draw said base portion along the central longitudinal axis toward said bottom surface such that said arms pivot inwardly toward each other and said lips pivot downwardly toward said base portion and thereby provide means for adjusting the tolerance between said guide means and a guide bar portion of a miter guide received therein.
# INTERNATIONAL SEARCH REPORT

**International Application No.:** PCT/US91/00246

## I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC:

| IPC(5) | B27C 9/00 |

## II. FIELDS SEARCHED

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>269/99,100</td>
</tr>
<tr>
<td></td>
<td>403/362,363,373</td>
</tr>
</tbody>
</table>

## III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US, A, 4,500,081 (CAROSSINO) 19 FEBRUARY 1985 (SEE FIGURE 1)</td>
<td>1</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,265,283 (NASH) 05 MAY 1981 (NOTE WORKTABLE IN FIGURE 1)</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,712,462 (CVEK) 15 DECEMBER 1987 (NOTE FIGURE 3A FOR SLIDING RULE)</td>
<td>1-17</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,510,980 (BARTLETT ET AL.) 16 APRIL 1985 (NOTE WORKTABLE IN FIGURE 1)</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 3,900,269 (PAVLOT) 19 AUGUST 1975 (SEE FIGURES 2 AND 6)</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 1,026,475 (TARBUCK) 14 MAY 1912 (NOTE WORKTABLE AN 2 CHANNEL IN FIGURE 1)</td>
<td>1</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:  
  "A" document defining the general state of the art which is not considered to be of particular relevance  
  "E" earlier document but published on or after the international filing date  
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)  
  "O" document referring to an oral disclosure, use, exhibition or other means  
  "P" document published prior to the international filing date but later than the priority date claimed  
  "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention  
  "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step  
  "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art  
  "S" document member of the same patent family

## IV. CERTIFICATION

<table>
<thead>
<tr>
<th>Date of the Actual Completion of the International Search</th>
<th>Date of Mailing of this International Search Report</th>
</tr>
</thead>
<tbody>
<tr>
<td>10 April 1991</td>
<td>18 APR 1991</td>
</tr>
</tbody>
</table>

International Searching Authority  
ISA/US  
Signature of Authorized Officer  
NGUYEN NGOC-HO  
W. DONALD BRAY INTERNATIONAL DIVISION