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To all whom it may concern. 
Beit known that I, OTTo FREYER, a citizen 

of the United States, residing at Chicago, in 
the county of Cook and State of Illinois, 
have invented certain new and useful Im 
provements in Pistol-Holsters, of which the 
following is a specification. 
The purpose of this invention is to pro 

vide a simple, inexpensive, and efficient hol 
ster for holding a pistol, revolver, or other 
fire-arm. Another object is to provide an 
improved holster having means for auto 
matically preventing accidental removal of 
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with the intention of the wearer. 

the fire-arm therefrom. Still another object 
is to provide a holster having resilient walls 
for automatically clamping the fire-arm 
therein so that it cannot be removed except 

Still an 
other feature is the provision of an im 
proved holster having means for supporting 
the same in a convenient and natural posi 
tion on the body of the wearer, so that the 
gun can be conveniently removed therefrom 
when desired. A further object is to pro 
vide a holster having improved means for 
receiving the trigger guard, and adapted also 
to prevent moisture from gaining access to 
the fire-arm contained therein. Other ob 
jects relate to features of construction and 
arrangement which will appear more fully 
hereinafter. 
In the drawings 
Figure 1 shows a side elevation of the 

holster with a revolver contained therein; 
Fig. 2 is a vertical sectional view taken on 

the line 2-2 of Fig. 1; and 
Fig. 3 is a partial side elevation of the re 

verse side of the holster. 
The holster 10 is constructed preferably of 

fiber-board, a single sheet of this material 
being bent along an intermediate line 11, and 
the meeting edges 12 thereof being united by 
a series of rivets 13, or the like. The sheet 
of fiber-board is cut in such form that when 
the edges thereof are united by the rivets 13 
a holster is formed, having substantially the 
form illustrated in the drawings, with the 
rear or inner wall 10 thereof projecting be 
yond the outer wall 10 at the open end of 
the holster, as clearly shown in Fig.1. A 
portion of the sheet of fiber-board is cut 
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away along the folded edge 11 thereof near 
the open end of the holster to form an aper 
ture 14 adapted to receive the trigger guard 
15 of the revolver 16, which is shown mount 
ed therein. In forming the aperture 14, the 
fiber-board is cut away only on three sides of the aperture leaving a flap 17 extending 
downwardly from the inner wall 10 of the 
holster adjacent the body of the wearer. 
Metal reinforcing clips 18, preferably of 
brass, or the like, are secured around the 
folded edge 11 of the holster at each end of 
the aperture 14 by means of rivets 19. These 
clips overlap the ends of the aperture 14 and 
have parts 18 thereof cut out and bent 
downwardly to engage the flap 17, which is 
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thus reinforced and held firmly in position. 
This flap 17 thus serves as a protection for 
the trigger guard 15 and prevents moisture 
from gaining access thereto from the body 
of the Wearer, which is an important ad 
vantage when the holster is worn within the 
clothing on the body of the wearer. 
An important feature of the present in 

vention is that the sheet of fiber-board, from 
which the holster is formed, is of such a size 
and the rivets 13 are so placed that in plac 
ing the fire-arm into the holster the resilient 
walls of the holster adjacent the points 20 
Will exert a pressure upon the barrel in the 
upper part of the revolver and prevent the 
removal of the revolver from the holster ex 
cept when an intentional pull is exerted 
thereon by the user. The resilient walls 
permit a lateral bending thereof when the 
pistol is inserted into the holster, but as 
Soon as the trigger guard 15 enters the aper 
ture 14, the resilience of the walls takes up 
all of the play between the holster and the 
upper part of the fire-arm, so that the same 
is held firmly in position in the holster even 
when the latter is inverted. However, when 
it is desired to remove the fire-arm, a quick 
pull thereon will cause the same to be re 
leased by the resilient walls of the holster 
as the trigger guard rides up over the outer 
end wall of the aperture 14. 
The outer Wall 10 of the holster is pro 

vided with a pair of slots 21 adjacent the 
open end thereof and near the opening 14, 

70 

75 

80 

85 

90 

95 

OO 

and with another pair of slots 22 at the op 
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posite edge of the holster near its closed end. 
These parallel slots form loops adapted to 
receive a strap 23, which may be passed 
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securely in the holster without the use of 

20. 
single form of the invention for purposes 

around the waist or around the shoulders of 
the wearer and secured in position by means 
of the buckle 24, or the like. The relative 
positions of the slots 21 and 22 permit the 
holster to be maintained at the proper incli 
nation on the body of the wearer to permit a 
ready and convenient removal of the fire-arm 
when desired. It will be observed that the present invention is of great advantage since. 
it may be constructed at very small cost and, 
in practice, it is very convenient and efficient 
since the fire-arm is at all times maintained 

straps or other fastening means, and yet it 
can be very quickly removed when the wearer 
intentionally wishes to remove it. 
Although I have shown and described a 

of illustration, it will be understood that it 
may 
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extend between said trigger guard and the 
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therein along its edge to receive the trigger 

'aperture. 

be constructed in various different 
forms without departing from the scope of 
the invention as defined in the appended 
claims... . “. . . . . . . . 
What I claim is: . . . . . . . . . . . . 
1. A pistol holster having an aperture in the wa? thereof to receive the trigger guard 

of a pistol and having resilient walls to 
clamp the part of the pistol opposite the 
trigger guard. . . . . 

2. A pistol holster having an aperture 
therein along its edge to receive the trigger 
guard of a pistol and having a flap pro 
jecting from one edge of said aperture ad 
jacent the body of the wearer. 

3. A pistol holster having an aperture 
therein along its edge to receive the trigger 
guard of a pistol, a flap projecting from 
one edge of said aperture and adapted to 
body of the wearer, and reinforcing clips. 
attached to said holster at each end of said 

4. A pistol holster having an aperture 
guard of a pistol, a flap projecting from 
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55 
stiff resilient material forming an inclosure 

one edge of said aperture and adapted to 
extend between said trigger guard and the 
body of the wearer, and reinforcing clips at 
tached to said holster at each end of said aperture, said clips having parts extending 
downwardly to engage said flap. 

5. A pistol holster formed of relatively 

open at one end, the Wall of said holster having an aperture through one edge 
60 

65. 

adapted to receive the trigger guard of the 
pistol, the walls of said holster being 
adapted to closely engage said pistol when 
the same is inserted and to permit said trig 
ger guard to Snap into Said aperture due to 
the resilience of said material. - - - 

6. A pistol holster formed of a single 

ably hold a 

flap is formed to e 

diate line and united along its meeting 
to form: an inclosure open at one end, said 

1,320,751 

sheet of fiber-board bent along an interme 
diate line and united along its meeting 
edges to form an inclosure open at One end, 
said sheet having an aperture therethrough 
along the line of the fold to receive the trig 
ger guard of a pistol. - O 

7. A pistol holster formed of a single 
sheet of fiber-board bent along an interme 
diate line and united along its meeting. 
edges to form an inclosure open at one end, 
said sheet having an aperture therethrough 
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along the line of the fold to receive the trig.- : 
ger guard of a pistol, the walls of Said hol 
ster being resilient and arranged to clasp 
the fire-arm above the trigger guard. . . . . 
S.A. holster formed of relatively. stiff 

resilient material forming an inclosure open 
at one end, the wall of said holster, being 

80 . 

cut away along one edge to form an aperture. 
adapted to receive the trigger.guard of the 
pistol, the material cut away being united 
to the body of the holster along one edge of 
said aperture to form a flap adapted to lie 
between said trigger, guard and the body of 
the wearer, the walls of said holster being 
adapted to closely engage said pistol when 
the same is inserted and to permit said trig 
ger guard to snap into said aperture with 
a clicking sound due to the resilience of said 
material. . . . . . . . . . . . . . ." 

9. In combination, a pistol holster open 
at one end and comprising means to detach 

pistol therein by engagement 
with its trigger guard, and a strap extend 
ing over the outer Wall of said holster and 
attached thereto adjacent said trigger guard 
and at the diagonally opposite corner of 
said holster for securing the same to the 
body of the wearer. I 

10. In combination; a pistol holster formed 
of relatively stiff resilient material having 
an aperture through one edge thereof to de 
tachably engage the trigger guard of a pis 
tol; and a strap extending over the outer . 
wall of said holster and attached thereto ad 
jacent said aperture and at the diagonally 
opposite corner thereof for securing the 
same to the body of the wearer. 

11. A pistol holster comprising a single 
sheet of fiber-board bent along an interme 
diate line and united along its meeting edges 
to form an inclosure open at one end, said 
fiber-board having an aperture there 
through along its folded edge adjacent said 
open end to receive the trigger guard of a 
pistol, the material cut away to form said 
aperture being united to the body portion 
along one edge of said aperture, whereby a 
guard and the body of the wearer. 

12. A pistol holster comprising a single 
sheet of fiber-board bent along an interme g edges 

xtend between said trigger 

fiber-board having an aperture there 
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through along its folded edge adjacent said metallic clips attached to said fiber-board 
open end to receive the trigger guard of a at the ends of said aperture and comprising 
pistol, the material cut away to form said parts extending downwardly to reinforce 10 
aperture being united to the body portion said flap. 
along one edge of said aperture, whereby a. In testimony whereof, I have subscribed 
flap is formed to extend between said trig- my name. 
ger guard and the body of the Wearer, and OTTO FREYER. 
Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 

Washington, D. C.’ 


