Abstract: An ophthalmic lens element is disclosed. The ophthalmic lens element includes a central region (102) of low surface astigmatism and a peripheral region (112). The central region (102) includes an upper viewing zone (104) for providing a first power suitable for a wearer's distance vision tasks. The peripheral region (112) has a positive power relative to the first power, and surrounds the central region (102). The peripheral region (112) provides an optical correction for retarding or arresting myopia for a wearer and includes one or more regions (110) of higher surface astigmatism, a lower or near viewing zone (106) of low surface astigmatism, and a corridor of lower surface (108) astigmatism having a surface power varying from that of the upper viewing zone (104) to that of the lower viewing zone (106). The lower viewing zone (106) is for a wearer's near vision tasks.
OPHTHALMIC LENS ELEMENT

This international patent application claims priority from Australian provisional patent application no. 2006905101 filed on 15 September 2006 and Australian provisional patent application no. 2007901348 filed on 15 March 2007, the contents of each of which are to be taken as incorporated herein by this reference.

FIELD OF INVENTION

The present invention relates to ophthalmic lens elements for retarding or arresting myopia, and methods of designing such lens elements.

BACKGROUND OF THE INVENTION

To provide focussed vision, an eye must be capable of focusing light on the retina. An eye's ability to focus light on the retina depends, to a large extent, on the shape of the eyeball. If an eyeball is "too long" relative to its "on-axis" focal length (meaning, the focal length along the optical axis of the eye), or if the outside surface (that is, the cornea) of the eye is too curved, the eye will be unable to properly focus distant objects on the retina. Similarly, an eyeball that is "too short" relative to its on-axis focal length, or that has an outside surface which is too flat, will be unable to properly focus near objects on the retina.

An eye that focuses distant objects in front of the retina is referred to as a myopic eye. The resultant condition is referred to as myopia, and is usually correctable with appropriate single-vision lenses. When fitted to a wearer, conventional single-vision lenses correct myopia associated with central vision. Meaning that, conventional single-vision lenses correct myopia associated with vision that uses the fovea and parafovea. Central vision is often referred to as foveal vision.

Although conventional single-vision lenses can correct myopia associated with central vision, recent research has shown (reviewed in R.A. Stone & D.L. Flitcroft (2004) Ocular Shape and Myopia, published in Annals Academy of Medicine, Vol. 33, No. 1, pp. 7-15) that off-axis focal length...
properties of the eye often differ from the axial and paraxial focal lengths. In particular, myopic eyes tend to display less myopia in the retina's peripheral region as compared with its foveal region. This difference may be due to a myopic eye having a prolacte vitreous chamber shape.

Indeed, a recent United States study (Mutti, D.O., Sholtz, R.I., Friedman, N.E., Zadnik, K. Peripheral refraction and ocular shape in children, Invest. Ophthalmol. Vis. Sci. 2000; Vol. 41, pp. 1022 - 1030) observed that the mean ($\pm$ standard deviation) relative peripheral refractions in myopic eyes of children produced $+0.80 \pm 1.29$ D of spherical equivalent.

Interestingly, studies with chicks and monkeys have indicated that a defocus in peripheral retina alone, with the fovea staying clear, can cause an elongation of the foveal region (Josh Wallman and Earl Smith independent reports to 10th International Myopia Conference, Cambridge, UK, 2004) and the consequent myopia.

On the other hand, epidemiological studies have shown the presence of correlation between myopia and near work. It is well known that the prevalence of myopia in the well educated population is considerably higher than that for unskilled labourers. Prolonged reading has been suspected of causing a hyperopic foveal blur due to insufficient accommodation. This has led many eye care professionals to prescribing progressive addition or bi-focal lenses for juveniles manifesting progression of myopia. Special progressive lenses have been designed for use by children (US 6,343,861). The therapeutic benefit of these lenses in clinical trials has been shown to be statistically significant in retarding progression of myopia but clinical significance appears to be limited (e.g., Gwiazda et al., 2003, Invest. Ophthalmol. Vis. Sci., Vol.44, pp.1492 - 1500). However, Walker and Mutti (2002), Optom. Vis. Sci., Vol. 79, pp.424 - 430, have found that accommodation also increases the relative peripheral refractive error, possibly due to the increased choroidal tension during accommodation pulling the peripheral retina inward.

Unfortunately, conventional myopia correcting lenses haphazardly produce clear or defocused images in the retina's peripheral region. Thus, existing ophthalmic lenses for correcting myopia may fail to remove stimuli for myopia progression.
The discussion of the background to the invention herein is included to explain the context of the invention. This is not to be taken as an admission that any of the material referred to was published, known or part of the common general knowledge as at the priority date of any of the claims.

5

SUMMARY OF THE INVENTION

In general terms, the present invention provides an ophthalmic lens element that exhibits a relative plus power throughout a peripheral region of the lens as compared to a central region, and a distribution of power and surface astigmatism which provides clear distance vision in the central region and clear near vision in an area of the peripheral region that is likely to be used for a wearer's near vision tasks.

The distribution of relative plus power throughout the peripheral region provides an optical correction for retarding or arresting myopia for a wearer. In use, the provision of the relative plus power throughout the peripheral region provides a "stop signal" around substantially the whole of the periphery of the wearer's retina and is thus likely to be more effective on retarding or arresting progression of myopia compared to ophthalmic lens elements that provide a required stimulus of plus power only in a lower part of the lens element.

The peripheral region includes a region, in the form of a lower or near viewing zone, suitable for the wearer's near vision tasks and which is connected to an upper or distance viewing zone in the central region via a corridor of low astigmatism. The provision of the corridor and the near viewing zone may reduce the need for a lens wearer to tilt their head when reading and thus makes the lens more comfortable to wear.

Thus, the present invention provides an ophthalmic lens element, including:

a central region of low surface astigmatism, the central region including an upper viewing zone providing a first power suitable for a wearer's distance vision tasks; and

a peripheral region of positive power relative to the first power, the peripheral region surrounding the central region, the peripheral region for
providing an optical correction for retarding or arresting myopia for a wearer, the
peripheral region including:

- one or more regions of relatively higher surface astigmatism;
- a lower viewing zone of low surface astigmatism, the lower
  viewing zone for a wearer's near vision tasks; and
- a corridor of low surface astigmatism having a surface power
  varying from that of the upper viewing zone to that of the lower viewing
  zone.

The present invention also provides a progressive ophthalmic lens

- an upper viewing zone providing a first refracting power for distance
  vision; and
- a peripheral region surrounding the upper viewing zone and providing,
  throughout the region, positive power relative to the first refracting power, the
  peripheral region including a lower or near viewing zone providing a refracting
  power for near vision, and a corridor connecting the upper and lower zones, the
  corridor having a surface power varying from that of the upper viewing zone to
  that of the lower viewing zone;

  wherein the distribution of mean power throughout the peripheral region
  is positive relative to that of the upper viewing zone and provides an optical
  correction for retarding or arresting myopia for a wearer.

The upper viewing zone will be suitable for a wearer's on-axis vision

- tasks and thus will typically be a viewing zone that is suitable for "straight
  ahead" viewing, or substantially "straight ahead" viewing. The upper viewing
  zone will thus typically be positioned in a part of the lens element likely to be
  used for distance vision.

- The first power is typically a prescribed power that corresponds with an
  optical correction for a wearer's distance vision requirements. Thus, for the
  remainder of the specification, references to a "distance viewing zone" are to be
  understood as a reference to the upper viewing zone.

In an embodiment, the peripheral region of positive power is a region that

- exhibits, throughout the region, positive mean power relative to the first power.
In an embodiment, the lower viewing zone is positioned in a region of the ophthalmic lens that is likely to be used for near vision. The lower viewing zone, which will herein be referred to as a "near viewing zone", may be inset towards a nasal side of the lens relative to the distance viewing zone.

Including the near viewing zone may reduce the need for the wearer to tilt the head during near vision tasks, such as reading, and thus may make the lens more comfortable to wear. Further, including the near viewing zone may reduce accommodative demands imposed on the wearer's eye for near vision tasks, such as reading. Thus, an ophthalmic lens element according to an embodiment of the present invention may be specifically designed for juvenile use since juveniles typically do not have a need for near vision correction due to the availability of the accommodation of the eye to view closer objects. For example, a juvenile may be able to use the distance viewing zone to view the near objects with the help of their accommodation system. However, including the near viewing zone in the peripheral region may assist juvenile wearers in reducing their accommodative demand during near viewing tasks, which has been shown to have a small but not negligible effect on the retardation of the progression of myopia. Therefore, embodiments of the present invention may be more effective in retarding or even arresting progression of myopia, particularly in children, than conventional myopia control lenses.

The distance viewing zone of the ophthalmic lens element may be designed to be used at relatively low plus and minus prescribed powers. For example, a base curve in the range of 0.50 D to 5.00 D may be used. It will be appreciated that the refracting power of the distance viewing zone may vary according to a wearer's requirements, and may be in the range of, for example, piano to -4.00 D.

The power distribution of the peripheral region will contribute to an optical correction for correcting peripheral vision, when the wearer is viewing objects through the distance viewing zone. In use, the power distribution of the peripheral region may provide a stimulus for retarding or arresting myopia in the form of a "stop signal" to the undesirable growth of the eye that retards or arrests myopia progression.
Thus, one embodiment of the present invention provides an ophthalmic lens element that provides suitable optical corrections for a wearer's on-axis distance vision requirements, whilst simultaneously providing a stop signal for retarding or arresting myopia that may otherwise have resulted from an eye's constant exposure to hyperopic blur in the peripheral retina.

In an embodiment, the stop signal may compensate for a varying focal plane of the wearer's eye to remove most of the hyperopic blur from the peripheral region of the retina for a primary distance viewing eye position. Thus, it is expected that the distribution of the positive power throughout the peripheral region of an ophthalmic lens element in accordance with an embodiment of the present invention will provide an optical correction that provides the stop signal for undesirable ocular growth, thus leading to retardation or arresting of myopia around substantially the whole of the periphery of the retina.

An ophthalmic lens element according to an embodiment of the present invention includes a front surface and a back surface (that is, the surface nearest the eye). The front and back surfaces may be shaped to provide suitable contours of refracting power for the central region and the peripheral region. In this specification, the positive mean power of the peripheral region will be referred to as "the peripheral power", and the power of the distance viewing zone will be referred to as "the distance power".

The front surface and the back surface of the lens may have any suitable shape. In an embodiment, the front surface is an aspherical surface and the rear surface is spherical or toric.

In another embodiment, the front surface is a spherical surface and the rear surface is aspherical.

In yet another embodiment, both the front and rear surfaces are aspherical. It will be appreciated that an aspherical surface may include, for example, an atoric surface, a multifocal surface, or combinations thereof.

The first or distance power and the peripheral power will typically correspond with different optical correction requirements of the wearer. In particular, the distance power will correspond with an on-axial, or paraxial, optical correction required to provide clear vision (that is, foveal vision) for a
wearer's distance vision tasks, whereas the peripheral power will typically serve dual purposes, namely, providing an off-axis optical correction when viewing distant objects through the upper viewing zone, and an on-axis correction for providing clear vision for a wearer's near vision tasks with reduced accommodative demand, when viewing near objects through the near viewing zone.

The required peripheral power will typically be specified as a single value of surface power, and typically as a positive mean power.

The positive mean power of the peripheral region may be selected based on optical correction requirements expressed in terms of clinical measurements that characterise the wearer's peripheral correction requirements, that is, the optical correction required to correct a wearer's peripheral vision. Any suitable technique may be used to obtain those requirements including, but not limited to, peripheral Rx data or ultrasound A-Scan data. Such data may be obtained through the use of devices that are known in the art, such as an open field auto-refractor (for example, a Shin-Nippon open field auto-refractor).

As explained above, the peripheral region is a region of positive power relative to the distance power and so provides "a plus power correction". The positive power may be in the range of about 0.50 D to^0.0 D relative to the distance power. However, a positive power in range of about 1.00D to 2.00 D may also be suitable.

In one embodiment, for any radial originating at the geometric centre of the lens element, the positive mean power in the peripheral region at a radial extent of substantially 20mm is at least 0.50 D relative to the refracting power at the distance reference point of the upper zone.

In another embodiment, at any radial extent of substantially 20mm, the mean positive power in the peripheral region is at least 1.00 D relative to the refracting power at the distance reference point of the upper zone.

In yet another embodiment, at any radial extent of substantially 20mm, the positive mean power in the peripheral region is at least 1.50 D relative to the refracting power at the distance reference point of the upper zone.

In an embodiment, the upper or distance viewing zone may be shaped and/or sized to provide a required optical correction over a range of eye-
rotations for distance vision tasks. In other words, the distance viewing zone may have a shape and/or size to support a wearer's distance vision requirements throughout an angular range of eye rotations. Similarly, the near viewing zone may also have a shape and/or size providing a region of low surface astigmatism over a range of eye-rotations for a wearer's near vision tasks. In other words, the near or lower viewing zone may be shaped and/or sized to support a wearer's near vision requirements throughout an angular range of eye rotations.

The area of the distance viewing zone will typically be greater than the area of the near viewing zone.

The present invention also provides a progressive ophthalmic lens element including:

an upper viewing zone providing a first refracting power for distance vision, the first refracting power in the range of substantially piano to -4.00 D;

and

a peripheral region surrounding the upper viewing zone and providing, throughout the region, positive power relative to the first refracting power, the peripheral region including a lower or near viewing zone providing a refracting power for near vision, and a corridor connecting the upper and lower zones, the corridor having a surface power varying from that of the upper viewing zone to that of the lower viewing zone;

wherein for any radial originating at the geometric centre of the lens element, the positive mean power in the peripheral region at all radial extents of greater than substantially 20mm is at least 0.50 D relative to the refracting power at the distance reference point of the upper zone, and wherein the distribution of positive mean power throughout the peripheral region provides an optical correction for retarding or arresting myopia for a wearer.

An ophthalmic lens element according to an embodiment of the present invention may be formulated from any suitable material. In one embodiment a polymeric material may be used. The polymeric material may be of any suitable type, for example, it may include a thermoplastic or thermoset material. A material of the diallyl glycol carbonate type, for example CR-39 (PPG Industries) may be used.
The polymeric article may be formed from cross-linkable polymeric casting compositions, for example as described in U.S. Pat. No. 4,912,155, U.S. patent application Ser. No. 07/781,392, Australian Patent Applications 50581/93, 50582/93, 81216/87, 74160/91 and European Patent Specification 453159A2, the entire disclosures of which are incorporated herein by reference.

The polymeric material may include a dye, preferably a photochromic dye, which may, for example, be added to the monomer formulation used to produce the polymeric material.

An ophthalmic lens element according to an embodiment of the present invention may further include standard additional coatings to the front or back surface, including electrochromic coatings.

The front lens surface may include an anti-reflective (AR) coating, for example of the type described in U.S. Pat. No. 5,704,692, the entire disclosure of which is incorporated herein by reference.

The front lens surface may include an abrasion resistant coating, for example, of the type described in U.S. Pat. No. 4,954,591, the entire disclosure of which is incorporated herein by reference.

The front and back surfaces may further include one or more additions conventionally used in casting compositions such as inhibitors, dyes including thermochromic and photochromic dyes, for example, as described above, polarising agents, UV stabilisers and materials capable of modifying refractive index.

The present invention also provides a method of dispensing or designing an ophthalmic lens element for retarding or arresting myopia, the method including:

- obtaining, for the wearer:
  a first required value of optical correction for an upper viewing zone to provide foveal vision for on-axis viewing tasks; and
  a second required value of optical correction for providing a stimulus for retarding or arresting myopia in a peripheral region of a wearer's eye;
- selecting or designing an ophthalmic lens element according to the values of optical correction, the ophthalmic lens element including:
a central region of low surface astigmatism, the central region including an upper viewing zone providing a first power corresponding to the first required value of optical correction; and

a peripheral region of positive power relative to the first power, the peripheral region surrounding the central region and providing a distribution of positive power that includes the second required value of optical correction, the peripheral region including:

one or more regions of relatively higher surface astigmatism;

a second viewing zone of low surface astigmatism, the second viewing zone for a wearer's near vision tasks; and

a corridor of low surface astigmatism having a surface power varying from that of the upper viewing zone to that of the second viewing zone.

In one embodiment, a method according to the present invention may further include:

determining the head movement and/or eye movement characteristics of the wearer; and

sizing the upper viewing zone, the lower viewing zone and the corridor according to the head movement and eye movement characteristics of the wearer.

Ideally, the upper viewing zone, the second viewing zone and the corridor will be sized to support clear vision throughout an angular range of eye rotations encompassing a wearer's distance vision and near vision requirements.

A method according to an embodiment of the present invention may be performed by a processing system including suitable computer hardware and software. Thus, the present invention also provides a processing system for dispensing or designing an ophthalmic lens element for retarding or arresting myopia in a wearer's eye, the system including:

an input means for obtaining, for the wearer:

a first required value of optical correction for an upper viewing zone to provide foveal vision for on-axis viewing tasks; and
a second required value of optical correction for providing a stimulus for retarding or arresting myopia in a peripheral region of a wearer's eye;

a processing means for processing the values of optical correction to select or design an ophthalmic lens element according to the values of optical correction, the ophthalmic lens element including:

- a central region of low surface astigmatism, the central region including an upper viewing zone providing a first power corresponding to the first required value of optical correction; and

- a peripheral region of positive power relative to the first power, the peripheral region surrounding the central region and providing a distribution of positive power that includes the second required value of optical correction, the peripheral region including:
  - one or more regions of relatively higher surface astigmatism;
  - a second viewing zone of low surface astigmatism, the second viewing zone for a wearer's near vision tasks; and
  - a corridor of low surface astigmatism having a surface power varying from that of the upper viewing zone to that of the second viewing zone.

In an embodiment, a system according to the present invention further includes:

- input means for accepting or obtaining head movement and eye movement characteristics for the wearer; and

- processing means for modifying the size and/or shape of the upper viewing zone and/or the second viewing zone according to the head movement and eye movement characteristics of the wearer.

The present invention also provides a method of retarding or arresting myopia, the method including providing, to a myope, spectacles bearing a pair of ophthalmic lens elements, each lens element for a respective eye and including:
a central region of low surface astigmatism, the central region including
an upper viewing zone proving a first power suitable for a wearer's distance vision tasks;

a peripheral region of positive power relative to the first power, the peripheral region surrounding the central region, the peripheral region for providing an optical correction for retarding or arresting myopia for a wearer, the peripheral region including:

one or more regions of relatively higher surface astigmatism;

a second viewing zone of low surface astigmatism, the second viewing zone for a wearer's near vision tasks; and

a corridor of low surface astigmatism having a surface power varying from that of the upper viewing zone to that of the second viewing zone.

A preferred embodiment of a lens element according to the invention provides an ophthalmic lens element having a peripheral region that provides a positive mean power (that is, "a plus power correction") relative to the first or upper viewing zone of the central region. However, since positive refracting power is not accommodatable, it will induce blur on the fovea of the retina when the eye rotates to view objects in the periphery of the original field of view. To remedy this, an embodiment of the ophthalmic lens element provides a central region that includes a distance viewing zone that is sized to provide a prescribed power over an area that corresponds with a wearer's typical eye rotations for distance vision tasks and, separately, a near viewing zone having a positive mean power relative to the distance zone over an area that corresponds with a wearer's typical eye rotations for near vision tasks.

Thus, an embodiment may provide a correct foveal correction, not just for a wearer's distance and near vision requirements, but also in the area representing the extent of typical eye rotations before the head rotation gets engaged.

The level of the plus power correction required by wearer will vary, given the large scatter in the myopic peripheral refractions found by Mutti et al. (2000). Thus, in a series embodiment of the present invention, a number of
peripheral aspherisations may be provided with the range of plus power corrections.

Before turning to a description of an embodiment of the present invention, there should be some explanation of some of the language used above and throughout the specification.

For example, the reference in this specification to the term "lens element" is a reference to all forms of individual refractive optical bodies employed in the ophthalmic arts, including, but not limited to lenses, lens wafers and semi-finished lens blanks requiring further finishing to a particular patient's prescription.

Further, with respect to references to the term "surface astigmatism", such references are to be understood as a reference to a measure of the degree to which the curvature of the lens varies among intersecting planes which are normal to the surface of the lens at a point on the surface.

Throughout this specification, references to the term "foveal region" are to be understood as a reference to a region of the retina that includes the fovea and that is bounded by the parafovea.

Further, throughout this specification, references to the term "peripheral region", when used in relation to the retina, denotes a reference to a region of the retina that is outside, and surrounds, the foveal region.

An ophthalmic lens element according of the present invention simultaneously and substantially corrects both central and peripheral vision during distance vision tasks. Correction of this type is expected to remove, or at least delay, a presumed trigger of myopia progression in myopes, particularly in myopic juveniles.

**BRIEF DESCRIPTION OF THE DRAWINGS**

The present invention will now be described in relation to various examples illustrated in the accompanying drawings. However, it must be appreciated that the following description is not to limit the generality of the above description.

In the drawings:
Fig. 1 is a simplified diagram showing the different zones of an ophthalmic lens element according to an embodiment of the present invention; Fig. 2 is a contour plot of surface astigmatism for an ophthalmic lens element according to an embodiment of the present invention; Fig. 3 is a contour plot of tangential power for the ophthalmic lens element having the contour plot of surface astigmatism depicted in Fig. 2; Fig. 4 is a contour plot of sagittal power for the ophthalmic lens element having the contour plot of surface astigmatism depicted in Fig. 2; Fig. 5 is a contour plot of mean power for the ophthalmic lens element having the contour plot of surface astigmatism depicted in Fig. 2; Fig. 6 is a graph showing eyepath tangential and sagittal curvature profiles for the ophthalmic lens element having the contour plot of surface astigmatism depicted in Fig. 2; and Fig. 7 shows another simplified representation of the ophthalmic lens element shown in Fig. 1 but with the peripheral region shown as a shaded region; and Fig. 8 shows another simplified representation of the ophthalmic lens element shown in Fig. 1 but with the region of relatively higher surface astigmatism shown as a shaded region; and Fig. 9 is a flow diagram of a method of selecting and/or designing an ophthalmic lens according to an embodiment.

DETAILED DESCRIPTION OF THE DRAWINGS

Fig. 1 depicts a simplified representation of an ophthalmic lens element 100 in accordance with an embodiment of the present invention with the different zones identified for reference. Fig. 1 is simplified in as much as it is only intended to generally identify and represent the relative locations of the different zones of the ophthalmic lens element 100. As a result, it is not intended that the shape of the different zones, nor their size or precise location, be restricted to that illustrated in Fig. 1.

As depicted in Fig. 1, the ophthalmic lens element 100 includes a region, shown here as central region 102, of relatively low surface astigmatism. The region 102 includes a first or upper viewing zone 104 having a first power
suitable for a wearer's distance vision tasks, a second or near viewing zone 106, and a corridor 108. The second or near viewing zone 106 is positioned so as be suitable for a wearer's near vision tasks, and thus is a lower viewing zone. For the remainder of this description the first or upper viewing zone 104 will be referred to as a "distance viewing zone" whereas the second viewing zone or lower viewing zone will be referred to as a "near viewing zone".

In the illustrated embodiment, the lens element 100 also includes and a region 110 of relatively high astigmatism (which is shown here as the region bounded by the perimeter "P" of the lens element and the outer dashed line "D") which surrounds the region 102 of relatively low surface astigmatism. It will be appreciated that it is not essential that the region 110 of relatively high surround the region 102 of relatively low surface astigmatism.

The positive power of the near viewing zone 106 will be suitable for a wearer's near vision tasks and provide a reduced accommodative demand when viewing near objects through the zone 106.

The corridor 108 provides a zone of low surface astigmatism having a surface power varying from that of the distance viewing zone 104 to that of the near viewing zone 106.

In the present case, the near viewing zone 106, the corridor 108, and the region 110 form a peripheral region 112 of positive mean power relative to the first power. For ease of explanation, a simplified illustration of the arrangement of the peripheral region 112 is depicted in Fig. 7 in which the peripheral region 112 is shown as a shaded region.

Returning again to Fig.1, the distance viewing zone 104 provides a prescribed power suitable for a wearer's on-axis distance vision. On the other hand, the peripheral region 112 is a zone of positive mean power (relative to the distance viewing zone 104) having a distribution that provides an optical correction for retarding or arresting myopia for a wearer and which is suitable for a wearer's near vision requirements. The peripheral region 112 will typically exhibit a low to medium range of positive power relative to the power of the distance viewing zone 104.
As shown in Fig. 7, the peripheral region 112 surrounds the central region 102 in that it extends around the central region 102 to provide a continuous zone of positive power relative to the first power.

The near viewing zone 106 and the corridor 108 of the peripheral region 112 will have a relatively low surface astigmatism as compared to the region 110 (in other words, the region bounded by the "D" and "P") which will provide a relatively higher surface astigmatism. For ease of explanation, Fig. 8 depicts the region 110 of relatively higher surface astigmatism as a shaded region and the regions of lower surface astigmatism (that is, the distance viewing zone 104, the near viewing zone 106, and the corridor 108) as an unshaded region. Although in the example the region of relatively higher astigmatism is depicted as a single region that entirely surrounds the regions of low astigmatism (in other words, the distance zone 104, the corridor 108, and the near zone 106), it will of course be understood that this need not always be the case. For example, in some embodiments, the corridor 108 and the near zone 106 intersect the region of relatively higher astigmatism 110 so that that region forms an arc extending between opposite sides of the corridor 108 and near zone 108 and above the distance zone 104.

Returning again to Fig. 1, and as explained previously, the peripheral region 112 provides a stimulus for retarding or arresting myopia associated with a peripheral region of the retina by providing an optical correction for the wearer's peripheral vision. Such an arrangement is likely to be much more effective in retarding or even arresting progression of myopia, particularly in children, than conventional myopia control lenses.

The positive mean power of the peripheral region may be selected based on optical correction requirements expressed in terms of clinical measurements that characterise the wearer's peripheral correction requirements, that is, the optical correction required to correct a wearer's peripheral vision. Any suitable technique may be used to obtain those requirements including, but not limited to, peripheral Rx data or ultrasound A-Scan data. Such data may be obtained through the use of devices that are known in the art, such as an open field auto-refractor (for example, a Shin-Nippon open field auto-refractor).
An ophthalmic lens according to an embodiment of the present invention may be designed, dispensed and/or selected according to peripheral correction measurements for a wearer. Fig. 9 shows a flow diagram 900 for a method of dispensing or designing an ophthalmic lens element for retarding or arresting myopia. As shown, at step 902 an optical correction required for providing foveal vision for on-axis viewing tasks is obtained.

At step 904, a second value of optical correction required for providing a stimulus for retarding or arresting myopia in a peripheral region of a wearer's eye is obtained. In other words, the optical correction required to correct a wearer's peripheral vision.

At step 906, an ophthalmic lens element is selected and/or designed according to the values of optical correction obtained at steps 902, 904. The selected and/or designed ophthalmic lens includes a central region of low surface astigmatism including a distance zone 104 (ref. Fig. 1) providing a first power corresponding to the first required value of optical correction, and a peripheral region of positive power relative to the first power, which surrounds and includes one or more regions of relatively higher surface astigmatism 110 (ref. Fig. 1). The peripheral region will also includes a lower or near zone 108 for a wearer's near vision task and a corridor 108 (ref. Fig. 1) having a surface power varying from that of the upper viewing 104 (ref. Fig. 1) zone to that of the lower viewing zone 106 (ref. Fig. 1). The peripheral region provides a distribution of positive mean power that corresponds with, or is selected based on, the second required value of optical correction.

The selection and/or design of the lens element may also involve selecting and/or designing the size and/or shape of the distance viewing zone 104 so as to correspond with the extent of a wearer's typical eye rotations before they engage head rotation. For example, the distance viewing zone 104 may provide an aperture which is shaped and/or sized to provide clear foveal vision over a range of eye rotations. Similarly, the shape and/or size of the near viewing zone 108 may be selected and/or designed based on measurements of a wearer's typical eye rotations before they engage head rotation.

Example 1
With reference to Figs. 2 to Fig. 5, an optical lens element 200 according to an embodiment of the present invention was designed having a 3.25 D base curve. In the depicted example, the lens element 200 has a diameter of 60mm. The contour plots of surface astigmatism, tangential power, sagittal power and mean surface power respectively for the optical lens element 200 are given in Fig. 2 to Fig. 5 respectively. Fig. 3 to Fig. 5 also depict, for reference, a lens overlay 300 representing an example of a lens shape which may be cut from the lens element 200. In the present case, lens overlay 300 represents the outline of a frame measuring 55 x 35 mm centred 2 mm above the geometric centre of the ophthalmic lens element 200.

As shown in Fig. 2, the 0.5 D astigmatic contour 202 defines a region of low surface astigmatism including the distance viewing zone 104, the near viewing zone 106, and the corridor 108. The depicted embodiment provides a relatively wide distance viewing zone 104, which is an upper zone, and a near viewing zone 106 positioned below the distance viewing zone 104 and connected thereto via the corridor 108.

In the depicted example, a region 112 of relatively higher surface astigmatism encircles the region 102 and includes the astigmatic contours 204, 206, 208. In the present case contours 204 and 206 have the same value. As is shown in Fig. 5, the region 112 provides a positive mean power of up to around 1.50 D relative to the mean power of the distance viewing zone 104 at the distance reference point (DRP). In the present example, the distance reference point 302 (ref. Fig. 5) is located about 8 mm above the geometric centre of the ophthalmic lens element 200.

Fig. 6 depicts the tangential 602 and sagittal powers 604 of the ophthalmic lens element 200 along a 280 degree meridian that typically corresponds to a wearer's eyepath for near viewing in the lower part of the ophthalmic lens element 200. As depicted, in Fig. 6 the ophthalmic lens element 200 provides a curvature of about 3.75D that extends out to a distance of about 10 mm above the geometric centre of the lens.

The depicted lens provides positive tangential and sagittal powers of at least 0.50 at a radial extent of 20 mm from the geometric centre (in other words, the intersection of lines "A" and "B" in Fig. 5) of the lens element. Indeed, in the
present example, for any radial originating at the geometric centre of the lens element 200, and having radial extent of substantially 20mm, the positive mean power in the peripheral region is at least 0.50 D relative to the refracting power at the distance reference point of the distance zone 104. It will of course be appreciated that other embodiments of the present invention may provide a similar, or greater, positive mean power at a lower radial extent.

Finally, it will be understood that there may be other variations and modifications to the configurations described herein that are also within the scope of the present invention.
THE CLAIMS:

1. An ophthalmic lens element, including:
   a central region of low surface astigmatism, the central region including an upper viewing zone providing a first power suitable for a wearer's distance vision tasks; and
   a peripheral region of positive power relative to the first power, the peripheral region surrounding the central region, and including:
   one or more regions of relatively higher surface astigmatism;
   a lower or near viewing zone of low surface astigmatism, the lower viewing zone for a wearer's near vision tasks; and
   a corridor of low surface astigmatism having a surface power varying from that of the upper viewing zone to that of the lower viewing zone;
   wherein the peripheral region provides an optical correction for retarding or arresting myopia for a wearer.

2. A progressive ophthalmic lens element including:
   an upper viewing zone providing a first refracting power for distance vision; and
   a peripheral region surrounding the upper viewing zone and providing, throughout the region, positive power relative to the first refracting power, the peripheral region including a lower or near viewing zone providing a refracting power for near vision, and a corridor connecting the upper and lower zones, the corridor having a surface power varying from that of the upper viewing zone to that of the lower viewing zone;
   wherein the distribution of mean power throughout the peripheral region is positive relative to that of the upper viewing zone and provides an optical correction for retarding or arresting myopia for a wearer.

3. An ophthalmic lens element according to claim 1 or 2 wherein the first power is a prescribed power for providing an optical correction corresponding to a wearer's on-axis distance vision viewing requirements.
4. An ophthalmic lens element according to any one of claims 1 to 3 wherein the peripheral region's optical correction provides a stimulus for retarding or arresting myopia associated with a peripheral region of the retina.

5. An ophthalmic lens element according to any one of claims 1 to 4 wherein the positive mean power throughout the peripheral region, at all radial extents greater than 20mm from the geometric centre of the lens element is in the range of 0.50 D to 3.00 D relative to the refracting power at the distance reference point of the upper zone.

6. An ophthalmic lens element according to any one of claims 1 to 4, wherein for any radial originating at the geometric centre of the lens element, the positive mean power in the peripheral region at a radial extent of substantially 20mm is at least 0.50 D relative to the refracting power at the distance reference point of the upper zone.

7. An ophthalmic lens element according to any one of claims 1 to 4, wherein for any radial originating at the geometric centre of the lens element, the positive mean power in the peripheral region at a radial extent of substantially 20mm is at least 1.00 D relative to the refracting power at the distance reference point of the upper zone.

8. An ophthalmic lens element according to any one of claims 1 to 4, wherein for any radial originating at the geometric centre of the lens element, the positive mean power in the peripheral region at a radial extent of substantially 20mm is at least 1.50 D relative to the refracting power at the distance reference point of the upper zone.

9. An ophthalmic lens element according to any one of claims 1 to 8 wherein the refracting power in the upper zone is in the range from piano to -4.00 D.
10. A lens element according to any one of claims 1 to 9, wherein the upper zone is an aperture having a shape and/or size that corresponds with the extent of a wearer's typical eye rotations before they engage head rotation.

11. A series of ophthalmic lens elements according to any one of claims 1 to 10 wherein each lens in the series provides a peripheral region having a range of positive mean power corresponding with different peripheral correction requirements.

12. A series of ophthalmic lens elements according to claim 11 wherein for each lens in the series, and for a radial originating at the geometric centre of the lens element, the positive mean power in the peripheral zone at any radial extent greater than substantially 20mm is at least 0.50 D relative to the refracting power at the distance reference point of the upper zone, and wherein the positive mean power at that radial extent varies by up to 2.50 D depending on the peripheral correction requirement of the wearer.

13. A series of ophthalmic lens elements according to claim 11 or 12 wherein for each lens in the series the size and/or shape of the upper zone is associated with a predetermined range of eye rotations for the wearer.

14. A progressive ophthalmic lens element including:
   an upper viewing zone providing a first refracting power for distance vision, the first refracting power in the range of substantially piano to -4.00 D;
   and
   a peripheral region surrounding the upper viewing zone and providing, throughout the region, positive power relative to the first refracting power, the peripheral region including a lower or near viewing zone providing a refracting power for near vision, and a corridor connecting the upper and lower zones, the corridor having a surface power varying from that of the upper viewing zone to that of the lower viewing zone;
   wherein for any radial originating at the geometric centre of the lens element, the positive mean power in the peripheral region at all radial extents...
greater than substantially 20mm is at least 0.50 D relative to the refracting power at the distance reference point of the upper zone, and wherein the distribution of positive mean power throughout the peripheral region provides an optical correction for retarding or arresting myopia for a wearer.

15. A method of dispensing or designing an ophthalmic lens element for retarding or arresting myopia, the method including:
- obtaining, for the wearer:
  a first required value of optical correction for an upper viewing zone to provide foveal vision for on-axis viewing tasks; and
  a second required value of optical correction for providing a stimulus for retarding or arresting myopia in a peripheral region of a wearer’s eye;
- selecting or designing an ophthalmic lens element according to the values of optical correction, the ophthalmic lens element including:
  a central region of low surface astigmatism, the central region including a first or upper viewing zone providing a first power corresponding to the first required value of optical correction; and
  a peripheral region of positive mean power relative to the first power, the peripheral region surrounding the central region, the peripheral region including:
    one or more regions of relatively higher surface astigmatism;
    a lower or near zone of low surface astigmatism, the lower viewing zone for a wearer’s near vision tasks; and
  a corridor of low surface astigmatism having a surface power varying from that of the upper viewing zone to that of the lower viewing zone;
  wherein peripheral region provides a distribution of positive mean power that corresponds with the second required value of optical correction.

16. An ophthalmic lens element substantially as hereinbefore described with reference to the accompanying drawings.
900

902 OBTAIN OPTICAL CORRECTION REQUIRED FOR PROVIDING FOVEAL VISION FOR ON-AXIS VIEWING TASKS

904 OBTAIN OPTICAL CORRECTION REQUIRED FOR PROVIDING A STIMULUS FOR RETARDING OR ARRESTING MYOPIA IN A PERIPHERAL REGION OF A WEARER'S EYE

906 SELECT AND/OR DESIGN OPHTHALMIC LENS ELEMENT ACCORDING TO THE VALUES OF OPTICAL CORRECTION OBTAINED AT STEPS

FIG. 9
## INTERNATIONAL SEARCH REPORT

**INTERNATIONAL APPLICATION NO.**

INTERNATIONAL SEARCH REPORT

**PCT/ISA/210 (second sheet) (April 2007)**

**Form PCT/ISA/210 (second sheet)**

**A CLASSIFICATION OF SUBJECT MATTER**

Int C1

**G02C 7/06 (2006 01)**

According to International Patent Classification (IPC) or to both national classification and IPC

**B FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of database and, where practicable, search terms used)

DWPI and JAPIO: lenses, ophthalmic, glasses, corridor, connect, peripheral, border, circumference, region, zone, correct, compensate, myopia, short, near, sight, vision, power, diopter, astigmatism and similar terms

**C DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>Pxe</td>
<td>WO 2007/041796 A1 (CARL ZEISS VISION AUSTRALIA HOLDINGS LIMITED) 19 April 2007</td>
<td>1-16</td>
</tr>
<tr>
<td></td>
<td>Figure 11, page 20 paragraph 6 to page 21, paragraph 1, and the claims</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 2005/0105047 A1 (SMITTH, III et al ) 19 May 2005</td>
<td></td>
</tr>
<tr>
<td></td>
<td>See entire document</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>WO 1997A026843 (ALLERGAN) 31 May 1997</td>
<td></td>
</tr>
<tr>
<td></td>
<td>See entire document</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C

See patent family annex

### Special categories of cited documents

* "A" document defining the general state of the art which is not considered to be of particular relevance

* "E" earlier application or patent but published on or after the international filing date

* "L" document which throws doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified) and which is not an earlier application or patent

* "O" document referring to an oral disclosure or exhibition or other means

* "P" document published prior to the international filing date but later than the priority date claimed

* "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

* "X" document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

* "Y" document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

* "K" document member of the same patent family

**Date of the actual completion of the international search**

12 October 2007

**Date of mailing of the international search report**

16 OCT 2007

**Name and mailing address of the ISA/AU**

AUSTRALIAN PATENT OFFICE
P.O. Box 200, Woden ACT 2606, Australia

**E-mail address**

pat@ipastral.ta.gov.au

**Facsimile No.**

(02) 628 3929

**Authorized officer**

ANDREW WALKER
AUSTRALIAN PATENT OFFICE

ISO 9001 Quality Certified Service

**Telephone No.**

(02) 6222 3676

Form PCT/ISA/210 (second sheet) (April 2007)
This Annex lists the known "A" publication level patent family members relating to the patent documents cited in the above-mentioned international search report. The Australian Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 2007041796</td>
<td>NONE</td>
</tr>
<tr>
<td>US 2005105047</td>
<td>AU 2004296710</td>
</tr>
<tr>
<td></td>
<td>CN 1909860</td>
</tr>
<tr>
<td></td>
<td>MX PA06005619</td>
</tr>
<tr>
<td></td>
<td>WO 2005055891</td>
</tr>
<tr>
<td></td>
<td>US 6221105</td>
</tr>
</tbody>
</table>

Due to data integration issues this family listing may not include 10 digit Australian applications filed since May 2001.