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UNITED STATES PATENT 
JOHN HUSZAR, OF PHILADELPHIA, PENNSYLVANIA. 

WAD-CUTTER. 

1,260,284. 

To all whom it may concern: . . . 
Be it known that I, JoHN HuSZAR, a Sub 

ject of the King of Hungary, resident of 
Philadelphia, county of Philadelphia, and 
State of Pennsylvania, have invented cer 
tain new and useful improvements in Wad 
Cutters, of which the following is a speci 
fication. 
This invention relates to improvements in 

wad cutters, and particularly to types which are manually operated. 
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The principal object of the invention is 
to provide a device by means of which cir 
cular wads or washers of leather, felt, or 
other fabric may be accurately, readily, and easily cut. 
A further object is to provide means com 

bined with the device, whereby, when a cer 
tain quantity of the Wads have been cut, 
that the same may be ejected from the cut ter head. 
These and other like objects are attained 

by the novel design, construction, and com 
bination of parts hereafter described and 
shown in the accompanying drawing, form 
ing a material part of this specification, and 
in which:- 

Figure 1 is a side elevational view of a 
cutter made in accordance with the inven 
tion. 

Fig. 2 is a longitudinal Sectional view 
taken on line 2-2 of Fig. 1. 

Fig. 3 is a fragmental view of the same, 
showing the parts in another position, and 

Fig. 4 is a transverse Sectional view taken on line 4-4 of Fig. 2. 
The implement consists of a metallic head 

10 preferably having a knurled or corrugated 
exterior in order to enable it to be firmly 
grasped by the hand of the operator, the 
upper portion being suited to receive blows 
from a hammer or the like; formed inte 
grally with the handle of the implement is 
an operative head 12, usually of larger di 
ameter, and containing a cylindrical open 
ing 14 corresponding with the Wad to be 
Cut. 
The cutting is accomplished by the bev 

eled conical wall 15 the same being sharp 
ened to an acute edge 16 adapted to be 
ground or otherwise renewed as the imple 
ment becomes dulled by use. . 

Extending upward from the bore 14 into 
the handle 10 is an opening 19 while fur 
ther extending above the opening 19 is a 
Smaller bore 20 adapted to receive the 
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plunger stem 21 united to the plunger head 
22, all of these several parts being freely 
slidable and pressed normally downward by 
the action of the helically coiled spring 23, 
One end of which rests against the upper 
Surface of the plunger head 22 and the 
other against a shoulder 25 formed in the handle. 
A longitudinal recess 26 is formed through 

the side walls of the head terminating at 
its upper end in an angular passage 27 the 
slot being receptive of the stem 30, formed 
with an operating head 31 extending out 
Wardly, while the inner end of the stem is rigidly engaged in the plunger 22. 

In operation, the material to be cut is 
placed upon any level surface, preferably 
of relatively soft material, as a Wooden 
block, whereupon the head of the implement 
is placed on the material, the handle 10 be 
ing held so as to steady the implement, a 
blow from a mallet, hammer, or the like de 
livered upon its upper end, causing the edge 
16 to cut the material forcing the wad up 
Ward into the cylindrical bore 14, this op 
eration being continued until the bore is 
filled with the Wads, it being understood at 
the time that the stem 30 is held in the 
slot, 27. 
When it is desired to deliver the cut Wads 

from the bore of the implement, the knob 
31 is turned so as to bring the stem 30 into 
alinement with the open slot 26 thus releas 
ing the plunger head 22 for movement im 
parted by the spring 23 whereupon the 
plunger head will eject the Wads from the 
head and the implement is ready for fur 
ther use. 
Having thus described my invention, what 

I claim as new and desire to secure by Let ters Patent, is:- 
1. The combination with a head having a cylindrical bore terminating in a cutting 

edge, a handle integral with said head, said 
handle being adapted to be manually oper 
ated and receive the concussive effect of a 
blow, of a plunger movable in the bore of 
Said head, a stem attached thereto extend 
ing upward in said handle, a spring circum 
jacent of Said stem, and adapted to press 
said plunger downwardly, and means en 
gaged with said stem for holding said plun 
ger in a raised position, said holding means 
it ding laterally outward through said 
08C. 

2. In an implement of the class described, 
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the combination with a knurled handle hay 
ing an upper end adapted to receive blows, 
a head integrally formed therewith, said 
head having a cylindrical central bore and, w said slot into the branch thereof. a sharp lower edge, of a plunger slidable 
in the cylindrical bore, means for normally 
forcing. Said plunger downward, said head containing a reversed L shaped slot extend. 

ing through its Wall, a pin affixed in the pe 
liphery of said plunger extending through 10 
said slot, and a head on said pin whereby it 
may be guided from the vertical element of 

In testimony whereof I have affixed my 
signature this 10th day of February, 1917. 

JOHN HUSZAR. 
Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 

. . . Washington, D.C.' - 


