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ABSTRACT OF THE DSCLOSURE 10 
Fasteners comprising pairs of unitary interengaging 

articles. Each article has a base carrying a multiplicity 
of headed engaging elements over its surface. The posi 
tions of the element heads are unordered with respect to 15 
each other. This lack of order makes the engagement 
force of the articles much more uniform at all relative 
angles and positions of engagement than if the elements 
were Ordered, e.g. in rows. 

20 

This invention relates to fasteners, and more par ticularly to fasteners comprising mechanically interacting 
functional Surfaces which can be engaged without re 
gard to alignment. 25 
Various types of fasteners comprising complementary 

pairs of articles capable of engaging and holding to one 
another over an area or Surface are known, e.g. see U.S. 
Patents 2,499,898 and 3,192,589. The individual articles 
of these fasteners have functional surfaces with patterns of 30 
headed elements located in ordered positions relative to 
One another On a base. The patterns usually consist of 
Straight rows of equally Separated elements. When the 
articles are engaged, the element heads of each are held 
between the element heads and the base of the other. 35 
The fasteners of these patents are satisfactory for some 

uses, but if an attempt is made to interengage them at 
random angles relative to one another (e.g. at relative 
angles at which the rows of elements in one article are 
not parallel to those of the complementary article), either 40 
engagementis impossible, the Surfaces are damaged (many 
elements being broken) or at best an unsatisfactory en 
gagement is achieved (a relatively large force being re 
quired to engage and a relatively Small force being re 
quired to disengage). 45 
The need to carefully align the prior art fastener arti 

cles before engaging them considerably limits their utility 
Since in many applications in industry and in the home, 
it is impractical or inefficient to align the complementary 
fastener articles precisely when mounting them for use. 50 
Furthermore, when the complementary articles are 
mounted on rigid Substrates (such as metal or wood), 
they cannot shift and adjust to one another upon en 
gaging. 
A Second general type of fastener in which the com- 55 

plementary articles hold over an area is exemplified by 
U.S. Patent 2,717,437. These articles can be interengaged 
at random angles, but have a low degree of holding power 
and are Substantially different in operation and constuc 
tion then either the previously mentioned types of fasten- 60 
ers orthose of the presentinvention. 

It has now been found possible to provide fasteners 
which do not require careful alignment before engage 
ment, which have a high degree of holding power and are 
relatively easily manufactured. Elements are not dam- 65 
aged and the force required to engage the fasteners and 
the force which resists separation is quite uniform, re 
gardless of alignment. 
The fasteners of the invention comprise complemen 

tary pairs of interengaging unitary articles each having 70 
a relatively stiff base from which emanates a multiplicity 
of resilient cam elements, each comprised of a stem ter 

2 
minating in an enlarged shapedhead, the position ofeach 
element head being unordered with respect to the posi 
tions of the other element heads. 
They combine a high degree of holding power with 

properties of operation and holding which are substan 
tially independent of the relative angles at which the 
Surfaces engage and of the positions of the surfaces which 
are engaged (i.e. the properties of engagement are sub 
stantially independent of angular and translatory changes 
in relative positions of the complementary articles). Thus, 
they can be considered to be essentially isotropic in na 
ture. In any position of engagement, many or most of the 
elements of the Surfaces are out of their normal no-stress 
positions (i.e. their positions when not engaged). The 
direction and extent of the stress and strain of any in 
dividual element being generally unordered and unpre 
dictable when the Surfaces are engaged. 

Various illustrative embodiments of the invention, in 
cluding certain features which are discussed hereinafter, 
are Shown in the accompanying drawings wherein: 

FIG. 1 is a top view of an article of the invention 
having elements with heads of uniform circular cross 
Section, the elements being in unordered positions. The 
Stems are hidden behind the heads and are not shown. 

FIG. 2 is a fragmentary side view of an article of the 
type Shown in FIG. 1 in which the elements have essen 
tially spherical heads of a uniform size. 

FIG. 3 is a fragmentary side view of an article of the 
invention having elements with bullet-shaped heads. 

FIG. 4 is a top view of an article of the invention in 
which ordered Sub-groups are located at unordered posi 
tions, the Sub-group configuration being such that the 
centers of the elements therein are in a triangular rela 
tionship to one another. » 

FIG. 5 is a fragmentary side view of an intermediate 
in the preparation of still another article of the invention 
showing several unheaded element stems which are cy 
lindrical in shape, the ends thereof being planes which 
are at acute angles to the aXes of the cylinders. 

FIG. 6 is a fragmentary side view of an article of the 
invention having unsymmetrically headed elements, said 
article being prepared by heating the article of FIG. 5 
from the ends of the elements to melt them and form 
the heads. 

FIG. 7 is a fragmentary side view of an article of 
the invention having elements of varying lengths with 
stems and essentially spherical or globular heads of Vary 
ing diameters. In FIGS. 2, 3 and 5–7 a depth of field of 
only one to two elements are shown for clarity. 
The individual elements are stiff, spine-like and elastic 

and are unitary with the relatively rigid and stiff, base 
of the unitary articles. The latter preferably remains Sub 
stantially undeformed during engagement and disengage 
ment of the articles. The elements tend to resist positional 
displacement but normally bend to the side like cantilever 
beams in response to forces brought about by engagement 
movements of the articles. This resistance to positional 
displacement (which is transmitted from element to ele 
ment through the base) is important in providing the 
high degree of holding power of the fasteners. 
The term “unorderedº as used herein refers to the 

relative positions of the element heads on a single fast 
ener article and means a lack of mathematical predic 
tability thereof. It can result from a lack of order in 
the positions of entire individual elements, of the heads 
of individual elements or of the orientation of unsym 
metrical element heads. In any of these cases, the ele 
ments are unordered (i.e. their positions cannot be pre 
dicted). The unorder may appear in only one or in more 
than one of the coordinates used to describe the loca 
tions thereof. Thus, for example, using the rectangular 
coordinate System to describe the positions of the ele 



3,408,705 
3 

ments, the length and width measurements might be 
ordered but the height measurement unordered and hence 
the location of any element head would be mathemati 
cally unpredictable. 

FIGS. 1–3 of the drawings provide clear illustrations 
of articles of the invention in which the entire individual 
elements are unordered. Articles having the element 
heads at unordered positions, as in FIG. 1, but in which 
the element stems are attached to the base at ordered 
positions also have essentially isotropic properties and 
fall within the invention. 

FIG. 4 illustrates articles containing ordered sub-groups 
of elements which sub-groups are unorderd in their re 
lation to one another. Such Surfaces are generally un 
ordered and their performances are Substantially iso 
tropic as are those of the other articles of the inven 
tion. 

In contrast to the surfaces of the present invention, 
ordered arrangements of element locations indicate ma 
thematical predictability, i.e. mis-location or omission of 
an element therein could be detected as could elements 
present in addition to the pattern. 

Although the functional Surfaces of the articles of 
the invention (those carrying the headed elements) are 
unordered, certain overall limitations thereon are gen 
erally applied. Thus, sufficient overall space is provided 
between elements so that engagement is possible, yet 
there is a sufficient density of elements so that strong en 
gagement is achieved. 
The overall density of elements per unit area and 

ranges of permissible sizes and Shapes thereof can be 
used to control these factors. The density of elements 
can be limited by restraints on the distances between 
elements, such as minimum or maximum distances, pro 
portions of distances, etc. or by limiting the volume of 
space wherein elements may be located. The positions 
of heads may also be related to the stem diameter, or 
other parameter. 
The engagement movements of the fasteners of the 

invention involve the movement of the heads of the ele 
ments of each article past those of the other article and 
include the initial engagement of the articles, the shift 
ing of relative positions of engaged articles, in certain 
cases, and disengagement. The element heads of each 
complementary article of the fastener bear against those 
of the other during engagement movements and holding 
in engagement is provided when element heads of each 
article are held between the element heads and base of 
the other (i.e. below the element heads of the other). 
Each engagement movement is accompanied by the elas 
tic deformation of a great majority of the cam elements 
within the proportional limits of the elastic material and 
then at least partial recovery from deformation when the 
new position is reached. The behavior of any particular 
element or elements in any particular engagement may 
not be typical of the majority, e.g. an element may be 
simply bent to the side but its head not pass by the heads 
of the adjacent elements of the complementary article. 
Also a particular element may be elastically deformed 
during interengagement but may not recover even parti 
ally upon reaching the engagement. 

Preferably the surfaces of the invention are capable 
of undergoing simultaneous operational engagement 
over the entire surfaces although in some particular arti 
cles of the invention simultaneous engagement is diffi 
cult or impossible and sequential engagement (e.g. en 
gagement progressing from one side of the functional 
surfaces to the other) is used. Even where not necessary 
the bases can sometimes be deformed, for convenience, 
e.g. to bring about sequential engagement in articles in 
which simultaneous engagement is possible but more dif 
ficult. Also the base of an engaged article can be made 
concave and disengagement or a change in engagement 
thereby made dificult or impossible. 
Among the variables in the design of the fasteners 
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4 
are the length, diameter, shape, composition, stiffness 
and angle of intercept with the base of the element stems; 
the composition, shape, size and resistance to volume 
deformation of the heads; and the thickness, shape, com 
position and stiffness of the base. Preferably, in the arti 
cles of the invention the element heads are at a uniform 
distance above the base since such articles are more 
easily manufactured and perform quite Satisfactorily. In 
addition the heads are preferably of the same size and 
shape, these features adding further to the ease of manu 
facture. 
The heads and stems of the elements can be of a wide 

variety of shapes. Often, but not always, the elements 
are circular in cross section and symmetrical about an 
axis. The heads of the elements shown in FIGS. 2 and 
7 are, for example, essentially spherical or globe shaped. 
These form a preferred class since they can be easily 
wormed on unheaded cylindrical Stems (or rods) by 
simply melting the tends thereof (using an infrared 
source, jets of hot air or passing the article with un 
headed elements under a heated object such as a metal 
bar) and then cooling them. Another advantage of the 
articles having elements with globe-shaped heads is that 
they ordinarily can undergo many engagement and dis 
engagement cycles without undue wear. 

Another preferred head shape is illustrated in FIG. 3 
wherein the heads are essentially bullet shaped. The force 
required to disengage these articles is substantially greater 
than the force required to engage them. Thus they are 
illustrative of another important and novel subclass in 
which the maximum angle between the axis and the bear 
ing Surface of each element during engagement is Sub 
stantially less than the maximum angle between the axis 
and the bearing surface ofeach element during disengage 
ment, the angles being measured within the element heads, 
so that the force required to disengage the articles is 
substantially greater than the force required to engage 
them. 
The fasteners of this invention can be fabricated by 

known techniques such as injection molding, compression 
molding, extrusion, progressive stamping and die form 
ing, casting, investment molding, embossing, vacuum 
forming, flocking, etc. 
The unordered positions of the elements can be de 

termined either during manufacture or prior thereto. They 
can be determined during manufacture, for example, by 
flocking rods without heads onto a base sheet and affixing 
them thereto (e.g. by having the base sheet in molten 
condition at the time of flocking, by using a strong, 
permanent adhesive, etc.). Each rod is sufficiently long 
so that its volume is equal to the volume of the headed 
cam element to be made from it. Using vibratory flock 
ing techniques, the rods are oriented Substantially per 
pendicular to the base but in unordered positions. In a 
subsequent operation, the rods can be formed into headed 
cam elements, as described elsewhere herein. Alternative 
ly, stems with enlarged headson both ends can beflocked 
onto a base and affixed thereto (and the head adjacent 
the base can be buried if desired by a heavy adhesive 
coat). 

If, during the flocking operation, the rods or headed 
stems are constrained so that each becomes affixed to a 
limited base area, then the positions of the elements will 
be unordered, with limitations, in two dimensions. If rods 
or headed stems of varying lengths and/or diameters are 
used which will form cam elements whose heads are lo 
cated at various heights, then the heads of the elements 
will be located at unordered positions (heights) above 
the base (see FIG. 7) and will be unordered in three 
dimensions. 

It is sometimes desirable to use a mixture of rods of 
different materials to flock onto a base, e.g. when rods 
of varying diameters are to be attached to the base and 
then headed (since if all were of the same material, those 
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article can have a plurality of functional Surfaces thereon. 
Various polymeric systems can be used in conjunction 

with the articles of the invention. Thus, for example, the 
base surface between the contour elements of the func 
tional surface can be coated to any desired depth with 
a liquid or partially cured Semisolid polymeric system, 
the surface engaged with another functional surface and 
the polymer thereafter activated and/orcured. Some types 
of Systems which can be used in this way are cements 
(which can be subsequently dried), sealants (which can 
be subsequently set), foaming systems (which. can be 
subsequently foamed) and cross linking polymers (which 
can be Subsequently cross linked). 
The contour elements of the invention vary greatly in 

size and proportions, the actual limits depending largely 
upon the ease and efficiency of production and the in 
tended use. Ordinarily, for ease of fabrication, handling, 
storage and use the elements are from about 0,025 to 1 
inch in length and the length to diameter ratios of the 
stem portions thereof are from about 0.5 to 10 

For definitions of terms herein relating to strength of 
materials, reference is made to the book “Formulas for 
Stress and Strainº by R. J. Roark, McGraw-Hill Book 
Company, Inc., 1943, especially at pages 5–12. 
What is claimed is: 
1. A fastener comprising a complementary pair of 

unitary interengaging articles, each having a relatively 
stiff base from which emanates a multiplicity of resilient 
cam elements each comprised of a Stem terminating in 
an enlarged shaped head, in which (1) the position of 
each element head is unordered with respect to the posi 
tions of the other element heads (2) a Substantial number 
of pairs of adjacent element heads over the surface are 
spaced so that the distance between the heads is greater 
than the stem diameter (3) ordinarily three or more ad 
jacentelement heads lie along curved paths and (4) when 
the complementary articles are interengaged, a majority 
of the element heads of each article are held beneath 
the element heads of the other article. 

2. A fastener according to claim: 1 wherein the element 
heads are globe shaped. 

3. Afastener according to claim 1wherein the element 
heads are unsymmetrically shaped. 

4. A fastener comprising a complementary pair of 
unitary interengaging articles, each having a relatively 
stiff base from which emanates a multiplicity of resilient 
cam elements each comprised of a stem terminating 
in an enlarged shaped head, in which (1) the position 
of each element head is unordered with respect to the 
positions of the other element heads (2) a substantial 
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8 
number of pairs of adjacent element heads over the 
Surface are spaced so that the distance between the heads 
is greater than the stem diameter (3) ordinarily three 
or more adjacent element heads lie along curved paths 
and (4) when the complementary articles are interen 
gaged, a majority of the element heads of each article 
are held beneath the element heads of the other article, 
the maximum angles between the axes and the bearing 
Surfaces of the elements during engagement being sub 
stantially less than the maximum angles between the 
aXes and the bearing surfaces of the elements during dis 
engagement, the angles being measured within the element 
heads, whereby the force required to disengage the articles 
is substantially greater than the force required to engage 
them. 

5. A fastener according to claim 4 wherein the element 
heads are bullet-shaped. “ 

6. A fastener comprising a complementary pair of 
unitary interengaging articles, each having a relatively 
stiff base from which emanates a multiplicity of resilient 
cam elements each comprised of a stem terminating in an 
enlarged shaped head, in which (1) the position of each 
element head is unordered with respect to the positions 
of the other element heads (2) a substantial number of 
pairs of adjacent element heads over the surface are 
spaced so that the distance between the heads is greater 
than the stem diameter (3) ordinarily three or more 
adjacent element heads lie along curved paths and (4) 
when the complementary articles are interengaged, a 
majority of the element heads of each article are held 
beneath the element heads of the other article, the ele 
ments being of a uniform size and shape and each ele 
ment being symmetrical about its centralaxis. 

7. A fastener according to claim 6. wherein the element 
heads are globe shaped. 
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