The present invention relates to a sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix. The sampling device comprises a tube having two open ends, a sample-collecting member and a plunger. The plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end. The plunger is displaceable in the proximal direction in the tube from a retracted introduction position into an extended sampling position. In the introduction position, the sampling member is situated inside the tube and protrudes from the tube in the sampling position.
Sampling device and method for preparing the same.

The present invention relates to a sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix.

Such sampling devices are known. Examples which may be mentioned include, inter alia, the Cervex-Brush®, the EndoCervex-Brush® and the Viba-Brush®, which are all marketed by Rovers Medical Devices B.V. (NL).

The Viba-Brush® is a brush having a plurality of relatively long brush hairs which extend in the axial direction. One end of each of these brush hairs is fixed on the hair carrier, while the other end protrudes forward freely in the proximal direction. Together, the hairs form a bundle of hairs which extend mutually parallel. In the horizontal position - when the brush hairs extend horizontally - these hairs continue to extend substantially horizontally; each of them forms a so-called 'cantilever beam'. These brush hairs do not have to be supported, as, due to the fact that the brush hairs in this case form cantilever beams, they automatically continue to extend mutually parallel and in the axial direction.

The EndoCervex-Brush® is a spike extending in the axial direction and comprising a plurality of relatively short brush hairs running in the transverse direction. One end of these brush hairs is also fixed to the spike which serves as a carrier and the other end is a free end. Also, in this case as well, the brush hairs form cantilever beams so that when the brush hairs are oriented horizontally, the brush hairs will also continue to extend substantially horizontally.

When collecting a sample from the vagina and/or cervix, the sampling device, that is to say the sampling member arranged on a stick thereof, such as the abovementioned Viba-brush® or EndoCervex-brush®, is inserted into the vagina in order to then collect a sample. Such sampling is usually carried out by a third party, such as a physician or an assistant physician. Many women do not like the idea of such a sampling, because they do not feel comfortable with such a procedure. A solution to this problem could be self-sampling, where the woman carries out sampling herself.

WO 03/026502 discloses a device for sampling cervical tissue. According to the publication, this device is intended for self-sampling. The sampling procedure is very complicated, however. Between page 9, line 24 - page 10, line 11 and page 18, line 7 - page 19, line 7, WO 03/026502 twice describes how a pre-insertion assembly is formed by placing an
introduction guide member 20 into the insertion tube 2, this combination is then introduced into the vagina, and the introduction guide member 20 is subsequently removed from the insertion tube, the insertion tube 2 is then introduced further into the vagina, and when the insertion tube 20 has been positioned correctly, the cervical sampler 50 - a stick with a sample-collecting member 42 at the proximal end - is pushed through the insertion tube and sampling is carried out. Referring to page 11, line 2 and Figs. 2 and 5, the insertion tube is provided at the distal end - that is to say at the end facing away from the body of the woman - with a sealing flange with a centrally arranged bore which is narrow compared to the diameter of the insertion tube and through which the stick of the introduction guide member extends in the position in Fig. 2 and through which the stick of the cervical sampler 50 extends in the position from Fig. 5. However, due to the wide head 32 and the wide support member 23, both of which form an integral part of the stick, it is not possible to remove the introduction guide member 20 from the insertion tube 2. Also, due to the wide aligning members, both of which form an integral part of the stick 55, it is not possible to insert the cervical sampler into the insertion tube 2. The device described in WO 03/026502 is thus ineffective and can therefore not function as described in WO 03/026502. In so far as the device according to WO 03/026502 can be used for sampling, the degree to which the sample-collecting member 42 can be extended outwards from the insertion tube -see Fig. 5- is limited by the fact that the wide handle 56 of the sampler 50 comes to lie against the sealing flange 16 of the insertion tube. However, if the sampler 50 is rotated during taking of the sample - as instructed - then the sample-collecting member can be retracted into the insertion tube and thus lose contact with the tissue to be sampled. Reliable sampling can therefore not be guaranteed. The same applies to the audible and tangible clicking system which is made from a protuberance portion 60 on the handle 56 and the recess 12 in the sealing flange of the insertion tube 2. This should produce a click upon each rotation so that the user can count the number of rotations and know when the sampling has been completed. If the sample-collecting member is retracted during rotation of the sampler 50, the user will not notice any clicking. This also makes sampling reliable. In addition, the design of the clicking system is such that pubic hair can easily become trapped in it, which may lead to painful results during rotation, which may in turn adversely affect the reliability of the sampling. For a good operation of the clicking system and in order to ensure that the sample-collecting member 42 sticks out of the insertion tube 2 during sampling, the handle 56 will have to be pushed continuously during sampling. This is not only impractical and unpleasant, but also means that the tissue to be sampled will be pushed forcefully. This is unpleasant and can lead to unreliable sampling.

It is an object of the present invention to provide a sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, by means of which self-sampling
with reliable collection of samples is possible. It should be noted that although the sampling device according to the invention is intended in particular for self-sampling, it is advantageously also highly suitable for sampling by a physician or assistant physician. As is described below, this object can be achieved by various means (aspects), each of which is individually patentable. According to the present application, this object is achieved in particular in accordance with claim 1, which is based on the third aspect (page 5, line 20 ff. of this application).

According to a first aspect of the invention, the abovementioned object is achieved by providing a sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:
- a tube having an open proximal tube end and an open distal tube end;
- a sample-collecting member;
- a plunger having a proximal plunger end and a distal plunger end;

in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end;

in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position;

in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position;

in which the sample-collecting member comprises a carrier part and a plurality of brush hairs which protrude from the carrier part in the manner of a cantilever.

Upon insertion into the vagina, also referred to as introduction, the sample-collecting member with cantilever-like brush hairs is retracted in the tube. This prevents these cantilever-like and therefore relatively stiff brush hairs from penetrating into the wall of the vagina or otherwise becoming caught during introduction, which is perceived by the user as unpleasant. The tube protects the wall of the vagina during introduction of the brush hairs. In addition, the tube prevents the brush hairs from stinging if the sampling device is pushed next to the opening of the vagina into the tissue surrounding the opening of the vagina. After the sampling device has been introduced, the sample-collecting member is pushed out of the proximal tube end in the proximal direction by means of the plunger, after which sampling can take place, for example by rotating the sample-collecting member one or more times about the axial longitudinal axis.

It should be noted that US 6,740,049 discloses a brush having a surrounding tube and intended for self-sampling. When the brush is held vertically, that is to say with the hairs hanging down, the brush hairs of the brush extend axially and are retracted inside the tube
during introduction. In this case, the brush hairs form a mop (US 6,740,049 uses the terms 'mop-like sampling head' and 'mop-like brush'), that is to say the hairs buckle under their own weight, in other words they are limp threads. By means of a Euler formula, US 6,740,049 indicates how the length from where the hairs form a mop-like brush can be calculated for column-shaped hairs. Such a mop-like brush requires a tube as an introduction aid since the mop-like brush hairs will hang down when the stick is in a horizontal position and introduction into the mouth of the vagina and the vagina itself will thus be difficult. In this case, the tube serves to keep the hairs in an axial position during the introduction procedure, if the brush hairs are cantilever-tike, as is the case with the first aspect of the invention, such a tube is not required, as is also evident from the fact that the above-described Viba-Brush® and EndoCervex-brush® are being used by physicians/assistant physicians without such a tube.

According to a further embodiment of the first aspect of the invention, the plurality of brush hairs comprises elongate brush hairs extending in the proximal direction. In the case of self-sampling, elongate cantilever-like brush hairs extending in the proximal direction are particularly suitable for reaching the area around the cervix or the cervix itself after introduction into the vagina. In this case, the elongate brush hairs have a length of in particular at least 15 mm, such as 17 to 35 mm. Brush hairs of such length make good sampling possible.

According to a second aspect of the invention, the object of the invention - providing a sampling device, in particular for self-sampling - is achieved by providing a sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:

- a tube having an open proximal tube end and an open distal tube end;
- a sample-collecting member;
- a plunger having a proximal plunger end and a distal plunger end;

in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end;

in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position;

in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position; and

in which the tube is provided on the outside with a radially protruding insertion stop which defines the insertion depth over which the tube can be introduced into the body cavity, in particular the vagina, in the proximal direction.
Such an insertion stop prevents on the one hand that the sampling device is introduced too far and, on the other hand, when the insertion stop has come to rest against the body, it indicates to the self-sampling woman - or possibly the sampling third party - that the sampling device has been inserted sufficiently far. In the case of self-sampling, the insertion stop provides assurance to the, usually inexperienced and insecure, self-sampling woman that she is carrying out the sampling correctly.

According to one embodiment of this second aspect of the invention, the insertion depth, measured as the distance from the insertion stop to the proximal end of the tube, is at least 30 mm, in particular 30 to 70 mm. Such a distance, which may be approximately 50 mm, ensures a sufficient insertion depth so that there is still enough space left to push the sampling member out of the tube in order to sample the vagina and/or the cervix. According to a further embodiment of the second aspect of the invention, the distance from the insertion stop to the distal end of the tube is at least 5 cm, in particular at least 7 cm, and this distance is in particular 7 to 15 cm. This distance from the insertion stop to the distal end of the tube will be in particular approximately 8 to 10 cm or slightly more. This ensures that, after sampling, the self-sampling woman can readily handle the sampling device during sampling by means of the freely protruding distal end of the tube.

According to a third aspect of the invention, the object of the invention - providing a sampling device particularly suitable for self-sampling - is achieved by providing a sampling device for sampling a body cavity, in particular sampling the vagina and/or cervix, in which the sampling device comprises:
• a tube having an open proximal tube end and an open distal tube end;
• a sample-collecting member;
• a plunger having a proximal plunger end and a distal plunger end; in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end; in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position;
in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position; and in which the sampling device is provided with an extension limiter which defines a maximum extension length over which the sample-collecting member can be extended from the proximal tube end.

This prevents the sample-collecting member from being extended too far out of the proximal tube end and prevents the distal end of the plunger from completely disappearing into the
distal end of the tube which would result in it no longer being readily controllable for sampling, and also prevents the sampling device from not being readily removable from the vagina. In the case of self-sampling, the extension limiter provides assurance to the, usually inexperienced and insecure, self-sampling woman that she is carrying out the sampling correctly. According to an embodiment of the third aspect of the invention, the extension length, measured from the proximal end of the sampling device to the proximal tube end, is at least 10 mm, in particular 10 to 45 mm. With such an extension length, the sampling member comes out of the tube to a sufficient degree to ensure good sampling. According to the invention, the extension length may be 25 to 35 mm.

According to the invention, the extension limiter may be designed in various ways. According to a first embodiment, the extension limiter comprises a widened section at the distal plunger end, which widened section comes to a halt against the distal tube end when the sample-collecting member is extended in the proximal direction. By making the widened section non-round with respect to the axial axis of the plunger - such as elongate, viewed transversely to the axial axis - the self-sampling woman can determine the rotary position of the plunger and thus count the number of turns when turning the plunger. According to a second embodiment, which can also be executed in combination with the first embodiment, the extension limiter comprises an extension lock which, viewed in the axial direction of the plunger, fixes the relative position of the plunger with respect to the tube at the maximum extension length. The extension lock ensures that, during sampling, after the maximum extension length has been reached, the position of the plunger and thus also of the sample-collecting member attached to the plunger remains fixed with respect to the tube. Such an extension lock can be constructed in various ways. According to a first embodiment, the extension lock comprises a rib provided inside the tube and extending in the peripheral direction of the tube; and a locking lug provided on the plunger and protruding in the radial direction; the locking lug being resilient and flexible in the radial direction in order to pass the rib in the axial direction. When extending the sample-collecting member, that is to say sliding the plunger in the proximal direction with respect to the tube, the locking lug provided on the plunger will approach the rib provided inside the tube and subsequently pass it due to the fact that the locking lug is resilient and flexible in the radial direction. When the locking lug passes, it will initially be pushed radially inwards and then rebound radially after the rib has been passed and thus will counteract pushing back of the plunger in the distal direction with respect to the tube. However, it should be noted that pushing back of the plunger in the distal direction may be readily possible if sufficient force is used; but this will, however, not happen inadvertently since the locking lug then has to be passed again first. According to another embodiment, the extension lock comprises a lip which runs at an angle with respect to the axial direction and has a free end and a fixed end which is attached to one of either the tube or the plunger; and
a first groove in which the free end of said lip can be accommodated and which is provided in the other of either the plunger or the tube. When the plunger is moved with respect to the tube, the lip will then, when it reaches the first groove, snap into the first groove and thus form a lock. In particular when the lip is placed at an angle, this lock can simply be designed such that further extension in the proximal direction is prevented completely while pushing back in the distal direction is not, or hardly, prevented. This embodiment can also be designed such that both further extending in the proximal direction and pushing back in the distal direction are possible, provided a sufficiently large force is exerted to release the lip from the groove again.

According to a fourth aspect, the object of the invention - providing a sampling device, in particular for self-sampling - is achieved by providing a sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:

- a tube having an open proximal tube end and an open distal tube end;
- a sample-collecting member;
- a plunger having a proximal plunger end and a distal plunger end; in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end;

in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position; in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position; in which the sampling device is provided with a disassembly restriction, comprising:

- a lip which runs at an angle with respect to the axial direction and has a free end and a fixed end which is attached to one of either the tube or the plunger;
- a second groove in which the free end of said lip can be accommodated and which is provided in the other of either the plunger or the tube.

Such a disassembly restriction on the one hand makes simple assembly possible in the sense that the proximal end of the plunger can easily be inserted into the distal tube end. On the other hand, such a disassembly restriction effectively prevents a self-sampling woman from inadvertently pulling the plunger out of the tube by operating the plunger in the wrong direction. One of the two parts of this disassembly restriction (that is to say, the lip or the second groove) can also readily form part of an abovementioned extension lock.
According to a fifth aspect of the invention, the object of the invention - providing a sampling device, in particular for self-sampling - is achieved by providing a sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:

5  • a tube having an open proximal tube end and an open distal tube end;
  • a sample-collecting member;
  • a plunger having a proximal plunger end and a distal plunger end;
in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end;
10 in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position;
  in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position;
in which the sampling device is furthermore provided with a clicking mechanism which is designed to generate a click when the plunger is rotated through a predetermined angular distance, such as 180° or 360°, with respect to the tube.

Such a clicking mechanism enables the self-sampling woman to check whether she is rotating the sampling member a sufficient number of times during sampling. Each predetermined angular rotation, such as a half or complete turn, of the plunger about the axial axis thereof generates a click. Such a click may be a tangible and/or an audible click.

According to the invention, the clicking mechanism may be designed in various ways. According to one embodiment of the invention, the clicking mechanism comprises a clicking bump, such as a clicking groove or a clicking rib, and a radial clicking lug, with the clicking bump on the one hand being provided on one of either the inside of the tube or the plunger and on the other hand the clicking lug being provided on the other of either the plunger or the inside of the tube, in order to generate said click in the sampling position when, during rotation of the plunger with respect to the tube, the clicking lug passes the clicking bump.

30 According to a sixth aspect of the invention, the object of the invention - providing a sampling device, in particular for self-sampling - is achieved by providing a sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:

35  • a tube having an open proximal tube end and an open distal tube end;
  • a sample-collecting member;
  • a plunger having a proximal plunger end and a distal plunger end;
  • a packaging, in particular a sterile packaging;
in which the plunger is inserted in the tube, with the distal plunger end protruding from the
distal tube end, and carries the sample-collecting member at the proximal tube end;
in which the plunger is displaceable in the proximal direction in the tube from a retracted
introduction position to an extended sampling position;

in which, in the introduction position, the sample-collecting member is situated inside the tube
and protrudes from the tube in the sampling position. Offering the sampling device according
to the invention reassures the self-sampling woman that the sampling device is new. The use
of sterile packaging furthermore ensures that the sampling device is free from infectious
germs.

According to a further embodiment of the sixth aspect of the invention, the sampling device
according to the invention has a supply position, in which the plunger protrudes from the
proximal tube end, preferably is substantially outside the tube; the plunger is displaceable in
the distal direction with respect to the tube from the supply position to said introduction
position; and the sampling device is packaged in the packaging in the supply position, the
packaging preferably being carried out in a sterile manner. The self-sampling woman can
thus inspect the sampling member herself before using the sampling device. Following
inspection, the self-sampling woman - or possibly a third party - will then pull back the
plunger in order to pull back the sample-collecting member in the tube in order to then insert
the sampling device which is in the introduction position, collect a sample and subsequently
remove the sampling device from the vagina again. According to a further embodiment, the
packaging is transparent in this case. Thus, the self-sampling woman can see the sampling
member and consequently inspect it before opening the packaging.

According to a seventh aspect, the invention relates to a method for preparing the sampling
device according to the invention, comprising the following steps:

- an unwrapping step in which the sampling device is removed from the packaging;
- an inspection step in which the sampling member, before or after the unwrapping step,
is inspected by the patient to be sampled, with the sampling member protruding from the
tube during the inspection step;
- a retraction step in which the sampling member, by displacing the plunger in the distal
direction with respect to the tube, is retracted into the tube into said introduction position,
with the retraction step taking place after the inspection step.

With this seventh aspect, the sampling can be carried out by either the woman to be sampled
herself (self-sampling) or by a third party, such as the physician or assistant physician. In both
cases, it is reassuring for the woman to be sampled if she can inspect the sampling member
before it is being inserted.
According to an eighth aspect of the invention, the object of the invention is achieved by providing a sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:

5  • a tube having an open proximal tube end and an open distal tube end;
   • a sample-collecting member;
   • a plunger having a proximal plunger end and a distal plunger end;
   in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end;
10  in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position;
   in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position;
   in which the outside of the tube, at least the outside of the tube in the part of the tube which is proximal to the insertion stop, is provided with a slippery layer.

The slippery layer, which when in contact with the inside of the vagina provides sliding action, facilitates insertion. The slippery layer can be produced by applying a lubricant, for example those known for condoms, or by choosing a material for the tube and/or a surface structure thereof such that it acts as a slippery layer (or lubricant). Such materials and surface structures are known to those skilled in the art, inter alia from tampon applicators. This eighth aspect of the invention is particularly advantageous in combination with one or more of the other aspects of the invention.

25  As will be clear, due to these measures, the sampling device according to the first, second, third, fourth, fifth, sixth and seventh aspects of the invention is not only very suitable for self-sampling, but these measures also offer advantages in the case of sampling by third parties, such as a physician or assistant physician, since the risk of the cantilever-like brush hairs stinging in an irritating manner or getting caught during the insertion procedure is reduced (first aspect), a correct insertion depth is readily ensured without requiring the use of an investigative tool such as a speculum (second aspect), a correct extension length is readily ensured (third aspect), inadvertent disassembly is readily prevented (fourth aspect), a sufficient number of rotations of the sample-collecting member can easily be verified (fifth aspect), and inspection of the sample-collecting member by the woman to be sampled is readily possible prior to sampling (sixth aspect). Furthermore, it will be clear that with the second, third, fourth, fifth, sixth and seventh aspects of the invention, other sample-collecting members than the sample-collecting members having cantilever-like brush hairs can readily be used, and even sample-collecting members without brush hairs are conceivable.
Moreover, it will also be clear that the first, second, third, fourth, fifth, sixth and seventh aspect of the invention can be applied completely separately from one another as well as in various combinations with one another.

In particular, the sampling device according to the invention is very suitable for sampling the uterus and/or cervix. This sampling may be carried out for various different tests, such as, usually cytological, tests for cancer of the uterus or cervix, tests for infection with HPV (Human Papilloma Virus), or other tests. For tests for cancer of the uterus, it is usually important to collect cell material from the cervix. In that case, the sampling member has to reach the cervix or possibly enter the latter in order to sample the cervix. For HPV tests, it is not absolutely necessary to sample the cervix, as the inventor has found. It has been found that tests for HPV can also readily be carried out on the basis of samples taken from the vagina and without the need to sample the cervix as well. According to the invention, it is very important with HPV tests that the sample is taken from the deeper regions of the vagina, preferably in the vicinity of the cervix, and not from the region of the vagina which is situated at the front, at the mouth of the vagina.

The present invention will be described in more detail below with reference to the drawing in which:

Fig. 1 shows a perspective view of a sampling device according to the invention, with Fig. 1A showing the sampling device with the parts separated and Fig. 1B showing the sampling device in assembled form, in the supply position;
Fig. 2 shows the sampling device from Fig. 1 in the so-called introduction position; with Fig. 2A being a perspective view and Fig. 2B being a perspective longitudinal section;
Fig. 3 shows the sampling device from Figs. 1 and 2 in the sampling position, with Fig. 3A being a perspective view and Fig. 3B being a perspective longitudinal section;
Fig. 4 shows a detail view of the clicking mechanism, with Fig. 4A showing a longitudinal section of a portion of the sampling device as a detail while it is in the sampling position and Fig. 4B showing a perspective cross-sectional view according to the arrows IVb from Fig. 4A;
Fig. 5 shows a longitudinal section of a sampling device according to a further embodiment of the invention, with Fig. 5A showing the sampling device in the sampling position and Fig. 5B in the introduction position;
Fig. 6 shows a highly diagrammatical longitudinal side view of the sampling member;
Fig. 7 shows a highly diagrammatical view of the use of the sampling device according to the invention during sampling of the vagina and/or cervix; and
Fig. 8 shows a diagrammatical perspective view of a sampling device according to the invention packaged in sterile packaging.
It should be noted that with the sampling device 101 according to the invention illustrated in Fig. 5, the same reference numerals have been used as in the embodiment according to Figs. 1-4, but increased by 100. So, for example: reference numeral 104 in Fig. 5 corresponds to reference numeral 4 in Figs. 1-4, with both 104 and 4 denoting the plunger.

Fig. 1 shows a sampling device 1 according to the invention with the parts separated - Fig. 1A - and in the assembled state - Fig. 1b. According to all aspects of the invention:

- the sampling device 1 comprises a tube 2, a sampling member 3 and a plunger 4 having a longitudinal axis 27;
- the tube 2 has an open proximal tube end 5 and an open distal tube end 6;
- the plunger 4 has a proximal plunger end 7 and distal plunger end 8; and
- the proximal plunger end 7 carries, optionally in a detachable manner, the sampling member 3.

In the assembled state, the plunger 4 is inserted in the tube 2 and the plunger end 8 protrudes from the distal tube end. The plunger 4 is displaceable in the proximal direction P from a retracted introduction position - see Fig. 2 - in which the sample-collecting member 3 is inside, preferably completely inside, the tube 2, to an extended sampling position - Fig. 3 - in which the sampling member protrudes from the tube 2 - in which case the sampling member can, if desired, be completely outside the tube 2.

With respect to all aspects of the invention, except for the first aspect, the sample-collecting member 3 can be of any type with or without brush hairs. The sample-collecting member may, for example, be designed as a foam structure, made of polyurethane foam for example, or as a spatula, made of wood or another material for example. According to the first aspect of the invention, the sample-collecting member 3 comprises cantilever-like brush hairs 10. Corresponding to the other aspects of the invention as well, the sample-collecting member may comprise cantilever-like brush hairs 10.

The cantilever-like brush hairs 10 are attached to a carrier part 9 and in particular elongate and extend in particular in the axial direction. However, it is also conceivable for the cantilever-like brush hairs to extend transversely to the longitudinal direction of the plunger 4 or obliquely with respect to the longitudinal direction of the plunger 4. In the illustrated embodiment with elongate, axial brush hairs 10, the length L thereof is at least 15 mm and in particular 17-25 mm, such as approximately 20 mm. By means of such a sample-collecting member with elongate, axial cantilever-like brush hairs having a length in the range from 25 to 35 mm - (as can be seen in the drawings, the brush hairs do not have to be of equal length) -
the vagina and/or cervix can readily be sampled in order to test for HPV (Human Papilloma Virus).

The term cantilever-like brush hairs is understood to mean that the brush hairs form so-called 'cantilever beams' where the longitudinal direction of the brush hairs extends horizontally. Since the brush hairs here form cantilever beams, they will automatically extend horizontally in the horizontal position, without requiring additional support to achieve this. Thus, they do not bend and do not buckle under their own weight. This is explained in Fig. 6. Fig. 6 shows a highly diagrammatic representation of the sample-collecting member 3 with only one single brush hair 10 (the other brush hairs have not been illustrated). As shown, the brush hair 10, in the horizontal position, will naturally remain substantially horizontal, although some bending due to its own weight - indicated by the dashed lines - is possible. With cantilever brush hairs according to the invention, the 'bending' under their own weight will be in particular at most 15%, more particularly at most 10%, for example at most 5%. Referring to Fig. 6, the 'bending' is defined here, in the horizontal position of the brush hair, as S/L (in %), with L (in mm) being the length of the brush hair and S (in mm) being 'the vertical deflection of the free end of the brush hair on account of the own weight of the brush hair'.

Fig. 2 shows a sampling device 1 according to the invention in the so-called introduction position and Fig. 3 shows the same sampling device 1 in the so-called sampling position. In the introduction position, the sample-collecting member 3 - which, except for the first aspect of the invention, can be of any type - is retracted into the tube 2 and the sample-collecting member 3 is protected by the tube. In use, when the sampling device is in the introduction position, it is inserted into the mouth 93 - see Fig. 7 - of the vagina in the proximal direction P and pushed through the vagina 90, in particular the front portion 92 of the vagina 90, to the inside in the direction of the cervix 91. When the stop 11 comes to rest against the tissue 95 around the mouth 93 of the vagina, the proximal end of the tube 2 is situated in the deeper portion 94 of the vagina 90. With the sampling device according to the invention, the tube 2 may optionally also be shorter and still be in the front portion 92 of the vagina when the stop 11 rests against the tissue 95, for example if sampling of the front portion 92 of the vagina 90 is desired, but usually sampling of the cervix 91 and/or the deeper portion 94 of the vagina is desired.

During insertion, the tube 2 protects the mouth 93 of the vagina and the vagina 90 against the sampling member 3. This prevents the sample-collecting member from sampling the mouth 93 or the front portion 92 of the vagina 90, which could result in early saturation of the sample-collecting member and would thus compromise the reliability of the sample to be collected from the cervix 91. Furthermore, contact of the sample-collecting member 3 with the
mouth 93 of the vagina or the vagina, for example the front portion 92 thereof, could be regarded as unpleasant. When a third party, such as a physician or assistant physician, carries out the sampling, contact between the sample-collecting member 3 and the mouth 93 of the vagina and vagina 90 can be prevented by operating accurately and optionally using an aid, such as a speculum. However, in the case of self-sampling this is difficult and not sufficiently reliable. Protection by means of the tube 2 during insertion is very important in the case of self-sampling to ensure reliability and is very advantageous in the case of sampling by a third party because the requirements with regard to accurate operation are less high and aids can be dispensed with.

With cantilever-like brush hairs, in particular elongate, axial brush hairs, there is the additional problem that, when the brush hairs become caught during the introduction procedure into the mouth 93 of the vagina or the vagina 90, this may not only be very unpleasant, but may also complicate or prevent introduction of the sampling device 1.

Fig. 3 and Fig. 7 show the sampling device 1 in the so-called sampling position. This sampling position is reached by sliding the plunger 4, from the introduction position shown in Fig. 2, in the distal direction D through the tube 2. The sample-collecting member 3 is then pushed out through the proximal tube end 5. After the sample-collecting member 3 has thus been pushed out, the sample-collecting member 3 is rotated by turning the plunger 4 around its longitudinal axis 27, as is indicated in Fig. 3a and Fig. 7 by means of arrows. A few rotations are necessary in order to produce a reliable sample. Generally, 3 turns are regarded as sufficient for a reliable sample. This number may, if desired, also be higher or lower.

In order to ensure that a sampling device 1 according to one or more aspects of the invention is introduced at the correct depth, the tube 2, according to the second aspect of the invention, is provided on the outside with an insertion stop 11, which - see Fig. 7 - comes to rest against tissue next to the mouth 93 of the vagina. The insertion stop 11 is comprised of two opposite wing portions which together define an oval-like shape. This is advantageous in view of the geometry of the female body at the location of the mouth 93 of the vagina. The insertion depth X - see Fig. 1A -, measured as the distance from the insertion stop 11 to the proximal end 5 of the tube 2, may, inter alia, be dependent on the type of sampling member or the dimensions thereof. In general, this insertion depth X will be at least 30 mm, in particular 30 to 70 mm. With the sampling device as illustrated in Figs. 1-7, the insertion depth X is approximately 50 mm. For an improved grip, in particular for the self-sampling woman, the distance Y - see Fig. 1A - from the insertion stop 11 up to the distal end of the tube is at least 5 cm, in particular at least 8 cm. In practice, this distance Y will be 8 to 15 cm. In the illustrated embodiment, this distance Y is approximately 9 cm.
In order, on the one hand, to prevent the sample-collecting member from being extended too far or the plunger from being pushed too deep into the distal tube end and, on the other hand, in addition to the insertion stop 11, to accurately determine the insertion depth of the sampling member 3, the sampling device 1, according to the third aspect of the invention, is provided with an extension limiter which determines the maximum extension length Z -see Fig. 3b - over which the sample-collecting member 3 can be extended out of the proximal tube end 5. This extension length Z is measured from the proximal end of the sample-collecting member 3 up to the proximal tube end 5 and is at least 10 mm and in particular 10 to 45 mm. At an extension length of 10 mm or more, the sampling member is sufficiently far out of the tube to ensure good sampling. In the illustrated embodiment, the extension length is approximately 33 mm. When sampling the vagina in the region near the cervix or the cervix itself, the extension length will in particular be at most 35 mm.

According to the invention, the extension limiter can be produced in a simple manner by providing a widened section 12 at the distal plunger end 8. The widened section 12 extends, viewed from the axial axis 27 of the plunger, in the radial direction of the tube along a distance which is greater than the radius of the tube 2 at the location of the distal tube end 6. This ensures that the widened section 12 comes to rest against the edge 13 of the distal tube end 6 when the sample-collecting member 3 is extended in the proximal direction P. Instead of the widened section 12 or - as is illustrated in Figs. 1-7 - in addition to the widened section 12, the extension limiter may comprise an extension lock. Viewed in the extension direction of the longitudinal axis 27 - also referred to as the axial direction - , the extension limiter fixes the relative position of the plunger 4 with respect to the tube 2 when the sample-collecting member 3 is extended over the maximum extension length Z.

During rotation of the plunger, when the sampling device is in the position illustrated in Fig. 7, the self-sampling woman can count the number of turns, in this case even the number of half turns, due to the elongate shape of the widened section 12, viewed transversely to the axial axis 27.

In Figs. 1-7, the extension lock is produced by providing a rib 14 on the inside of the tube 2, which rib 14 extends in the peripheral direction of the tube and by providing a locking lug 15 on the plunger 4, which locking lug 15 protrudes in the radial direction. The locking lug 15 is provided on a resilient arm 22 which runs alongside a slot 28. The locking lug 15 can thus spring back in a radially inward direction in order to pass the rib 14 when the locking lug approaches the rib 14 from the distal side - this is the right-hand side of the rib in Fig. 3b - the plunger is sufficiently pushed in the proximal direction P. After the locking lug 15 has
passed the rib 14, the locking lug will spring back again in the radially outward direction in order as is shown in Fig. 3b - to engage with the recess 26 behind the rib 14 on the proximal side of the rib 14. At reference numeral 25, the tube narrows again. By moving this narrowing in the distal direction and - on the proximal side - close to the locking lug 15, the locking lug 15 is locked in the position illustrated in Fig. 3b in opposite axial directions. Thus, a combined extension limiter and extension lock would be achieved, in which case the widened section 12 as an extension limiter would be redundant. It will be clear that such an embodiment is also in accordance with the invention. Other embodiments of the extension lock and extension limiter are also readily possible according to the invention. It will furthermore be clear that, in the illustrated embodiment of the rib 14 and the locking lug 15 provided on a resilient arm 22, it is in principle also possible for the locking lug to pass, with radial compression, the rib 14 in the distal direction when the plunger 4 is moved from the position illustrated in Fig. 3b in the distal direction with respect to the tube 2.

In order to prevent, after assembly, the plunger 4 from inadvertently being pulled out of the tube 2, the sampling device 1, according to the fourth aspect of the invention, is provided with a disassembly restriction which is designed to prevent movement of the plunger 4 in the distal direction D with respect to the tube 2 when the sample-collecting member 3 is in a position in which it is completely retracted in the tube - for example in the introduction position. In the illustrated embodiments of the invention, the disassembly restriction is designed as a lip 16 provided on the plunger 4, which, from the plunger, points obliquely in the distal direction. Thus, the lip 16 can easily pass an internal obstacle in the tube 2 when the plunger 4 is pushed in the proximal direction into the distal tube end 6, but the lip 16 will catch behind this obstacle when the plunger is pushed back in the distal direction. With the embodiment illustrated in Figs. 1-4, this obstacle is a groove 18 which is formed in the distal tube edge 13. With the embodiment of the sampling device according to the invention illustrated in Fig. 5, the obstacle is formed by the rib 114 of the extension lock. In this case, the rib 114 has a double function.

Referring to Fig. 3b, it will furthermore be clear that the lip 16 (or 116) can also act as an extension lock if a groove which is similar to groove 18 or a rib which is similar to rib 14 is provided at reference numeral 17 (Fig. 3b). The extension lock 14, 15 (114, 115 in Fig. 5) could then optionally be redundant.

In order to enable the sampled woman, such as the self-sampling woman or the woman sampled by a third party, to readily follow whether the sample-collecting member is being rotated sufficiently during sampling, in particular a sufficient number of times, the sampling device 1, according to the fifth aspect of the invention, is provided with a clicking mechanism.
which is designed to generate a tangible and/or audible click when the plunger 4 has been rotated through a predetermined angular distance, such as 180° or 360°, with respect to the tube 2.

With the embodiments of a sampling device according to the invention illustrated in the figures, the clicking mechanism is produced by providing a clicking bump 21 and a clicking lug 20. When the sampling device is in the sampling position, a tangible and/or audible click is produced as soon as the clicking lug 20 passes the clicking bump during rotation of the plunger 4 with respect to the tube 2. The clicking bump can in this case be, for example a clicking groove, such as a slot, or a clicking rib. When the clicking bump 21 is provided on the inside of the tube 2, the clicking lug is provided on the plunger 4, and conversely, when the clicking bump 21 is provided on the plunger, the clicking lug 20 is provided on inside of the tube 2.

In order to explain an embodiment of the clicking mechanism according to the invention in more detail, Fig. 4 shows two details of the sampling device 1 while the latter is in the sampling position illustrated in Fig. 3. With the illustrated clicking mechanism, the clicking lug 20 is provided on the plunger and the clicking bump is formed by a clicking groove 21 provided on the inner wall of the tube 2. The clicking lug 20 is provided on a resilient arm 19. When the clicking lug 20 approaches the flattened zone 29 during the rotation of the plunger 4 with respect to the tube 2, the resilient arm is pushed in slightly and the clicking lug 20 comes to lie under tension. As soon as the clicking lug 20 then reaches the groove 21, the clicking lug veers in the radially outward direction into the groove 21 in order shortly thereafter, when rotation is continued, to exit from the latter. This produces a click which is both audible and tangible to the sampled woman.

Referring to Fig. 8, the sampling device 1 according to the invention is supplied packaged in a packaging 23 in a supply position. The packaging 23 is transparent on at least a side 24, so that the sampling device can be seen without having to open the packaging. The sampling device 1 is packaged in the packaging 23 in a sterile manner.

In the supply position illustrated in Fig. 8 and Fig. 1b, the sample-collecting member 3 protrudes from the tube 2. The woman to be sampled can then see the sample-collecting member 3, in the case of transparent packaging even without having to open the packaging, prior to sampling. This has a reassuring effect and increases the trust of the woman to be sampled. Before insertion, the plunger 4 will first be pushed in the distal direction with respect to the tube 2 in order to withdraw the sample-collecting member 3 from the tube 2. After correct insertion, the plunger will then be pushed in the proximal direction with respect to the
tube in order to push the sample-collecting member out of the tube 2 again. Subsequently, the sample will be collected, following which the sampling device -optionally after having retracted the sample-collecting member back into the tube - is removed from the vagina. Then, the entire sampling device, only the sample-collecting member, or a portion of the sample which has been transferred from the sample-collecting member to a sample carrier can be sent to a laboratory for further examinations. The sampling device according to one or more aspects of the invention is particularly suited for tests for HPV infection, but can also be used for other examinations.

The supply position and sampling position can be identical. However, if an extension lock has been provided, then it is practical if, in the supply position, the plunger is not locked. With the embodiments illustrated in the figures, in the supply position, the locking lug 15 of the plunger 4 will therefore be situated on the distal side of the rib 14, in particular bear against the distal side of the rib 14. Thus, the plunger can be pushed unimpeded from the supply position to the introduction position illustrated in Fig. 2.

Various aspects of the present invention are described in more detail in the following clauses:

1) Sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:

- a tube having an open proximal tube end and an open distal tube end;
- a sample-collecting member;
- a plunger having a proximal plunger end and a distal plunger end;

in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end;

in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position;

in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position;

in which the sample-collecting member comprises a carrier part and a plurality of brush hairs which protrude from the carrier part in the manner of a cantilever.

2) Sampling device according to clause 1, in which the plurality of brush hairs comprise elongate brush hairs protruding in the proximal direction.

3) Sampling device according to clause 2, in which said elongate brush hairs have a length of at least 15 mm, such as 17-35 mm.

4) Sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:

- a tube having an open proximal tube end and an open distal tube end;
• a sample-collecting member;
• a plunger having a proximal plunger end and a distal plunger end;
in which the plunger is inserted in the tube, with the distal plunger end protruding from the
distal tube end, and carries the sample-collecting member at the proximal tube end;
5 in which the plunger is displaceable in the proximal direction in the tube from a retracted
introduction position to an extended sampling position;
in which, in the introduction position, the sample-collecting member is situated inside the tube
and protrudes from the tube in the sampling position; and
in which the tube is provided on the outside with a radially protruding insertion stop which
defines the insertion depth over which the tube can be introduced into the body cavity, in
particular the vagina, in the proximal direction.
5] Sampling device according to clause 4 in combination with one of clauses 1-3.
6] Sampling device according to clause 4 or 5, in which the insertion depth, measured as
the distance from the insertion stop to the proximal end of the tube, is at least 30 mm, in
15 particular 30 to 70 mm, such as approximately 50 mm.
7] Sampling device according to one of clauses 4-6, in which the distance from the
insertion stop to the distal end of the tube is at least 5 cm, in particular at least 7 cm, and
more particularly 7 to 15 cm, such as 8 to 10 cm.
8] Sampling device for sampling a body cavity, in particular for sampling the vagina and/or
cervix, in which the sampling device comprises:
• a tube having an open proximal tube end and an open distal tube end;
• a sample-collecting member;
• a plunger having a proximal plunger end and a distal plunger end;
in which the plunger is inserted in the tube, with the distal plunger end protruding from the
distal tube end, and carries the sample-collecting member at the proximal tube end;
25 in which the plunger is displaceable in the proximal direction in the tube from a retracted
introduction position to an extended sampling position;
in which, in the introduction position, the sample-collecting member is situated inside the tube
and protrudes from the tube in the sampling position; and
in which the sampling device is provided with an extension limiter which defines a maximum
30 extension length over which the sample-collecting member can be extended from the
proximal tube end.
9] Sampling device according to clause 8 in combination with one of clauses 1-7.
10] Sampling device according to clause 8 or 9, in which, measured from the proximal end
of the sample-collecting member to the proximal tube end, said extension length is at least
35 10 mm, in particular 10 to 45 mm, such as 25 to 35 mm.
11] Sampling device according to one of clauses 8-10, in which the extension limiter comprises a widened section on the distal plunger end, which widened section comes to a halt against the distal tube end when the sample-collecting member is extended in the proximal direction.

5 12] Sampling device according to clause 11, in which the widened section has a shape which is non-round with respect to the axial axis of the plunger - such as a shape which is elongate, viewed transversely to the axial axis.

13] Sampling device according to one of clauses 8-12, in which the extension limiter comprises an extension lock which, viewed in the axial direction of the plunger, fixes the relative position of the plunger with respect to the tube at the maximum extension length.

14] Sampling device according to clause 13, in which the extension lock comprises:
   • a rib provided inside the tube and extending in the peripheral direction of the tube; and
   • a locking lug provided on the plunger and protruding in the radial direction; the locking lug being resilient and flexible in the radial direction in order to pass the rib in the axial direction.

15] Sampling device according to clause 13, in which the extension lock comprises:
   • a lip which runs at an angle with respect to the axial direction and has a free end and a fixed end which is attached to one of either the tube or the plunger;
   • a first groove in which the free end of said lip can be accommodated and which is provided in the other of either the plunger or the tube.

16] Sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:
   • a tube having an open proximal tube end and an open distal tube end;
   • a sample-collecting member;
   • a plunger having a proximal plunger end and a distal plunger end;

25 in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end;

30 in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position;

35 in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position;

in which the sampling device is provided with a disassembly restriction, comprising:
   • a lip which runs at an angle with respect to the axial direction and has a free end and a fixed end which is attached to one of either the tube or the plunger;
   • a second groove in which the free end of said lip can be accommodated and which is provided in the other of either the plunger or the tube.

17] Sampling device according to clause 16 in combination with one of clauses 1-15.
18] Sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:
- a tube having an open proximal tube end and an open distal tube end;
- a sample-collecting member;
- a plunger having a proximal plunger end and a distal plunger end;

in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end;

in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position;

in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position;

in which the sampling device is furthermore provided with a clicking mechanism which is designed to generate a click when the plunger is rotated through a predetermined angular distance, such as 180° or 360°, with respect to the tube.

19] Sampling device according to clause 18 in combination with one of clauses 1-17.

20] Sampling device according to clause 18 or 19, in which the clicking mechanism comprises a clicking bump, such as a clicking groove or clicking rib, and a radial clicking lug, with the clicking bump being provided on one of either the tube or the plunger and the clicking lug on the other of either the plunger or the tube, in order to generate said click in the sampling position when, during rotation of the plunger with respect to the tube, the clicking lug passes the clicking bump.

21] Sampling device for sampling a body cavity, in particular for sampling the vagina and/or cervix, in which the sampling device comprises:
- a tube having an open proximal tube end and an open distal tube end;
- a sample-collecting member;
- a plunger having a proximal plunger end and a distal plunger end;
- a packaging;

in which the plunger is inserted in the tube, with the distal plunger end protruding from the distal tube end, and carries the sample-collecting member at the proximal tube end;

in which the plunger is displaceable in the proximal direction in the tube from a retracted introduction position to an extended sampling position;

in which, in the introduction position, the sample-collecting member is situated inside the tube and protrudes from the tube in the sampling position.

22] Sampling device according to clause 21 in combination with one of clauses 1-20.

23] Sampling device according to clause 21 or 22,
in which the sampling device has a supply position, in which the plunger protrudes from the proximal tube end, preferably substantially outside the tube;
in which the plunger is displaceable in the distal direction with respect to the tube from the
supply position to said introduction position; and
in which the sampling device is packaged in the packaging in the supply position, the
packaging preferably being packaged in a sterile manner.

24] Sampling device according to one of clauses 21-23, in which the packaging is transparent.

25] Sampling device for sampling a body cavity, in particular for sampling the vagina and/or
cervix, in which the sampling device comprises:

- a tube having an open proximal tube end and an open distal tube end;
- a sample-collecting member;
- a plunger having a proximal plunger end and a distal plunger end;
in which the plunger is inserted in the tube, with the distal plunger end protruding from the
distal tube end, and carries the sample-collecting member at the proximal tube end;
in which the plunger is displaceable in the proximal direction in the tube from a retracted
introduction position to an extended sampling position;
in which, in the introduction position, the sample-collecting member is situated inside the tube
and protrudes from the tube in the sampling position;
in which the outside of the tube, at least the outside of the tube in the part of the tube which is
proximal to the insertion stop, is provided with a slippery layer.

26] Sampling device according to clause 25 in combination with one of clauses 1-24.

27] Method for preparing the sampling device according to one of the preceding clauses 21-
24, comprising the following steps:

- an unwrapping step in which the sampling device is removed from the packaging;
- an inspection step in which the sampling member, before or after the unwrapping step,
is inspected by the patient to be sampled, with the sampling member protruding from the
tube during the inspection step;
- a retraction step in which the sampling member, by displacing the plunger in the distal
direction with respect to the tube, is retracted into the tube into said introduction position,
with the retraction step taking place after the inspection step.

As will be clear to those skilled in the art, many variants are conceivable without departing
from the scope of the above clauses. Thus, for example, the insertion stop, the extension
limiter, the sampling member, the disassembly restriction, and the clicking mechanism can be
designed in various ways without departing from the scope of the clauses. With various
aspects of the invention, the sampling member may, for example, be designed as an
absorbing body without brush hairs or with limp, non-cantilever-like brush hairs.
In Fig. 7, it can be seen that, at least a portion of the axial, cantilever-like hairs 10, can bend approximately midway and comes up against the cervix during sampling. Thus, the cervix and the surrounding area are sampled efficiently. The central brush hairs 10 or, if desired, a dedicated central part of the sample-collecting member can in this case protrude into the cervical canal in order to also sample the inside thereof. According to the invention, however, it is not strictly necessary to sample the cervix when sampling for HPV. Sampling of other tissue from the vagina 94, preferably in the vicinity of the cervix, also suffices. The illustration in Fig. 7 therefore serves as an illustration for use and does not show in any way how sampling takes place. If, for example, the sampling device 1 in Fig. 7 is not aligned properly with the cervix, which is quite possible in the case of self-sampling, the sample will, according to the invention, be collected elsewhere in the vagina, usually in the vicinity of the cervix.
CLAIMS

1] Sampling device (1) for sampling a body cavity (100), in particular for sampling the vagina and/or cervix, in which the sampling device (1) comprises:

5  • a tube (2) having an open proximal tube end (5) and an open distal tube end (6);
• a sample-collecting member (3);
• a plunger (4) having a proximal plunger end (7) and a distal plunger end (8);

in which the plunger (4) is inserted in the tube (2), with the distal plunger end (8) protruding from the distal tube end (6), and carries the sample-collecting member (3) at the proximal tube end (5);

in which the plunger (4) is displaceable in the proximal direction (P) in the tube (2) from a retracted introduction position to an extended sampling position;

in which, in the introduction position, the sample-collecting member (3) is situated inside the tube (2) and protrudes from the tube (2) in the sampling position; and

15 in which the sampling device (1) is provided with an extension limiter (12, 13) which defines a maximum extension length (Z) over which the sample-collecting member (3) can be extended from the proximal tube end (5); and

in which the extension limiter comprises an extension lock (14, 15) which, viewed in the axial direction of the plunger (4), fixes the relative position of the plunger (4) with respect to the tube (2) at the maximum extension length (Z).

2] Sampling device (1) according to claim 1, in which the extension lock comprises:

• a rib (14) provided inside the tube (2) and extending in the peripheral direction of the tube (2); and

25 • a locking lug (15) provided on the plunger (4) and protruding in the radial direction (R); the locking lug (15) being resilient and flexible in the radial direction (R) in order to pass the rib (14) in the axial direction.

3] Sampling device (1) according to claim 1, in which the extension lock comprises:

• a lip (16) which runs at an angle with respect to the axial direction and has a free end and a fixed end which is attached to one of either the tube (2) or the plunger (4);
• a first groove (17) in which the free end of said lip can be accommodated and which is provided in the other of either the plunger (4) or the tube (2).

35 4] Sampling device (1) according to one of the preceding claims, in which, measured from the proximal end of the sample-collecting member (3) to the proximal tube end (5), said extension length (Z) is at least 10 mm, in particular 10 to 45 mm, such as 25 to 35 mm.
5] Sampling device (1) according to one of the preceding claims, in which the extension limiter comprises a widened section (12) on the distal plunger end (8), which widened section comes to a halt against the distal tube end (6) when the sample-collecting member (3) is extended in the proximal direction (P).

6] Sampling device according to claim 5, in which the widened section has a shape which is non-round with respect to the axial axis of the plunger - such as a shape which is elongate, viewed transversely to the axial axis.

7] Sampling device (1) according to one of the preceding claims, furthermore comprising a clicking mechanism (19, 20, 21) which is designed to generate a click when the plunger (4) is rotated through a predetermined angular distance, such as 180° or 360°, with respect to the tube (2).

8] Sampling device (1) according to claim 7, in which the clicking mechanism comprises a clicking bump (21), such as a clicking groove (21) or clicking rib, and a radial clicking lug (20), with the clicking bump (21) on the one hand being provided on one of either the inside of the tube (2) or the plunger (4) and on the other hand the clicking lug (20) being provided on the other of either the plunger (4) or the inside of the tube (2), in order to generate said click in the sampling position when, during rotation of the plunger (4) with respect to the tube (2), the clicking lug (20) passes the clicking bump (21).

9] Sampling device (1) according to one of the preceding claims, in which the sample-collecting member (3) comprises a carrier part (9) and a plurality of brush hairs (10) which protrude from the carrier part (9) in the manner of a cantilever.

10] Sampling device (1) according to claim 9, in which the plurality of brush hairs (10) comprise elongate brush hairs (10) protruding in the proximal direction (P).

11] Sampling device (1) according to claim 10, in which said elongate brush hairs (10) have a length of at least 15 mm, such as 17-35 mm.

12] Sampling device (1) according to one of the preceding claims, in which the tube (2) is provided on the outside with a radially protruding insertion stop (11) which defines the insertion depth (X) over which the tube (2) can be introduced into the body cavity (100), in particular the vagina, in the proximal direction (P).
13] Sampling device according to claim 12, in which the insertion stop (11) is designed to come to a halt against external tissue (95) around the mouth (93) of the vagina when the sampling device (1) is pushed into the vagina in the direction of the cervix (91).

14] Sampling device (1) according to claim 12 or 13, in which the insertion depth (X), measured as the distance from the insertion stop (11) to the proximal end of the tube (2), is at least 30 mm, in particular 30 to 70 mm, such as approximately 50 mm.

15] Sampling device (1) according to one of claims 12-14, in which the distance (Y) from the insertion stop (11) to the distal end of the tube (2) is at least 5 cm, in particular at least 7 cm, and more particularly 7 to 15 cm, such as 8 to 10 cm.

16] Sampling device (1) according to one of the preceding claims, furthermore comprising a disassembly restriction which is designed to prevent movement of the plunger (4) in the distal direction (D) with respect to the tube (2) when the sample-collecting member (3) is in a position in which it is completely retracted in the tube.

17] Sampling device according to claim 16, in which the disassembly restriction comprises:
   • a lip (16) which runs at an angle with respect to the axial direction and has a free end and a fixed end which is attached to one of either the tube (2) or the plunger (4);
   • a second groove (18) in which the free end of said lip (16) can be accommodated and which is provided in the other of either the plunger (4) or the tube (2).

18] Sampling device (1) according to one of the preceding claims, in which the sampling device (1) furthermore comprises a packaging (23).

19] Sampling device (1) according to claim 18, in which the sampling device has a supply position, in which the plunger (4) protrudes from the proximal tube end (5), preferably substantially outside the tube (2);

20] in which the plunger (4) is displaceable in the distal direction (D) with respect to the tube (2) from the supply position to said introduction position; and

21] in which the sampling device (1), situated in the supply position, is packaged in the packaging (23) in a sterile manner.

20] Sampling device (1) according to claim 18 or 19, in which the packaging (23) is transparent.
21] Sampling device (1) according to one of the preceding claims, in which the outside of the tube (2), at least the outside of the tube in the part of the tube which is proximal to the insertion stop (11), is provided with a slippery layer.

22] Method for preparing a sampling device (1) according to one of the preceding claims 17-20, comprising the following steps:

• an unwrapping step in which the sampling device (1) is removed from the packaging;
• an inspection step in which the sampling member, before or after the unwrapping step, is inspected by the patient to be sampled, with the sampling member protruding from the tube (2) during the inspection step;
• a retraction step in which the sampling member, by displacing the plunger (4) in the distal direction (D) with respect to the tube, is retracted into the tube (2) into said introduction position, with the retraction step taking place after the inspection step.
**INTERNATIONAL SEARCH REPORT**

**International application No**

PCT/NL2010/050515

A. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both national classification and IPC

**INV. A61B10/02**

ADD.

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

**A61B**

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 0 031 228 A1 (OLYMPUS OPTICAL CO [JP]) 1 July 1981 (1981-07-01) page 6, line 22 - page 8, line 3; figure 8</td>
<td>1-6, 18-22</td>
</tr>
<tr>
<td>Y</td>
<td>WO 03/026502 A1 (R &amp; G MEDICAL AND DEV CORP [US]) 3 April 2003 (2003-04-03) page 10, paragraph 1; figure 5</td>
<td>7-17, 7-11,16, 17</td>
</tr>
<tr>
<td>A</td>
<td>US 2002/016556 A1 (WILLIAMS DONALD [US]) 7 February 2002 (2002-02-07) paragraph [0019]; figures 2a-3c</td>
<td>1</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C

See patent family annex

* Special category of cited documents
  *'A' document defining the general state of the art which is not considered to be of particular relevance
  *'E' earlier document but published on or after the international filing date
  *'L' document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *'O' document referring to an oral disclosure, use, exhibition or other means
  *'P' document published prior to the international filing date but later than the priority date claimed

'T' later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

'X' document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

'Y' document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

'&' document member of the same patent family

Date of the actual completion of the international search

5 November 2010

Date of mailing of the international search report

11/11/2010

Name and mailing address of the ISA/

European Patent Office, P B 5818 Patentlaan 2

NL - 2280 HV RUSSELN

Tel (+31-70) 340-2040,

Fax (+31-70) 340-3016

Authorized officer

Mayer-Martenson, E
**DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 2008/188769 A1 (LU LI-CHENG [TW]) 7 August 2008 (2008-08-07) paragraphs [0028], [0029]; figures la-2b</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>EP 0 763 345 A1 (VANCE PRODUCTS INC [US]) 19 March 1997 (1997-03-19) figures 2,6a-c</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>EP 0 612 503 A1 (FUTURA NOVA BV [NL]) 31 August 1994 (1994-08-31) * abstract; figure 3</td>
<td>1</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 56090209 U</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 59031221 Y2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2001018597 A1</td>
</tr>
<tr>
<td>US 2002016556</td>
<td>A1 07-02-2002</td>
<td>NONE</td>
</tr>
<tr>
<td>US 2008188769</td>
<td>A1 07-08-2008</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 6560496 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2185266 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69633966 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69633966 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2229256 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HK 1013945 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 9108227 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5713369 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 5641494 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2116419 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 7303472 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 9300354 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL 302342 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2130285 C1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SG 50714 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5462063 A</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (April 2005)