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UNITED STATES 
TIM O TH Y S U L. L. I. V. A. N. , 

PATENT OFFICE. 
O H' N. E. W. Y. O. R. K. N. Y. 

TOOIL F0R. CUTTING AND PUTILLING THIREAID, 

Specification of Letters Patent No. 27,244, dated February 21, 1860. 

To all nohom, it may concern: 
Be it known that I, TIMOTHY SULLIVAN, 

of the city, county, and State of New York, 
have invented a new and Improved Device 
for Pulling Out and Cutting Basting 
Thread; and I do hereby declare that the 
following is a full, clear, and exact descrip 
tion of the same, reference being had to the accompanying drawing, forming a part Of 
this specification, in which 

Figure 1 represents a perspectiv? View of 
my invention, and Fig. 2 is a similar View 
of a modification of the same. 

Similar letters of reference in both figures 
indicate corresponding parts. 
To remove basting thread from a fabric, 

with which it may have been used, is a very 
tedious operation, if it has to be dOne by 
using the fingers and common ScissOrs; much 
time is lost in taking up the SciSSOrs and 
laying them down, or in opening and ClOSing 
the same, and the thread is Very apt to cut 
the fingers. An implement therefore, which 
facilitates the operation of pulling Out bast 
ing thread is much needed, and my device 
for this purpose combines in its simplest 
state a finger like prong which Serves to pull 
out the thread, with a cutting edge SO that 
the thread can be severed whenever it is 
desired without a moments lOSS Of time. In 
some cases it may be desirable, to have the 
thread puller so arranged that loose ends of 
thread, sticking out from the fabric, can be 
taken hold of, and pulled Out without lay 
ing the implement away, and for this reason 
I have attached to my de Vice a Spring jaW 
which can be pressed up against the Original 
implement, s? that lõos? threads can be 
removed. 
To enable others skilled in the art, to 

make and use my invention, I will proceed 
to describe its construction and Operation, 
with reference to the drawings. 
My implement consists of a knife like 

blade A, bent downward as clearly shown 
in Fig. 1, so as to form an inclined plane, 
and to allow its point to catch more readily 
under the thread. The point B is rounded 
so as to form a finger like prong and it is 
bent back again so that it is parallel with 
the handle C. The blade A, is Secured to the 
handle C. in the usual manner, and the 
handle may be formed of wood, or any other 

| material, and in any desirable shape, SO as 
to be handy and handsome at the same 
time. The blade A terminates in a shoulder 

| a, which prevents the thread slipping be 
yond the cutting edge. 
In Order to remove the basting thread 

from Some fabric with this implement, the 
pI’Ong B, is thrust under the first link of the 
thread, and by forcing the tool upward, the 
thread comes out in the same manner, as it is 
done with the fingers. Where the thread 
would not come out, and when it has to be 
cut, the tool is thrust in far enough to bring 
the thread on the cutting edge of the blade 

| A, and it can now be cut and removed with 
Out difficulty. With this implement the loose 
ends of the thread have to be pulled out with 
the fingers, and in order to avoid this, and 
to enable me to use my device during the 
whole operation, I have attached to the same 
a Spring jaw I), as shown in Fig. 2. 
The prong B, and the cutting blade A , are 

used precisely in the same manner as above 
described, and they are so formed that they 
form a flat surface on that side toward the 
jaw D, and the point of Said jaw is turned 
out a little, so that the ends of the thread 
pass readily between it and the flat side of 
the blade, and that by pressing on the jaw 
the thread is firmly gr?sped, and that it can 
be pulled out of the fabric in the same m?n 
ner and with the same ease as with the fin 
gers. 
The cheapness of this implement, and its 

practicability, recommends it to all persons 
that have much Sewing to do, and especially 
to such as work on sewing m?chines, where 
a, thorough basting is more desirable than 
with hand sewing. 
What I claim as new, and desire to secure 

by Letters Patent, is 
| 1. The combination of the blade A, with ? the finger like prong B, or its equivalent, 
substantially in the manner and for the pur pose specified. 

2. The arrangement of the Spring jaw D, 
in combination with the blade A , and prong 
B, constructed and operating Substantially 
as, and for the purpose described. 

TIMTOTHY SULLIVAN. 
Witnesses: 

B. GIROUx, 
| WM. THOMPSON. 
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