INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT)

Title: METHOD AND APPARATUS FOR SPEEDING UP CONNECTION SETUP DURING HANOVER IN ADVANCED CELLULAR NETWORKS

A method and apparatus for speeding up AAL2 connection setup during handover in advanced cellular networks. Connection parameters for the current AAL2 connection are bundled and transferred in a single message to be used setting up a new AAL2 connection in the coverage area. The method includes requesting a new AAL2 connection from a destination access network to a remote AAL2 peer by a serving access network, initiating an AAL2 connection setup by the destination access network upon receiving a handover request from a serving access network, bundling AAL2 connection parameters associated with an old AAL2 connection by the serving access network, transferring the bundled AAL2 connection parameters to the destination access network and establishing a new AAL2 connection to the remote AAL2 peer connection by the destination access network using the transferred AAL2 connection parameters. The transferring comprises encapsulating the AAL2 connection parameters within Radio Network System Application Part signaling. The serving access network may be a Base Station or a radio network controller. The destination access network may be a Base Station or a radio network controller.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AL</td>
<td>Albania</td>
<td>ES</td>
<td>Spain</td>
<td>LS</td>
<td>Lesotho</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
<td>LT</td>
<td>Lithuania</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>LV</td>
<td>Latvia</td>
<td>SZ</td>
<td>Swaziland</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MC</td>
<td>Monaco</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
<td>GE</td>
<td>Georgia</td>
<td>MD</td>
<td>Republic of Moldova</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GH</td>
<td>Ghana</td>
<td>MG</td>
<td>Madagascar</td>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>MK</td>
<td>The former Yugoslavia</td>
<td>TM</td>
<td>Turkmenistan</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>ML</td>
<td>Mali</td>
<td>TR</td>
<td>Turkey</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>MN</td>
<td>Mongolia</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
<td>MR</td>
<td>Mauritania</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IL</td>
<td>Israel</td>
<td>MW</td>
<td>Malawi</td>
<td>UG</td>
<td>Uganda</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IS</td>
<td>Iceland</td>
<td>MX</td>
<td>Mexico</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>NE</td>
<td>Niger</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>NL</td>
<td>Netherlands</td>
<td>VN</td>
<td>Vietnam</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KE</td>
<td>Kenya</td>
<td>NO</td>
<td>Norway</td>
<td>UG</td>
<td>Uganda</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>NZ</td>
<td>New Zealand</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>NL</td>
<td>Netherlands</td>
<td>VN</td>
<td>Vietnam</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>PT</td>
<td>Portugal</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>RO</td>
<td>Romania</td>
<td>YU</td>
<td>Yugoslavia</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LC</td>
<td>Saint Lucia</td>
<td>RU</td>
<td>Russian Federation</td>
<td>ZW</td>
<td>Zimbabwe</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SD</td>
<td>Sudan</td>
<td>ZW</td>
<td>Zimbabwe</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SE</td>
<td>Sweden</td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>LR</td>
<td>Liberia</td>
<td>SI</td>
<td>Slovenia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td>LS</td>
<td>Lesotho</td>
<td>SK</td>
<td>Slovakia</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>LT</td>
<td>Lithuania</td>
<td>SN</td>
<td>Senegal</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>LU</td>
<td>Luxembourg</td>
<td>SZ</td>
<td>Swaziland</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>LV</td>
<td>Latvia</td>
<td>TD</td>
<td>Chad</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>MC</td>
<td>Monaco</td>
<td>TG</td>
<td>Togo</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>MD</td>
<td>Republic of Moldova</td>
<td>TJ</td>
<td>Tajikistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>MG</td>
<td>Madagascar</td>
<td>TM</td>
<td>Turkmenistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>MK</td>
<td>The former Yugoslavia</td>
<td>TR</td>
<td>Turkey</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>ML</td>
<td>Mali</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>MN</td>
<td>Mongolia</td>
<td>UA</td>
<td>Ukraine</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>MR</td>
<td>Mauritania</td>
<td>UG</td>
<td>Uganda</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>MW</td>
<td>Malawi</td>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX</td>
<td>Mexico</td>
<td>UZ</td>
<td>Uzbekistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>NE</td>
<td>Niger</td>
<td>VN</td>
<td>Vietnam</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL</td>
<td>Netherlands</td>
<td>UZ</td>
<td>Uzbekistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO</td>
<td>Norway</td>
<td>YU</td>
<td>Yugoslavia</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ</td>
<td>New Zealand</td>
<td>ZW</td>
<td>Zimbabwe</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>PT</td>
<td>Portugal</td>
<td>ZW</td>
<td>Zimbabwe</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>RO</td>
<td>Romania</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU</td>
<td>Russian Federation</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE</td>
<td>Sweden</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>SG</td>
<td>Singapore</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
METHOD AND APPARATUS FOR SPEEDING UP CONNECTION SETUP DURING HANDOVER IN ADVANCED CELLULAR NETWORKS

BACKGROUND OF THE INVENTION

1. Field of the Invention.

This invention relates in general to a wireless communication systems, and more particularly to a method and apparatus for speeding up connection setup during handover in advanced cellular networks.

2. Description of Related Art.

The demand by consumers all over the world for mobile communications continues to expand at a rapid pace and will continue to do so for at least the next decade. Over 100 million people were using a mobile service by the end of 1995, and that number is expected to grow to 300 million by the year 2000. Several factors are contributing to the exciting growth in the telecommunications industry. For example, a combination of technology and competition bring more value to consumers. Phones are smaller, lighter, had a longer battery life, and are affordable now for the mass market. Operators are providing excellent voice quality, innovative services, and roaming across the country or world. Most important, mobility is becoming less expensive for people to use. Around the world, as well as in the United States, governments are licensing additional spectrum for new operators to compete with traditional cellular operators. Competition brings innovation, new services, and lower prices for consumers.
The basis for any air interface design is how the common transmission medium is shared between users, that is, the multiple access scheme. In frequency division multiple access (FDMA), the total system bandwidth is divided into frequency channels that are allocated to the users. In time division multiple access (TDMA), each frequency channel is divided into time slots and each user is allocated a time slot. In CDMA, multiple access is achieved by assigning each user a pseudo-random code (also called pseudo-noise codes due to noise-like auto-correlation properties) with good auto- and cross-correlation properties. This code is used to transform a user’s signal into a wideband spread spectrum signal. A receiver then transforms this wideband signal into the original signal bandwidth using the same pseudo-random code. The wideband signals of other users remain wideband signals. Possible narrowband interference is also suppressed in this process. TDMA and CDMA usually use FDMA to divide the frequency bank into smaller frequency channels, which are then divided in a time or code division fashion.

There are several ways to classify CDMA schemes. The most common classification scheme is based on the modulation method used to obtain the wideband signal. This division leads to three types of CDMA: direct sequence (DS), frequency hopping (FH), and time hopping (TH). In DS-CDMA, spectrum is spread by multiplying the information signal with a pseudo-noise sequence, resulting in a wideband signal. In the frequency hopping spread spectrum, a pseudo-noise sequence defines the instantaneous transmission frequency. The bandwidth at each moment is
small, but the total bandwidth over, for example, a symbol period is large. Frequency hopping can either be fast (several hops over one symbol) or slow (several symbols transmitted during one hop). In the time hopping spread spectrum, a pseudo-noise sequence defines the transmission moment. Furthermore, combinations of these techniques are possible.

Nevertheless, DS-CDMA is the technique that is being used for third generation wideband CDMA (WCDMA) proposals. Recently, extensive investigations have been carried out into the application of a code division multiple access (CDMA) system as an air interface multiple access scheme for IMT-2000 / UMTS (International Mobile Telecommunications System 2000 / Universal Mobile Telecommunications System). It appears that CDMA is the strongest candidate for the third generation wireless personal communication systems. As a result, many research and development (R&D) projects in the field of wideband CDMA have been going on in Europe, Japan, the United States, and Korea.

Wideband CDMA has a bandwidth of 5 MHz or more. The nominal bandwidth for all third generation proposals is 5 MHz. There are several reasons for choosing this bandwidth. First, data rates of 144 and 384 Kbps, the main targets of third generation systems, are achievable within 5 MHz bandwidth with a reasonable capacity. Even a 2-Mbps peak rate can be provided under limited conditions. Second, lack of spectrum calls for reasonably small minimum spectrum allocation, especially if the system has to be deployed within the existing frequency bands occupied already by second generation systems. Third, the 5-MHz bandwidth can resolve
(separate) more multipaths than narrower bandwidths, increasing diversity and thus improving performance. Larger bandwidths of 10, 15, and 20 MHz have been proposed to support higher data rates more effectively.

Several wideband CDMA proposals have been made for third generation wireless systems. These have all been proposed to provide advanced properties such as provision of multirate services, packet data, complex spreading, a coherent uplink using a user dedicated pilot, additional pilot channel in the downlink for beam-forming, seamless inter-frequency handover, fast power control in the downlink, and optional multi-user detection.

Today's transmission protocols of many telecommunication networks are based on pulse code modulation (PCM), and mobile radio systems are no exception. The switching is also based on the switching of 64- or 56-Kbps PCM connections. ATM technology has received lot of attention during recent years as the next major transport technology. ATM has also been proposed for wireless applications (i.e., ATM cells are transmitted over the air interface).

ATM provides not only the multiplexing gains of packet switching, but also the guaranteed delay characteristics of circuit switching. The fundamental strategy behind ATM is to split the information into small fixed size units that are easy to handle. The fixed size of the cell allows efficient switching. ATM networks are high-speed switching systems offering large bit pipes, which allow statistical multiplexing (i.e., multiplexing of many connections with variable rate characteristics), which altogether reduces the
overall bandwidth requirements. Since ATM is based on the transmission of fixed size cells, it can be easily evolved for future services.

The basic unit in an ATM is a cell of 53 bytes. The ATM cell consists of a header (5 bytes) and information fields (48 bytes). The header consists of a field for Generic flow control (GFC), Virtual path identified (VPI) and Virtual channel identifier (VCI). The VPI and VCI are used to identify the virtual path and virtual channels identified with that path to route the ATM cells from the source node to the destination node.

The ATM and the ATM adaptation layer (AAL) form the data link layer. AAL converts the arbitrarily formatted information supplied by the user into ATM cells. Various forms of AAL protocols are necessary to handle the different types of traffic. AAL0 provides direct access to the ATM layer. AAL1 assumes constant bit rate traffic, which is intolerant of mis-sequenced information and variation in delay. It offers the following function: segmentation and reassembly (SAR) handling of delay variation handling, handling of lost and mis-inserted cells, source clock recovery, monitoring for bit errors, and handling those errors.

AAL2 is used, for example, for voice and video. It assumes that traffic is bursty and intolerant of mis-sequence and that a time stamp is needed for packet reassembling. It offers the following functions: multiplexing, SAR, handling delay variation, handling cell lost/error, and source clock recovery. AAL2 will be used for compressed speech in third generation mobile radio systems in the network infrastructure.
AAL3/4 and AAL5 are geared to traffic that has bursty characteristics with variable frame length. Furthermore, delay is not critical and packets can be resequenced based on sequence numbers. AAL5 is expected to supersede AAL3/4 since it has lower overhead and TCP/IP acknowledgments fit into one cell in AAL5 instead of two cells as in AAL3/4.

To meet the phenomenal growth in cellular communication and increasing demand for mobile multimedia services, cellular network providers are forging ahead to develop the third generation (3G) cellular network. Not so surprisingly in view of the characteristics described above, ATM is being considered as a strong candidate for the Radio Access Network (RAN). ATM is a strong candidate for the RAN because it supports heterogeneous traffic types, provides Quality of Services (QoS) guarantee and is widely deployed in the carrier backbone networks. In order to meet the requirements specific to mobile communications such as transporting low bit rate compressed speech efficiently and within acceptable delay bounds, ITU-T has recently approved AAL2 to cater the needs of emerging multimedia cellular networks.

The use of ATM in 3G cellular access network has been further enhanced by the AAL2 signaling activities at the ITU-T. Mobility provides a seamless connectivity for a user and at the same time creates a number of problems for networks to maintain the connectivity. There have been many solutions available to tackle the problem and demonstrated for long time in GSM networks. However, this issue has been receiving considerable attention lately due to the QoS guarantee with mobility.
In 3G cellular access network, mobile telephony is carried over AAL2 to improve the resource utilization. To setup an AAL2 connection, the new AAL2 signaling protocol will be used. A connection request from a mobile terminal received at a Base Station (BS) initiates a AAL2 connection setup to the remote AAL2 peer entity located either in RAN or Core Network (CN). AAL2 connection setup involves negotiation of number of parameters such as traffic and QoS, codec selection, and maximum size of AAL2 packet.

When a mobile user leave the Serving RNC (S-RNC) and enters a Drift RNC (D-RNC), the existing connection at the S-RNC has to be released and a new connection has to be established at the D-RNC. Setting up new AAL2 connection involves re-characterization of connection specific parameters and re-negotiation with the remote peer entity. This process will increase the handover delay and cause problem to the soft handover feature available in WCDMA based 3G networks.

AAL2 connections are originated from the BS (or S-RNC) instead of a mobile terminal in the 3G RAN. This separation of mobile call control and AAL2 connection control within the RAN adds complexity during the handover. Mobile terminals do not have any information related to the AAL2 connection within the RAN and cannot pass them to the new BS or D-RNC.

The lack of information about the existing AAL2 connection at the D-RNC during handover will force the D-RNC to start the AAL2 connection setup all over again. This process will lead to re-negotiation of connection specific parameters with the peer entity and increase in delay during handover.
It can be seen that there is a need for a method and apparatus for decreasing overall handover delay when a user is moving from one coverage area to another coverage area in an ATM based advanced cellular radio access network.

It can also be seen that there is a need for a method and apparatus for speeding up connection setup during handover in advanced cellular networks.

**SUMMARY OF THE INVENTION**

To overcome the limitations in the prior art described above, and to overcome other limitations that will become apparent upon reading and understanding the present specification, the present invention discloses a method and apparatus for speeding up connection setup during handover in advanced cellular networks.

The present invention solves the above-described problems by bundling connection parameters for the current connection and transferring in a single message for use in the new coverage area for a new connection.

A method in accordance with the principles of the present invention includes requesting a new connection from a destination access network to a remote peer by a mobile terminal, initiating a connection setup by the destination access network by sending a handover request to a serving access network, bundling connection parameters associated with an old connection by the serving access network, transferring the bundled
connection parameters to the destination access network and establishing a new connection to the remote peer connection by the destination access network using the transferred connection parameters.

Other embodiments of a method in accordance with the principles of the invention may include alternative or optional additional aspects. One such aspect of the present invention is that the bundled connection parameters is selected from the group comprising peak packet rate, burst tolerance, quality-of-service, codec selection, and maximum packet size.

Another aspect of the present invention is that the transferring comprises encapsulating the connection parameters within signaling messages used between the serving access network and the destination access network.

Another aspect of the present invention is that the method further includes clearing the old connection.

Another aspect of the present invention is that the method further includes sending a connection success signal from the destination access network to the serving access network, clearing the old connection, and sending a confirm signal from the serving access network to the destination access network.

Another aspect of the present invention is that the serving access network is a Base Station.

Another aspect of the present invention is that the destination access network is a Base Station.
Another aspect of the present invention is that the serving access network is a radio network controller.

Another aspect of the present invention is that the destination access network is a radio network controller.

These and various other advantages and features of novelty which characterize the invention are pointed out with particularity in the claims annexed hereto and form a part hereof. However, for a better understanding of the invention, its advantages, and the objects obtained by its use, reference should be made to the drawings which form a further part hereof, and to accompanying descriptive matter, in which there are illustrated and described specific examples of an apparatus in accordance with the invention.
BRIEF DESCRIPTION OF THE DRAWINGS

Referring now to the drawings in which like reference numbers represent corresponding parts throughout:

Fig. 1 illustrates the functional network architecture of a cellular system with GSM entities used as an example;

Fig. 2 illustrates one possible embodiment of an advanced communication network;

Fig. 3 illustrates this handoff process;

Fig. 4 illustrates the use of ATM in the UMTS access networks;

Fig. 5 illustrates the process involved in releasing and setting up AAL2 connection during handover;

Fig. 6 illustrates the process of transferring the AAL2 connection information according to the present invention; and

Fig. 7 illustrates a flow diagram for the method according to the present invention.
DETAILED DESCRIPTION OF THE INVENTION

In the following description of the exemplary embodiment, reference is made to the accompanying drawings which form a part hereof, and in which is shown by way of illustration the specific embodiment in which the invention may be practiced. It is to be understood that other embodiments may be utilized as structural changes may be made without departing from the scope of the present invention.

The present invention provides a method and apparatus which decreases the delay in setting up a AAL2 connection during handover by exchanging AAL2 connection specific information between the handover entities. During a mobile handover, an AAL2 connection from the current Base Station (BS) need to be cleared and a new connection has to be established from the new BS. In order to reduce the handover delay, the Serving RNC (S-RNC) transfers the AAL2 connection information which is being handed over to the Drift RNC (D-RNC). The AAL2 connection specific information such as data rate, codec selection, and traffic and QoS parameters are bundled up and transferred from the S-RNC to the D-RNC at the start of the handover process. Since the new AAL2 connection is established using the same parameters, the new BS need not to characterize and renegotiate the connection parameters for the new AAL2 connection. Due to this method, the delay involved in setting up the new AAL2 connection is reduced during handover thus facilitating a soft handover.
Fig. 1 illustrates the functional network architecture of a cellular system 100 with GSM entities used as an example. In Fig. 1, the mobile station (MS) 110 receives and makes calls through a Base Station subsystem (BSS) 120. The access network 130 includes all functions that enable a user to access services. Furthermore, an access network 130 can be used to hide all access-specific peculiarities from the core network 140. For example, all air interface-related functions are kept within the access network part 130 in a radio access network.

The core network 140 includes the switching network 150 and service network 160. A switching network 150 includes all the functions related to call and bearer control for fixed transmission. The mobile switching center (MSC) 150 in GSM is an example of a switching network entity. A service network 160 includes all functionality for the support services including location management.

Fig. 2 illustrates one possible embodiment of an advanced communication network 200, e.g., a third generation GSM evolution. As shown in Fig. 2, the first implementations of Generic Radio Access Network (GRAN) may be based on the integration of RAN and SGM/UMTS core network, which has been evolved from the GSM core network by integrating new third generation capabilities. The evolved GSM network elements are referred to as 3G MSC and 3G SGSN.

A mobile unit 210 receives and sends signals to a Base Station (BS) 212. Base Stations 212 are in turn coupled to a radio network controller (RNC) 214 in the radio access network (RAN) 216. The RAN interfaces with
GSM/UMTS core network 220 via the Lu-interface 222, which corresponds to the GSM A-interface and GPRS Gb-interface. As can be seen, radio access 230 is isolated from the core network 220, and the goal is that the GSM/UMTS core network would have the flexibility to support any radio access scheme. Circuit switched services are routed via the GSM MSC 240, and the packet switched services via the GPRS part 250 of the GSM/UMTS core network.

Fig. 3 illustrates the handoff process. As a vehicle 310 moved away from Base Station 312, its signal strength decreases. The Base Station 312 monitored the signal strength during the duration of the call. When signal strength fell below a predetermined threshold level the network 314 asked all predetermined candidates neighboring cells 320 to report the signal strength of the mobile in the vehicle 310. If the signal strength in the neighboring cell 320 was stronger by a predetermined amount, then the network 314 attempted to handoff the call to the candidate neighboring cell 320. Today the cellular system refers to these three basic elements as a mobile station 310, cell sites 302, 320 and mobile switching centers. These three elements are integrated to form a ubiquitous coverage radio system that can connect to the public switched telephone network 340.

Fig. 4 illustrates the use of ATM in the UMTS access networks 400. In Fig. 4, mobile terminals communicate via the UMTS access network 420 via Base Stations (BS) 422. The BSs 422 are coupled to the RANs 424. The core network 440 is then coupled to the UMTS access network 420. The use of ATM in 3G cellular access network 420 has been enhanced by
the AAL2 signaling activities at the ITU-T. AAL2 signaling is used to setup a
AAL2 connection on an pre-established ATM connection. The interface
links such as lu 450, lub 452 and lur 454 in the UMTS access network 420
will be implemented using ATM (AAL2). Upon receiving a connection
request from a mobile user 410, a BS 422 initiates the AAL2 connection
setup by deriving the necessary traffic and QoS, and other connection
specific parameters to the AAL2 termination point within the access network
gateway. Once a connection is established, speech packets from the
mobile user 410 are transferred using AAL2 within the access network 420.

Fig. 5 illustrates the process 500 involved in releasing and setting up
AAL2 connection during handover. In advanced cellular access network,
mobile telephony is carried over AAL2 to improve the resource utilization.
To setup an AAL2 connection 510, the new AAL2 signaling protocol will be
used. A connection request from a mobile terminal 512 received at a BS
514 initiates a AAL2 connection setup to the remote AAL2 peer entity
located either in RAN 520 or Core Network (CN) 522. AAL2 connection
setup involves negotiation of number of parameters such as, but not limited
to, traffic and QoS, codec selection, and maximum size of AAL2 packet.
When a mobile user 512 leave the S-RNC 530 and enters a D-RNC 532, the
existing connection 510 at the S-RNC 530 has to be released and a new
connection 540 has to be established at the D-RNC 532. Setting up new
AAL2 connection 540 involves re-characterization of connection specific
parameters and re-negotiation with the remote peer entity. This process will
increase the handover delay and cause problem to the soft handover feature available in WCDMA based 3G networks.

AAL2 connections are originated from the BS 514 (or S-RNC 530) instead of a mobile terminal 512 in the 3G RAN. This separation of mobile call control and AAL2 connection control within the RAN adds complexity during the handover. Mobile terminals 512 do not have any information related to the AAL2 connection 510 within the RAN and cannot pass them to the new BS 560 or D-RNC 532. The lack of information about the existing AAL2 connection 510 at the D-RNC 532 during handover will force the D-RNC 532 to start the AAL2 connection setup all over again. This process will lead to re-negotiation of connection specific parameters with the peer entity and increase in delay during handover.

The present invention simplifies the AAL2 connection establishment at the D-RNC 532 during a handover. During a handover process, the existing AAL2 connection 510 originating entity (BS 514 or S-RNC 530) encapsulates the necessary information related to the AAL2 connection and transfer it to the new entity (BS 560 or D-RNC 532). The new BS 560 collects the information and uses them to setup the new AAL2 540 connection to the same remote peer entity. This process leads to a much faster connection setup since the new BS 560 need not to characterize the AAL2 connection specific parameters. In addition, renegotiation with the remote AAL2 peer entity is also avoided.

Fig. 6 illustrates the process of transferring the AAL2 connection information 600 according to the present invention. When a mobile user 612
travel from one BS coverage area 602 to another BS coverage area 604, the S-RNC 630 identifies the AAL2 connection 610 for that particular user 612. When the handover procedure is started, the S-RNC 630 bundles up all the AAL2 connection specific information and transfers the connection specific information 634 to the D-RNC 632 which is setting up the new AAL2 connection 640. Upon receiving the connection specific information 634, the D-RNC 632 uses the same information in setting up the new AAL2 connection 640. For example, traffic parameter values which existed in the previous connection 610 are used for the new AAL2 connection 640 such as, but not limited to, Peak Packet Rate (PPR), Burst Tolerance (BT) and QoS parameters.

The signaling 670 used between a BS and RNC is called Base Station Application Part (BSAP). Radio Network System Application Part (RNSAP) signaling 680 is used between the S-RNC 630 and the new BS 660 (via D-RNC 632) during a handover. The AAL2 connection specific information 634 is transferred within the RNSAP signaling protocol. When the handover process is initiated, the S-RNC 630 bundles up all the AAL2 connection specific parameters and encapsulate the connection specific parameters 634 in the RNSAP signaling protocol 680. The new BS 660 retrieves the information and uses it to setup the new AAL2 connection 640.

To implement the method, few changes are required in the BSAP and RNSAP signaling protocols. However, a new place holder is needed for the AAL2 connection specific information as well as transfer capability between
BSAP and RNSAP. Once the new AAL2 connection 640 is established, the
handover process can be completed by clearing the old connection.

Fig. 7 illustrates a flow diagram 700 for the method according to the
present invention. The new BS(b)/D-RNC 710 sends a handover request
720 to the old BS(a)/S-RNC 730. The old BS(a)/S-RNC 730 bundles the
AAL2 connection parameters and transfers the bundled AAL2 connection
parameters to the new BS(b)/D-RNC 740. The new BS(b)/D-RNC 710
sends a message 750 to the old BS(a)/S-RNC 730 indicating success of the
handover. The old BS(a)/S-RNC 730 clears the connection 760 and sends
a confirmation signal 770 to the new BS(b)/D-RNC. Accordingly, the present
invention simplifies the AAL2 connection setup process at the D-RNC 710
during handover. Since the new BS(b)/D-RNC 710 uses the same
connection specific parameters used by the old BS(a)(S-RNC 730), the
connection setup is much faster and eliminates the renegotiation procedure
with the remote peer entity.

The foregoing description of the exemplary embodiment of the
invention has been presented for the purposes of illustration and description.
It is not intended to be exhaustive or to limit the invention to the precise form
disclosed. Many modifications and variations are possible in light of the
above teaching. It is intended that the scope of the invention be limited not
with this detailed description, but rather by the claims appended hereto.
WHAT IS CLAIMED IS:

1. A method for establishing a connection during a handover in a cellular access network, comprising:
   requesting a new connection from a destination access network to a remote peer by a mobile terminal;
   initiating a connection setup by the destination access network upon receiving a handover request from a serving access network;
   bundling connection parameters associated with an old connection by the serving access network;
   transferring the bundled connection parameters to the destination access network; and
   establishing a new connection to the remote peer connection by the destination access network using the transferred connection parameters.

2. The method of claim 1 wherein the bundled connection parameters is selected from the group comprising peak packet rate, burst tolerance, quality-of-service, codec selection, and maximum packet size.

3. The method of claim 1 wherein the transferring comprises encapsulating the connection parameters within the signaling messages used between the serving access network and the destination access network.

4. The method of claim 1 further comprising clearing the old connection.
5. The method of claim 1 further comprising:

sending a connection success signal from the destination access network to the serving access network;

clearing the old connection;

sending a confirm signal from the serving access network to the destination access network.

6. The method of claim 1 wherein the serving access network is a Base Station.

7. The method of claim 1 wherein the destination access network is a Base Station.

8. The method of claim 1 wherein the serving access network is a radio network controller.

9. The method of claim 1 wherein the destination access network is a radio network controller.
10. A radio access network, comprising:

an access network serving the mobile terminal with a first connection
from a Base Station to a remote peer entity;

a destination access network receiving a handover request from the
serving access network;

wherein a connection setup is initiated by the destination access
network upon receiving a handover request from a serving access network,
and the serving access network bundling connection parameters associated
with the existing connection by the serving access network and transferring
the bundled connection parameters to the destination access network to
establish a new connection to the remote peer connection by the destination
access network using the transferred connection parameters.

11. The radio access network of claim 10 wherein the bundled
connection parameters is selected from the group comprising peak packet
rate, burst tolerance, quality-of-service, codec selection, and maximum
packet size.

12. The radio access network of claim 10 wherein the connection
parameters are encapsulated by the serving access network within signaling
messages used between the serving access network and the destination
access network.

13. The radio access network of claim 10 wherein the serving
access network clears the first connection.
14. The radio access network of claim 10 wherein the destination access network sends a connection success signal from the destination access network to the serving access network and, in response to the connection success signal, the serving access network clears the first connection and sends a confirm signal to the destination access network.

15. The radio access network of claim 10 wherein the serving access network is a Base Station.

16. The radio access network of claim 10 wherein the destination access network is a Base Station.

17. The radio access network of claim 10 wherein the serving access network is a radio network controller.

18. The radio access network of claim 10 wherein the destination access network is a radio network controller.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 7 H04Q7/38 H04Q7/30

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 7 H04Q

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 0 479 255 A (NIPPON TELEGRAPH &amp; TELEPHONE) 8 April 1992 (1992-04-08)</td>
<td>1,4,6,7,</td>
</tr>
<tr>
<td></td>
<td></td>
<td>10,13,</td>
</tr>
<tr>
<td></td>
<td></td>
<td>15,16,</td>
</tr>
<tr>
<td>A</td>
<td>column 5, line 30 - column 6, line 25</td>
<td>2,5,8,9,</td>
</tr>
<tr>
<td></td>
<td>column 9, line 16 - line 47</td>
<td>11,14,</td>
</tr>
<tr>
<td></td>
<td>column 12, line 42 - column 13, line 22</td>
<td>17,18</td>
</tr>
<tr>
<td></td>
<td>column 24, line 51 - column 25, line 34</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>MARCHENT B.G. ET AL: &quot;HANDOVER AND MACRO DIVERSITY FOR 3RD GENERATION MOBILE</td>
<td></td>
</tr>
<tr>
<td></td>
<td>SYSTEMS WITHIN ATM FIXED NETWORKS&quot;</td>
<td></td>
</tr>
<tr>
<td></td>
<td>IEEE VEHICULAR TECHNOLOGY CONFERENCE, US, NEW YORK, IEEE,</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier document but published on or after the international filing date

"L" document which may throw doubt on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"*" document of the same patent family

Date of the actual completion of the international search 29 May 2000

Date of mailing of the international search report 06/06/2000

Name and mailing address of the ISA European Patent Office, P.B. 5818 Patentilaan 2 NL - 2280 HV Rijswijk Tel. (31-70) 340-3040, Tx. 31 651 epo nl, Fax: (+31-70) 340-3016

Authorized officer Rothlübbers, C

Form PCT/ISA/210 (second sheet) (July 1992)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>JP 4140935 A</td>
<td>14-05-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 7121143 B</td>
<td>20-12-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2078623 C</td>
<td>09-08-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4140936 A</td>
<td>14-05-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 7121144 B</td>
<td>20-12-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2501369 B</td>
<td>29-05-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4140937 A</td>
<td>14-05-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4142821 A</td>
<td>15-05-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2052466 A</td>
<td>03-04-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69124049 D</td>
<td>20-02-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69124049 T</td>
<td>28-05-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0700173 A</td>
<td>06-03-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5408514 A</td>
<td>18-04-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5317623 A</td>
<td>31-05-1994</td>
</tr>
</tbody>
</table>