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1 Claim. (C. 27-5) 

The present invention relates to improvements 
in desk articles and, more Specifically, to a new 
and improved combination desk monitor, recep 
tacle and interchangeable name plate holder. 
One object of the present invention is the pro 

vision of a device of the character described 
which combines to one integral article a desk 
inonitor, a receptacle having various compart 
rents and a name plate holder, thus making it 
possible-according to modern tendencies-to 
reduce to a minimum the number of articles on 
the desk of an executive or the like. 

in other object of the present invention is the 
provision of a device of the character described 
Which is of a pleasing Outer appearance, and 
Which is also sturdy and durable, but which is of 
a very Simple construction, SO that it can be 
manufactured and Sold at a very reasonable 
plice, or can be distributed free of charge as an 
advertising article. In the latter case its adver 
tising value Will be increased considerably due 
to the fact that its Writing pad can be made in 
Such a manner that only the advertiser's pad fits 
the attractive, useful device which serves three 
different purposes and replaces three desk arti 
cles. Thus, When a pad has been used up, the 
user is induced to get in touch with the advertiser 
in Order to obtain a new pad, lest he decides to do 
without this practical desk article. In this way 
the customer's contact with the advertiser will 
be renewed froin time to time, and the latter can 
uSe a portion of the Space on each sheet of the 
Writing pad for his advertising purposes. 
With the foregoing and other objects in View 

which Will appear as the description proceeds, 
the invention consists of certain novel details of 
construction and combinations of partS herein 
after more fully described and pointed out in the 
claim, it being understood that changes may be 
made in the construction and arrangement of 
parts without departing from the spirit of the 
invention as claimed. 

In the accompanying drawings the preferred 
forris of the invention have been shown. 

in Said drawingS: 
Figure 1 is a top plan view of a preferred em 

bodinent of nay invention; 
Fig. 2 is a Side elevation of the Same; 
Fig. 3 is a sectional view on the line 3-3 of 

Fig. 2; 
Fig. 4 is a front elevation of the Sarne; 
Fig. 5 is a fractional side elevation showing 

the device Open; 
Fig. 6 is a fractional view on the line 3-6 of 

Fig. 5. 
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2 
Similar reference characters refer to similar 

parts throughout the several views. 
In the drawing the numeral denotes a wedge 

shaped base plate having an inclined top surface 
2, to Which is Secured an intermediate plate 3 
that is provided with perforations and 23. 
The perforations f l constitute convenient com 
partments adapted for receiving pencils, pens, 
paper clips, and the like. 
While in the present instance the parts and 

3 are shown as two single parts, which are se 
cured to one another, it will be obvious that they 
could be made also as a unit comprising a base 
having an inclined top surface and being pro 
Vided With open compartments which terminate 
at the top Surface 2 and which extend into the 
lower portion of the base, which in the present 
instance is denoted by the numeral . The mak 
ing of the base of two parts and 3 is less ex 
pensive than making them as a unit and then 
carving out the compartiments , particularly if 
the device is made of Wood. 
A lid 3 is hinged to the plate 3 at 3 and is 

adapted for covering the perforations . A 
Writing pad is Secured to the top surface of the 
lid 6 by means of bolts 8 and nuts 9 or by any 
other suitable means. In the instance shown 
the boltS 8 extend through a plate 2 and the 
pad 7 into the lid 6, and the nuts 9 are adapted 
for tightening the parts 7 and 2i upon the lid 6. 
The lower end portion of the latter, beyond the 
pad f, preferably is provided with a groove 
adapted for receiving a pencil or the like. 

Opposite the perforation 20 there is extended 
into the lid 6, from its lower side, a recess or a 
slot 22, and the upper end of a lever 2, which 
extends into the recess 22, is pivotally secured 
to the lid 6 by means of a pin 3. The lever 2 
is laterally resilient, and its lower end 4 is later 
ally curved (Fig. 6). An upright plate 23, one 
Side of which is provided with notches or with 
Serrations 5, is secured to one vertical wall of 
the recess 6 by means of countersunk screws 
fi or the like and is extended into the perfora 
tion. 20. The end 4 of the lever 2 is in fric 
tional engagement With the notches 5 of the 
plate 23, so that the lid 6 will be held in any 
angular position relative to the base plate . 
I prefer to provide One vertical side of the base 

plate , preferably its front Side, with a U-shaped 
frame merinber 8 adapted for holding inter 
changeably a name plate 9. 
Since certain changes may be made in the 

above article and different embodiments of the 
invention could be made without departing from 
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the scope thereof, it is intended that all matter 
contained in the above description or shown in 
the accompanying drawing shall be interpreted 
as illustrative and not in a limiting Sense. 

It is also to be understood that the following 
claims are intended to cover all of the generic 
and specific features of the invention herein de 
scribed, and all statements of the scope of the 
invention which as a matter of language might 
be said to fall therebetWeen. 
Having thus fully described my said invention, 

What I claim as new and desire to Secure by 
Letters Patent in the United States is: 
A device of the character described comprising 

a wedge-shaped base plate having a recess ex 
tending from a corner portion of its top surface 
into the base plate, an intermediate perforated 
plate of considerable thickness being secured to 
the inclined top surface of Said base plate and 
having, one of its perforations register with the 
recess in the corner portion of Said base plate, 
a lid adapted for covering said intermediate plate 
being hinged to said intermediate plate and 
having a recess which extends from the lower 
surface of one of its corner portions into the lid, 
a laterally resilient lever having its upper end 
pivotally arranged in the receSS of Said inter 
mediate plate while its lower end is laterally 
curved, and an upright plate having a notched 
surface and a Smooth Surface and having its 
Smooth surface Secured to the upright Wall of 
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4. 
the recess in the corner portion of said base plate 
and extending into that perforation of said in 
termediate plate which registers with the recess 
in the base plate, Said lever extending into said 
recess in said base plate through that perfora 
tion in said intermediate plate which registers 
with the recess in Said base plate, and the Curved 
lower end of said lever being in frictional en 
gagement with the notched surface of said up-. 
right plate. 

RICHARD M.. HARRIS. 
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