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To all chon it may concern: 
Be it known that I, JOHN H. LINNEY, of the 

city and county of San Francisco, State of Cali 
fornia, have invented an Improved Steam Cook 
ing Apparatus; and I do hereby declare the 
following to be a full, clear, and exact descrip 
tion thereof. 
My invention relates to certain improve. 

ments in steam cooking apparatus; and it con 
sists of a series of pans or sections placed one 
upon another above a steam-boiler, and hav 
ing one or more continuous tubes extending 
from the boiler to the upper chamber, and pro 
vided with valves laving stems extending to 
the outside, so that steam may be admitted to 
either or all the sections or cut off from the 
Outside. All the sections except the upper 
one are provided with doors, which may be 
opened to examine the progress of the work, 
and the food in any section may be removed 
without interfering with either of the other sec 
tions. The doors are provided with guards to 
prevent the condensed steam from running 
down outside the chambers, and small open 
ings are made into the steam-tubes at the level 
of the floor of each section to allow condensed 
moisture to escape. 

Referring to the accompanying drawing for 
a more complete explanation of my invention, 
AAA are the sections or pans which are to 
hold the food to be coolked. These sections 
fit one above another, the lower one resting 
upon the steam-boiler B, which furnishes the 
heat for cooking. From this boiler an opening 
in the upper part connects with one or more 
pipes, C, at the sides of the sections, these 
pipes being in line, and so fitted that they will 
unite to form a continuous passage to the top, 
while they may be separated by the act of lift 
ing off the sections. Holes D are made in the 
pipes at points to open into each section, and 
these holes have valves E, which are operated 
by rods F, extending to the outside, so that 
each valve may be opened or closed from the 
outside without disturbing the other sections. 
The intermediate sections between the boiler 
and the uppermost section are each provided 
with a door, G, having hinges and a proper 
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fastening, so that either may be opened and 
the contents of the section examined or renoved 
without removing or disturbing the sections 
above or below it, the steam being shut off from 
either section while so doing by the valves be 
fure (lescribed. 
The doors have guards H upon their lower 

edges to receive the moisture from the conden 
sation of steam and guide it within the sec 
tions, so that it will not drip and run upon the 
outside of the apparatus. 

Small holes I are made in the pipes at the 
level of the floors of the sections, so that any 
condensed moisture may flow back it to the 
boiler without collecting in the chambers. 
The chambers are provided with false bot 

toms, and the inner pans may have covers, so 
that moist or dry heat can be used in cooking. 
Having thus described my invention, what I 

claim as new, and desire to secure by Letters 
Patent, is 1. In a steam cooking appalatus composed 
of the sections A, fitted one above another, and 
supported above a boiler, B, and having one 
or more pipes, C, extending to the upper sec 
tion, with openings D, Valves E, and stems F, 
as shown, the small holes l at the floor-level 
to carry off the Water of condensation, substan 
tially as herein described. 
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2. In a steam cooking apparatus, the inde 
pendent chambers or sections A, supported 
upon the boiler B, and having the steam-pipes, 
valves, and the side doors, G, as shown, said 
doors having the guards H to prevent the es 
cape of the moistule, substantially as herein 
described. 

3. In a steam cooking apparatus, the incle 
pendent chambers or sections A, supported 
upon the boiler B, and having the stea in-pipes 
and valves, as shown, in combination with the 
doors G, whereby the intel mediate sections 
may be opened without disturbing those above, 
substantially as herein described. 

In witness whereof I hereunto set my hand. 
J. H. I. iNNEY. 

Witnesses: 
FRANK. A. BROOKS, 
S. H. NOURSE. 
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