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(57) ABSTRACT 

A putter head comprising a Sole portion 3 extending from a 
lower portion of a face portion 2 in the opposite direction of 
a target, a back portion 4 extending upwardly from the edge 
portion of Said Sole portion 3, and a weight portion 5 
attached to the upper edge portion of the back portion 4, 
wherein the weight portion 5 is positioned in a height at least 
the same height of the face portion 2, apart from the face 
portion in opposite direction of the target So as to Set the 
depth of gravitational center deeper, and thereby widening 
the Sweet Spot area in the center on the Surface of the face 
portion 2. 
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PUTTER HEAD 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates to a golf putter head 
(hereinafter a putter head). 
0003 2. Description of the Related Art 
0004 Conventional putter heads for the purpose of hit 
ting a golf ball at a Sweet spot of a putter have been 
examined in various improvements, e.g., a balancer being 
provided on a putter head as disclosed in Japanese Patent 
Application Laid-Opens (Kokai) No. 1998-137374, No. 
2001-25518, and No. 2001-137400. 
0005 Another improvement example is that a straight 
indeX line is attached to a putter head in the Swing direction 
to increase hole-out probability as disclosed in Japanese 
Patent Application Laid-Open (Kokai) No. 1998-192466. 
Further, Japanese Patent Application Laid-Open (Kokai) No. 
1998-248975 shows that an indeX line is attached to a club 
head along a direction from a toe portion of the club head to 
a heel portion of the club head, or Japanese Patent Appli 
cation Laid-Open (Kokai) No. 1999-19264 shows that an 
attachable guide metal fitting is fixed to a lower portion of 
a shaft, above an indeX line in a Swing direction. 
0006 Conventional putter heads have difficulties in 
manufacturing or appearance. For example, Japanese Patent 
Application Laid-Open (Kokai) No. 2002-65913 discloses a 
putter head with respects to adopting partially different 
material into a head to provide a weight portion having a 
larger specific gravity. Or, Japanese Patent Application Laid 
Open (Kokai) No. 1998-137374 discloses a putter head 
being twisted a weight member into an appropriate position 
of a putter head. In addition, they have further difficulties in 
optimizing a head weight, a center position of gravity, a 
distance and depth of gravitational center, or in load-bal 
ancing between a toe portion of the putter head and a heel 
portion thereof. 
0007. It is also practically impossible to hit a golf ball 
accurately in a desired direction toward the target with those 
putters of aforementioned references. In addition, it is not 
popular to use the putter as shown in Japanese Patent 
Application Laid-Open (Kokai) No. 1999-19264 in the 
market, because not only that an attachment of a metal fitting 
is limited for a putting practice but also that golferS Suspect 
the effect of the attachment thereof. 

0008. In order to solve above problems, accordingly, the 
present inventor has discussed a putter head with easy 
manufacturing and a preferable appearance, having features 
to Set a depth of gravitational center deeper toward a golf 
ball during putting, to divide load balance between a toe 
portion of the putter head and a heel portion of the putter 
head; and also to perfectly capture the indeX line attached to 
the putter head So as to Secure an accurate Swing for putting 
a golf ball toward the target. 

SUMMARY OF THE INVENTION 

0009. As a result of the above-described discussion, the 
present inventor has developed a golf putter head compris 
ing: a face portion for hitting a golf ball toward the target, 
a Sole portion extending from a lower edge portion of the 
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face portion in the opposite direction of the target along the 
ground, and a back portion extending upwardly from an end 
portion of the Sole portion, thereby integrally forming a 
putter head having a Substantially U-shaped in Side view; 
wherein a weight portion is attached to an upper portion of 
the back portion in a height at least the same height of the 
face portion So that the center of gravity of the back portion 
is Set in a higher position apart from the face portion. By 
Setting the center of gravity of the back portion with the 
weight portion thereon in a rearward position with at least 
the Same height of, more preferably, the higher than the 
upper edge of the face portion, a depth of gravitational 
center of the putter head can be set deeper against the face 
portion, resulting in widen the Sweet-spot area (i.e., a best 
area for hitting a golf ball) on the face portion. The weight 
portion may be varied in materials, shapes or Specific gravity 
corresponding to hitting performance and appearance 
required. 
0010. The back portion may have a structure that a hole 
is arranged to the back portion in which being visible to a 
rear Surface of the face portion, and thereby load of the 
weight portion is divided respectively to the toe and the heel 
portions through each wall face applied by the hole 
arranged. This structure also allows the back portion to 
distribute a ratio of loads which is applied optionally 
between the toe and heel portions of the Sole portion in 
accordance with the position where the hole is arranged on 
the back portion, So as to regulate the load balance into the 
face portion. 
0.011 Next, a visible index line is arranged on the upper 
Surface of the Sole portion, and a basis portion is provided 
in a parallel and higher position with a prescribed interval to 
the index line. The basis portion may be obtained by 
utilizing the edge of the weight portion, or also by providing 
an eye-hole arranged on a Surface of the weight portion. The 
eye-hole preferably has an outer shape Similar to an outer 
shape of the indeX line, e.g., the eye-hole opening at a 
longitudinal shape or a cross-shape. AS for a configuration of 
the eye-hole Serving as the basis portion, a width of the 
eye-hole is not necessary to be the same of the width of the 
indeX line as long as at least one of the Side edges of the 
eye-hole in the longitudinal direction has fitted with that of 
the index line. 

0012. The basis portion may be employed by a discon 
tinuous configuration Such as a broken line if the whole outer 
shape of the indeX line precisely could be in a Sight of the 
basis portion. Further, the basis portion can be arranged to 
a top plate of an attachment member having a box-shape or 
a bridge-shape, So that the basis portion can be employed to 
Several types of the putter which has a Space being mount 
able at a rear area of the face portion. 
0013 The position of the basis portion may preferably be 
set in a height between 15 mm to 40 mm, preferably 25 mm 
to 30 mm (i.e., closer to a player's sight) above from the 
indeX line. In a case of attaching the basis portion to a top 
plate of the attachment member, a thickness T of the top 
plate may be within the range of 5 mm to 10 mm, preferably 
7 mm to 8 mm. In a case of that the basic portion as being 
of the eye-hole, a width W of the hole may be within the 
range of 5 mm to 8 mm, preferably 6 mm to 7 mm. It is 
preferable that the index line having about 3 mm width and 
about 30 mm length thereof, and the basis portion having a 
length L between 40 mm to 75 mm. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

0014 FIG. 1 is a front view of the putter head of the 
invention. 

0015 FIG. 2 is a right side view of the putter head of the 
invention. 

0016 FIG. 3 is a plan view of the putter head of the 
invention. 

0017 FIG. 4 is a rear view of the putter head of the 
invention. 

0018 FIG. 5 is a side view of the putter head of the 
invention showing a process in use. 
0019 FIG. 6 is a left side view of the putter head in 
alternate embodiment of the invention. 

0020 FIG. 7 is a plan view of the putter head in alternate 
embodiment of the invention. 

0021 FIG. 8 is a front view of the putter head in another 
example of the invention. 
0022 FIG. 9 is a left side view of the putter head in 
another example of the invention. 
0023 FIG. 10 is a plan view of the putter head in another 
example of the invention. 
0024 FIG. 11 is a rear view of the putter head in another 
example of the invention. 
0.025 FIG. 12 is a plan view of the putter head of the 
present invention in condition that a face of the putter 
opened against a target direction. 
0026 FIG. 13 is a plan view of the putter head of the 
present invention in condition that a face of the putter closed 
against a target direction. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0027) A putter head illustrated in the drawings is attached 
to a shaft 1, having a face portion 2, as conventional, at a 
front Surface of the putter head. The present invention adopts 
a characteristic portion at a rear portion of Said face portion 
2, which has a Sole portion 3 extending from a lower portion 
of Said face portion 2 in the opposite direction of an impact 
target. A back portion 4 extends upwardly from an edge 
portion of Said Sole portion 3, wherein a weight portion 5 is 
attached to an upper portion of Said back portion 4. Accord 
ingly, the weight portion 5 is disposed in a rearward position 
with at least the same height to the upper edge of the face 
portion 2, So as to concentrate weight in rearward from the 
face portion 2. That is, loads can be transmitted to the face 
portion 2 through the back portion 4 and the Sole portion 3, 
thereby Setting a depth of gravitational center of the putter 
deeper. Therefore, a Sweet spot area P (illustrated by the 
central point of the Sweet spot area in the drawings) is 
widened in the center portion on the Surface of the face 
portion 2. 
0028. A hole 6 is arranged to the back portion 4 extending 
upwardly from the end portion of the sole portion 3. 
Depending on the shape or position of the hole 6 arranged 
on the back portion 4, the ratio of loads divided to a toe 
portion 7 of the putter head and a heel portion 8 of the putter 
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head through wall faces formed by the back portion Split can 
be set optionally. Accordingly, a load balance of the face 
portion 2 can be regulated. 
0029 FIG. 5 illustrates a process of the putter head of the 
invention in use. As shown in FIG. 5, the concentrated 
weight at a rearward position with at least the same height 
from the upper edge of the face portion 2 can make a golf 
ball 9 to be hit at the Sweet spot P disposed in the higher 
position of the center portion by widening thereof on the 
Surface of the face portion 2. This causes that it gives energy 
to a golf ball hit longer by Such a widened Sweet Spot, and 
thereby generating a forward rotary motion onto the ball. 
Accordingly, a favorable putting having a well-rolled ball 
with kept in Straight line can be achieved. 
0030) The putter head shown in FIG. 6 and FIG. 7 also 
concentrates the weight disposed in a rearward position with 
at least the same height from the upper edge of the face 
portion 2. However, this embodiment of the putter head 
comprises a narrower width of a Sole portion 3 than com 
parative aforementioned embodiments, and, a back portion 
4 extending from the narrow Sole portion 3 by the angle that 
declined to being opening upwardly. In this embodiment, a 
golf ball is also hit at a Sweet Spot P in a higher position of 
the center portion of the face portion 2. Accordingly, it gives 
energy to a golfball hit longer by Such a widened Sweet Spot, 
and thereby generating a forward rotary motion onto the 
ball. 

0031 A putter head, as illustrated in FIGS. 8-11, includes 
a shaft 1 extended from the face portion 2 and a back portion 
4 provided upwardly from the sole portion 3 extended from 
the lower portion of the face portion 2 in the opposite 
direction of an impact target, wherein the back portion 4 
protrudes from the Sole portion 3 in at least the same height 
of the upper edge of the face portion 2. In addition, the 
weight portion 5, having a similar configuration to that of the 
back portion 4, is attached to the back portion 4 with 
contacting the Surfaces each other. Therefore, the center of 
gravity of the weight portion 5 is Set in the rearward position 
with at least the same height from the upper edge of the face 
portion 2, as well as aforementioned embodiments. Thus, the 
deeper central of gravity makes the Sweet Spot P area in the 
center portion of the face portion 2 wider. 
0032. In this example, an upper edge of the weight 
portion 5 functioning as the basis portion is provided with 
the position above from the index line 10 provided on the 
upper Surface of the Sole portion 3. The eye-hole as being of 
the basis portion may be provided with the weight portion. 
The indeX line 10 in this embodiment has a thickness of 3 
mm and a length of 40 mm. The height of the upper edge of 
the weight portion 5 functioning as the basis portion 11 is Set 
in 30 mm height above said index line 10. A hole 6 formed 
by wall faces of the back portion 4 and the weight portion 
5 is also functioning as an aperture for admitting light to the 
index line 10 in higher visuality. 

0033 Next, the action of the basis portion 11 is described 
as follows. The index line 10 can be seen in parallel to the 
edge line of the basis portion 11 when the face portion 2 is 
precisely aimed at the target, as shown in FIG. 9 and FIG. 
10. However, the index line 10 can be seen in declined to the 
edge line of the basis portion 11, as shown in the FIG. 12, 
when the face portion 2 opens its angle to the target over 90 
degrees. Contrarily, as shown in FIG. 13, the index line 10 
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can be seen in inclined to the edge line of the basis portion 
11 when the face portion 2 closes its angle to the target leSS 
than 90 degrees. 
0034. As described above, therefore, the relationship 
between the index line 10 and the basis portion 11 appears 
to be in non-parallel unless the face portion 2 is precisely 
aimed at the target. This is caused by that the face of the 
putter head has a loft angle of about three degrees. When the 
face angle of the putter against the target opens, a golf player 
takes the loft angle of the putter head for different angles 
between at the toe portion and at the heel portion. This 
causes that the index line 10 can be seen in declined to the 
edge line of the basis portion 11. Contrarily, when the face 
angle of the putter against the target closes, a golf player 
takes the loft angle of the putter head for different angles 
between at the toe portion and at the heel portion, and 
thereby the index line 10 can be seen in inclined to the edge 
line of the bases portion 11. 
0035. Therefore, correction of the facing direction of the 
putter to keep a relationship between the index line 10 and 
the basis portion 11 in parallel realizes that the face portion 
2 is precisely aimed at the target. The golf ball can be hit to 
the target precisely by a correct Swing of the putter. 
0036). In addition, the putter head of the present invention 
has achieved that a golf ball with a forward rotary motion is 
obtained by applying impact energy longer to the ball with 
a wider Sweet spot area of the present putter. Accordingly, a 
favorable putting having a well-rolled ball with kept in 
Straight line can be achieved. The present putter further sets 
the depth of gravitational center deeper and the height of 
gravitational center higher, and divides load balance 
between the toe and the heel portions, So as to obtain a wider 
Sweet Spot at the face portion, whereby a putting conve 
nience and the hole-out probability are both improved. 
0037. In addition, the basis portion of the present inven 
tion can be provided not only utilizing by the edge portion 
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of the weight portion, but also structuring as an attachment 
member. Alternatively, an attachment member as being of a 
different member may be adopted for the basis portion So as 
to provide a structure having Versatility in easy attachment 
to an existing golf club Such as a putter. 

What we claimed is: 
1. A putter head comprising: 
a face portion for hitting a golf ball toward the target; 
a Sole portion extending from a lower edge portion of Said 

face portion along the ground in opposite direction of 
said golf ball hit; 

a back portion extending upwardly from an end portion of 
Said Sole portion; and 

thereby forming a Substantially U-shaped putter head 
integrally; 

wherein a weight portion attached to an upper portion of 
Said back portion in a height at least the Same height of 
Said face portion, thereby Setting a center of gravity of 
Said back portion in higher position. 

2. The putter head according to claim 1, wherein Saidback 
portion divides load of Said weight portion to a toe portion 
and a heel portion of Said Sole portion by arranging a hole 
thereon in which being visible to a rear Surface of Said face 
portion, and thereby distributing a ratio of Said load option 
ally between said toe portion and Said heel portion of Said 
Sole portion in accordance with the position where said hole 
is arranged thereon. 

3. The putter head according to claim 1, wherein an indeX 
line arranged on an upper Surface of Said Sole portion, and 
a basis portion arranged on Said weight portion being fixed 
in a parallel and a higher position upper from Said indeX line. 
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