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of devices hereinafter described and claimed. 

same, at or near its lower end, is secured an at 
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To (77. Zwhon, it Tu(tly concern. 
Beit known that I, WILLIAMDUNBAR, a citi 

Zen of the United States, residing at Glovers 
ville, in the county of Fulton and State of 
New York, have invented certain new and 
useful Improvements in Brush-Drips; and I do 
declare the following to be a full, clear, and 
exact description of the invention, such as will 
enable others skilled in the art to which it ap 
pertains to make and use the same. 
My invention is an improved brush-drip to 

be used for returning the drippings from a 
paste, calcimine, paint, or other brush to a 
bucket or other suitable receptacle; and it 
consists in the construction and arrangement 

In the accompanying drawings, Figure 1 is 
a perspective view of a brush-drip embody 
ing my improvements, showing the same at 
tached to one side of a bucket, the latter being 
indicated in dotted lines. Fig. 2 is a sectional 
view of my improved brush-drip. Fig. 3 is a 
detailperspective view of the attaching device. 
My improved brush-drip 1 is substantially 

funnel-shaped and may be either elliptical in 
form in cross-section, as here shown, or be of 
any other suitable form. On one side of the 

taching device 2, which is used for detachably 
securing the brush-drip to one side of a bucket 
or other suitable vessel. This attaching de 
vice is here shown as formed from a single 
piece of spring-wire bent to form rearwardly 
converging arms 3, which are secured to the 
brush-drip by soldering or by other suitable 
means, spring hook-arms 4 at the upper ends 
of the said arms 3 to engage the upper side or 
edge of a bucket or other receptacle, and a 
yoke 5, which connects the lower ends of the 
arms 3 together and is angular in form, hav 
ing offsets 6 where it is joined to the lower 
ends of the arms 3. The yoke 5 is hence 
caused to project laterally from the lower por 
tion of the brush-drip to bear against the up 
per side of the bucket or other receptacle and 
causes the spring hook-arms 4 to be firmly 
braced against the inner side of the bucket or 
other receptacle. 

The brush is placed bristles down in the 
brush-drip, and the latter serves to return 
the drippings from the brush to the bucket 
or other receptacle, as will be understood. 
My improved brush-drip prevents the waste 
of material and prevents the drippings from 
the brush when the same is not in use from 
soiling floors, carpets, furniture, and other 
objects. 
From the foregoing description, taken in 

connection with the accompanying drawings, 
the construction and operation of the inven 
tion will be readily understood without re 
quiring a more extended explanation. 

Various changes in the form, proportion, 
and the minor details of construction may be 
resorted to without departing from the prin 
ciple or sacrificing any of the advantages of 
this invention. 

Having thus described my invention, what 
I claim as new, and desire to secure by Letters 
Patent, is 1. A brush-drip comprising a substantially 
funnel-shaped body and an attaching device 
on one side thereof, having spring-arms to en 
gage the upper edge of a bucket or other re 
ceptacle and bear on the inner side thereof, 
and a portion offset from the said side of the 
funnel-shaped body and bearing against the 
inner side of the said vessel. 

2. Abrush-drip comprising a substantially 
funnel-shaped body, and an attaching device 
on one side thereof, said attaching device be 
ing formed from a single piece of Spring-wire 
comprising downwardly-converging arms Se 
cured to the body, spring hook-arms at the 
upper ends of said arms and a yoke connect 
ing the lower ends of the said downwardly 
converging arms together and offset laterally 
therefrom, substantially as described. 

In testimony whereof I have hereunto set 
my hand in presence of two subscribing wit 
neSSeS. 

WILLIAM IDUN BAR. 
Witnesses: 

ASHLEY D. L. BAKER, 
A. JUDSON BAKER. 
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