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side edge of this rear portion, which is, pref 
erably, wider than the forward end, is a small 
notch h, so constructed and arranged that it 

I. ? 

15 

2 ? 

Will engage and interlock with the tube. Ex 
tending longitudinally into the upper surface 
of the inner tube is a tapering slot of a length 
sufficient to allow the sight to pass freely 
therein till the rear edge of the tube engages 
the stock of the revolver, and projecting 
transversely into said slot from the edge of 
the tube is a rectangular or other shaped lugi 
that corresponds to and alines with the notch 
h in the spring plate H. - 

In ordinary use the telescopic tubes are 
disconnected from the revolver and carried in 
the pocket in a closed position. When it is 
desired to use the same it is held, preferably, 
in one hand, and the revolver, being held by 
the other hand, can be quickly inserted into 
the rear of the tubes until the catch Snaps 
into place, when the outer tube can be drawn 
over the inner tube its full length, and the re 
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volver aimed and steadied by the hand grip 
F until ready to fire. 

In the modification shown in Fig. 5 of the 
drawings, the extensible jacket is firmly se 
cured to the revolver and comprises a series 
of short telescopic tubes J, J, each of which is 
about the length of the revolver barrel, and 
may or may not be provided with perfora 
tions i, as employed in the preferred form. 
The first tube is permanently secured to the 
barrel, and provided with a lug K that slides 
in a slot k in the next surrounding tube, and 
each of the remaining tubes are provided 
with slots and lugs in the same manner as the 
first one. Surrounding the end of the revol 
ver barrel is an annular ring or ferrule L, 
preferably, of a thickness corresponding to 
the difference between the diameter of the 
forward and rear ends of said barrel, and is 
utilized to prevent the lateral play of the tele 
scopic tubes when the same are extended in 
USe. 

In Figs. 6 and 7 of the drawings I show my 
device in connection with a walking cane M, 
that is, preferably, made of hollow tubing, 
and, preferably, provided with a series of 
Small perforations m at the upper end there 
of, and with a handle or head N, that is se 
cured to said shaft by means of a bayonet 
slot connection n. Diametrically opposite 
the bayonet-slot n, the shaft of the cane is 
provided with a slot O of the same dimen 
sions and shape as the slot shown in the pre 
ferred form, so that, when the cane-handle is 
removed, the revolver can be immediately in 
Serted therein and aimed in a manner as 
heretofore described. 
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In the modified tubing R, illustrated in 
Fig. 8 of the drawings, all the parts thereof 
are identically the same as shown in the pre 
ferred form, with the exception that the slot 
and guide-pin are omitted, and the two tubes 
are provided with slight corrugations r that 
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extend preferably the length of the tube, per 
mitting the tubes to telescope and slide upon 
each other in proper manner. 
What I claim as new is:- 
1. A revolver or similar fire-arm provided 

With a collapsible jacket. 
2. A revolver or similar fire-arm provided 

with a telescopically collapsible jacket. 
3. A revolver or similar fire-arm provided 

With a removable collapsible jacket. 
4. The combination with a revolver, of a collapsible jacket consisting of two or more 

telescopic tubes. 
5. The combination with a revolver, of a 

removable collapsible jacket consisting of 
two or more perforated telescopic tubes. 

6. A revolver or similar fire-arm provided 
with a perforated collapsible jacket. 

7. A revolver or similar fire-arm provided 
with a perforated removable jacket. 

8. A revolver or similar fire-arm provided 
with a spring-plate on the barrel thereof, and 
a removable collapsible jacket surrounding 
the same and engaging said spring plate. 

9. A revolver or similar fire-arm provided 
with a spring-plate on the barrel thereof, and 
a removable telescopically collapsible jacket 
Surrounding the same and engaging said 
spring-plate. 

10. The combination with a revolver or 
similar fire-arm, and a spring-catch secured 
to the barrel thereof, of an extensible jacket 
engaging said catch and consisting of a num 
ber of telescopic tubes slidably mounted 
upon each other. 

11. The combination with a revolver or 
similar fire-arm, and a spring-catch secured 
to the barrel thereof, of an extensible jacket 
engaging said catch and consisting of a num 
ber of telescopic tubes slidably mounted 
upon each other and provided with a plural 
ity of openings. 

12. The combination with a revolver or 
similar fire-arm, and a spring-catch secured 
to the barrel thereof, of an extensible jacket 
engaging said catch and consisting of a num 
ber of telescopic tubes slidably mounted 
upon each other, the innermost of said tubes 
being provided with a longitudinally elon 
gated slot that engages and locks with said 
spring-catch. 

13. The combination with a revolver or 
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similar fire-arm, and a spring-catch secured 
to the barrel thereof, of an extensible jacket 
engaging said catch and consisting of a num 
ber of telescopic tubes slidably mounted 
upon each other and provided with a plural 
ity of openings, the innermost of said tubes 
being provided with a longitudinally elon 
gated slot that engages and locks with said 
spring-catch. 

14. The combination with a revolver or 
similar fire-arm, and a spring-plate on the 
barrel thereof that has a cut-out portion, of 
an extensible jacket consisting of a number 
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of telescopic tubes the innermost of which is 
provided with a longitudinally elongated 
slot, and a transverse lug projecting into the 
same that engages the cut-out portion in said 
spring-plate and removably secures said 
jacket to said revolver. -- 

15. The combination with a revolver or 
similar fire-arm, and a spring-plate on the 
barrel thereof that has a cut-out portion, of 
an extensible jacket consisting of a number 
of perforated telescopic tubes the innermost 
of which is provided with a longitudinally 
elongated slot, and a transverse lug project 
ing into the same that engages the cut-out 
portion in said spring-plate, and removably 
secures said jacket to said revolver. 

16. The combination with a revolver or 

similar fire-arm, and a spring-plate in the 
barrel thereof that has a cut-out portion, of 
an extensible jacket consisting of a number 
of telescopic tubes each having a limited 
movement upon the tube it surrounds, the 
innermost of which is provided with a longi 
tudinally elongated slot, and a transverse lug 
projecting into the same that engages the 
cut-out portion in said spring-plate and re 
movably secures said jacket to said revolver. 

In testimony whereof I have hereunto set 
my hand this 9th day of July, A. D., 1906. 

JOHN ADRIANSON. 
Witnesses: 

E. K. LUNDY, 
FRANK D. THOMASON. 
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