
Jan. 28, 1930. R. S. OHL 

CONSTANT FREQUENCY OSCILLATOR 

Filed Sept. 23, 1925 

BY 

1,744,835 

INVENTOR 
M2. S. O// 

lf-7p-3. 

ATTORNEY 

  



Patented Jan. 28, 1930 

UNITED STATES 

1,744,835 

PATENT OFFICE 
RUSSELI, S. OBE, OF NEW YoRK, N.Y., ASSIGNOB. To AERICAN TELEPHONE AND TEL 

GRAPE COMPANY, A CORPORATIOT or Ew York 
CONSTANT-FEGUEO Oscot AOR 

Application fled September 8, 192. erial fo. 58,168, 

This invention relates to means for produc ing electrical oscillations and particularly to 
a system of that type characterized by means 
to maintain substantially constant the fre 

5 quency of the oscillations produced thereby. 
In the production of electrical oscillations 

by means of vacuum tube devices, difficulty 
has been experienced in keeping constant the 
frequency of said oscillations owing to the 

10 fact that the constants of the vacuum tubes 
affect the magnitudes of the tuned circuits, 
which in turn control the frequency. As is 
well known, these constants, such as the plate 
impedance of a vacuum tube, are not the 

15 same during the operation of the tube as when 
the tube is in non-operated condition, due to 
changes within the tube itself as, for ex 
ample, filament, emission, gas pressure 
changes within the tube, and variations of 

20 plate voltage. 
Warious ways have been suggested hereto 

fore to maintain constant the frequency of 
such oscillators or to maintain constant the 
frequency in the circuit supplied by such os 

25 cillators. One of the methods consists in 
using a loose coupling between the oscillator 
and the antenna circuit. Another method 
consists in the use of a master oscillator, and 
a third method in the use of a crystal to con 

30 trol the frequency of a vacuum tube oscil 
lator, which frequency was then used in pro 
ducing a harmonic frequency, the harmonic 
being used as the radio frequency. 
None of the schemes enumerated absolute 

ly prevents a change of carrier frequency, al 
though the master oscillator system effects an 
improvement over the single oscillator tube, 
and to a greater extent the crystal control 
system is better than the master oscillator 
system. These systems, however, possess in 
herent defects, the most important being that 
they are difficult to apply to the higher radio 
frequencies of the order of a million cycles or 

45 more because of the number of tuned circuits 
involved. 
This invention resides in a system for the 

production of electrical oscillations, which is 
characterized by two tuned circuits, one of 

50 which determines the frequency and the other 

40 

the amount of power taken out of the main oscillating device. 
Other objects of the invention will be ap parent from the following description when 

read in connection with the accompanying 55 drawing, of which Figure 1 shows schemat 
cally a simple form of embodiment of the in 
vention and Figs, 2 and 3 are modifications 
of the form shown in Fig. 1 to produce fre 
quencies within the voice or the wire carrier so 
range. 

In the arrangement shown in Fig. 1, the 
tube 1, which forms part of the oscillator, has 
its output circuit connected with the antenna 
2, but the said output circuit may be con- 65 
nected with a wire line as in Figs 2 and 3. Connected with and forming part of the out. 
put circuit is a resonant circuit made up of 
the inductance 3 and the variable condenser 
4. The said inductance has its midpoint con- 70 nected to ground through the condenser 5. A 
balancing condenser 6 is effectively connected 
between the grid and the plate of the oscil 
lator tube 1. A resistance 7, which may be of 
the order of 5,000 ohms, is connected between 75 
the grid and the grounded filament of the said 
tube. A source of plate potential 8 is con 
nected with the midpoint of the inductance 3 
to apply potential to the plate of the tube 1. 
The tube 9, which forms part of the ampli. 80 fying circuit, has its plate connected with the 
grid of the oscillator 1, the connection includ 
ing a condenser 10 whose function is to keep the plate potential applied by the source 8 to 
the plate of the tube 9 from affecting the grid 85 
of the tube 1. The output circuit of the tube 
9 is connected across the grounded resistance 
11 so that the potential to ground across this. 
resistance is applied directly to the grid of 
the oscillator. The input circuit of the am-90 
plifier 9 is connected with a resonant control 
circuit comprising an inductance 12 and a 
variable condenser 13. These elements are 
so put together as to constitute a mechanically 
rigid tuned circuit of extremely low loss, 95 
which is electrically shielded from outside 
disturbances by means of the shield 14, and 
furthermore is rendered practically free from 
effects of changes in temperature. The in 
ductance of this tuned circuit, which has its 200 



midpoint grounded, has two taps, on each side 
of the center of the coil about a small fraction 
viz about one-tenth of the total number of 
turns from the center. One of the tapsis con nected with the grid of the amplifier; the 
other is connected through the balancing con 
denser 15 with the plate of the amplifier, as 
shown. This prevents the resonant control 
circuit from oscillating of its own accord and 
it also raises the input impedance of the am plifier at the radio frequencies involved. One 
side of the inductance 3 connected with the 
outputside of the oscillator 1 and forming 
part of the resonant circuit connected there in, is connected with the grid of the amplifier 9, the connection including a small variable 
condenser 16. Energy is thus fed back from 
the free end of the inductance in the output 
circuit of the oscillator tube through the 
smallyariable condenser 16 to the grid of the 
amplifier tube. This coupling condenser con 
trols the magnitude of the oscillations fed 
back to the amplifier. 
The method of operation of the system de 

scribed above will probably be quite obvious 
from the foregoing description of the parts 
of the circuit and the functions that they 
perform, so that little further explanation 
should be necessary. Oscillations produced 

so by the tube 1 will cause the resonant circuit 
3-4 to resonate at the frequency to which it 
is adjusted. A part of the energy at this fre 
uency will be fed back through the con 
E. 16 to the conductor connecting the 

ss grid of the amplifier 9 with one of the taps 
of the inductance 12 of the resonant circuit 
12-13. This will cause the latter resonant 
circuit to resonate at the frequency to which 
it is adjusted. This frequency will then be 
impressed upon the amplifier 9, which in turn 
will impress an amplified voltage of this fre 
quency upon the input side of the oscillator 
1 and thus the process will be repeated. The 
major portion of the energy of the frequency 

5 generated will be transmitted through the 
condenser 17 to the antenna 2 for radiation 
therefrom. Only a small portion of the en 
ergy goes back through the condenser 16 to 
the resonant circuit. It will therefore be seen 

so that the system described depends not on the 
stability of the vacuum tubes but upon the 
stability of the mechanically rigid resonant 
circuit 12-13. In other words, variations in 
the constants of the tubes as they operate will 

65 not produce any substantial effect upon the 
frequency of the resulting oscillations inas 
much as such frequency is largely, if not en 
tirely, controlled by the circuit 12-13 which 
is not only rigidly constructed from theme 

60 chanical viewpoint but is also shielded from 
extraneous sources of interference and is 
maintained at a substantially constant tem 

rature. It is also to be noted that the feed 
E. condenser 16 which, for example, may 

65 have a capacity of about 25 microfarads, may 
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produce a slight effect upon the tuning of the 
resonant circuit 12-13, but inasmuch as the 
ratios of the capacities 16 and 13 and the 
value of the coupling involved are low, the 
effect of such coupling is negligible. Once 
the system is set in operation to produce a 
definite frequency it will continue to do so. 
The arrangements shown in Figs. 2 and 3, 

in which the same reference numerals have 
been used to indicate similar parts, are in 
tended to show the application of the inven 
tion to systems for the production of oscilla 
tions within the range of frequencies appli 
cable to wire carrier systems. Thus, in Fig.2 
the output circuit of the oscillator 1, which 
includes the inductance 3 and the condenser 
4, is coupled to an output circuit 20 by means 
of the mutual inductance between the wind 
ing 3 and the winding 28 connected with the 
output circuit. The resonant control circuit 
12-13, which is protected by the shielding 
surface 14, is connected to ground through the 
midpoint of the inductance 12 and is also 
connected with the grid circuit of the ampli 
fier 9, the connection including a condenser 
27. As in Fig. 1, a feed-back connection is 
established from the inductance 3 in the out 
put circuit of the oscillator to the resonant 
circuit, the connection including a condenser 
16. This feed-back circuit is connected to the 
input of the first amplifier at a point between 
the condenser 27 and the grid of the ampli 
fier 9. Another amplifier 21 is inserted be 
tween the amplifier 9 and the oscillator 1 and 
the output of each amplifier is impressed 
across a resistance such as 11 and 23, to which 
a source of plate potential 24 is also con 
nected. Condensers 10 and 29 are placed in 
the grid circuits of the amplifier 21 and the 
oscillator 1 in order to protect the grids of 
these tubes from the effect of the f bat 
terv 24. 

the arrangement shown in Fig. 3, the 
resonant circuit in the output side of the os 
cillator 1 is connected with the resonant con 
trol circuit 12-13 by means of a connecting 
circuit including the resistance 25 and the 
condenser 26. As in Fig. 1, the feed-back 
coupling between the resonant circuit in the 
output side of the oscillators of Figs. 2 and 3 
is of such magnitude as to reduce to a mini 
mum the energy fed back to the control cir 
cuit. In this manner the effect of external 
changes on the frequency determined by the 
resonant control circuit 12-13 is greatly re 
duced. 
While this invention has been disclosed in a 

particular form it is apparent that it is ca 
able of embodiment in other and different 
orms within the spirit and scope of the ap 
pended claims. 
What is claimed is: 
1. In a system for producing electrical os 

cillations of constant frequency, the combi 
nation with a vacuum tube oscillator having 
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a resonant circuit connected with the output 
side thereof, of an amplifier connected with 
the input side of said oscillator by a resist 
ance coupling, a sharply tuned resonant cir 
cuit shielded from external influence con 
nected with the input side of the said ampli 
fier, and means to feedback a small amount of 
energy form the said first resonant circuit to 
the said second resonant circuit. 

2. In a system for producing electrical os 
cillations of constant frequency, the combi 
nation with a vacuum tube oscillator having 
its output circuit tuned to the desired fre 
quency, of a control circuit sharply tuned to 
the desired frequency, shielding means to pro 
tect the control circuit from external inter 
ference, a condenser coupling between the said 
first tuned circuit and the said control circuit 
to feedback a small amount of energy to en 
ergize the said control circuit, and means to 
connect the said control circuit to the input 
circuit of said oscillator, the said connecting 
means including a unilateral device prevent 
ing undesired reaction between the said os 
cillator and the said control circuit, and a 
resistance coupling between the said oscillator 
and the said unilateral device. 

3. In a system for producing electrical os 
cillations of constant frequency, the combina 
tion with an oscillator having a tuned output 
circuit, of an amplifier, means to connect said 
amplifier to the inputside of the said oscil 
lator, the said connection including a resist 
ance coupling, a second tuned circuit me 
chanically rigid and shielded from external 
interference connected with the input side of 
the amplifier, and a condenser coupling be 
tween the output of the said oscillator and 
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the second tuned circuit. 
4. In a system for producing electrical os 

cillations of constant frequency, the combina 
tion with an oscillator having a tuned output 
circuit, of a frequency control circuit sharply 
tuned, mechanically rigid and shielded from 
external interference, means to couple the 
output circuit of the said oscillator with the 
said frequency control circuit, and means to 
connect the said frequency control circuit to 
the input of the saidoscillator, the said con 
necting means comprising a unilateral device 
and a resistance coupling between the said de 
vice and the said oscillator. 
In testimony whereof, I have signed my 

name to this specification this 21st day of September 1925. 
RUSSELL S. OHL. 


