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This invention relates to clasps for brace 
lets and other articles of jewelry. 
The principal object of the invention is 

to provide an improved clasp which will 
5 allow a certain amount of adjustment with 
out presenting the appearance of an adjust 
able clasp when the clasp is closed, or hav 
ing loose ends projecting beyond the clasp, 
such as are usually found in other adjust 

10 able clasps. 
A further object is to provide an improved 

clasp in which the interlocking parts are so 
arranged that the pull tending to separate 
the parts of the bracelet is met by rigid 

15 pieces of a substantial construction, and is 
in a direction which does not tend to un 
clasp the article. 
A further object is to provide an improved 

clasp in which the entire interlocking mecha 
20 nism is enclosed in a part of a size and a 

construction to permit it to be readily opened 
and closed and which may be appropriately 
decorated with engraving so that the clasp 
constitutes an ornamental part of the article. The clasp of this application is particu 
larly an improvement over the clasp shown 
in my co-pending application, Ser. No. 
35,302, filed June 6, 1925, in that the im proved clasp accomplishes the same purposes 

80 with the use of a smaller quantity of metal, 
with a lesser amount of fabrication, and with 
fewer and simpler parts. ... " 
In the accompanying drawings, I have ill 

lustrated a preferred embodiment of my im 
proved clasp applied to the bracelet of a 
wrist watch, and in the said drawings 

Fig. 1 is a perspective view of the brace 
let, showing the clasp closed; 

Fig. 2 is a similar view with the clasp 
opened and parts of the bracelet omitted for 
convenience; 

Fig. 3 is a fragmentary plan view showing 
the interlocking parts in engagement, and 
the cover-plate closed; 

Fig. 4 is an enlarged sectional detail on 
the line 4 4 of Fig. 1, sighting in the di 
rection of the arrows shown in Fig. 1; Fig. 5 is a fragmentary plan view of a 
modified form of the clasp; 

Fig. 6 is a fragmentary perspective view 
of a further modified form of the clasp, and 

Fig. 7 is a fragmentary perspective view 
of a still further modified form of the clasp. 

Referring to the drawings, and particu 
larly to Figs, 1 to 4 inclusive, 1 indicates 
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the inner member of the clasp attached in the 
usual manner to one end of the bracelet or 
other article, which is here shown as a strap 
of gold mesh. The other part of the clasp 
is indicated at 2 and comprises a housing 
having a hinged cover 3 for enclosing the 
part 1 when the clasp is shut. The part 2 
is attached to the bracelet by means of a 
bar 4 clamped or soldered to the end of the 
mesh, and to this bar the main part or hous 
ing 2 is attached by a suitable hinge indi 
cated at 5, in Fig.2. The cover part 3 is 
hinged to the housing by means of a second 
hinge 6. 
Cut into the side walls 8, of the housing 

2, are a plurality of notches 7, here shown 
as six in number, and arranged in three pairs, 
whereby three adjustments of the length of 
the bracelet are provided. The number of 
the notches may be varied at the maker's 
discretion. 
The inner part 1, of the clasp comprises 

a flat bar or plate adapted to fit within the 
sidewalls 8, of the housing 2, said plate ex 
tending laterally from side wall to side wall 
of the housing. The plate 1, is provided 
with tenons or projections 9 adapted to fit 
in the notches 7. The portion of the plate 
1 back of the tenons 9, is of such a width and 
shape as to fit snugly between the side walls 
8, of the housing 2, without any lateral or 
vertical play or motion, when the two parts 
of the clasp are engaged. When the plate 
1 is engaged with the notches 7, as described, 
the cover 3 is closed down on the housing, 
thereby holding the tenons in the notches, 
as shown in Fig. 1. 
In Fig. 5 I have illustrated a modification 

of my invention. In this construction, the 
parts are like those previously described, ex 
cept that in this modification, the notches 
7 are undercut or so cut that their cross 
sectional shape is substantially a quadri 
lateral having at least one acute angle. The 
advantage of this construction is that the 
normal tension on the bracelet serves to in 
crease the degree of security with which the 
interlocking parts engage. 
In Fig. 6, I have illustrated a further 

modification of my invention. In this con 
struction, the parts are like those described 
in connection with Figs. 1 to 4 inclusive, ex 
cept that in this modification, the notches 
7 are cut only partially through the side 
walls 8 of the housing. The advantage of 110 
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this construction is that even a close scrutiny 
fails to discover the adjustability of the 
clasp. a 

In Fig. 7, I have illustrated a still further 
modification of my invention. In this con 
struction, the parts are similar to those pre 
viously described in connection with Fig. 6, i 
except that the notches 7 are undercut or 
so cut that their cross-sectional shape is sub 
stantially that of a quadrilateral having at 
least one acute angle. The advantages of 
this construction are the same as those dis 
closed in connection with the modification 
shown in Fig. 5, and in addition those dis 
closed in connection with the modificatio 
shown in Fig. 6. 

claim: 
1. A clasp for articles of jewelry com 

prising a housing adapted to be attached to 
one end of the article, said housing having 
side walls, a member having a portion 
thereof secured to the other end of said arti 
cle, and formations on said member and the 
side walls of said housing, respectively, con 
sisting of positively, engaging projections 
and depressions, said housing having a cover 
adapted to: close against said side walls to 
hold said formations in engagement. 

2. A clasp for articles of jewelry com 
prising a housing adapted to be attached to 
one end of the article, a member having a 
portion thereof secured to the other end of 
said article, and formations arranged adja 
cent the opposite side edges of the housing 
and on said member respectively, consisting 
of positively engaging depressions and pro 
jections, said housing having a cover adapt 
ed to overlie the housing to hold said for 
mations in engagement. 

3. A clasp for articles of jewelry compris 
ES a housing adapted to be attached to one 
end of the article, said housing comprising 
a body having a plurality of notches there 
on, a cooperating member having a portion 
secured to the other end of the article, said 
member being adapted to lie within the 
housing and having tenons extending in 
substantially the same plane as said portion 
for engagement with said notches in differ 
ent positions of attachment, and a covering 
adapted to overlie the tenons and notches 
when they are in engagement. 

4. In an adjustable clasp for articles of 
jewelry, the combination of a housing adapt 
ed to be attached to one part of an article, 
said housing comprising two parts hingedly 
connected, one of said parts having side 
walls and a plurality of notches on said side 
Walls opening toward the other of said 
parts when the two parts of the housing are 
closed; and a cooperating member adapted 
to be attached to another part of said arti 
cle, said member being adapted to fit within 

walls of said housing, 
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the side walls of said housing, and having a 
shank of a width and length to fit between 
said side walls, said shank being provided 
with tenons adapted to engage said notches 
in various positions of adjustment. 

5. In an adjustable clasp for articles of 
jewelry, the combination of a housing 
adapted to be attached to one end of an ar 
ticle, said, housing comprising two parts 
hingedly connected one of said parts hav 
ing side walls, and a plurality of under 
cut notches, substantially as described, on 
said side walls, said notches opening to 
ward the other of said parts when the two 
parts of the housing are closed; and a co 
operating member adapted to be attached to 
another part of said article, said member 
being adapted to fit within the sidewalls of 
said housing, and having a shank of a width 
and length to lie between said side walls, 
said shank being provided with undercut 
tenons, substantially as described, adapted 
to engage said notches in various positions 
of adjustment. 

6. In an adjustable clasp for articles of 
jewelry, the combination of a housing adapt 
ed to be attached to one part of an article, 
said housing comprising two parts hinged 
ly connected, one of said parts having side 
walls, and a plurality of notches on the 
inner face of said side walls, said notches 
opening toward the other of said parts when 
the two parts of the housing are closed; and 
a cooperating member adapted to be at 
tached to another part of said article, said 
member being adapted to fit within the side 
walls of said housing, 
of a width and length to lie between said 
side walls, said shank being provided with 
tenons adapted to engage said notches in 
various positions of adjustment. . . 

7. In an adjustable clasp for articles of 
jewelry, the combination of a housing 
adapted to be attached to one part of an 
article, said housing comprising two parts 
hingedly connected, one of said parts hav 
ing side walls, and a plurality of undercut 
notches on the inner face of said side walls, 
substantially as described, said notches 
opening toward the other of said parts when 
the two parts of the housing are closed, and 
a cooperating member adapted to be at 
tached to another part of said article, said 
member being adapted to fit" within the side 

and having ashank 
of a width and length to lie between said 
side walls, said shank being provided with 
undercut tenons, substantially as described, 
adapted to engage said notches in various 
positions of adjustment. , 
tu testimony whereof I affix my signa 
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EDWARD BRASER DONALDSON. 
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