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5 Fig. 5 shows the plate inside elevation. 

4o ranged eyes 9. 

UNITED STATES PATENT OFFICE. 
HENRY E. FINNEY, OF CHICAGO, ILLINOIS. 

GARVENT. FASTENING DEVICE. 

SRECIFICATION forming part of Letters Patent No. 718,118, dated January 18, 1903. 
Application filed March 5, 1901, Serial No. 49,896, (No model.) 

To ali, whon, it invay conceiv. 
Beitknown that I, HENRY E. FINNEY, a citi 

Zen of the United States, residing at Chicago, 
in the county of Cook and State of Illinois, 

5 have invented a certain new and useful Im 
provement in the Construction and Applica 
tion of Garment-Fastening Devices, of which 
the following is a specification. 
My invention relates to a fastening device 

Io adapted for service in fastening portions of 
Wearing-apparel. 

Objects of my invention are to provide an 
extremely simple and economical fastening 
device, to permit the fastening device to be 

I5 attached by ordinary pins of the kind which 
are put up in papers and commonly known to 
the trade as “papers of pins,’ and to provide 
a neat and compact construction of garment 
fastener. 

2 o In the accompanying drawings, Figure 1 is 
a central section, on an enlarged scale, through 
a construction of spring-stud which can be 
employed in connection with my improved fas 
tening device, said stud being secured to a 

Fig. 2 is a plan view of one side of a 
garment-fastening device embodying my in 
vention. Fig. 3 is a plan view of the oppo 
site side of such fastening device, the pins in 
Fig. 2 being shown bent, so as to engage the 

3o guards or keepers, while in Fig. 3 one pin is 
thus bent and the other pin is in a straight 
condition. Fig. 4 is an end view showing the 
plate with eyes and a pin inserted through the 
eyes preparatory to being bent, as in Fig. 2. 

19. 
6 is a cross-section of the fastener through the 
guards. 
In Figs. 2 and 3, Bindicates a plate or frame 

provided at each end with two oppositely-ar 
The two eyes at one end of 

the plate are in a linement and the two eyes 
at the opposite end of the plate are also simi 
larly positioned, whereby an ordinary nor 
mally straight pin F can be inserted through 

45 either pair of eyes, as illustrated in Fig. 3, 
in which the pin shown inserted through the 
pair of eyes at the left is still in a straight con 
dition. In practice pins are inserted through 
both pairs of eyes, and after the pins have 

5o been thus inserted through the eyes the two 
pins will be relatively parallel. When thus 

inserting a pin through a pair of these eyes 
at one end or edge portion of the plate or 
frame, the user will first insert the point of 
the pin through one eye, then pass the pin 
through a portion of the garment or article, 
ISO as to take up a portion of the same, and 
then pass the pin-point through the other eye 
of said pair of eyes, in which way the portion 
of the pin between the two eyes will pass 
through the fabric or article at two points, and 
thereby take up or engage a portion of the fab 
ric or article between the two eyes. 
After a pin has been inserted through a 

pair of eyes 9 at one end of the plate and also 
inserted through a portion of the article of 
wear, as hereinbefore described, the project 
ing end portion 10 of the pin can then be bent 
laterally or at right angles to its portion 11, 
which extends between said two eyes and 
which engages the article of wear. The end 
portion 10 of the pin when thus deflected can be 
caused to engage any suitable guard arranged 
adjacent to the opposite end of the frame or 
plate and adapted to protect the point of the 
pin. Lugs or ears G, formed on the plate, are 
perforated to provide eyes 9 and are also ex 
tended or otherwise adapted to form guards 
or keepers g for the pointed ends of the pins, 
it being observed that these guards are prac 
tically lugs or projections on the plate or frame 
and are arranged adjacent to opposite ends 
thereof. When desired, each pin can be 
sprung away from its guard or keeper and 
bent by hand manipulation, so as to straighten 
it out and permit it to be withdrawn from its 
connection with the plate or frame which 
forms the body of the fastening device, and, 
if necessary, a new pin can be used when the 
fastening device is to be again applied. 
The body portion of the fastening device 

(illustrated in Figs. 2 and 3) is provided with 
an ordinary socket D, into which can be 
sprung any ordinary spring-stud, secured to a 
like or any other desired fastening device or 
article. 
In Fig. 1 I have shown on a larger scale a 

convenient construction of spring-studC, hav 
ing a socket-piece 2, provided with a flange 3, 
which is bent and clamped upon the base por 
tion 4 of the spring-stud, a hollow shank 1 
being forced into the socket-piece 2 and be 
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ing provided with the base-flange 5. With Tarticle of wear or another fastening member 
such arrangement a plate A is clamped be 
tween the flange 3 of the socket-piece 2 and 
the base-flange 5 of the stem or shank 1. It 
is understood that this plate A can be pro 
vided with eyes and keepers arranged, as 
shown in Figs. 2 and 3, whereby the plate A 
can be attached to one part of the garment or 
wearing-apparel and the plate B can be at 
tached to another part of the same or to a 
different article of wear. I do not, however, 
confine myself to spring-studs, as other obvi 
ous connecting devices can be employed. 
Where two of these fastening devices are em 
ployed, they can be used for connecting to 
gether the rear inner side portions of trou 
sers-legs at the lower ends of said legs, and 
thereby form a convenient device for bicycle 
riders. My improved fastening device may 
also be employed as a garment-supporter, and 
it can also be employed in various other ways 
for attaching or connecting articles of wear. 
The pins which I employ are the ordi 

nary flexible pins which are put up in rows 
in papers, which latter are folded so as to 
form packages and sold for small sums, vary 
ing from two to five cents a package. My 
invention, therefore, while securing the ad 
vantages incident to the use of safety-pins in 
volves the use of an ordinary straight gar 
ment-pin at a much less cost, since a pair of 
safety-pins if used in my improved fastening 
device would cost almost or quite as much as 
the balance of the device. 
With further reference to the eyes 9 it is to 

be noted that said eyes can be conveniently 
formed through studs or flanges on the plate 
or frame and that the eyes are on a plane 
parallel with and sufficiently removed from 
the plane of the plate or frame to permit the 
portion of a pin which is between a pair of 
eyes to take up a portion of the garment or 
fabric, in which way the pin will engage the 
frame or body of the fasteinng device at two 
points and engage the fabric or article of 
wear between these two bearing-points. In 
this way the pin will stand a very consider 
able strain without bending, it being ob 
served that the end portion 10, of the pin, 
which projects from the body of the fastening 
device after the pin has been inserted through 
a pair of eyes and the portion of the fabric, 
can be bent laterally so as to engage a keeper 
which is positioned lateral to a right line ex 
tending through the pair of eyes. 
Where the plate is provided with eyes and 

guards or keepers for two oppositely-arranged 
pins, as illustrated, the two pins can be at 
tached to one article of Wear, or one pin can 
be attached to one article while the opposite 
pin can be attached to another article, and 
obviously where but one pair of eyes and 
but one guard are employed the plate can 
be attached to one portion of an article of 
wear by the portion 11 of a pin extending 
through such eyes, while another portion of 
the same article or a portion of a separate 

can be connected with the plate or frame in 
any known or desired way. For example, a 
pin F extending through a pair of oppositely 
arranged eyes 9 may have its portion ill at 
tached to an article of wear, and the plate 
can be attached to another plate by a catch 
device, such as a spring-stud C on plate A 
engaging in a socket D in the other plate, it 
being observed that the stud and Socket re 
ferred to are similar to an ordinary glove 
fastener and that such device is herein se 
lected merely to illustrate one of various 
catch devices which can be employed. 
What I claim as my invention is 
1. In a garment-fastening device, a body 

portion having a pair of eyes and a guard or 
keeper lateral to a line passing through the 
eyes; and a normally straight, flexible gar 
ment-pin adapted to extend through and pro 
ject beyond the eye; the end portion of the 
pin which projects beyond the eyes being 
adapted to be bent laterally so as to engage 
the guard or keeper, and the eyes being ar 
ranged relatively to the body portion to per 
mit the portion of the pin between the eyes 
to engage a portion of the article of Wear to 
which the fastening device is applied and thus 
attached by the portion of the pin extending 
between the said eyes. 

2. In a garment-fastening device, a body 
portion having a pair of oppositely-arranged 
eyes, and a guard or keeper positioned lateral 
to a line passing through the two eyes; and a 
normally straight, flexible pin F extending 
through and of a length to project beyond the 
pair of eyes; the projecting end portion of the 
pin being adapted and arranged to be bent 
laterally to an extent to engage the guard 
or keeper, and the portion of the pin be 
tween the two eyes being adapted and ar 
ranged to engage a portion of the article to 
which the fastening device is applied; said 
body portion of the fastening device being 
also provided with other attaching means. 

3. In a garment-fastening device, a body 
portion provided with two pairs of eyes and 
two guards or keepers between the two pairs 
of eyes; and normally straight, flexible gar 
ment - pins each adapted to extend through 
and project beyond one pair of said eyes; the 
projecting end portions of the pins being 
adapted to be bent laterally so as to engage 
the guards or keepers, and the eyes being ar 
ranged to permit the portions of the pins be 
tween them to engage an article or articles to 
be fastened. 

4. The combination with a plate or frame 
B provided with suitable attaching means, 
and having in addition thereto a pair of eyes 
9 and a guard or keeper G; and a normally 
straight, flexible pin F extending through the 
eyes and projecting beyond the same; the 
projecting end portion 10 of the pin being 
bent to engage the guard or keeper, and the 
eyes being raised from the plane of the plate 
or frame to an extent to permit the portion 
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of the pin between the eyes to engage and 
take up a portion of the article which is to be 
fastened. 

5. In a garment-fastening device, a plate or 
frame B provided with a pair of oppositely 
arranged eyes 9 and a guard or keeper G posi 
tioned lateral to a right line passing through 
the two eyes, the said eyes and plate or frame 
being relatively arranged to permit a pin F 

Io to be detachably inserted through the eyes 

and extended beyond the eyes and to engage 
in an article of wear while passing from one 
to the other of the two eyes, and the guard or 
keeper being arranged to permit the project 
ing end portion 10 of the pinto be bent later- 15 
ally so as to engage such guard or keeper. 

HENRY E. FINNEY. 
Witnesses: 

CHARLES G. PAGE, 
OTTILIE C. FREIBERG. 

  


