HYDROPROCESSING PROCESS WITH INTEGRATED INTERSTAGE STRIPPING

This invention relates to a two stage hydrotreating process with stripping zones (20) and (40) between the hydrotreating zones (12) and (32) and following the last hydrotreating zone. The stripping occurs at high pressure and temperature with no disengagement between or following the hydrotreating zones. There is recycle of high temperature gaseous effluent (44) from the last stripping zone (40) to the first stripping zone (20).
HYDROPROCESSING PROCESS WITH INTEGRATED INTERSTAGE STRIPPING

FIELD OF THE INVENTION

[0001] This invention relates to a two stage hydroprocessing process with interstage stripping. More particularly, the interstage stripping occurs at high pressure and temperature with recycle of high temperature gaseous effluent from the stripping stage.

BACKGROUND OF THE INVENTION

[0002] A common method to remove contaminants such as nitrogen and sulfur from a hydrocarbon feedstock is to use a hydrotreating step to convert the nitrogen and sulfur contaminants to hydrogen sulfide and ammonia followed by stripping to separate the gaseous effluent from the liquids. The stripping is typically conducted at low temperature and pressure. The hydrotreating step is frequently followed by a further hydroprocessing step containing a catalyst which is sensitive to the presence of sulfur and nitrogen contaminants.

[0003] Stripping steps involve considerable investment and operating costs as stripping usually involves depressurization and cooling followed by pumping and heating to repressurize and reheat the feed to the next hydroprocessing step.

[0004] It would be desirable to have an interstage stripping process which minimizes the investment and operating costs associated with stripping.

SUMMARY OF THE INVENTION

[0005] This invention relates to an interstage stripping process which reduces the investment and operating costs associated with stripping. Accordingly there is provided a continuous process for interstage stripping between two
hydroprocessing zones which comprises:

a. passing a hydrocarbon feedstock to a first hydroprocessing zone and hydroprocessing the feedstock under first hydroprocessing conditions to form a first hydroprocessed product, said first hydroprocessing zone having a first hydroprocessing temperature and pressure;

b. passing the first hydroprocessed product to a first stripping zone;

c. stripping the first hydroprocessed product to form a first gaseous and liquid effluent;

d. passing the liquid effluent from the first stripping zone to a second hydroprocessing zone and hydroprocessing the liquid effluent under second hydroprocessing conditions to form a second hydroprocessed product, said second hydroprocessing zone having a second hydroprocessing temperature and pressure;

e. passing the second hydroprocessed product to a second stripping zone;

f. stripping the second hydroprocessed product to form a second gaseous and liquid effluent; and
g. passing at least a portion of the second gaseous effluent to the first stripping zone and contacting said second gaseous effluent with the first liquid effluent.

Another embodiment relates to a continuous process for interstage stripping between two hydroprocessing zones which comprises:

a. passing a hydrocarbon feedstock to a first hydroprocessing zone and hydroprocessing the feedstock under first hydroprocessing conditions to form a first hydroprocessed product, said first hydroprocessing zone having a first hydroprocessing temperature and pressure;

b. passing the first hydroprocessed product to a first stripping zone, said first stripping zone including a flash separator and a pressure stripper;

c. flashing the first hydroprocessed product to form a first gaseous and liquid effluent;

d. passing the first liquid effluent from the flash separator to the pressure stripper and stripping the liquid effluent to form a second gaseous and liquid effluent;

e. passing the second liquid effluent from the first stripping zone to a second hydroprocessing zone and hydroprocessing the liquid effluent under second hydroprocessing conditions to form a second
hydroprocessed product, said second hydroprocessing zone having a second hydroprocessing temperature and pressure;

f. passing the second hydroprocessed product to a second stripping zone;

g. stripping the second hydroprocessed product to form a third gaseous and liquid effluent; and

h. passing at least a portion of the third gaseous effluent to the first stripping zone and contacting said third gaseous effluent with the second liquid effluent.

[0007] The present process describes a method for removing nitrogen- and sulfur-containing contaminants from multi-zone hydroprocessing schemes without the need for disengagement, i.e., low-pressure stripping which involves depressurization, stripping and re-pressurization, and the attendant costs for such an operation.

BRIEF DESCRIPTION OF THE DRAWING

[0008] The Figure is a schematic drawing illustrating a hydroprocessing scheme without disengagement.
DETAILED DESCRIPTION

[0009] Feeds for hydroprocessing include whole and reduced crudes and fractions thereof. Examples include distillates such as atmospheric and vacuum gas oils, and coker gas oils, hydrocrackates, raffinates, extracts, hydrotreated oils, atmospheric and vacuum resids, deasphalted oils, dewaxed oils, slack waxes, Fischer-Tropsch waxes and mixtures thereof.

[0010] Hydroprocessing is used herein to denote various processes involving treatment of a feed in the presence of hydrogen and include processes which involve at least one of boiling range reduction, removal of contaminants, viscosity reduction, viscosity index (VI) increase, pour point reduction and aromatics saturation. Examples of typical hydroprocessing schemes include hydrotreating, hydrocracking, hydrofinishing, hydrodewaxing, hydrofining, hydroisomerization and raffinate hydroconversion. Such hydroprocessing schemes are well known in the art and are described in standard reference works such as "Petroleum Refining" by James H. Gary and Glenn E. Handwerk, Third Edition, Marcel Dekker, New York.

[0011] The primary purpose of hydrotreating is typically to reduce the sulfur, nitrogen, and aromatic content of a feed, and is not primarily concerned with boiling point conversion of the feed. Catalysts usually contain at least one of Group VIA and Group VIII metal on a less acidic support such as alumina or silica. Examples include Ni/Mo, Co/Mo and Ni/W catalysts. Hydrotreating conditions typically include temperatures of 315 - 425°C, pressures of 300 - 3000 psig, Liquid Hourly Space Velocities (LHSV) of 0.2 - 10 h⁻¹ and hydrogen treat rates of 500 - 10000 scf/bbl.
[0012] Hydrocracking involves at least some conversion of the boiling range of the feed to lower boiling products. Hydrocracking catalysts are generally more acidic than hydrotreating catalysts and include Group VIA and Group VIII metals on supports such as alumina, especially fluorided alumina, silica-alumina and zeolites. Examples include Group VIA and/or Group VIII metal, e.g., Ni/Mo on silica-alumina, Group VIA and/or Group VIII metal on zeolite, e.g., Ni/Mo on zeolites such as X or Y, Pd on zeolite and Ni/W on zeolite. Hydrocracking conditions include temperatures of 260-480°C, pressures of 800 - 3000 psig, LHSV of 0.1-10 h⁻¹ and treat gas rates of 1000-10000 scf/bbl.

[0013] Hydrofinishing is usually concerned with product quality issues such as daylight stability, color, haze, heteroatom removal, aromatics and olefin saturation and the like. Catalysts can be those used in hydrotreating including, e.g., Ni/Mo, Ni/W or Pd and/or Pt on a support such as alumina. Hydrofinishing conditions include temperatures of 200 -350°C, pressures of 100 - 3000psig, LHSV of 0.1 - 5 h⁻¹ and treat gas rates of 100 - 5000 scf/bbl.

[0014] Hydrodewaxing relates to the removal of long chain, paraffinic molecules from feeds. Hydrodewaxing can be accomplished by selective hydrocracking or by hydroisomerizing these long chain molecules. Hydrodewaxing catalysts are suitably molecular sieves such as crystalline aluminosilicates (zeolites) or silico-aluminophosphates (SAPOs), preferably 10-ring sieves such as ZSM-5, ZSM-22, ZSM-23, ZSM-35, ZSM-48, SAPO-11, SAPO-41 and the like. These catalysts may also carry a metal hydrogenation component, preferably Group VIII metals, especially Group VIII noble metals. Hydrodewaxing conditions include temperatures of 280 - 380°C, pressures of
300 - 3000 psig, LHSV of 0.1 - 5.0 h⁻¹ and treat gas rates of from 500 - 5000 scf/bbl.

[0015] Hydroprocessing involves at least one reactor having an inlet temperature and pressure and an outlet temperature and pressure, and commonly occurs in multiple zones (or stages) involving sequences such as hydrotreating/hydrocracking, hydrotreating/hydodewaxing,
hydrotreating/hydroisomerization, hydrocracking/hydrodewaxing,
hydrocracking/hydrofinishing, hydrodewaxing/hydrofinishing and the like.

Typical hydroprocessing configurations include hydrotreating followed by hydrocracking, hydrotreating or hydrocracking followed by hydrofinishing or hydrodewaxing and 2-stage hydrocracking or hydrotreating in which at least two reactors are sequentially staged. Such hydroprocessing schemes typically involve a disengagement step which involves depressurization to remove contaminants, and product and/or intermediates separation. The individual hydroprocessing zones may use a single reactor or may use multiple reactors.

[0016] A common practice in the art is to disengage, i.e., depressurize between hydroprocessing steps. The reason for such disengagement is to strip the effluent from the first hydroprocessing step (or zone) before passing the effluent to a second hydroprocessing step. An interstage stripping zone is employed to remove gaseous contaminants created in the first hydroprocessing step such as H₂S and NH₃ and may also be used to strip light (low boiling) products from the effluent. Such gaseous contaminants may adversely impact the performance of catalysts in the second hydroprocessing step or zone. However, before passing the stripped effluent to the second hydroprocessing step, it is usually necessary to repressurize and reheat the effluent.
[0017] The present process involves a first separation zone following the first hydropo
tersing zone, a second hydropo
tersing zone and a second separation zone. Unlike the common practice in the art, in the present invention the first and second separation zones are conducted at the pressure of the preceding hydropo
tersing zone. There is no disengagement, i.e., depressurization between first and second hydropo
tersing zones or following the second hydropo
tersing zone and the second separation zone. Further, gases stripped from the second high pressure separation zone are recycled to the first separation zone or recycled to the fresh feed to the first hydropo
tersing zone. The different hydropo
tersing zones are typically operated at different temperatures. Thus it is preferred to include at least one heat exchanger between hydropo
tersing zones or between hydropo
tersing zones and separation zones.

[0018] High pressure separators are known in the art. They may include flash drums, pressure strippers which include pressure separators for separating liquids and gases at high temperatures or combinations thereof. These units are designed to operate at high temperatures such as the temperature of the preceding hydropo
tersing zone. High pressure strippers may operate in either the co-current or countercurrent mode with regard to the stripping gas.

[0019] In a preferred embodiment, the first hydropo
tersing zone results in the generation of contaminants which might reduce the efficiency of a subsequent hydropo
tersing zone or stage. Examples of such sequences include hydrotreating followed by hydrocracking, hydrotreating followed by hydredewaxing, hydrocracking followed by hydredewaxing, hydrotreating followed by hydrofinishing, and raffinate hydroconversion followed by
hydrodewaxing. Typical contaminants generated in the first hydproprocessing zone include water, ammonia and hydrogen sulfide.

[0020] The process is further described with reference to a representative process shown in Figure 1. Fresh feed, line 8, and hydrogen, line 6, are fed through line 10 to first hydproprocessing zone 12 which is a hydrocracker operating under hydrocracking conditions to produce a hydrocrackate, hydrogen sulfide, ammonia and light hydrocarbon gases. The products from the hydrocracker are passed through line 14 and heat exchanger 16 to a first separation zone 20 which is as flash separator comprising a high pressure separator drum.

[0021] Liquid product comprising hydrocrackate is stripped with gas effluent that is passed to separator 20 through line 44. Light hydrocarbons, hydrogen sulfide and ammonia are separated from hydrocrackate and sent through line 22 to further processing. The stripped hydrocrackate is sent through line 24, heat exchangers 26 and 30, and pump 28 to the second hydproprocessing zone 32 which is a hydrodewaxer operating under hydrodewaxing conditions. There is no disengagement (no depressurization) between hydproprocessing zones 20 and 32. For purposes of pressure balance, it is preferred to operate the second hydproprocessing zone at a higher pressure than the first hydproprocessing zone.

[0022] The hydrodewaxer removes waxy paraffins from the hydrocrackate by selective hydrocracking, isomerization or some combination thereof. Fresh hydrogen is added to zone 32 through line 34 as needed. The dewaxed product and any gases are removed through line 36 and passed through heat exchanger 38 to separation zone 40. There is no disengagement between zones 32 and 40.
The separator that comprises separation zone 40 separates liquid product from gases. The liquid product (the dewaxed product) is passed through line 42 for further processing. The gaseous product from separator 40 is passed through line 44 to separation zone 20 where it is used as a stripping gas for liquids in separator 20. In the alternative, some of the gaseous product from separator 40 may be sent to the feed to hydroprocessing zone 12 through line 48. The relative amounts of flow of gaseous product may be controlled by valves 46 and 50.

[0023] In the process described for Figure 1, most of the hydrogen sulfide and ammonia is removed in separation zone 20 except for the equilibrium concentration dictated by the partial pressures of these gases in the effluent from the first hydroprocessing zone. By treating with the gaseous product from separator 40, which gaseous product contains very little (if any) hydrogen sulfide or ammonia, the equilibrium concentration of these gases is further reduced.

The liquid product that enters hydroprocessing zone 32 thus contains almost no hydrogen sulfide or ammonia. This can be important if the catalyst used in zone 32 is sensitive to these contaminants. The equilibrium is shifted in favor of desorption of any remaining hydrogen sulfide and ammonia in the liquid product from the first hydroprocessing zone. Not only is greater catalyst protection afforded for the second hydroprocessing zone, but higher reaction rates may also occur. By not depressurizing between or after hydroprocessing zones, a considerable expense savings occurs as the need for depressurizing and repressurizing gaseous streams is avoided.
CLAIMS:

1. A continuous process for interstage stripping between two hydroprocessing zones which comprises:

   a. passing a hydrocarbon feedstock to a first hydroprocessing zone and hydroprocessing the feedstock under first hydroprocessing conditions to form a first hydroprocessed product, said first hydroprocessing zone having a first hydroprocessing temperature and pressure;

   b. passing the first hydroprocessed product to a first stripping zone;

   c. stripping the first hydroprocessed product to form a first gaseous and liquid effluent;

   d. passing the liquid effluent from the first stripping zone to a second hydroprocessing zone and hydroprocessing the liquid effluent under second hydroprocessing conditions to form a second hydroprocessed product, said second hydroprocessing zone having a second hydroprocessing temperature and pressure;

   e. passing the second hydroprocessed product to a second stripping zone;

   f. stripping the second hydroprocessed product to form a second gaseous and liquid effluent; and
g. passing at least a portion of the second gaseous effluent to the first stripping zone and contacting said second gaseous effluent with the first liquid effluent.

2. A continuous process for interstage stripping between two hydroprocessing zones which comprises:

a. passing a hydrocarbon feedstock to a first hydroprocessing zone and hydroprocessing the feedstock under first hydroprocessing conditions to form a first hydroprocessed product, said first hydroprocessing zone having a first hydroprocessing temperature and pressure;

b. passing the first hydroprocessed product to a first stripping zone, said first stripping zone including a flash separator and a pressure stripper;

c. flashing the first hydroprocessed product to form a first gaseous and liquid effluent;

d. passing the first liquid effluent from the flash separator to the pressure stripper and stripping the liquid effluent to form a second gaseous and liquid effluent;

e. passing the second liquid effluent from the first stripping zone to a second hydroprocessing zone and hydroprocessing the liquid effluent under second hydroprocessing conditions to form a second
hydroprocessed product, said second hydroprocessing zone having a second hydroprocessing temperature and pressure;

f. passing the second hydroprocessed product to a second stripping zone;

g. stripping the second hydroprocessed product to form a third gaseous and liquid effluent; and

h. passing at least a portion of the third gaseous effluent to the first stripping zone and contacting said third gaseous effluent with the second liquid effluent.

3. The process of claim 1 wherein a portion of the second gaseous effluent is passed to the first stripping zone and a second portion is passed to the first hydroprocessing zone.

4. The process of claim 2 wherein a portion of the third gaseous effluent is passed to the pressure stripper in the first stripping zone and a second portion is passed to the first hydroprocessing zone.

5. The process of claim 4 wherein the portion of the third gaseous effluent is passed through a heat exchanger to the first hydroprocessing zone.

6. The process of claim 1 wherein there is at least one heat exchanger following the first and second hydroprocessing zones.
7. The process of claim 2 wherein there is at least one heat exchanger following the first and second hydroprocessing zones.

8. The process of claim 1 wherein the first stripping zone includes a flash separator and a pressure stripper.

9. The process of claim 1 wherein the first hydroprocessing zone comprises hydrotreating and the second hydroprocessing zone comprises catalytic dewaxing.

10. The process of claim 2 wherein the first hydroprocessing zone comprises hydrotreating and the second hydroprocessing zone comprises catalytic dewaxing.

11. The process of claim 1 wherein the first hydroprocessing zone comprises hydrocracking and the second hydroprocessing comprises catalytic dewaxing.

12. The process of claim 2 wherein the first hydroprocessing zone comprises hydrocracking and the second hydroprocessing comprises catalytic dewaxing.

13. The process of claim 1 wherein the first hydroprocessing zone comprises hydrotreating and the second hydroprocessing comprises hydrocracking.

14. The process of claim 2 wherein the first hydroprocessing zone comprises hydrotreating and the second hydroprocessing comprises hydrocracking.
15. The process of claim 1 wherein the first hydroprocessing zone comprises hydrotreating or hydrocracking and the second hydroprocessing comprises hydrofinishing.

16. The process of claim 2 wherein the first hydroprocessing zone comprises hydrotreating or hydrocracking and the second hydroprocessing comprises hydrofinishing.
### INTERNATIONAL SEARCH REPORT

**INTERNATIONAL SEARCH REPORT**

<table>
<thead>
<tr>
<th>A. CLASSIFICATION OF SUBJECT MATTER</th>
</tr>
</thead>
<tbody>
<tr>
<td>IPC(7) : C10G 46/00, 47/00, 65/02, 69/09</td>
</tr>
<tr>
<td>US CL : 208/58, 59, 60, 210</td>
</tr>
<tr>
<td>According to International Patent Classification (IPC) or to both national classification and IPC</td>
</tr>
</tbody>
</table>

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols):

U.S. : 208/58, 59, 60, 210

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of database and, where practicable, search terms used)

WEST search terms: "interstage stripping" and 208/8.ccls.

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5,705,052 A (GUPTA) 06 January 1998 (06/01/98), See column 1, lines 5-15 and 33-55, column 2, lines 35-66 and column 4, lines 45-50.</td>
<td>1-16</td>
</tr>
<tr>
<td>A, P</td>
<td>US 6,190,535 B1 (KALNES ET AL) 20 February 2001 (20/02/01), See entire document.</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>US 5,720,872 A (GUPTA) 24 February 1998 (28/02/98), See entire document.</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>US 5,110,444 A (HAUN ET AL) 05 May 1992 (05/05/92), See column 2, lines 40-45 and entire document.</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>US 3,367,860 A (BARNES ET AL) 06 February 1968 (06/02/68), See entire document.</td>
<td>1-16</td>
</tr>
</tbody>
</table>

\[X\] Further documents are listed in the continuation of Box C. 

See patent family annex.

**Date of the actual completion of the international search**

19 MARCH 2002

**Date of mailing of the international search report**

05 APR 2002

**Name and mailing address of the ISA/US Commissioner of Patents and Trademarks**

Box PCT

Washington, D.C. 20831

Facsimile No. (703) 305-8280

Authorized officer

NADINE FREISCH

Telephone No. (703) 305-0691

Form PCT/ISA/210 (second sheet) (July 1998)*
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4,243,519 A (SCHORFHEIDE) 06 January 1981 (06.01.81), See entire document.</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>US 4,399,026 A (SHIROTO ET AL) 16 August 1983 (16.08.83), See entire document.</td>
<td>1-16</td>
</tr>
</tbody>
</table>