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UNITED STATES PATENT OFFICE. 
FREDERIC WM. ERICKSON AND FREDERIC W. LORD, of NEW YORK, N. Y. 

ABNORMAL POTENTIAL-DISCHARGING AND ARC-DISRUPTING DEVICE. 

932,541. 

To all whom it may concern: 
Be it known that we, FREDERIC, WM. 

ERIgRSON and FREDERIC. W. LORD, residing 
at New York, in the county of New York 
and State of New York, have invented cer 
tain Improvements in Abnormal Potential 
Discharging and Arc-Disrupting Devices, of 
Which the following is a specification. 

In Overhead electric transmission lines 
trouble is often experienced in central sta 
tions, and sub-stations by lightning striking 
the line or striking near the line. This 
causes a Wave of current of very high poten 
tial to momentarily flow over the line to the 
station, and do damage to the electric appa 
Tatlls therein. Similar trouble is caused by 
SO called static charges on the line, as well 
as by short circuits, sudden changes of load, 
etc. All damage so caused may be avoided 
if an easy path to earth or ground is pro 
vided before any such abnormal wave of 
Current Feaches the station. It has been 
found that this extraordinary surge of cur 
rent may be easily carried to earth, by con 
necting to the Overhead line an electrode or 
terminal, and placing opposite and near 
thereto, but not touching it, a second ter 
lminal or electrode which in turn is grounded 
Or connected to earth. It has been found, 
however, that this static discharge or ab 
normal Surge of current will cause a spark 
to jump across these terminals, thereby fur 
inishing a path of relative low resistance to 
earth, which, as is well known, is due to the 
volatilized particles of the electrode made by 
the Spark. This low resistance path, once 
established, will result in the heavy dis 
charge and flow of the normal current over 
it, as evidenced by the so-called “following 
arc'. This following arc is most difficult 
to extinguish, and the invention which we 
are about to describe provides a combination 
of terminals, one of which is connected to 
earth and the other connected to the over 
headline that is to be protected, and a means 
to quickly and effectually dissipate and ex 
tinguish the following arc which the normal 
line current tends to sustain. 
A Special feature of the invention there 

fore is to provide means which will permit 
the immediate passage to earth of the static 
charge coming on the line, and which will 
obstruct and eliminate the following com 
mercial current flowing in the circuit, and 
the means which we have devised consists in 
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mable porous material such as asbestos in 
the form of a disk to be rapidly rotated be 
tween the line electrode and the ground elec 
tl'Ode: We may use a disk of harder insula 
tion such as porcelain. 
The invention therefore consists in the 

provision of a path from the line to earth 
for the static charge, and for breaking up 
this initial path to prevent the regular line 
current from continuing therethrough to 
earth. After the static current or charge has 
passed to ealth, the commercial current in 
the line will endeavor to pass over the path 
of the volatilized metal particles, but will 
suppress an initial arc virtually coincident 
with its formation, as the rotating drop will 
by the interposition of its relatively cold 
Substance eliminate the arc. 
Of the drawings, which form a part of 

this specification and illustrate the inven 
tion, Figure 1 is a side view of the invention 
operating in air. Fig. 2 is a side view of 
the invention operating in oil. Fig. 3 is a 
plan view of the disk or rotor. Fig. 4 is a 
side view of an amplification of the inven 
tion with multiple disks. Fig. 5 is a side 
view of a modification. Fig. 6 is a sectional 
view of a modification showing the reversi 
bility of the parts. 
In Fig. 1 the electrode 9 is connected 

by the conductor 12 to the over-head line 
which is to be protected. This electrode is 
held by an insulated support 10 mounted on 
base 1. The electrode 9 is capable of ver 
tical adjustment by means of Set Screw 11. 
The lower terminal, or electrode 5, is con 
lected to earth by conductor S. It is sup 
ported by an insulated standard 6 mounted 
on base 1 and capable of vertical adjustment 
by means of set screw 7. On base 1 is 
mounted a driving motor 2, which is prefer 
ably an electric motor, but it may be any 
suitable source of power. This motor 2 
furnishes continuous rotation to shaft 3, 
which in turn causes the disk 4 to revolve. 
The construction and motion of this disk 
forms the essential part of the apparatus. 
The disk may be constructed of a highly in 
sulating, porous material such as asbestos, 
or of non-porous material as porcelain. If 
the disk be of a porous, highly insulating 
material such as asbestos, the size of the 
electrodes is not material, provided they are 
of at least the carrying capacity of the con 
ductors 12 and S. With this construction 

the use of a highly insulating, non-inflam- | the path from the overhead line to earth is 
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through the conductor 12, through the elec- a practical means of containing the oil, at 
trode 9, through the porous disk from elec 
trode 9 to electrode 5, through electrode 5. 
through conductor S to earth. 

It will be seen from the above description 
that with either form of disk, there is an 
easy path from the overhead line to earth, 
intercepted only by the disk, which offers 
no greater static discharge barrier than if 
there were no disk of any form between the 
electrodes 9 and 5. This we have found by 
extensive experiment to be true, because the 
spark caised by the abnormal surge of cur 
rent will jump from electrode 9 to 5 equally 
readily with no disk between the electrodes 
or with either form of disk revolving at a 
high rate of speed between the electrodes. 
With the porous material, such as asbestos, 
the spark will jump through the porous 
material as it will not act as a static dis 
charge barrier, there being a sufficient air 
space around the fibers of the material 
through which the spark will pass. Where 
the disk is of non-porous material, the cur 
rent-path extends over the edge of the disk, 
the latter being so located with respect to 
the electrodes as to place the electrodes in 
close proximity to the perimeter of the disk, 
as indicated in the drawings. 
We have found that the so-called “follow 

ing arc of the normal working current will 
not, as We explained above, follow this low 
resistance path made by the spark, on ac 
count of the fact that the disk revolving at a 
high rate of speed will instantly carry away 
and dissipate the volatilized portions of the 
electrodes made by the spark as it passes. If 
the disk were at rest this low resistance 
volatilized conducting path would remain 
undisturbed and the following normal cur 
rent would very shortly melt the electrodes 
and cause damage by a virtual short circuit 
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of the overhead system to ground. With the 
disk in motion, however, this following arc 
is attenuated and extinguished at its very 
inception, on account of the immediate dis 
placement of this low resistance volatilized 
conducting path by the relatively cold por 
Ous or non-porous substance of the disk as 
the case may be. 
The above description illustrates the prin 

ciple of our device in a simple form. There 
might be many modifications of the above 
idea, such as having the revolving disk 
rotate in a bath of insulating oil, as illus 
trated in Fig. 2, in which the motor 2 is 
mounted on the base 1, the motor driving 
shaft 3, which is connected to disk 4, re 
Volving between electrodes 5 and 9, all sub 
stantially as described in Fig. 1. 

In Fig. 2 the base 1 is supported on a sub 
base 15 by means of standards 14, 14. The 
tank 13, 13 being set on sub-base 15. This 
tank may be of any insulating material such 
as glass, this We have found serving as 

the same time allowing the attendant to 
watch the operation of the device through 
the sides of the tank. Another form of de 
vice which would furnish a continuous mo 
tion of the porous material, such as asbestos, 
passing between the electrodes 6 and 9, is 
shown in Fig. 5, in which 4° is a belt. In 
this case it might be advisable to have an 
intermediate conducting electrode 16 in or 
der to be able to easily regulate the total 
sparking distance between electrode 6 and 
electrode 9. It is apparent that the same re 
sults would be obtained by having the inter 
vening porous material, such as asbestos, or 
non-porous material, Such as porcelain, re 
main stationary, furnishing a continuous 
movement of the electrodes as shown by Fig. 
7. In this instance the underlying principle 
would be in no manner affected as there would 
be provided a rapid relative motion of the 
electrodes and the intervening material. 
This construction would be more compli 
cated than such a device as indicated in Fig. 
1, but we mention it to bring out the fact 
that it is immaterial whether the electrodes 
move or whether the intervening substance 
moves; in each instance the path of the arc 
would be continuously interrupted by un 
heated insulating non-inflammable material. 
In Fig. 4 we show a plurality of disks upon 

a shaft 3, connected to a motor, and a series 
of electrodes between the disks in order to 
more quickly, if necessary, eliminate the arc 
following a static charge. Its operation will 
be seen without specific description. 

In each of the forms shown, it will be seen 
that the insulating material extends between 
and has its motion in a direction at sub 
stantial right angles to the plane of the axis 
of the electrodes. 
While we have shown several different 

Ways in which the invention may be applied, 
in each form shown there is comprised two 
elements located intermediate the point of 
connection of the wires leading respectively 
to the line to be protected and the ground, 
these elements being the electrodes and the 
arc-dissipating device. One of the elements 
is movable relatively to the other, but while 
So movable the elements retain their posi 
tions permanently relatively to each other. 
And owing to the relative positions of these 
elements both may be said to be located 
Within the current path leading from the 
Wire to be protected to the ground. 
As shown in the drawings, the planes of 

the faces of the opposing elements (the ter 
minals and the dissipating device) are in 
parallelism, and, with the exception of the 
construction shown in Fig. 5, retain such 
parallelism during the movement of the dis 
sipating device. This fact, and the fact that 
the axis of the motor is located out of alline 
ment with the terminals, permits of the use 
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of a dissipating device of any desired di 
almeter, or in the form shown in Fig. 5, per 
mits the driving pulleys for the belt to be 
spaced any preferred distance apart, without 
requiring the use of widely spaced terminals. 
in view of the fact that the successful opera 
tion of this character of devices depends 
greatly upon the presentation of a relatively 
cold surface between the terminals, it will be 
understood that the particular structures 
shown herein permit of the obtaining of this 
result by reason of the ability to retain the 
polition of the dissipating device which has 
just passed between the terminals, out of the 
current path for a maximum period, con 
tl'olled by the diameter of the disk or the 
space between the pulleys shown in Fig. 5, 
without affecting the speed at which the dis 
sipating device is required to move in order 
to efficiently dissipate the arc, the sizes of the 
disk and the distance between the pulleys 
shown in Fig. 5 being determined by the con 
ditions of use. 
We claim as ou' invention 
1. An abnormal-potential discharging and 

are - disrupting device comprising two ele 
ments mounted in a current path extend 
ing from the portion of the circuit to be 
protected to the ground, one of said ele 
ments comprising an arc-dissipating device 
of larger area than a ci'oss sectional area of 
the current path to provide an extended dis 
sipating path, politions of which are succes 
sively positionable within the current path, 
and one of said elements being constantly 
movable, the planes of the faces of said ele 
nents being parallel with each other and re 
naining substantially unchanged relative to 
each other, the successive positioning of any 
given point of the dissipating device within 
the current path being at spaced time inter 
vals of sufficient length to permit the remain 
ing dissipating portions to be positioned 
Within the current path. 

2. An abnormal-potential discharging and 
arc-dissipating device comprising two ele 
ments mounted in a current path extending 
from the portion of the circuit to be pro 
tected to the ground, one of said elements 
consisting of a disk of insulating material 

3. 

extending within the current path, said disk 
being of larger area than a cross sectional 
area of the current path to provide an ex 
tended dissipating path, portions of which 
are successively positionable within the cur 
rent path, and means for imparting a rota 
tive movement to said disk, the successive 
positioning of any given point of the disk 
within the current path being at spaced in 

| tervals of silicient length to permit the re 
maining arc-dissipating portion of the disk 
to be positioned within the current path. 

3. All abnormal-potential discharging and 
arc-dissipating device comprising two ele 
ments mounted in a current path extending 
from the portion of the circuit to be pro 
tected to the ground, one of said elements 
consisting of a disk of insulating porous na 
terial extending within the current path 
said disk being of larger area than a cross 
Sectional area of the current path to pro 
vide an extended dissipating path, portions 
of which are successively positionable with 
in the current path, and means for impart 
ing a rotative movement to said disk, the 
successive positioning of any given point 
of the disk within the current path being at 
spaced intervals of sufficient length to permit 
the remaining arc-dissipating portion of the 
disk to be positioned within the current 
path. 

4. In an abnormal-potential discharging 
culi'ent path having spaced terminals there 
in, and also having intervening current-coln 
ducting means intermediate the terminals 
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and spaced therefrom, an arc-dissipating de 
vice having a plurality of disks extending 
Within the current path intermediate the 
terminals and the intervening current-con 
ducting means, and a motor for imparting 
simultaneous movement to each of Said disks. 

In testimony whereof. We have signed our 
names to this specification in the presence of 
two subscribing witnesses, this 22d day of 
April 1907. 

FREDERC. W.M. ERICKSON. 
FREDERIC. W. LORD. 

Witnesses: 
HARRY A. CuRTIs, 
FRANK W. GARRISON. 
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