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To all whom, it may concern: 
Be it known that we, Ju LIUs Y. JoHNSON 

and FREDERICK. C. BARTZ, citizens of the 
United States, residing at Scranton, in the 
county of Lackawanna and State of Penn 
sylvania, have invented certain new and 
useful Improvements in Combined Mirrors 
and Cabinets, of which the following is a 
specification. 
This invention relates to improvements in 

combined cabinets and adjustable mirrors, 
and has for one of its objects to simplify 
and improve the construction and increase 
the efficiency and utility of a device of this 
character. 
Another object of this invention is to pro 

vide a device of this character wherein a 
plurality of mirrors are Swingingly sup 
ported and adapted to be coactively em 
ployed to enable a front, side, and partial 
back view of a person to be seen, at the same 
time foldable into parallel relations to form 
closures to the cabinet. 
Another object of the invention is to pro 

vide a device of this character wherein are 
a plurality of frames each having a mirror 
and foldable into parallel relations and pro 
vided with suitable receptacles which seat 
within the cabinet when the frames are 
folded. 
With these and other objects in view, as 

will more fully appear as the description 
proceeds, the invention consists of certain 
constructions, arrangements and combina 
tions of the parts that we shall hereinafter 
fully describe and claim. 

For a full understanding of the invention, 
reference is to be had to the following de 
Scription and accompanying drawing, in 
which: 

Figure 1 is a perspective view of the im 
proved device with the frames having the 
mirrors partly open, Fig. 2 is a perspective 
view with the frames having the mirrors in 
closed position, and, Fig. 3 is a section on 
the line 3-3 of Fig. 2. 

Corresponding and like parts are referred 
to in the following description and indicated 
in all the views of the drawings by the same 
reference characters. 
The improved device comprises a cabinet 

represented as a whole at 10 and including a 
top 11 and side members 12-13 of any suit 
able size or material and provided with any 
suitable arrangement of shelves, pigeon 

holes, drawers or the like, and it is not de 
sired therefore to limit the improved de 
of the cabinet is concerned. For the purpose 
of illustration the cabinet is shown provided 
in the usual manner. The upper member 11 
of the cabinet is preferably arranged to 
overhang the front as represented at 15 in 
Fig. 3. The outer edges of the shelves 14 
are spaced inwardly from the outer edges 
the forward edge of one of the ends of the 
cabinet, for instance, the end 13, is a frame 
18 provided with a mirror 19 in its outer 
face. The frame 18 is of less height than 
the interior of the cabinet so that a space is 
left between the lower edge of the frame 18 
and the bottom 20 of the cabinet. The frame 
18 with its mirror 19 thus forms when closed 
a closure for the upper portion of the front 
of the cabinet, and for the purpose of this 
description will be referred to as the inner 
frame. Hinged at 21 to the same end of the 
cabinet to which the member 18 is hinged, in 
the drawings the end 13, is another or outer 
frame 22 having a mirror 23 presented to 
Ward the mirror 19 of the frame 18 when the 
two frames 18-22 are disposed in parallel 
or closed relation. Hingedly united at 24 to 
the front end member 12 of the cabinet is 
another Outer frame 25 having a mirror 26. 
The two outer frames 22-25 correspond in 
height to the cabinet 10 and the mirrors 
23-26 are shorter than their respective 
frames 22-25, or equal in height to the 
mirror 19. By this arrangement a space is 
left in the frame 25 beneath the mirror 26 
which is Occupied by a receptacle 27 while a 
Smaller space is left on the frame 22 beneath 
the mirror 23, this space being occupied by 
a Smaller receptacle 28. By this arrange 
ment it will be noted that the inner frame 18 
when closed fits between the end members 
12-13 and beneath the overhanging portion 
15 of the top 11 and the narrow outer frames 
22-25 fold over the inner frame 18 and in 
parallel relations thereto with the confront 
ing edges of the Outer frames in engagement 
centrally of the cabinet as shown in Fig. 2. 
It will also be noted that when the outer 
frames 22-25 are folded the receptacles 
27-28 will pass beneath the lower edge of 
the frame 18 and into the interior of the 
cabinet beneath its lower shelf as shown in 

vice so far as the construction of the interior 

With a plurality of shelves 14 spaced apart 

of the front, and hingedly united at 17 to 
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Fig. 3 and with the upper edges of the outer 

5 

O 

15 

frames 22-25 also beneath the overhanging 
portion 15 of the top 11. By this simple ar 
rangement a convenient and efficient colm 
bined cabinet and swinging mirror device is 
produced in which the contents of the cab 
inet are protected and covered while at the 
same time the two swinging outer mirrors 
may be employed in conjunction with the 
longer inner mirror to enable a person to 
observe a partial back view. It will also be 
noted that the longer mirror 19 may be em 
ployed in coaction with the shorter mirror 
23 to more effectually observe the side or 
rear view of the person, and the mirrors may be adjusted upon their hinges to any re 

20 

uired extent to place them in better light 
or observation. 
The improved device and simple construc 

tion can be manufactured in any desired de 
sign or any required size and may be em 
ployed in connection with the most expen 
sive or the least expensive construction of 
cabinet with equal results. 
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Having thus described the invention what 
is claimed as new is: 

In a device of the class described a casing, 
an inner frame having a mirror correspond 
ing in length to the casing and of less height 
than the same, said inner frame bein 
hinged to one vertical edge of the casing and 
forming a closure to the upperportion of the 
same, outer frames corresponding in height 

25 
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to the casing and each provided with a mir-, 
ror in the upper portion and hinged re 
spectively to the vertical edges of the casing, 
and a receptacle connected to each of said 
outer frames and seating within the casing 
and beneath the inner frame when the 
frames are closed. 
In testimony whereof, we affix our signa 

tures in presence of two witnesses. 
JULIUS Y. JOHNSON. L. s.l 
FREDERICK C. BARTZ. (L. s. 

Witnesses: 
E. L. KIESEL, 
N. C. KIESEL. 
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