Method of fabricating glass fiber optical transmission lines. In accordance with the invention, an intermediate preform structure with a core-to-clad ratio greater than that desired in the ultimate fiber is obtained by depositing the core by means of a MCVD process, prior to the completion of the cladding. Subsequent to internal core deposition, additional material is added externally to complete the cladding thereby yielding an optical fiber preform with the desired core-to-clad ratio.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

| AT  | Austria       | LI  | Liechtenstein       |
| AU  | Australia     | LU  | Luxembourg          |
| BR  | Brazil        | MC  | Monaco              |
| CF  | Central African Republic | MG  | Madagascar          |
| CG  | Congo         | MW  | Malawi              |
| CH  | Switzerland   | NL  | Netherlands         |
| CM  | Cameroon      | NO  | Norway              |
| DE  | Germany, Federal Republic of | RO  | Romania             |
| DK  | Denmark       | SE  | Sweden              |
| FR  | France        | SN  | Senegal             |
| GA  | Gabon         | SU  | Soviet Union        |
| GB  | United Kingdom | TD  | Chad                |
| HU  | Hungary       | TG  | Togo                |
| JP  | Japan         | US  | United States of America |
1. IMPROVED OPTICAL FIBER FABRICATION PROCESS

Background of the Invention

1. Field of the Invention

This invention involves the fabrication of optical fibers.

2. Description of the Prior Art

During the past decade, optical fiber fabrication technology has advanced to the point where fibers with losses on the order of one dB per kilometer may be fabricated as a matter of course. Low loss fibers (less than 10 dB/km at 825 nm.) have made optical communications an economically viable reality.

Two major optical fiber structures are most prevalent. The first involves what is commonly referred to as a single mode fiber. This fiber has a relatively small diameter core region, and a relatively large diameter cladding region of lower index of refraction. The dimensional and physical characteristics of the core region results in the transmission of radiation in only one electromagnetic configuration, or mode. In this single mode configuration, large amounts of energy are transmitted in the cladding and hence its purity is of significant concern.

The second major optical fiber structure is commonly referred to as the multi-mode configuration. In this configuration, the core region is of a size on the same order of magnitude as the cladding. Such a fiber can support numerous optical modes. Since the velocity of the light within the fiber varies from mode to mode, a single pulse transmitted in such a fiber suffers a significant temporal distortion, referred to as mode dispersion. Such mode dispersion is minimized by, for example, fabricating the fiber with a radial gradation in the index of refraction - the larger values of index of refraction appearing near the center of the core. In this graded configuration, only a minimal amount of electromagnetic energy is transmitted in the cladding. Nevertheless, the purity of the cladding is of concern, especially for very low loss fibers.
2.

There are two basic processing techniques which have been developed and refined to the point where they can regularly produce low loss fibers. Each of them involves the fabrication of a relatively large structure - an optical fiber preform - from which the optical fiber is drawn. The index of refraction characteristics of the preform are identical to those of the ultimate fiber.

The first fabrication process is commonly referred to as the "soot" process and is described in U. S. Patents Serial Nos. 3,775,075 and 3,826,560 assigned to the Corning Glass Works and hereby incorporated by reference into this application. In this process, translucent glass precursor particulates are deposited on a rod-like mandril by a deposition device which traverses the rod longitudinally numerous times. Before each pass, the dopant concentration in the precursor vapor may be changed so that a structure with an appropriate refractive index gradation will be ultimately formed. Subsequent to deposition, the rod may be removed, and the glass precursor structure is "consolidated" by heating in an appropriate environment to yield a transparent glass optical fiber preform from which the optical fiber is drawn. In this technique, the glass precursor particulate deposition device is most often a hydrolysis burner.

An advantage of this "soot" technique is its relatively rapid fabrication rate or throughput. A disadvantage stems from the chemistry inherent in the exemplary hydrolysis deposition device. Water vapor which is produced during the hydrolysis is incorporated into the fiber and becomes a source of significant insertion loss. Special procedures may be followed to minimize this effect, but it remains a source of serious concern.

The second prevalent fiber fabrication process is referred to as the modified chemical vapor deposition process (MCVD), described in U. S. Patent Application No. 828,617 filed August 29, 1977 (MacChesney, J. B. Case 14-6) and hereby incorporated by reference into this application. In this process, appropriate glass precursor reactants are flowed
3.

through a tubular starting member. The tube is heated by an external heat source which periodically traverses the tube. When the reactants pass the hot zone generated by the traversing heat source, they react, primarily homogeneously - i.e., in the center of the tube away from the wall - to yield translucent glass precursor particulates. These particulates then deposit downstream of the heat source under the thermophoretic influence of a favorable temperature gradient and are consolidated into a transparent glass by the passing hot zone. In this manner, numerous layers may be deposited and appropriate index of refraction configurations formed. The starting member may be used either as an optically active cladding (i.e., participating in the transmission process) or as an inactive jacket. In the latter case, the cladding may be deposited on the interior of the tube prior to deposition of the core. Barrier layers to prevent migration of impurities from the tubular starting member to the deposited material may also be deposited. However, in the prior art practice of MCVD, the cladding was completed prior to deposition of the core. Subsequent to deposition, but prior to or simultaneously with drawing, the structure may be collapsed to a solid optical fiber preform.

A primary advantage of the modified chemical vapor deposition process lies in the fact that the glass precursor particulates are formed in a reaction zone which is devoid of hydrogen bearing compounds and protected from externally born contaminants. Consequently, an ultra-pure material results with little trace of deleterious water or other contamination.

Summary of the Invention

This invention is a new method of practicing the MCVD process. In this new process, the core deposition is completed prior to completion of the total cladding. The technique involves depositing appropriate glass material on the interior of a tubular starting member using the MCVD process. This deposition includes the complete deposition of the core. Subsequent to this internal deposition,
4. additional material is added externally by any appropriate technique to complete the cladding. The intermediate structure, prior to completion of the cladding, has a core-to-clad ratio greater than that desired in the ultimate fiber.

5 Detailed Description

This invention departs from the prior art MCVD process in that the core deposition is completed prior to completion of the cladding. In the prior art MCVD process, the cladding was always completed prior to completion of the core. Since, in this invention, the cladding is incomplete when the core is deposited, there is less of a thermal barrier during core deposition. Subsequent to core deposition, and prior to completion of the cladding, an intermediate structure is obtained with a core-to-clad ratio greater than that desired in the ultimate fiber. Subsequent addition of cladding material yields the desired core-to-clad ratio and completes the preform.

Since this invention permits core deposition prior to completion of the cladding, the thermal barrier normally presented by the complete cladding during core deposition is significantly reduced. This permits the practice of the MCVD process using large diameter starting tubes. In the typical prior art practice of the MCVD process, the cladding was completed prior to core deposition. Consequently, if large diameter tubes were used upon which large amounts of core material were to be deposited, thick walls were required to obtain the proper core-to-clad ratio in the ultimate fiber. Such thick walls, however, hindered adequate thermal transfer to the interior of the tube wall and to the reactants, and hence prevented effective reaction, deposition and consolidation, as well as adequate collapse subsequent to deposition. If the prior art practitioner would have considered utilizing large diameter thin-walled tubes (as opposed to thick-walled tubes), he would have deposited cladding on the interior of such tubes prior to deposition of the core in order to obtain the proper core-to-clad ratio. However, once again, he would find himself with a thick walled tube with the concomitant thermal transfer problem. The prior art, consequently,
5. never envisioned the utilization of large diameter thin walled tubes for internal MCVD deposition of large amounts of core material to yield a structure with a core-to-clad ratio larger than that desired in the ultimate fiber, since in the prior art practice of MCVD, the cladding had to be completed prior to completion of the core. This invention, however, permits the use of thin-walled tubing upon which large amounts of core material may be deposited, prior to completion of the cladding, yielding an intermediate structure with an unusually large core-to-clad ratio. Additional material is then deposited externally so as to bring the core-to-clad ratio to the desired value.

The invention permits one to obtain high purity cores with overall fabrication rates higher than that normally obtained with MCVD. The deposited material may be limited to core material or may include cladding layers as well as barrier layers. The external deposition may include the formation of an optically active cladding as well as an optically inactive jacket. Both such layers may be included in the term "cladding" as it is used here.

The invention will be most often practiced with relatively large diameter starting tubes. An appreciation of the advantages to be gained from the use of these tubes requires an extended discussion of the dynamics of the MCVD process. In the prior art practice of MCVD, the starting tube is usually used as the cladding, or the cladding is deposited internally prior to deposition of the core. Since the cladding in single mode fibers, and to a lesser extent in multi-mode fibers, is optically active, high purity materials are required. Heretofore, relatively small diameter tubes, e.g., less than 20 or 25 mm, with relatively thick walls, e.g., greater than 1 or 1.5 mm, were used. The amount of core material deposited was determined based on a consideration of the wall thickness. Such a consideration is required when the wall is to form the ultimate cladding and a specific core-to-clad ratio is desired.

One direction to follow if increased fabrication rates are required is to use large-diameter thick wall
6. tubes to make preforms from which greater amounts of fiber can be drawn. Such thick wall large diameter tubes would require the deposition of greater amounts of core material in order to obtain the desired core to clad ratio. When, however, this direction was pursued, it was found that the MCVD reaction could not be easily carried out. Detailed investigations indicated that the reason for this difficulty involved the thermal transfer properties of the thick walled tube.

It is clear that the reactant heating, and consequently the reaction chemistry, in the MCVD process is very much dependent on the effective heating of the gases which pass through the starting tubular member. In the standard MCVD process, the time that it takes for the interior of the tube to reach the temperature of the heat source, e.g., the flame, is determined by the thermal diffusivity, k, of the tube walls. Specifically, it takes a time \( t_k = \frac{d^2}{k} \) - where \( d \) is the wall thickness - for heat to penetrate the wall. For silica, the thermal diffusivity, k, lies between 0.04 and 0.08 mm\(^2\) per second. Therefore, for a 2 mm tube wall thickness, the length of time which it takes to obtain a uniform temperature throughout the silica walls is between 50 and 100 seconds. It is clear that the temperature on the inside of the tube walls need not necessarily approach the approximately 1550 degrees C temperature recorded on the outside of the tube in order for reaction and consolidation to occur. Nevertheless, it is likewise clear that the time for the tube walls to reach a uniform temperature, i.e., between 50 and 100 seconds, is much longer than the length of time, \( T_t \) that the heat source resides at a given point during a normal traverse - usually 1 to 10 secs.

Appreciable heating of the tube wall occurs only during the torch residence time, \( T_t = \frac{L_t}{v} \), where \( L_t \) is the physical extent of the heat source, and \( v \) is its traverse velocity. To heat the inner wall, we consequently require that the thermal diffusivity time, \( t_k \), be much less than the torch residence time \( T_t \). From the expressions for the
diffusivity time and the residence time, we conclude that the torch traverse velocity, v, must be less than $kL_c/2$.

When the wall thickness is increased, for example from 1mm to 3mm, the maximum traverse speed must be reduced almost an order of magnitude. Likewise, the reactant flow and consequently the deposition rate must be lowered to accommodate slower traverse speeds if deposits free of gas inclusions are to be obtained.

However, in this invention the starting wall thickness need not be determined by the ultimate core to cladding ratio. In this invention, the core deposition may be completed prior to completion of the cladding and consequently thin walled tubing may be used. One may, for example, according to the teachings of this invention, initiate an MCVD process with a large diameter (greater than 20 mm.) thin-walled (less than 2 mm.) tube. Large amounts of core material may be efficiently reacted, deposited and consolidated yielding a structure with a core-to-clad ratio greater than that desired in the ultimate fiber. Total wall thicknesses in this intermediate structure may be greater than 1.5 mm. and, if the traverse rate is slow, as great as 3 mm. Subsequent to internal deposition, the tube may be collapsed. Additional material is then deposited externally using, for example, the "soot" process. In this manner, the cladding thickness is increased to a sufficient degree so that the core to cladding ratio in the ultimate fiber is as required.

An alternative embodiment of this invention involves the fabrication of single mode fibers. As mentioned above, such fibers have relatively small diameter cores, and small core-to-clad ratios. The ultimate size of the core in the fiber is determined not only by the amount of material deposited during the preform fabrication, but also by the drawing ratio, namely, the ratio between the length of the fiber and the length of the preform from which it is drawn. The larger this ratio, the smaller the core size for a given amount of deposited material. The drawing ratio, however, is further constrained by the requirement that the overall fiber have a particular diameter. Thicker claddings would
allow one to obtain higher drawing ratios and consequently, obtain smaller cores for given fiber diameters. As mentioned above, however, if the starting tube is used as cladding, the thickness of the tube wall and consequently the thickness of the preform is limited by the thermal transfer - hence, the drawing ratio is in a real sense limited by the thermal transfer problem. However, according to the teachings of this invention, a thin walled tube may be used and, subsequent to MCVD deposition, additional glass may be deposited externally to yield a relatively large diameter preform. Such a preform may be drawn into a fiber with a high drawing ratio, thereby obtaining smaller diameter cores more easily. Such single mode fibers will usually have cores of diameter less than 10 micrometers with overall diameters usually on the order of 100 micrometers.

It should be noted that in the practice of this invention, there is some interaction between the various parameters utilized during the deposition. As mentioned above, the maximum traverse rate is related to the thermal diffusivity of the wall. To some extent, the temperature of the heat source may be increased to compensate for inadequate thermal diffusivity. The tube diameter, while not fundamentally limited, is for practical concerns, limited by the nature of the thermophoretic temperature gradient which can establish and which accounts for a large part of the particulate diffusion from the center of the tube to the wall. The larger the tube diameter, the smaller the temperature gradient and the less effective the temperature gradient from the center of the wall to the tube in driving the particulates which are formed, to the tube wall.

For most practical embodiments, the diameter of the tube will usually be greater than 15 or 20 mm. In some embodiments, the diameter will be greater than 25 or 30 mm. Usually, the tube diameter will not exceed 40 mm. It is understood that the thicker the wall of the tube, the greater the heat transfer problem. As discussed above, the size of the wall thickness can be traded-off against the
traverse rate, the flame temperature or other appropriate parameters. However, in most embodiments of this invention, the tube wall thickness will be less than 2 or 1.5 mm. Specialized tubes with wall thicknesses of less than 1.25 mm or 1.0 mm. may also be used. It is understood that in the intermediate structure obtained, subsequent to internal deposition, the core-to-clad ratio is greater than that required in the ultimate fiber. In multi-mode radially graded fibers, the ultimate core-to-clad ratio is usually 0.5. Hence, for these fibers, the intermediate preform structure would have a core-to-clad ratio greater than 0.5 and in some instances, greater than 0.5 or 0.8. In single mode fibers, the core-to-clad ratios are usually in the order of 0.05. Hence, for these fibers, the intermediate preform structure will have a core-to-clad ratio greater than 0.05 or 0.10. (Whereas generally the cladding referred to in discussing core-to-clad ratios is the optically active cladding, in the single mode configuration of this invention, the cladding referred to in the term "core-to-clad ratio" includes the optically inactive jacket).

EXAMPLE

In this example, the core was deposited in an etched Amersil T08 fused silica tube (27 mm x 25 mm) using the MCVD process. The following deposition parameters were used after the tube was strain relieved and fire polished according to standard procedures.

2 Barrier Layers
18 cc/min. BCl₃
1.12 gms/min SiCl₄
1850 cc/min O₂

9 cc/min. BCl₃
1.12 gms/min SiCl₄
0.09-.94 gms/min GeCl₄
(linearly increased with each pass)

35
1850-1400 cc/min O₂
(linearly decreased with each pass to maintain total O₂ flow at 2000 cc/min)
Deposition Length  
41 cm
Deposition Traverse Rate  
0.225 cm/sec.
Deposition Temperature  
1650-1680 degrees C

After Deposition was completed, the tube was collapsed in three passes starting at the exit end:

1st pass 0.085 cm/sec. at 1960 degrees C with an \( O_2 \) back pressure = 0.05 in. (1.27 mm.) water.

2nd pass 0.085 cm/sec. at 1960 degrees C with an \( O_2 \) back pressure = 0.08 - 0.15 in. (2.03-3.81 mm.) water.

3rd pass 0.11 mm/sec. at 1955 degrees C, with no back pressure.

The collapsed preform was 30 cm long with an OD of 12.2+ 0.1 mm. Core/clad ratio was 0.73 with a core diameter of 9 mm.

The preform was then externally coated with a borosilicate deposit obtained from a flame hydrolysis burner. This burner injects a mixed stream of \( SiCl_4 \), \( BCl_3 \) vapor and oxygen through a methane-oxygen flame. The chlorides react to form particles which impinge and build up on the preform as it rotates and translates through the flame.

Silicon tetrachloride was delivered at a rate of 10 gm/min carried in a stream of oxygen of 200 cc/min; 

\( BCl_3 \) was added at a rate of 15 cc/min. Methane at 7 l/min was burned by adding oxygen at 6 l/min. The reactant stream was focused by a shield flow of \( O_2 \) at 3.0 l/min delivered by an annulus between the concentric reactant and burner ports of the torch. The overall torch pattern was confined by a flow of \( O_2 \) (2.5 l/min.) through an outer series of ports.

The burner was initially run for 105 minutes to build up a dense-coherent particulate layer over the surface of the preform. This layer was not measured but appeared to be about 3/16" (4.8 mm.) thick. It was consolidated (vitrified) by a single pass of an oxy-hydrogen torch at a
traverse rate of 8 cm/min. The temperature attained was approximately 1600 degrees C as measured by an optical pyrometer. The diameter of the preform after this deposition was found to be 15 mm. A second coating (140 min.) was applied to bring the preform diameter to 18 mm, which more closely approached the desired diameter.

After the cladding process was completed, the preforms were drawn into fibers and loss measurements were made. Data are presented in Tables I and II and are compared to prior art ("standard") 13 mm diameter preform.

**TABLE I - DIMENSIONS**

<table>
<thead>
<tr>
<th></th>
<th>After Core Dep.</th>
<th>After Clad Dep.</th>
</tr>
</thead>
<tbody>
<tr>
<td>OD (mm)</td>
<td>Core/Clad</td>
<td>OD (mm)</td>
</tr>
<tr>
<td>12.2</td>
<td>0.73</td>
<td>18.95</td>
</tr>
<tr>
<td></td>
<td></td>
<td>0.46</td>
</tr>
</tbody>
</table>

**TABLE II - LOSS**

<table>
<thead>
<tr>
<th>Wavelength (nm)</th>
<th>825</th>
<th>900</th>
<th>1000</th>
</tr>
</thead>
<tbody>
<tr>
<td>Loss (dB/km)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Preform</td>
<td>4.83</td>
<td>3.26</td>
<td>2.45</td>
</tr>
<tr>
<td>&quot;Standard&quot; 13 mm</td>
<td>4.80</td>
<td>3.70</td>
<td>2.70</td>
</tr>
</tbody>
</table>

Launch NA = 0.18
12.

CLAIMS

1. A process for fabrication of a glass fiber optical transmission line which includes a core section and a cladding, wherein the cladding has an index of refraction of a value lower than the maximum index of refraction of the core for energy of the wavelength to be transmitted, the process comprising introducing a moving stream of a vapor mixture including at least one compound glass-forming precursor together with an oxidizing medium into a tube while heating the tube so as to react the said mixture and produce a glassy deposit on the inner surface of the tube, the heating of the tube and contents being by a moving hot zone produced by a correspondingly moving heat source external to the tube and with combustion within the tube being avoided, and the temperature within the hot zone, composition of the vapor mixture and rate of introduction of the vapor mixture being maintained at values such that at least a part of the reaction takes place within the gaseous mixture at a position spaced from the inner walls of the said tube thereby producing a suspension of oxidic reaction product particulate material whereby the particulate material while travelling downstream comes to rest on the inner surface of the tube within a region which extends from a position within the said hot zone, the hot zone serving the dual functions of nucleation site for homogeneous reaction to produce particulate matter and consolidation site for previously produced particulate matter thereby yielding a preform structure capable of being drawn into a fiber having an ultimate core-to-clad ratio

CHARACTERIZED BY producing said preform by preparing an intermediate preform structure by using a starting tube having relatively thin walls and depositing said glassy deposit so as to obtain a core-to-clad ratio of the resulting intermediate preform structure which is greater than said ultimate core-to-clad ratio, and
13.

forming subsequently additional glass material on the outside of the intermediate preform structure to yield an optical fiber preform which when drawn into fiber will result in said ultimate core-to-clad ratio.

2. The method according to claim 1, wherein whenever said intermediate preform structure is to be used for the production of multi-mode fibers said core-to-clad ratio is to be greater than 0.5, preferably greater than 0.8.

3. The method according to claim 2, wherein whenever said intermediate preform structure is to be used for the production of single-mode fibers said core-to-clad ratio is to be greater than .05, preferably greater than 0.10.

4. The method according to claim 1 or 2 or 3, wherein the wall thickness of the starting tube is less than 2 mm, preferably less than 1.0 mm.

5. The method according to claims 1 or 2 or 3 or 4, wherein the diameter of the starting tube ranges from 15 to 40 mm.

6. The method according to any one of the preceding claims, wherein the intermediate preform structure is collapsed to a solid structure prior to said external deposition.

7. The method according to any one of the preceding claims, wherein said external deposition of the glass material is conducted using a hydrolysis burner.

8. The method according to any one of the preceding claims, characterized by drawing said optical fiber preform into a fiber.

9. The product formed by the method according to any one of the preceding claims.
**INTERNATIONAL SEARCH REPORT**

**I. CLASSIFICATION OF SUBJECT MATTER**

<table>
<thead>
<tr>
<th>According to International Patent Classification (IPC) or both National Classification and IPC</th>
</tr>
</thead>
<tbody>
<tr>
<td>INT. CL 3 C03B 25/02</td>
</tr>
<tr>
<td>U.S. Cl. 65/3A</td>
</tr>
</tbody>
</table>

**II. FIELDS SEARCHED**

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td>U.S.</td>
<td>65/2,3A, 13, 18, 60D; 427/237</td>
</tr>
</tbody>
</table>

Documented searched other than Minimum Documentation to the extent that such Documents are included in the Faced Searched.

**III. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US, A, 3,775,075, PUBLISHED 27 NOVEMBER 1973, KECK ET AL.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 3,826,560, PUBLISHED 30 JULY 1974, SCHULTZ.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,045,198, PUBLISHED 30 AUGUST 1977, RAU ET AL.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,145,458, PUBLISHED 20 MARCH 1979, KOENINGS.</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>GB, A, 1,500,530, PUBLISHED 08 FEBRUARY 1978, WESTERN ELECTRIC COMPANY, INCORPORATED, SEE FIRST FULL PARAGRAPH OF PAGE 3.</td>
<td>1</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:  
  "A" document defining the general state of the art  
  "D" earlier document but published on or after the international filing date  
  "L" document cited for special reason other than those referred to in the other categories  
  "O" document referring to an oral disclosure, use, exhibition or other means  
  "P" document published prior to the international filing date but on or after the priority date claimed  
  "T" later document published on or after the international filing date or priority date and not in conflict with the application, but cited to understand the principle or theory underlying the invention  
  "X" document of particular relevance

**IV. CERTIFICATION**

- Date of the Actual Completion of the International Search: 28 FEBRUARY 1980
- Date of Mailing of this International Search Report: 13 MAR 1980
- International Searching Authority: ISA/US
- Signature: Robert L. Lindsay, Jr.