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To all whom it may concern: 
Be it known that we, JETHRO FOOT and 

HENRY SCHILD, both of the city, county, and 
State of New York, have invented a new and In 
proved Regulatorfor Stop-Cocks or Walves; 
and we do hereby declare the following to be 
a full, clear, and exact description of the same, 
reference being had to the accompanying draw. 
ing forming part of this specification, in which 
drawing 

Figure 1 represents a sectional front view 
of our invention. Fig. 2 is a transverse sec 
tion of the same. 

Similar letters indicate corresponding parts. 
This invention consists in a drum which con 

nects, by a chain or wire, with a double-armed 
lever Secured to the plug of stop-cock, said drum. 
being provided with an index which travels 
over a scale or dial in such a manner that, by 
turning the drum, the position of the plug or 
Valve can be regulated, and a stop-cock or 
valve can be adjusted in the required position 
from a distance; for instance, the stop-cock 
which admits gas to a building, and which is 
generally situated in the cellar, can be set from 
any polition of the building where the regulat 
ing drum is secured. With the index and drum 
is combined an adjustable stop, which, when 
set at any desired point of the scale, prevents 
the index of the drum from passing this point. 

In the drawing, the letter A. designates a 
drum, which connects, by a chain or wire, a C, 
with a double-armed lever, B, that is secured 
to the plug C of a stop-cock, or to the equival 
lent part of a stop-valve. In the example shown 
by the drawing the connection between the 
drum and the plug is effected by a wire which 
is passed round the drum and thence over 
guide rollers b b to the lever B, and in order 
to prevent the wire from slipping it is pro 
vided with a loop, c, which is let into a cavity 
in the circumference of the drum. 

It is obvious that in place of the wire a chain 
or rope might be used, and the lever B might 
be replaced by a wheel, round which said chain 
Or wire could be passed in the same manner as 
it passes round the drum A. 

If the drum is situated at a considerable dis 
tance from the stop-cock-for instance, in a 
Toom in one of the upper stories of a building, 
While the stop-cock is situated in the cellar 
Several sets of guide-rollers or intermediate 
levers will be used to effect the connection 
SomeWhat in the same manner in which bell 
Wires are conducted throughout a building. 
On the drum A is secured an index, d, which 

points. On a scale, c, marked on the surface of 
the bed-plate, I), that supports the axis f of 
the drun, and also serves to fasten said drum 
in the required position. A handle, E, serves 
to turn the drum, and as the drum is turned 
the index shows the position of the plug or 
valve C. On the axis f of the drum is secured 
a SWivel-arm, g, the Outer end of which catches 
under the edge of the bed-plate D, and a set 
Screw, h, serves to fasten said swivel-arm in 
ally desired position on bed-plate. When the 
Swivel arm is secured it forms a stop which 
prevents the index d from passing a certain 
point on the scale e, and by said stop, there 
fore, the point to which the stop-cock or valve 
may be opened or closed can be determined. 
This device is applicable to gas-cocks, or to 

the steam-valves of heating-pipes, or to any 
other valve of a similar nature, where it is de 
sirable to open or close the cock or valve from 
a distance. 
What We claim as new, and desire to se 

cure by Letters Patent, is 
1. The combination of a drum, A, clhain, 

rope, or wire a, lever or wheel B, and plug or 
Valve C, with an index, d, and dial-plate, D, 
Substantially as shown and described. 

2. The stop (, in combination with the dial 
plate D, index d, plug or valve C, lever or 
wheel B, and drum A, substantially as set 
forth. 

JETERO FOOT. 
HENRY SCHILD. 

Witnesses: . 
W. HAUFF, 
E. F. KASTENHUBER, 

  


