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To all, whom it may concern: - 
Be it known that I, JOHN H. Cox, of Syra 

cuse, in the county of Onondaga, in the State 
of New York, have invented new and useful 
Improvements in Counterbalances for Dam 
pers, of which the following, taken in con 
nection. With the accompanying drawings, is 
a full, clear, and exact description. 
This invention relates to devices for taking 

up the slack of chains or cords which are 
adapted to regulate the draft and check-dam 
pers of a furnace or other similar apparatus. 
My object is to produce such a take-up for 

the slack in the chain incident to the raising 

play out freely when desired. 
To that end my invention consists in sev 

eral new and novel features of construction 
and Operation hereinafter described, and 
which are specifically set forth in the claim 
hereunto annexed. 

It is constructed as follows, reference be 
ing had to the accompanying drawings, in 
which 

Figure 1 is a front view of the device com 
plete. Fig. 2 is a similar view with the front 
face removed, showing the internal construc 
tion in detail. Fig. 3 is a vertical section on 
the line acac, Fig. 1. Fig. 4 is a view of a fur 
nace, showing drafts and dampers of a heat 
ing apparatus connected to the chain-take-up 
by means of a chain. Fig. 5 is an edge view 
of the finger-lever and sleeve. 

Similar letters of reference indicate corre 
Sponding parts. 
A is the base or bracket in which is mount 

ed the means for taking up the slack of the 
chain, preferably constructed substantially 
as shown, having an upturned edge C. and the 
projections a', by which it is secured to the 
Wall. 
Within the bracket or base are mounted two 

drumsband b' upon the posts c, but inasmuch 
as they are both constructed and operated 
exactly alike I will describe but one of them. 
d is a spring secured at one end to a sleeve 

d upon the finger-levere and its opposite end 
to the drum b, as shown at f. 
g are openings in the lower end of the 

bracket in the upturned edge a to allow the 
chain h to pass up through it where it is se 
cured upon the drum, as shown in Fig. 2. 

i are notches in the upturned edge a, hav 
ing one set of the notches inclined, as shown 
at k, so that the finger-levere may be readily 
passed out of the notch when it is desired to 
tighten the tension of the spring. There are 
three notches i for each drum, two of which 
are just opposite each other and in which the 
ends of the leverse are shown as catching. 
To make a corresponding support for the in 
ner ends of the levers when they are turned 
into a vertical position their outer ends are 
made to catch in the notches i at opposite 
ends of the frames, while their inner ones are 
made to catch against opposite sides of the 
lug l. This lug l is thus made to act in con 
junction with the notches in adjusting the 
tension of the springs and to act as a stop for 
limiting the turning movement of the drums 
after the tension of the springs in the drums 
has been adjusted. 
Upon the base A is a lug l, and upon the 

drum is a lug m, adapted to engage With the 
lug l, so as to limit the rotation of the drum. 
The lug i does not alone serve to stop the ro 
tation of the drum, as shown in Fig. 3. It 
protects the drums and acts in conjunction 
with the shoulders k at top and bottom of the 
frame to hold the armse where a fine or Sen 
sitive adjustment is necessary. 
One of the chains h is connected at its 

lower end to the draft upon the furnace and 
the other is connected at its lower end to the 
check-damper, as shown in Fig. 4 of the draw 
IIlgS. 
To operate the invention, I wind the Spring 

within the drum to such a tension that it will 
exactly counterbalance the damper desired 
to be raised, so that when I pull the chain up 
the slack of the chain Will wind upon the 
drum and hold the damper open, While, On 
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the other hand, when I desire to close it I pull 
down on the chain. The drum unwinding 
the upper end of it allows the damper to close, 
the weight of it being sufficient to hold it in 
that position. 
B is a front cover 
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for the bracket and is 
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provided with means for securing it thereon, 
as shown, and preferably upon said cover I 
Secure a thermometer C. 
What I claim as my invention, and desire 

to secure by Letters Patent, is 
In a draft-regulator, the bracket A, having 

the outturned edges or flanges a, which are 
provided within the notchesi, having the in 
clined edges k and the lug l, located between 
the two drums and projecting outwardly be 
yond their outer sides, combined with the 
spring-actuated drums having lugs or stops 
to engage the lug l, the bolts c which pass 
through the inner side of the bracket and 
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upon which the drums turn; the finger-levers I5 
e, connected to the inner ends of the springs 
placed in the drums, and which levers are 
adapted to have their ends to catch in either 
two of the notches i, or have one end catch 
in one of the notches and the other catch 2d 
against the lug li and a chain connected to 
each drum, Substantially as shown. 

In witness whereof I have hereunto set my 
hand on this 9th day of June, 1896. 

JOHN II. COX. 
In presence of - 

J. W. SMITH, 
HOWARD P. DENISON. 

  


