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Application filed May 25, 1927. Serial No. 194203. 
This invention relates to orthopedic ap- the foot from the heel to a point in rear of 

pliances and provides means particularly the ball of the foot. The supporter comprises 
adapted for treatment of the feet to remedy plies or layers of sheet material, such as 
fallen arch, or toe, and alleviate pain inci- leather, the numeral 1. designating the top 

is dent to calli and sore joints by relieving the ply or layer and the numeral 2 the bottom 55 . . 
pressure thereon. . . . . . . . . . . . . ply or layer. The two layers or plies 1 and 
The invention contemplates the provision 2 are secured by lines of stitching 3, and to 

of a device to be placed within the shoe upon prevent the formation of welts, the bottom 
the sole, and extend from the heel to a point ply or layer 2 is grooved or channeled to re 

lo just in rear of the ball of the foot and pro- ceive the stitching which is thereby protected 60 
vided about its edge with pockets to receive and prevented from becoming worn by 
one or more of a number of differently shaped abrasive action. The bottom ply or layer 2 
pads, as conditions may require, one wall of . of the supporter conforms approximately to 
the pockets having openings therein tore the outline of the foot, whereas the topply 

ls ceive a cushioning portion of the pad forced or layer 1 has a projecting marginal portion 65 
therein by pressure to retain the pad in 4, and a side extension or wing 5, which is 
proper position against casual displacement. designed to brace the side of the foot oppo 
While the drawings illustrate a preferred site the arch. The stitching 3 is arranged 

embodiment of the invention, it is to be under- to provide a plurality of pockets around the 
20 stood that in adapting the means to meet supporter, said pockets opening outwardly 70 

specific needs and requirements, the design through the edge of the supporter, as indi 
may be varied and such other changes in the cated most clearly in Figures 2, 3 and 6. . . 
minor details of construction may be resorted The pockets may be designated as the front, 
to within the scope of the invention as pocket 6, the heel pocket 7, and opposite side 

25 claimed, without departing from the spirit pockets 8 and 9. As shown most clearly in 75 . 
thereof. Figure 1 of the drawings, the several pock 
For a full understanding of the invention ets are closed at their inner ends and oppo 

and the merits, thereof, reference is to be had site sides and open outwardly, and, as a 
to the following description and the draw- result, the selected pads, when placed in po 

30 ings hereto attached, in which - sition, are prevented from displacement. 80 . 
Figure 1 is a view of the device as seen Openings 10 are formed in the outer portion 

from the bottom side, with some of the pads of the bottom side of each of the pockets and 
grouped therearound. provide for the reception of a portion of the 

Figure 2 is a side view of the supporter. pad which is forced therein by pressure, as 
35 Figure 3 is a transverse sectional view on indicated most clearly in Figures 3 and 6 of 85 

the line 3-3 of Figure 1, looking in the di- the drawings, thereby further assisting in re 
rection of the arrows. taining the pads in proper position. The 
Figure 4 is a fragmentary view showing pockets are differently shaped, as indicated 

the toe part in position. most clearly in Figure 1, and the various 
40 Figure 5 is a fragmentary view showing pads are likewise of different shape to meet 90 : 

a fallen toe pad in place. varying conditions and requirements to meet 
Figure 6 is a detail sectional view on the the particular ailment of the patient to be 

line 6-6 of Figure 1. treated. The supporter as a whole is designed 
Corresponding and like parts are referred for the treatment of a fallen arch, and in the 45 to in the following description and desig- event of the patient having, in addition, a 95 

nated in the several views of the drawings fallen toe, callous places or sore spots, the 
by like reference characters. various pockets provide for reception of the 
The supporter is elongated, as indicated part to meet the requirement. . . . . . 

most clearly in Figure 1, and is shaped to con Each of the pads comprises a body portion 
50 form to the outline of the rear portion of and a shank portion, the latter conforming 100 
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to the outline of the pocket to which the pad 
is to be fitted. The shank portion of the pad 
is of a less thickness than the body portion 
and its bottom side is uncovered and con 
sists of crepe rubber which is readily yield 
able and provides a cushion and is also adapt 
ed to be forced into the openings 10 by pres-- 
sure of the foot. The numeral 11 designates. 
the front pad which is of semi-circular out 

5 

is provided and consists of the toe portion 17 

20. 

25 

line. The shank portion 12 of the pad 11 con-. 
forms approximately to the outline of the 

678 
introduced into the shoe, and in a compara 
tively short time conforms to the foot both 
by the pressure exerted and the moisture 
given off by the foot, so that the device may 
be worn with comfort and soon correct the 
trouble and give the needed and desired re 
lief. To prevent possible slipping of the de 
vice a point, such as a tack 25, is applied to 
the bottom portion of the rear pocket 7, and 
is adapted to be pressed into the heel portion 

70 

75 
of the shoe, thereby preventing forward dis 

front pocket 6. The side pad 13 is elongated placement of the device, as will be readily 
and its shank portion 14 is adapted to enter 
the side pocket 9. The heel pad, 15 has its: 
shank portion 16 of a shape to fit within the 
heel pocket 7. A combined toe, and side pad 

and the side portion 18, the toe pad 17 being 
formed with a shank 19 to enter the side por 
tion of the front pocket 6, as indicated most 
clearly in Figure 4 of the drawings. The 
side pad 18 has a 'shank 20 which is adapted 
to enter the side pocket 8, as indicated most 
clearly in Figure 4. The toe pad 17 is con 
nected to the side pad 18 and its 'shank 19 is 
separated from the connecting portion by 
means of a narrow space 21, which is designed 
to receive the line of stitching at the end of 
the front pocket 6, adjacent the side pocket 8. 

30 

35 
pocket 6 of the supporter. The various pads 

40 

This is indicated most clearly in Figure 4 of 
the drawings. - - - 

On reference to Figure 5 of the drawings, 
a toe pad 22 is shown, and is designed for the 
a shank portion 23 adapted to enter the front 
are of different outline, thickness and shape 
to meet varying conditions, but in each in 
stance the pad consists of a body portion 24 
of crepe rubber or similar material which is 
soft and yieldable to give proper support 
to the foot and relieve pressure upon the 

45 

50 

55 

callous or other sore place, whereby to al 
leviate pain. - - - - - - - - 

; In the event to f the patient having both a 
fallen arch and a fallen toe, the arch sup- - - 
porting paid has a toe pad 22 fitted thereto, . . . 
after which the device is placed in the shoe, 

appreciated. 
Having this described the invention, I 

claim: - 

1. In combination with a fallen arch sup porter provided with a laterally opening 
pocket...having openings in a marginal edge 
portion of a side wall, a pad comprising a body 
portion of crepe rubber covered upon its top 
side and partly covered upon its bottom side 
leaving portions of the crepe body portion 
adapted to enter the pocket of the supporter 
exposed to admit of portions being forced 
into the openings in the side of the pocket 
when pressure of the foot is exerted thereon. 

2. An arch supporter comprising front and 
side pockets and a combined toe and side pad 
formed with portions to enter the said front 
and 'side pockets, and having the shank por 
tion of the toe paid separated from the con 
necting portion uniting the two pads to re 

- - ceive the part connecting the two pockets. 
treatment of a fallentoe, said pad 22 having : d In testimony whereof affix my signature. 

JULIUS C. TORCHIA. L.'s. 

105 

10. 

thereby providing a support for the fallen 
arch and the fallen toe, with the result that 
comfort is experienced by the patient and : 
a cure ultimately effected. In the event of a 
patient having a tendency to run the shoe. 
over at one side or at the heel, the proper 
pad may be selected and fitted to the arch 
supporter, with the result that the pressure. 
on the bottom of the foot is equalized so that 

60 

the shoe maintains its shape and the toe and 
heel thereof is subjected to a uniform and . . . . 
even wear. By forming the supporter with 
a plurality of pockets and providing differ-... 
ently shaped pads, it will be readily under 
stood that a pad best adapted to the ail- . 
ment of the foot may be selected and placed 

6 5 in position, and the device thus provided is - 

80 

85. 

95. 
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