Abstract: A method for transforming a 2D webpage comprising html elements, into a 3D scene wherein the most interesting html elements for the user appear in the most visible places. To this end, an importance value is associated to each html element and the html element is located into the 3D scene based on location identification derived from the importance value associated to the html element. The importance value of an html element may be defined based on the amount of clicks made on the html element in the 3D scene. One or more avatars may be included into the 3D scene. The location identification may then be based on positions, movements and other actions, or on statistics thereof, of the avatars with respect to the html element in the 3D scene.
METHOD FOR TRANSFORMING WEB FROM 2D INTO 3D

The present invention relates to a method for transforming a 2D webpage comprising html elements, into a 3D scene wherein said html elements are located.

Such a method is already known in the art, e.g. from "Exit Reality" <www.exitreality.com> that launched "the entire web in 3D" with the intention of transforming a webpage from 2D into 3D.

The known method automatically converts a 2D webpage to Virtual Reality Modeling Language VRML. Users can decorate their websites in 3D. An example of transformation performed by this method is shown at Fig. 1 where an "iGoogle"™ 2D webpage is shown into a 3D scene created with a specific template, here representing a hall.

In the 3D scene, hyperlinks or html elements contained in the former 2D webpage are randomly put somewhere in the hall.

Consequently, it may be very difficult to find desire information in this chaotic environment, sometimes even worse than in the original 2D webpage. When transforming a 2D webpage into a 3D scene, "where to put content" becomes an essential issue. Randomization is definitely not a good choice.

An object of the present invention is to provide a method of the above known type but wherein the content of the former 2D webpage is more efficiently distributed, i.e. located or spread, over the 3D scene.

According to the invention, this object is achieved due to the fact that said method comprises the steps of

- associating an importance value to each html element, and
- locating said html element into said 3D scene based on location identification derived from the importance value associated to said html element.

The fact that the hyperlinks or html elements are randomly put somewhere in the hall in the above known method is due to lack of location
information in 2D webpage. By associating location identifications to the html elements of a 2D webpage, they can be located in more suitable places into the 3D scene.

Another characterizing embodiment of the present invention is that said method comprises the step of defining said importance value of an html element based on the amount of clicks made on said html element in said 3D scene.

In this way, the location identification of an html element in the 3D scene is derived from the amount of clicks performed on this hyperlink.

Also another characterizing embodiment of the present invention is that said method comprises the step of including an avatar into said 3D scene.

The avatar is generally a computer representation of a user in the form of a 3-dimensional model. As a result, if a user for instance often clicks a particular hyperlink, then this hyperlink will be put in a location that captures the first glance when his avatar appears.

Yet another characterizing embodiment of the present invention is that said method comprises the step of defining said importance value of an html element based on position, movement and other actions of said avatar with respect to said html element in said 3D scene.

In this way, the location identification of an html element in the 3D scene is derived from the position, movement and other actions of the avatar. If the avatar stays for instance in a place for a long time, it gives the indication that the content around this place should have a higher importance than the ones in other places. When a user visits a website for the first time, he should get an overall better 3D experience. As the user revisits the same website later, the location identification will put the last visited parts, i.e. html elements, of the website in a more prominent place than before.
In a preferred embodiment, the present invention is characterized in that said method comprises the steps of
- including a plurality of avatars into said 3D scene, and
- defining said importance value of an html element based on positions, movements and other actions of the avatars of said plurality with respect to said html element in said 3D scene.

In this way, all users' activities are consolidated and come out with a common 3D scene wherein the hyperlinks are suitably located for average users. In such the most interesting content to the user will appear in the most visible places in the 3D scene or environment.

Also another characterizing embodiment of the present invention is that said method comprises the steps of
- including at least one avatar into said 3D scene, and
- defining said importance value of an html element based on statistics of positions, movements and other actions of said avatar with respect to said html element in said 3D scene.

As a result, the locations or positions of the html elements in the 3D scene are dynamically updated according to the statistics of one or more avatar's positions, movements and other actions.

Further characterizing embodiments of the present method are mentioned in the appended claims.

It is to be noticed that the term 'comprising', used in the claims, should not be interpreted as being restricted to the means listed thereafter. Thus, the scope of the expression 'a device comprising means A and B' should not be limited to devices consisting only of components A and B. It means that with respect to the present invention, the only relevant components of the device are A and B.

Similarly, it is to be noticed that the term 'coupled', also used in the claims, should not be interpreted as being restricted to direct connections only. Thus, the scope of the expression 'a device A coupled to a device B' should not
be limited to devices or systems wherein an output of device A is directly connected to an input of device B. It means that there exists a path between an output of A and an input of B which may be a path including other devices or means.

The above and other objects and features of the invention will become more apparent and the invention itself will be best understood by referring to the following description of an embodiment taken in conjunction with the accompanying drawings wherein:

Fig. 1 shows a 3D scene representing a 2D webpage as known from the prior art, and

Fig. 2 shows a system adapted to perform the method of the present invention.

The basic idea of the present invention is to transform a 2D webpage into a 3D webpage or scene wherein the hyperlinks of the 2D webpage are located in the 3D scene on places depending on their importance. In other words, a random and flat distribution of the hyperlinks as shown in the 3D scene of Fig. 1 obtained by a prior art method should be avoided.

To this end, each hyperlink or html element of the 2D webpage is associated to an "importance value". The html element then receives a "location identification" that is derived from its importance value. The html element is finally located into the 3D scene at a position defined by its location identification.

The importance value of an html element may for instance be derived from the amount of clicks made on this html element in the 3D scene.

In a preferred embodiment, the 3D scene includes an avatar that is a 3-dimensional representation of model of the computer's user.

The amount of clicks on a particular html element, the position, the movement and other actions of the user's avatar are then used to
calculate the importance value of that html element. For instance, if a user
often clicks a particular hyperlink, this hyperlink will be put at a location of
high importance value that captures the first glance when his avatar
appears in the 3D scene. If an avatar stays in a place for a long time, it gives
the indication that the html elements around this place should have higher
importance values than the ones in other places.

By introducing the location identification as new technical
component associated to an html element, it is also possible to dynamically
change the location of this html element in the 3D environment according to
statistics of an avatar's position, movement and other actions.

The 3D scene may also include several avatars. The importance
value of each html element may then be based on positions, movements and
other actions of all the avatars with respect to that html element in said 3D
scene.

A system adapted to perform the above-described method is
represented at Fig. 2. The system consists of a 3D Explorer Client 3DEC, a
3D Application Server 3DAS, a 3D Template Service 3DTS and a Location
Identification Service LIS.

The location identification service LIS calculates the location of an
html element based on statistics of an avatar's position and actions received
from the 3D Application Server 3DAS.

The location identification service LIS has self-adaptation
capability. For instance, when a user visits a website for the first time, LIS
gets and logs an overall 3D experience. As the user revisits the site, the
location identification service LIS put the last visited parts of the site in a
more prominent place than before.

In another embodiment, the new location of an html element is
calculated based on statistics of every avatar, e.g. of every single user
visiting the web site, its position and actions instead of the one from a single
avatar, i.e. the computer's user. The advantage of this embodiment is to
consolidate all users' activities and to come out with a common 3D scene suitable for average users.

The 3D Application Server 3DAS translates html elements into a virtual reality mockup language, like VRML. 3DAS further logs the avatar's actions, e.g. clicking, touching, etc, as well as the avatar's position and movement.

The 3D Template Service 3DTS profiles user-defined or system-defined 3D environment templates.

This system operates as follows.

When a user starts to launch a 3D webpage at his 3D Explorer Client 3DEC, the 3D Application Server 3DAS will first collect a user-defined 3D scene template/environment, e.g. the representation of a hall, from the 3D Template Service 3DTS. This 3D scene template will be used for creating the 3D scene.

To this end, the 3D Application Server 3DAS then sends a previously logged avatar's position and actions together with the 3D scene template to the location identification service LIS.

The location identification service LIS calculates locations for the html elements based on the input from the 3D Application Server 3DAS and sends the result back to the 3DAS. The location of a html element in the 3D scene is thus based on location identification derived from the importance value associated to the html element and on the collected 3D scene template.

Finally the 3D Application Server 3DAS sends the newly constructed 3D scene back to the 3D Explorer Client 3DEC.

As a result, a 3D scene is created wherein the most interesting content for the user appears in the most visible places.

It is to be noted that in another embodiment the location identification service LIS may be integrated into the 3D Application Server 3DAS.
A final remark is that embodiments of the present invention are described above in terms of functional blocks. From the functional description of these blocks, given above, it will be apparent for a person skilled in the art of designing electronic devices how embodiments of these blocks can be manufactured with well-known electronic components. A detailed architecture of the contents of the functional blocks hence is not given.

While the principles of the invention have been described above in connection with specific apparatus, it is to be clearly understood that this description is merely made by way of example and not as a limitation on the scope of the invention, as defined in the appended claims.
CLAIMS

1. A method for transforming a 2D webpage comprising html elements, into a 3D scene wherein said html elements are located, characterized in that said method comprises the steps of associating an importance value to each html element, and locating said html element into said 3D scene based on location identification derived from the importance value associated to said html element.

2. The method according to claim 1, characterized in that said method comprises the step of defining said importance value of an html element based on the amount of clicks made on said html element in said 3D scene.

3. The method according to claim 1, characterized in that said method comprises the step of including an avatar into said 3D scene.

4. The method according to claim 3, characterized in that said method comprises the step of defining said importance value of an html element based on position, movement and other actions of said avatar with respect to said html element in said 3D scene.

5. The method according to claim 1, characterized in that said method comprises the steps of including a plurality of avatars into said 3D scene, and defining said importance value of an html element based on positions, movements and other actions of the avatars of said plurality with respect to said html element in said 3D scene.
6. The method according to claim 1, characterized in that said method comprises the steps of
   including at least one avatar into said 3D scene, and
   defining said importance value of an html element based on statistics of positions, movements and other actions of said avatar with respect to said html element in said 3D scene.

7. The method according to claim 1, characterized in that said method comprises the steps of
   collecting a 3D scene template from a 3D Template Service (3DTS) for creating said 3D scene, and
   locating said html element in said 3D scene based on location identification derived from the importance value associated to said html element and on the collected 3D scene template.
INTERNATIONAL SEARCH REPORT

International application No
PCT/EP2011/053480

A. CLASSIFICATION OF SUBJECT MATTER

INV. G06T17/00
ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
G06T

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
EPO-Internal, INSPEC, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

Category* Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No.


X Wo 2010/012768 AI (IBM [US]; IBM UK [GB]; ZHOU JIAN [CN]; LU SHENG [CN]; YE MENG [CN]; MA) 4 February 2010 (2010-02-04) the whole document 1-7

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier document but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to person skilled in the art.

"S" document member of the same patent family

Date of the actual completion of the international search
1 April 2011

Date of mailing of the international search report
11/04/2011

Name and mailing address of the ISA/
European Patent Office, P.B. 5818 Patentlaan 2
NL-2280 HV Rijswijk
Tel: (+31-70) 340-2040,
Fax: (+31-70) 340-3016

Authorized officer
Kul ak, Eray
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2008208685 Al</td>
<td>28-08-2008</td>
<td>NON E</td>
<td></td>
</tr>
<tr>
<td>US 2009 144105 Al</td>
<td>04-06-2009</td>
<td>NON E</td>
<td></td>
</tr>
<tr>
<td>US 2005022 139 Al</td>
<td>27-01-2005</td>
<td>CN 1846213 A</td>
<td>11-10-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2404546 A</td>
<td>02-02-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005024376 Al</td>
<td>03-02-2005</td>
</tr>
<tr>
<td>WO 2010012768 Al</td>
<td>04-02-2010</td>
<td>CN 101639927 A</td>
<td>03-02-2010</td>
</tr>
</tbody>
</table>