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(54) Lighting apparatus with interchangeable modules

(57) Disclosed is a lighting apparatus, and more par-
ticularly, a lighting apparatus with interchangeable mod-
ules that can obtain a desired distribution of luminous
intensity by interchanging and combining a plurality of
modularized light sources.

A lighting apparatus with interchangeable modules
according to an aspect of the invention provides a lighting

apparatus including: a frame; and at least two light source
modules detachably coupled to the frame, wherein the
light source modules are interchangeable. Furthermore,
the at least two light source modules may be selected
from a first light source module emitting light at a large
radiation angle and a second light source module emit-
ting light at a small radiation angle.



2

EP 2 385 294 A2



EP 2 385 294 A2

3

5

10

15

20

25

30

35

40

45

50

55

Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims the priority of Korean
Patent Application No. 2010-0041552 filed on May 3,
2010, in the Korean Intellectual Property Office, the dis-
closure of which is incorporated herein by reference.

BACKGROUND OF THE INVENTION

Field of the Invention

[0002] The present invention relates to a lighting ap-
paratus, and more particularly, to a lighting apparatus
with interchangeable modules that can obtain a desired
distribution of luminous intensity by interchanging and
combining a plurality of modularized light sources.

Description of the Related Art

[0003] In general, a lighting apparatus is used to se-
cure a clear view in a dark place and is configured to
irradiate light, emitted from a light source, to the outside
through a lens.
[0004] In recent years, light sources of a lighting ap-
paratus have switched from lamps emitting light by mak-
ing use of the resistance of filaments to light emitting
diodes (LEDs) having a long lifespan and high energy
efficiency in line with issues such as environmental-
friendliness, power consumption and the lifespan of light
sources.
[0005] A light emitting diode emits light with high direc-
tionality. For this reason, when a light emitting diode is
used in a streetlight, light, emitted from the light emitting
diode, is tilted at various angles by using a lens or the
like, thereby obtaining a wide distribution of luminous in-
tensity.
[0006] In the related art, however, a distribution of lu-
minous intensity of short-distance illumination (for exam-
ple, approximately 10m) is different from that of long-
distance illumination (for example, approximately 100m).
Therefore, different lighting apparatuses (that is, a light
emitting diode and a lens structure) need to be used.
[0007] Therefore, for illumination at various distances,
there is a need to provide lighting apparatuses showing
distributions of luminous intensity corresponding to the
respective distances.

SUMMARY OF THE INVENTION

[0008] An aspect of the present invention provides a
lighting apparatus with interchangeable modules that can
obtain a desired distribution of luminous intensity by com-
bining a plurality of modularized light sources.
[0009] According to an aspect of the present invention,
there is provided a lighting apparatus with interchange-
able modules, the lighting apparatus including: a frame;

and at least two light source modules detachably coupled
to the frame, wherein the light source modules are inter-
changeable.
[0010] The at least two light source modules may be
selected from a first light source module emitting light at
a large radiation angle and a second light source module
emitting light at a small radiation angle.
[0011] Each of the light source modules may include:
a board having at least one light emitting diode arranged
thereon; and a lens unit provided in front of the light emit-
ting diode to control a radiation angle of light emitted from
the light emitting diode.
[0012] The first light source module may include the
lens unit including a diffusing lens.
[0013] The second light source module may include
the lens unit including a condenser lens.
[0014] The lens unit may be mounted in front of the
light emitting diode.
[0015] The lens unit may include at least one lens ar-
ranged at a position corresponding to the light emitting
diode and a lens bracket securing the lens to the board.
[0016] When the light emitting diode may include a plu-
rality of light emitting diodes, a plurality of lenses corre-
sponding thereto may be secured to the board by the
lens bracket.
[0017] The lens bracket may be detachably coupled
to the board.
[0018] The frame may be shaped like a plate formed
of metal and discharge heat generated from the light
source modules.
[0019] A heat transfer material may be interposed be-
tween the frame and the light source modules.
[0020] The frame may be divided in a lattice pattern,
individual lattices may be formed of recesses, and the
light source modules may be detachably inserted into the
recesses.
[0021] The number of light source modules may be
three.
[0022] The light source modules being arranged may
be either first light source modules or second light source
modules.
[0023] The light source modules may be first and sec-
ond light source modules alternating with each other.

BRIEF DESCRIPTION OF THE DRAWINGS

[0024] The above and other aspects, features and oth-
er advantages of the present invention will be more clear-
ly understood from the following detailed description tak-
en in conjunction with the accompanying drawings, in
which:
[0025] FIG. 1A is a perspective view illustrating a light-
ing apparatus according to an exemplary embodiment of
the present invention;
[0026] FIG. 1B is a perspective view illustrating a light
source module of FIG. 1A;
[0027] FIG. 2A is a cross-sectional view taken along
line A-A’ of FIG. 1A to illustrate a first light source module;
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[0028] FIG. 2B is a cross-sectional view taken along
line B-B’ of FIG. 1A to illustrate a second light source
module;
[0029] FIGS. 3A through 3D are cross-sectional views
taken along line B-B’ of FIG. 1A and views illustrating
distributions of luminous intensity;
[0030] FIG. 4 is a cross-sectional view illustrating en-
gagement between a frame and light source modules
according to another exemplary embodiment of the
present invention;
[0031] FIGS. 5A and 5B are cross-sectional views il-
lustrating light source modules according to another ex-
emplary embodiment of the present invention;
[0032] FIG. 6A is a perspective view illustrating a light-
ing apparatus according to another exemplary embodi-
ment of the present invention;
[0033] FIG. 6B is a perspective view illustrating a light
source module of FIG. 6A; and
[0034] FIG. 7 is a perspective view illustrating a lighting
apparatus according to another exemplary embodiment
of the present invention.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT

[0035] Prior to a detailed description of the present in-
vention, the terms and words, which are used in the spec-
ification and claims to be described below, should not be
construed as typical or dictionary meanings. The terms
and words used herein should be construed in conformity
with the technical idea of the present invention on the
basis of the principle that the inventors can appropriately
define terms in order to describe their invention in the
best manner. Embodiments described in the specifica-
tion and structures illustrated in drawings are merely ex-
emplary embodiments of the present invention. Thus, it
is intended that the present invention cover the modifi-
cations and variations of this invention provided they
come within the scope of their equivalents at the time of
filing this application.
[0036] Exemplary embodiments of the present inven-
tion will now be described in detail with reference to the
accompanying drawings. The same reference numerals
will be used throughout to designate the same or like
components in the accompanying drawings. Moreover,
detailed descriptions related to well-known functions or
configurations will be ruled out in order not to unneces-
sarily obscure subject matters of the present invention.
In the drawings, some components may be exaggerated,
omitted or schematically illustrated. Also, the size of each
element does not entirely reflect the actual size thereof.
[0037] Exemplary embodiments of the present inven-
tion will now be described in detail with reference to the
accompanying drawings.
[0038] FIG. 1A is a perspective vie illustrating a lighting
apparatus according to an exemplary embodiment of the
invention. FIG. 1B is a perspective view illustrating a light
source module of the lighting apparatus shown in FIG.

1A. FIG. 2A is a cross-sectional view taken along line A-
A’ of FIG. 1A.
[0039] Referring to FIGS. 1A and 2A, a lighting appa-
ratus 100 according to this embodiment includes a frame
10 and light source modules 20 that are coupled to the
frame 10.
[0040] The frame 10 is a plate-like part made of metal,
and has the light source modules 20 fixed to one surface
thereof. The frame 10 serves as a housing of the light
source modules 20 and also serves as a heat dissipation
plate that discharges heat, radiating from the light source
modules 20, to the outside. Further, in this embodiment,
the one surface of the frame 10, on which the light source
modules 20 are arranged, may be formed of a reflector
or be coated with a reflective material so that the one
surface of the frame 10 reflects light, emitted from the
light source modules 20 and diffused around them, to
thereby emit the light in a forward direction.
[0041] The light source modules 20 each include a
board 21, on which light emitting diodes 22 are disposed,
and lens units 25a. The light source modules 20 are ar-
ranged to be adjacent to each other on the frame 10, and
are detachably fixed to the frame 10 by using fixing
screws 28. Here, the light source modules 20 according
to this embodiment include a first light source module
20a, shown in FIG. 2A, and a second light source module
20b, shown in FIG. 2B. For convenience of explanation,
however, a description will be made of the first light
source module 20a.
[0042] The board 21 may be a general PCB board or
a flexible board (PCB). One or more light emitting diodes
22 are arranged on one surface of the board 21, and
through holes 23 are formed on four edges thereof so
that the fixing screws 28 may be inserted therein when
the board 21 is engaged with the frame 10.
[0043] In FIGS. 1A, 1B, and 2A, an example is shown
in which the board 21 is formed to have a rectangular
shape and the light emitting diodes 22 are arranged in a
longitudinal direction of the board 21. However, the
present invention is not limited thereto. A board may
come in various shapes, and the light emitting diodes 22
may also be configured in various arrangements.
[0044] The respective lens units 25a are individually
provided in front of the light emitting diodes 22 arranged
on the board 21. Here, the lens units 25a may be attached
to the board 21 by fixing units (not shown) such as fixing
screws, such that the lens units 25a can be detachable
from the board 21.
[0045] In this embodiment, the lens unit 25a controls
a radiation angle of light, radiating from the light emitting
diode 22, to thereby emit the light to the outside. In par-
ticular, the lens unit 25a according to this embodiment
irradiates light from the light emitting diode 22 at a small
radiation angle or a large radiation angle. Therefore, as
for the lens unit 25a according to this embodiment, either
a condenser lens providing irradiation at a small radiation
angle or a diffusing lens providing irradiation at a large
radiation angle may be used. Thus, the light source mod-
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ules 20 according to this embodiment are divided into a
first light source module 20a and a second light source
module 20b according to the shape of the lens units 25a.
The first and second light source modules 20a and 20b
are selectively used as the need arises.
[0046] FIG. 2B is a cross-sectional view illustrating a
second light source module according to an exemplary
embodiment of the invention. FIG. 2A is a cross-sectional
view illustrating the first light source module 20a including
the lens units 25a composed of diffusion lenses 26a,
while FIG. 2B is a cross-sectional view illustrating the
second light source module 20b including lens units 25b
composed of condenser lenses 26b.
[0047] All the lens units 25a of the first light source
module 20a are formed of the diffusion lenses 26a, and
evenly diffuse light from the light emitting diodes 22 to
thereby emit the light to the outside. In the same manner,
referring to FIG. 2B, all the lens units 25b of the second
light source module 20b are formed of the condenser
lenses 26b, and emit light from the light emitting diodes
22 to the outside so that the light is concentrated at one
point. Here, the diffusion lenses 26a and the condenser
lenses 26b, shown in FIGS. 2A and 2B, respectively, are
not limited to the shapes shown in the drawings. Howev-
er, the diffusion lenses 26a and the condenser lenses
26b may be configured in various shapes as long as they
can diffuse and focus light emitted from light sources.
[0048] According to the configurations of the lens units
25a and 25b, light, emitted from the first light source mod-
ule 20a, exhibits a short, wide distribution of luminous
intensity, and light, emitted from the second light source
module 20b, exhibits a long, narrow distribution of lumi-
nous intensity.
[0049] While the first light source module 20a and the
second light source module 20b have the lens units 25a
and 25b, respectively different from each other, the first
light source module 20a and the second light source mod-
ule 20b have the same light emitting diodes 22 and the
board 21. Therefore, by selectively providing the lens
units 25a and 25b on the same board 21, it is possible
to switch between the first light source module 20a and
the second light source module 20b.
[0050] At least two light source modules 20 having the
above-described configurations according to this embod-
iment are fixed to the frame 10. The at least two light
source modules 20, arranged on the frame 10, may be
the same light source module 20 or different light source
modules 20. For example, two first light source modules
20a may be arranged on the frame 10 or one first light
source module 20a and one second light source module
20b may be arranged thereon.
[0051] As for the embodiment, shown in FIG. 1A, three
light source modules 20, arranged on the frame 10, are
exemplified. As described above, the three light source
modules 20 may be the same type of light source mod-
ules 20 or different types of light source modules 20.
[0052] According to this embodiment of the invention,
in the case that different light source modules 20 are

arranged on the frame 10, first and second light source
modules alternate with each other. That is, the first and
second light source modules 20a and 20b are alternately
arranged on the frame 10, which is shown in FIGS. 3A
through 3D.
[0053] FIGS. 3A through 3D are cross-sectional views
taken along line B-B’ of FIG. 1A. In FIGS. 3A through 3D,
various arrangements of light source modules and dis-
tributions of luminous intensity corresponding thereto are
shown. Specifically, FIG. 3A is a view illustrating an ex-
ample in which the three light source modules 20, which
are all first light source modules 20a, are arranged on
the frame 10. FIG. 3B is a view illustrating an example
in which the three light source modules 20, which are all
second light source modules 20b, are arranged on the
frame 10. Furthermore, FIG. 3C is a view illustrating an
example in which two first light source modules 20a and
one second light source module 20b are arranged on the
frame 10. FIG. 3D is a view illustrating an example in
which two second light source modules 20b and one first
light source module 20a are arranged on the frame 10.
[0054] As such, when the light source modules 20 are
configured in various arrangements, different distribu-
tions of luminous intensity of the lighting apparatus 100
corresponding to the arrangements are obtained as
shown in FIGS. 3A through 3D. Therefore, by appropri-
ately combining the light source modules 20 of the lighting
apparatus 100 according to places or locations where
the lighting apparatus 100 is installed, a desired distribu-
tion of luminous intensity can be obtained.
[0055] When the lighting apparatus 100 according to
this embodiment has the first and second light source
modules 20a and 20b arranged on the frame 10, as
shown in FIGS. 3C and 3D, as described above, the first
and second light source modules 20a and 20b alternate
with each other. However, the first and second light
source modules 20a and 20b may be configured in var-
ious arrangements as the need arises.
[0056] Furthermore, the lighting apparatus 100 ac-
cording to this embodiment serves as a heat dissipation
plate of the frame 10. Therefore, in order to increase heat
transfer efficiency, various applications are possible.
FIG. 4 is a cross-sectional view illustrating engagement
between a frame and light source modules according to
another exemplary embodiment of the invention. As
shown in FIG. 4, according to this embodiment, a heat
transfer material 70 is interposed between the frame 10
and the light source modules 20 so that heat generated
from the light source modules 20 can be easily transmit-
ted to the frame 10. As for the heat transfer material 70,
thermal grease may be used. However, the present in-
vention is not limited thereto, and various materials or
members may be used as long as they can effectively
transmit heat from the board 21 to the frame 10.
[0057] In addition to the above-described components,
as shown in FIG. 1A, the lighting apparatus 100 according
to this embodiment may include a power supply 40 sup-
plying power to the individual light source modules 20, a
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protection cover 60 formed of a transparent material to
protect the light source modules 20, and a support 50
engaged with the frame 10 and supporting the lighting
apparatus 100. However, these components are gener-
ally provided in lighting apparatuses according to the re-
lated art. Thus, a detailed description thereof will be omit-
ted.
[0058] In the lighting apparatus 100 according to this
embodiment, the boards 21 of the light source modules
20, which are arranged on the frame 10, are of the same
size. As shown in FIGS. 3A through 3D, the light source
modules 20 may be arranged in various combinations on
the frame 10 and may be selectively interchanged as the
need arises. Therefore, it is easy to obtain various distri-
butions of luminous intensity.
[0059] The lighting apparatus 100 according to the
present invention is not limited to the above-described
embodiments, and can be applied in various manners.
Lighting apparatuses according to other embodiments of
the invention to be described below have similar config-
urations to that of the lighting apparatus 100 except for
some components such as light source modules and
frames. Thus, a detailed description of the same compo-
nents will be omitted, and different components will be
described in greater detail.
[0060] FIGS. 5A and 5B are cross-sectional views il-
lustrating a light source module 120a and a light source
module 120b according to another exemplary embodi-
ment of the invention.
[0061] Referring to FIGS. 5A and 5B, the light source
modules 120a and 120b according to this embodiment
include the boards 21, which are equal to those of the
above-described embodiments, and have lens units
125a and 125b having configurations different from those
of the above-described embodiments.
[0062] The lens units 125a and 125b according to this
embodiment include one or more lenses 26a and 26b,
respectively, arranged at positions corresponding to the
individual light emitting diodes 22, and lens brackets 27a
and 27b fixing the respective lenses 26a and 26b to the
boards 21.
[0063] Like the above-described embodiments, the
lenses 26a and 26b may be a diffusion lens 26a or a
condenser lens 26b. The lenses 26a and 26b, which are
of the same type, are used within a single module.
[0064] The lens brackets 27a and 27b dispose the
lenses 26a and 26b, respectively, at positions corre-
sponding to the light emitting diodes 22, and at the same
time, secure the lenses 26a and 26b to the board 21 in
order to prevent the movement of the respective lenses
26a and 26b. As shown in FIGS. 5A and 5B, in the case
that a plurality of light emitting diodes 22 are provided,
the plurality of lenses 26a and 26b are secured by the
lens brackets 27a and 27b, respectively. The lens brack-
ets 27a and 27b may be secured to the respective boards
21 by fixing devices such as the fixing screws 28. The
lens brackets 27a and 27b may be detachably secured
to the respective boards 21.

[0065] In the lighting apparatus having the configura-
tion as described above, the lens units 125a and 125b
can be easily detachable from the boards 21. Therefore,
unlike the above-described embodiments in which the
entire light source module 20 needs to be replaced, a
desired distribution of luminous intensity can be obtained
by interchanging only the lens units 125a and 125b.
[0066] FIG. 6A is a perspective view illustrating a light-
ing apparatus according to another exemplary embodi-
ment of the invention. FIG. 6B is a perspective view il-
lustrating a light source module of FIG. 6A.
[0067] Referring to FIGS. 6A and 6B, a lighting appa-
ratus 200 according to this embodiment is different from
the lighting apparatus, shown in FIG. 1A, in terms of the
shape and arrangement of the light source modules 220.
Other components including lens units, equal to those of
the above-described embodiments, may be applied.
[0068] The lighting apparatus 200 according to this
embodiment has substantially square-shaped boards
221, on which light emitting diodes 222 are arranged in
a square rather than in a row.
[0069] In this embodiment, light source modules 220,
which are arranged in a horizontal direction on a frame
210, are exemplified. However, the frame 210 may ex-
tend longitudinally, and the light source modules 220 may
be arranged in a vertical direction.
[0070] The lighting apparatuses 100 and 200 accord-
ing to the exemplary embodiments of the invention may
be configured in various arrangements according to the
size and shape of the light source modules 220. Accord-
ing to how the lighting apparatuses 100 and 200 are used,
various applications are possible.
[0071] Furthermore, the frame of the lighting appara-
tus according to the exemplary embodiment of the inven-
tion can be realized in various applications as long as
those applications can stably fix light source modules
thereto.
[0072] FIG. 7 is a perspective view illustrating a lighting
apparatus according to another exemplary embodiment
of the invention.
[0073] Referring to FIG. 7, a lighting apparatus 300
according to this embodiment is different from the above-
described embodiments in terms of the configuration of
a frame 310. Other components including lens units,
which are the same as those of the above-described em-
bodiments, can be equally applied.
[0074] The lighting apparatus 300 according to this
embodiment has a frame 310, which is divided in a lattice
pattern. Individual lattices are formed of recesses 311,
into which light source modules 320 are respectively in-
serted and fixed. Here, like the above-described embod-
iments, the light source modules 320 are detachably se-
cured to the frame 310 by using the fixing screws 28 or
the like. First light source modules 320a and second light
source modules 320b alternate with each other. As such,
according to an exemplary embodiment of the invention,
a frame is not limited to the frame shaped like a plate,
shown in FIG. 1A. Various applications such as a frame
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having a lattice structure, as shown in FIG. 7, or a frame
structure obtained by removing a rear plate from the lat-
tice structure, are possible.
[0075] The lighting apparatus 300 according to this
embodiment has six light source modules 320, which are
the same as the light source modules 220, as shown in
FIG. 6B, arranged on the frame 310. The lighting appa-
ratus 300 according to this embodiment may use various
numbers of light source modules 320 in order to obtain
necessary distributions of luminous intensity. The light
source modules 320 can therefore be arranged in various
combinations.
[0076] As set forth above, according to exemplary em-
bodiments of the invention, a lighting apparatus may
have a plurality of light source modules arranged in var-
ious combinations in order to obtain a necessary distri-
bution of luminous intensity. That is, even the lighting
apparatus is installed in different surroundings or a de-
sired distribution of luminous intensity is changed, the
desired distribution of luminous intensity can be obtained
by interchanging light source modules instead of replac-
ing the entire lighting apparatus.
[0077] Therefore, costs incurred when a plurality of
lighting apparatuses are installed at various locations can
be reduced.
[0078] Meanwhile, a lighting apparatus with inter-
changeable modules according to an exemplary embod-
iment is not limited to the above-described embodiments.
It is intended that the present invention covers the mod-
ifications and variations of this invention by a person
skilled in the art.
[0079] For example, in the above-described embodi-
ments, a description has been made of an example in
which light source modules are arranged evenly on a
frame. However, the invention is not limited thereto. The
frame may be configured so that angles between individ-
ual light source modules can be adjusted to thereby con-
trol the distribution of luminous intensity.
[0080] Furthermore, in this embodiment, a frame is
formed of a metal so that the frame serves as a heat
dissipation plate. However, the frame may be formed of
a member having high heat dissipation efficiency. For
example, a thermoelectric element may be used as the
frame in order to forcibly discharge heat.
[0081] Plus, in this embodiment, a lighting apparatus
using light emitting diodes has been exemplified. In ad-
dition to this lighting apparatus, various applications are
possible as long as the light sources of a lighting appa-
ratus can be modularized and lens units can be provided
therein.
[0082] While the present invention has been shown
and described in connection with the exemplary embod-
iments, it will be apparent to those skilled in the art that
modifications and variations can be made without depart-
ing from the spirit and scope of the invention as defined
by the appended claims.

Claims

1. A lighting apparatus with interchangeable modules,
the lighting apparatus comprising:

a frame; and
at least two light source modules detachably
coupled to the frame,
wherein the light source modules are inter-
changeable.

2. The lighting apparatus of claim 1, wherein the at least
two light source modules are selected from a first
light source module emitting light at a large radiation
angle and a second light source module emitting light
at a small radiation angle.

3. The lighting apparatus of claim 2, wherein each of
the light source modules comprises:

a board having at least one light emitting diode
arranged thereon; and
a lens unit provided in front of the light emitting
diode to control a radiation angle of light emitted
from the light emitting diode.

4. The lighting apparatus of claim 3, wherein the first
light source module comprises the lens unit including
a diffusing lens.

5. The lighting apparatus of claim 3, wherein the sec-
ond light source module comprises the lens unit in-
cluding a condenser lens.

6. The lighting apparatus of claim 3, wherein the lens
unit is mounted in front of the light emitting diode.

7. The lighting apparatus of claim 3, wherein the lens
unit comprises at least one lens arranged at a posi-
tion corresponding to the light emitting diode and a
lens bracket securing the lens to the board.

8. The lighting apparatus of claim 7, wherein when the
light emitting diode comprises a plurality of light emit-
ting diodes, a plurality of lenses corresponding there-
to are secured to the board by the lens bracket.

9. The lighting apparatus of claim 8, wherein the lens
bracket is detachably coupled to the board.

10. The lighting apparatus of claim 1, wherein the frame
is shaped like a plate formed of metal and discharges
heat generated from the light source modules.

11. The lighting apparatus of claim 10, wherein a heat
transfer material is interposed between the frame
and the light source modules.
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12. The lighting apparatus of claim 1, wherein the frame
is divided in a lattice pattern, individual lattices are
formed of recesses, and the light source modules
are detachably inserted into the recesses.

13. The lighting apparatus of claim 2, wherein the
number of light source modules is three.

14. The lighting apparatus of claim 13, wherein the light
source modules being arranged are either first light
source modules or second light source modules.

15. The lighting apparatus of claim 13, wherein the light
source modules are first and second light source
modules alternating with each other.
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