(51) International Patent Classification:
B01D 11/04, C01B 17/64, C01G 7/00,
C07C 277/00, C07F 1/12, C07G 17/00,
C22B 3/16, 3/30, 11/00

(11) International Publication Number: WO 97/49474
(43) International Publication Date: 31 December 1997 (31.12.97)

(21) International Application Number: PCT/US97/06545
(22) International Filing Date: 28 May 1997 (28.05.97)
(30) Priority Data:
60/020,593 26 June 1996 (26.06.96) US

(71) Applicant: HENKEL CORPORATION [US/US]; Suite 150,
140 Germantown Pike, Plymouth Meeting, PA 19462 (US).

(72) Inventors: VIRNIG, Michael, J.; 5013 North Amapola Drive,
Tucson, AZ 85745 (US). SIEROKOSKI, J., Michael; 11527
N. Lone Mountain, Tucson, AZ 85737 (US).

(74) Agent: SPAN, Patrick, J.; Henkel Corporation, Suite 150, 140
Germantown Pike, Plymouth Meeting, PA 19462 (US).

(81) Designated States: AU, CA, CN, GH, MX, Eurasian patent
(AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European patent
(AT, BE, CH, DE, DK, ES, FI, FR, GB, GR, IE, IT, LU,
MC, NL, PT, SE).

Published
With international search report.

(54) Title: PROCESS FOR THE RECOVERY OF PRECIOUS METAL VALUES FROM AQUEOUS AMMONIACAL THIOSULFATE LEACH SOLUTIONS

(57) Abstract

The process of recovering precious metal from ores containing precious metals, such as gold and silver, from an aqueous ammoniacal thiosulfate leach solution to provide a significant practical and economical process for the recovery of gold or silver. After leaching of the ore with an aqueous ammoniacal thiosulfate solution, the leach solution is contacted with a precious metal extraction reagent to extract the precious metal values from the leach solution, after which the precious metal values are stripped from the extraction reagent to form a concentrated solution of the precious metal values from which the precious metals may be recovered by conventional methods such as electrolysis. The extraction reagents are those having guanidyl functionality or a quaternary amine functionality mixed with a weak organic acid such as a phenol. In the process, novel thiosulfate complexes of the precious metals are formed with the guanidyl or the quaternary amine extractants.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

AL   Albania
AM   Armenia
AT   Austria
AU   Australia
AZ   Azerbaijan
BA   Bosnia and Herzegovina
BB   Barbados
BE   Belgium
BF   Burkina Faso
BG   Bulgaria
BJ   Benin
BR   Brazil
BY   Belarus
CA   Canada
CF   Central African Republic
CG   Congo
CH   Switzerland
CI   Côte d’Ivoire
CM   Cameroon
CN   China
CU   Cuba
CZ   Czech Republic
DE   Germany
DK   Denmark
EE   Estonia
ES   Spain
FI   Finland
FR   France
GA   Gabon
GB   United Kingdom
GE   Georgia
GH   Ghana
GN   Guinea
GR   Greece
HU   Hungary
IE   Ireland
IL   Israel
IS   Iceland
IT   Italy
JP   Japan
KE   Kenya
KG   Kyrgyzstan
KP   Democratic People’s Republic of Korea
KR   Republic of Korea
KZ   Kazakhstan
LC   Saint Lucia
LI   Liechtenstein
LK   Sri Lanka
LR   Liberia
LS   Lesotho
LT   Lithuania
LU   Luxembourg
LV   Latvia
MC   Monaco
MD   Republic of Moldova
MG   Madagascar
MK   The former Yugoslav Republic of Macedonia
ML   Mali
MN   Mongolia
MR   Mauritania
MW   Malawi
MX   Mexico
NE   Niger
NL   Netherlands
NO   Norway
NZ   New Zealand
PL   Poland
PT   Portugal
RO   Romania
RU   Russian Federation
SD   Sudan
SE   Sweden
SG   Singapore
SI   Slovenia
SK   Slovakia
SN   Senegal
SZ   Swaziland
TD   Chad
TG   Togo
TM   Turkmenistan
TT   Trinidad and Tobago
UA   Ukraine
UG   Uganda
US   United States of America
UZ   Uzbekistan
VN   Viet Nam
YU   Yugoslavia
ZW   Zimbabwe
PROCESS FOR THE RECOVERY OF PRECIOUS METAL VALUES FROM AQUEOUS AMMONIACAL THIOSULFATE LEACH SOLUTIONS

1. Field of the Invention

This invention relates to the recovery of precious metals, such as gold and silver, from aqueous ammoniacal thiosulfate leach solutions by extraction of the precious metal values from the aqueous thiosulfate leach solution with organic amine extractants, such as guanidine compounds or mixtures of a quaternary amine and a phenol.

Conventionally, precious metals have been leached from ore using cyanide containing solutions and the precious metals recovered therefrom. However, other metals present tend to cause problems in the process of recovery of the precious metals. One method proposed for overcoming the problems involved the use of extractant reagents to remove the precious metals from the aqueous cyanide containing solution, either by liquid/liquid extraction or by liquid/solid extraction systems.
More recently a South African patent application, Serial No. 937268 to Newmont Gold Co. (Newmont Mining Corporation) was published relating to a process of recovering precious metals from ores employing a thiosulfate lixiviant as leach solution from which the precious metals are recovered from the lixiviant leach solution by means other than extraction technology, preferably by precipitation and cementation techniques.

No fully satisfactory process has been developed however, for precious metals recovery from ore materials containing other base metals which interfere with or render the process of recovery of the precious metals non-viable from a practical or commercial standpoint.

**SUMMARY OF THE INVENTION**

It has now been found that by leaching the gold containing ore with an aqueous ammoniacal thiosulfate solution and extracting the metal values therefrom, a viable, practical process is provided, affording a simple means for avoiding the problem arising from the presence of other metals present with the precious metals in the aqueous ammoniacal thiosulfate leach solution provided, but also providing for the recovery of the precious metal, particularly gold, in a purer form than that provided by other techniques.

Briefly, in its broadest scope, one aspect of the present invention is a process for recovering precious metals, particularly gold and silver, from ores containing the
precious metals and other base metals, comprising:

(a) providing an aqueous ammoniacal thiosulfate leach solution containing the precious metal values and other base metal values contained in the ore;

(b) contacting the aqueous ammoniacal thiosulfate leach solution from step (a) with a metal value extraction reagent for a time sufficient to extract precious metal values from the aqueous ammoniacal thiosulfate leach solution;

(c) stripping the precious metal values from the extraction reagent; and

(d) recovering the precious metal values from the aqueous stripping solution.

Extraction step (b) is carried out by either a liquid/liquid solvent extraction or by a liquid/solid extraction technique employing an extraction reagent capable of extracting precious metal values from aqueous solutions. In a liquid/liquid solvent extraction system, a water insoluble extraction reagent capable of forming a complex with the metals to be extracted is dissolved in a water-immiscible organic hydrocarbon solvent. In the solid/liquid extraction system, the extractant reagent is one incorporated and/or chemically bonded onto a solid ion exchange resin matrix or carrier or backbone. Both of these extraction systems will be discussed in more detail hereafter.

The extraction reagents for use in the present invention
to be described in more detail hereafter are (i) guanidine compounds employed as hydrocarbon solvent solution in the liquid/liquid extraction system or chemically bonded to a resin matrix or backbone to provide an ion exchange resin carrying guanidyl functionality and (ii) a reagent comprising a mixture of a quaternary amine and a weak organic acid, such as a phenol, which reagent may be employed in the same manner as the guanidine reagent, in the liquid/liquid solvent extraction system.

A second aspect of the invention is the provision of precious metal (gold or silver) ammonium thiosulfate complexes of the extractant reagents employed, guanidyl or quaternary amine complexes.

DETAILED DESCRIPTION OF THE INVENTION

Other than in the operating examples, or where otherwise indicated, all numbers expressing quantities of ingredients or reaction conditions used herein are to be understood as modified in all instances by the term "about".

The aqueous ammoniacal thiosulfate leach solution is provided by contacting a body of particles or particulates of precious metal ore material containing the precious metals with a thiosulfate lixiviant under conditions providing for intimate contact of the two. The body of particles or particulates may comprise a heap of particles and particulates and contacting the heap by passing the thiosulfate solution through the heap by applying it to the heap at a flow rate
under conditions which cause the solution to flow through the heap and intimately wet the ore particle. The thiosulfate solution containing precious metal values, such as gold or silver, is recovered at the bottom of the heap. With higher grade ore materials containing greater amounts of precious metals may be processed by forming a slurry of the thiosulfate solution and finely ground ore in a stirred vessel.

The thiosulfate leach solution or lixiviant can derive the necessary thiosulfate ion from a variety of sources of thiosulfate, such as ammonium thiosulfate or alkali metal or alkaline earth metal thiosulfates, such as sodium or potassium, which are preferred, or calcium thiosulfate. The thiosulfate leach system preferably has (a) an ammonium thiosulfate or sodium thiosulfate (or mixture of both) concentration of at least about 0.025M of ammonium thiosulfate corresponding to about 4 grams of ammonium thiosulfate per liter of leach solution preferably from about 0.05M to about 0.2M (corresponding to about 7.5 to about 30 grams of ammonium thiosulfate per liter of leach solution).

(b) The aqueous leach solution will preferably have a pH of about 8 to about 10, and more preferably about 9 to about 9.5, and an ammonia concentration in an amount sufficient to stabilize the thiosulfate complex, generally at least about 0.05M preferably at least about 0.1M.

As earlier briefly noted, in a liquid/liquid extraction method, the reagent must be soluble in an organic solvent
which is immiscible in relation to the aqueous ammoniacal thiosulfate leach solution. Thus, the guanidine reagent is dissolved in the organic solvent, which is then brought in contact with the aqueous cyanide solution containing the desired metal values. The guanidine reagent extracts the gold and/or silver metals from the thiosulfate leach solution which are now found in the organic phase which is immiscible with the aqueous phase. After separation of the organic phase from the aqueous phase, the organic phase containing the desired metal values is then stripped by contact with an aqueous caustic solution which strips the metal values from the organic phase. It may be desirable to add a small amount of cyanide to the aqueous caustic strip solution to maintain the precious metals in solution, especially silver. The metal values now in a more concentrated aqueous solution are then recovered by conventional methods such as those used in the carbon absorption method through electro-winning.

In the liquid/solid extraction method, a guanidine reagent is first incorporated into a solid ion exchange carrier. Recovery of the gold from the thiosulfate solution is accomplished by contacting the thiosulfate solution with the ion exchange reagent carrier containing the guanidine functionality, at which point the metals are extracted from the aqueous thiosulfate solution onto the ion exchange carrier containing the guanidine reagent. The metal barren aqueous solution is then separated from the carrier containing the
guanidine. The metal values are then stripped from the ion exchange carrier containing the guanidine functionality and recovered in the same manner as in the liquid/liquid extraction method.

Accordingly, the present invention is directed to a process for the recovery of precious metals, such as gold or silver, from an aqueous ammoniacal thiosulfate solution containing such metal values comprising

(1) contacting the aqueous solution with a compound containing a functional guanidine group to extract at least a portion of the precious metal values from the aqueous solution

(2) separating the resultant metal-barren solution from the guanidine compound, and

(3) recovering the precious metals from the guanidine compound.

By guanidine functionality is meant those compounds, reagents or ion exchange resins containing the functional group:

\[
\begin{array}{c}
\text{N-} \\
\text{-N-C-N-} \\
\end{array}
\]

In regard to the ion exchange resins the group is bonded by chemical reaction to the resin through any one of the N atoms. The remaining bonds of the nitrogen atom are filled by hydrogen, aliphatic or aromatic hydrocarbon groups or cyclic (including heterocyclic groups containing nitrogen atoms),
straight or branched chain, saturated and unsaturated, as will be discussed in more detail in the description to follow. Aspects and advantages of the present invention will be apparent to those skilled in the art upon consideration of the following detailed description thereof.

The liquid/liquid process of the invention is a liquid ion exchange process in which a water-insoluble guanidine compound is dissolved in an essentially water-immiscible liquid hydrocarbon solvent and the resulting solution is contacted with a metal-containing aqueous phase to extract a portion of the metal values into the organic phase. The phases are then separated and metal values are stripped from the organic phase by the use of an aqueous stripping medium.

A wide variety of essentially water-immiscible liquid hydrocarbon solvents can be used in the metal recovery process of the present invention. These include: aliphatic and aromatic hydrocarbons such as kerosenes, high flashpoint (≥ 150°F) petroleum distillates, benzene, toluene, xylene and the like. A choice of the essentially water-immiscible liquid hydrocarbon solvents for particular commercial operations will depend on a number of factors, including the design of the solvent extraction plant (i.e. mixer-settler units, Podbielniak extractors, etc.), the value of the metal being recovered, and the like. The process of the present invention finds particular use in the extraction recovery of the precious metals, such as gold and/or silver. The preferred
solvents for use in these precious metal recovery processes of the present invention are the aliphatic and aromatic hydrocarbons having flash points of 150°F. and higher and solubilities in water of less than 0.1% by weight. The solvents are also essentially chemically inert. Representative commercially available solvents are Kermac 470B (an aliphatic kerosene available from Kerr-McGee-flash point 175°F.), Chevron ion exchange solvent (available from Standard Oil of California-flash point 195°F.), Escaid 100 and 110 (available from Exxon-Europe-flash point 180°F.), Norpar 12 (available from Exxon-USE-flash point 160°F.), Conoco-C1214 (available from Conoco-flash point 60°F.), Aromatic 150 (an aromatic kerosene available from Exxon-USA-flash point 150°F.), the various other kerosenes and petroleum fractions available from other oil companies. In the process of the present invention, the organic solvent solutions will preferably contain from about 0.02 to 20% by weight of the guanidine compound and even more preferably from about 0.1-5% by weight thereof. Additionally, volume ratios of the organic:aqueous phase vary widely since the contacting of any quantity of the guanidine solution with the metal containing aqueous phase will result in extraction of metal values into the organic phase. However, for commercial practicality, the organic:aqueous phase ratios are preferably in the range of about 50:1 to 1:50. It is desirable to maintain an effective 0 to A ratio of about 1:1 in the mixer in a continuous circuit
by recycle of one of the streams. For practical purposes the extracting and stripping are normally conducted at ambient temperatures and pressures, although higher and/or lower temperatures and/or pressures are entirely operable. Most advantageously, the entire process can be carried out continuously with the stripped organic solvent solution being recycled for contacting further quantities of the precious metal-containing thiosulfate solutions. As indicated, in a liquid/liquid extraction process the guanidine reagent must be soluble in the organic water-immiscible solvent to the extent of about 0.02% by weight, or capable of being soluble to such extent through the use of a solubility modifier substance. Such solubility modifiers suitable for use in the present invention include long chain \((C_6-C_{20})\) aliphatic alcohols such as n-hexanol, 2-ethylhexanol, isodecanol, dodecanol, tridecanol, hexadecanol and octadecanol; long chain alkyl phenols such as heptylphenol, octylphenol, nonylphenol and docecylphenol; and organo-phosphorus compounds such as tri-lower alkyl \((C_1-C_3)\) phosphates, especially tributyl phosphate and tri(2-ethylhexyl) phosphate.

The extraction of the precious metals from their aqueous solution depends on a number of factors including, for example, the concentration of the metal ion, the particular anions present and the pH of the aqueous solutions and the concentration of and the particular guanidine used in the organic phase. Thus, for each aqueous metal solution and
11

reagent solution of guanidine, there will be a preferred or optimum set of extraction conditions and those skilled in the art based on the information given herein, will be able with a limited number of trial runs to determine such preferred or optimum conditions for the specific system under consideration. This is equally true of the stripping operations. By stripping is meant that at least a portion of the metal values in the loaded organic phase are transferred to the aqueous stripping medium. The metal values are then desirably recovered from the aqueous stripping medium by conventional techniques, preferably electrolysis. The loaded organic:aqueous stripping phase ratios can also vary widely. However, the overall object of the process is to provide a metal containing stripping solution of known composition and concentration suitable for the conventional recovery techniques such as by electrolysis. Thus, normally the metal will preferably be present in higher concentrations in the aqueous stripping medium than in the starting metal-containing solution. In this regard the starting aqueous metal-containing solutions will contain from about 0.5 to 5 ppm of gold and 0.5 to 100 ppm of silver along with copper plus other metals. A heap leach liquor will average 0.5 to 2 ppm gold, 0.5 to 20 ppm silver and along with copper plus other metals. The concentrations of gold in the aqueous strip solutions from which the gold will be recovered will be anywhere from about 5 to 1000 ppm. This will largely depend
on the stripping solutions employed and the efficiency thereof. In the stripping step, the loaded organic:aqueous stripping medium phase ratio will preferably be in the range of about 1:1 to 20:1. The aqueous stripping solutions for use in the present invention will generally be basic stripping solutions having pH in excess of 11.0. The stripping reagent preferably employed is caustic sodium hydroxide solution having a pH above 11, generally 12 or above. After removal of the metal from the aqueous stripping solution by conventional techniques, the caustic aqueous solution in a continuous circuit is recycled.

The foregoing description has dealt with the liquid/liquid extraction systems. As earlier indicated, liquid/solid systems can be employed, in which a guanidine reagent is incorporated into an ion exchange resin by chemically bonding the guanidine functionality to the resin backbone. In this regard, the term "extracting" used herein is to be understood as including both liquid and solid means for selectively removing and otherwise separating the precious metal values. As the ion exchange resin containing the guanidine functionality will be used to treat or contact a precious metals containing aqueous solution, the ion exchange resin must be one which is water-insoluble. Upon contact of the aqueous thiosulfate solution containing the precious metals, the precious metals are selectively absorbed by the guanidine reagent on the ion exchange resin. The metal values
are then eluted from the ion exchange resin by contact with the sodium hydroxide solution such as the stripping solution mentioned earlier above. With the liquid/solid system, it may be desirable to add cyanide to the strip solution along with an alkali metal salt of an aliphatic or aromatic carboxylic acid having from 4 to 14 carbon atoms, preferably sodium benzoate. The techniques employed in the production of water-insoluble ion exchange resins employed in the process of the present invention are well-known to those skilled in the art, and especially, to those skilled in the art of polymerizing monomers to produce polymeric compositions useful as ion exchange resins. Examples of the preparation of resin carriers for the extraction reagents of the present invention can be found in Henkel Corporation U.S. Patent 5,340,380 and 5,156,603. In the present invention, the preferred ion exchange resin is a chloromethylated polystyrene, which upon chemical reaction with the appropriate compound, provides a guanidine functionality carried by the ion exchange resin. One of the preferred ion exchange resins useful in the present invention is chloromethylated polystyrene, 1.06 meq chloride/g, 2% divinylbenzene (DVB). The particle size of the ion exchange resin can vary widely, so long as the size range is generally fine enough to exhibit desirable loading and elution kinetics and yet large enough to (a) allow solution to flow through the bed without binding or building up excess pressure: and (b) allow convenient screening of the
resin from the aqueous solution. Preferably, about a #32 mesh size (0.5 mm opening) is employed. The loading of the water-insoluble ion exchange resins with the guanidine can vary widely. Generally, it will be determined by the bed-volume characteristics of the particular water-insoluble ion exchange resin. Typically, the flow rates through the ion exchange bed will be such as to assure effective absorption onto the water-insoluble ion exchange resins.

After the water-insoluble ion exchange resin containing the guanidine reagent has been loaded with the precious metal values, the aqueous thiosulfate solution is separated from the ion exchange resin and the absorbed precious metal values are eluted from the ion exchange resin. The suitable eluents as indicated are the same as earlier described. The most efficient and effective eluent is an aqueous solution of sodium hydroxide having a pH above 11.

As indicated, both the liquid/liquid and liquid/solid extraction processes require reagents containing a guanidine functional group which may ideally be defined as:

\[ \begin{array}{c}
  \text{N-} \\
  \text{N-C-N}
\end{array} \]

For use in the liquid/liquid extraction process these are water-insoluble guanidine compounds which are soluble in water immiscible hydrocarbon solvents, and where precious metal salts are soluble therein, to the extent of at least 0.22% by
weight. For use in the extraction process the compounds also have a pKa of greater than 12 and preferably than 13. A discussion of basic strengths of methylated guanidine and pKa values thereof can be seen in "The Basic Strength of Methylated Guanidines", S. J. Angyal and W. K. Worberton, pages 2492-2494 of J. Chem. Soc., 1951. Examples of the preparation of a variety of guanidine compounds can be seen from Henkel Corporation U.S. Patent 4,992,200 and 4,895,597. In the liquid/solid extraction process, an ion exchange resin incorporates the guanidine functionality by chemical reaction with the guanidine compounds. Thus, the guanidine reagent suitable for use in the present extraction processes may be further illustrated by means of the idealized formula:

\[ \text{R}_1 \text{N}^+\text{R}_2 / \text{N-C-N}^- \text{R}_3 \text{R}_4 \]

wherein \( \text{R}_i \) through \( \text{R}_s \) is selected from the group consisting of H, an ion exchange resin backbone and aromatic and aliphatic groups having up to 25 carbon atoms. Preferably, as noted earlier, guanidine compounds which are extraction reagents in the liquid/liquid system or which are chemically reacted with the ion exchange resin from the liquid/solid system are those having a pKa at 25°C. greater than 12. Aromatic groups such as phenyl, tend to decrease the basicity to a level below a pKa of 12 and accordingly it is preferred
that not more than one of the R groups should be phenyl. The ion exchange resin may be bonded to the guanidine to any one of the nitrogen atoms such as at N" or N or N'.

With regard to the guanidine functionality reagents, the preferred reagent for the liquid/liquid extraction system is N,N'-bis(cyclohexyl)-N"-isotridecyl guanidine. For the liquid/solid extraction system, the preferred reagent is unsubstituted guanidine itself carried by a styrene, divinyl benzene resin matrix or carrier in which the guanidine is attached to the benzene ring of the resin through a CH₂ group resulting from chloromethylation of the polystyrene.

As noted earlier, another extraction reagent is a quaternary amine mixed with a weak organic acid. By "weak organic acid" is meant herein a water insoluble organic compound which will provide an acidic proton and have a pKₐ as measured in water in the range of about 8-12. The weak organic acid provides a pH dependent counterion thereby providing a means of controlling the pH behavior of the quaternary amine to extract the desired metal complex anion from the aqueous, ammoniacal thiosulfate solution.

The quaternary amines which can be used in the process according to the invention are those having the formula II

\[
R₆R₇R₈R₉N'X^-
\]

wherein X' is an anion, each of R₆, R₇, R₈, and R₉ is a
hydrocarbon radical containing up to 25 carbon atoms, and wherein the sum of carbon atoms in the total of \( R_5 \), \( R_7 \), \( R_8 \), and \( R_9 \) is at least 16. Preferably at least one of \( R_5 \), \( R_7 \), \( R_8 \), and \( R_9 \) groups will have at least 6 carbon atoms and no more than two of \( R_5, R_7, R_8, \) and \( R_9 \) groups will be methyl. The preferred quaternary amine is one in which three of \( R_5, R_7, R_8, \) and \( R_9 \) groups are alkyl groups having at least 6 carbon atoms, such as \( \text{tri(C}_8-\text{C}_{10}) \)methyl ammonium chloride, available from Henkel Corporation as Aliquat\(^\text{®} \) 336. The preferred weak organic acids for use with the quaternary amine extractant, which can be used in the process according to the invention are alkyl phenols having the formula III and IV

\[
\text{(III)} \quad \text{(IV)}
\]

wherein \( R_{10} \) is hydrogen or an electron-withdrawing group selected from the group consisting of Cl, Br,
wherein $R_{12}$ is hydrogen or a hydrocarbon radical having from 1 to 25 carbon atoms with the proviso that the total number of carbon atoms in $R_{11}$ and $R_{12}$ is from 6 to 30; $n$ is an integer from 0 to 4; and $R_{11}$ is an alkyl group having from 1 to 25 carbon atoms, preferably from 7 to 12 carbon atoms. The preferred phenols are heptylphenol, octylphenol, nonylphenol, and dodecylphenol, for use with the preferred quaternary amine (Aliquat® 336).

Where metals other than gold and silver are extracted with the ammoniacal thiosulfate leach solution, such as copper and zinc, such metal values, which may be present as an ammonium complex, and may be selectively extracted from the aqueous solution either before or after the extraction of the precious metal values as discussed above. These metals may be selectively removed by extraction with reagent selective to such metals, which are well known and recognized by those
skilled in the art. For example, selective extraction of copper and zinc metals may be carried out by the use of aryl hydroxy oximes, aldoximes or ketoximes, as described in Henkel Corporation U.S. Patent 4,563,256. Other metals may be selectively extracted in similar fashion employing extractants known for extraction for the specific metal to be removed.

Alternatively, in liquid/solid systems, the guanidine functionalized resin can be replaced by solid supports such as styrene-divinylbenzene resin beads, urethane foams or activated carbon particles impregnated with an organic phase containing an alkylguanidine or a mixture of the quaternary amine and an alkylphenol.

The invention may be further illustrated by the following examples of the invention.

Example 1

A gold and/or silver bearing ore is contacted with an ammoniacal thiosulfate solution containing low levels of copper as the cupric tetramine complex for a sufficient period of time to maximize recovery of the precious metal values. The ammoniacal thiosulfate lixiviant solution is prepared in such a manner that it will contain from 7.5 to 30 grams per liter of ammonium thiosulfate; an ammonia concentration, preferably at least 0.05 M and more preferably at least 0.1 M, sufficient to stabilize the thiosulfate complexes of the precious metals and the cupric tetramine complex; sufficient cupric tetramine (20-60 ppm of Cu) to catalyse the oxidation
of the gold, and a pH of at least about 9 and preferably between about 9.2 and 10. Optionally, the lixiviant solution may contain some sulfite in addition to the thiosulfate. The ore is contacted with the lixiviant solution by a number of possible processes including a column, vat leach, agitated vat leach, or by applying the lixiviant solution to the ore in a heap or pad leach.

The pregnant leach solution containing the precious metal values is then separated from the spent ore and transferred to extraction where it is contacted with an organic phase consisting of an alkylguanidine such as N,N'-bis(cyclohexyl)-N''-isotridecylguanidine or a quaternary amine, Aliquat 336, in combination with an alkylphenol, nonyl or dodecylphenol, dissolved in a typical hydrocarbon diluent, such as, Conoco 170E, Phillips Orfom SX-7. In the case of the alkylguanidine, the organic phase may also contain an amount of a branched chain alcohol such as isotridecyl alcohol (Exaal 13 available from Exxon) sufficient (0-100 gram per liter; more preferably 10-100 gpl) to keep the extracted precious metal thiosulfate complexes soluble in the organic phase. When using the quaternary amine/alkylphenol mixture, the molar ratio of quaternary amine to alkylphenol is in the range from 1:1 to 1:3 with the most preferred range being between 1:1.5 to 1:2.5. The organic phase is typically from 0.001 M to 0.04 M in either the alkylguanidine or the quaternary amine. The
extractant concentration is adjusted to obtain the desired recoveries of the precious metal thiosulfate complexes. After contacting the pregnant leach solution with organic phase, the loaded organic phase containing the precious metals is separated from the aqueous raffinate phase and transferred to stripping where the loaded organic is contacted with an aqueous caustic solution consisting of typically from 0.1 to 1 M and most preferably from 0.25 M to 1 M sodium hydroxide along with sufficient sodium cyanide to maintain the precious metals in solution. The stripped organic is regenerated in this process and returned to extraction for re-use. The pregnant aqueous strip solution is then transferred to a metal recovery process where the precious metal values are recovered by electrowinning or by cementation with a metal such as zinc, copper, or aluminum.

Alternatively, the pregnant leach solution can be passed through a column containing a resin functionalized with a guanidine (Aurix® resin) to recover the precious metal values. The precious metal values are then removed from the loaded resin by contacting the resin with an aqueous caustic solution containing sufficient sodium cyanide to maintain the precious metals in solution as well as an effective amount of sodium benzoate to promote stripping.

The concentration of ammonia, thiosulfate and cupric tetramine
complex is adjusted in the aqueous raffinate from extraction and returned as lixiviant to leaching.

Example 2

Finely ground ore containing gold and/or silver values is agitated with the ammonium thiosulfate lixiviant solution described in Example 1 to form a pulp, a guanidine functionalized resin (Aurix®, resin) is added to the pulp, and the mixture is agitated for a sufficient period of time to effect reasonable recoveries of the precious metal values. The loaded resin is then separated from the pulp, typically by screening and transferred to elution where it is loaded into a column. The loaded resin is then eluted as described in Example 1 and then returned to extraction.
What is claimed is:

1. A process for the recovery of precious metals from ores containing the precious metals comprising
   (a) providing an aqueous ammoniacal thiosulfate leach solution containing the precious metal values;
   (b) contacting the aqueous ammoniacal thiosulfate leach solution containing the precious metal values with a precious metal extraction reagent for a time sufficient to form an ammonium thiosulfate complex with the extraction reagent thereby extracting or removing the precious metal values from the aqueous ammoniacal thiosulfate leach solution;
   (c) stripping the precious metal values from the extraction reagent; and
   (d) recovering the precious metal from the aqueous stripping solution.

2. A process as defined in claim 1, wherein the precious metal is gold or silver.

3. A process as defined in claim 1, wherein the extraction reagent in step (b) is one having guanidyl functionality.

4. A process as defined in claim 3 wherein the extraction reagent having guanidyl functionality has the formula

\[
\begin{array}{c}
\text{N}-
\end{array}
\begin{array}{c}
\text{R}_1
\end{array}
\begin{array}{c}
\text{N}-
\end{array}
\begin{array}{c}
\text{R}_2
\end{array}
\begin{array}{c}
\text{N}-
\end{array}
\begin{array}{c}
\text{R}_3
\end{array}
\begin{array}{c}
\text{N}-
\end{array}
\begin{array}{c}
\text{R}_4
\end{array}
\begin{array}{c}
\text{N}-
\end{array}
\begin{array}{c}
\text{R}_5
\end{array}
\]

A process for the recovery of precious metals from ores containing the precious metals comprising

wherein \( R_1 \) through \( R_5 \) is selected from the group consisting of 
H, an ion exchange resin carrier and hydrocarbon groups having 
up to 25 carbon atoms and provided further that when one of 
the \( R \) groups \( R_1 \) through \( R_5 \) is an ion exchange resin carrier, 
the remaining \( R \) groups are H or an aliphatic or aromatic 
hydrocarbon group having up to 25 carbon atoms.

5. A process as defined in claim 4 wherein when one of the 
\( R \) groups \( R_1 \) through \( R_5 \) is an ion exchange resin carrier 
to which the guanidine functionality is chemically bonded 
to the carrier, the remaining \( R \) groups are all hydrogen 
providing an unsubstituted guanidyl functionality.

6. A process as defined in claim 4 wherein the extraction 
reagent having guanidyl functionality is a water 
insoluble guanidine compound soluble in a water-
immiscible hydrocarbon solvent and having a pKa value at 
25°C. greater than 10.

7. A process as defined in claim 6 wherein the pKa value is 
greater than 12.

8. A process as defined in claim 6 wherein the guanidine 
compound is \( \text{N},\text{N}'\)-bis(cyclohexyl)-\( \text{N}''\)-isotridecyl 
guanidine.

9. A process as defined in claim 6 wherein said hydrocarbon 
solvent is kerosene or a petroleum distillate fraction 
having a flash point of 150°F or higher.

10. A process as defined in claim 6, wherein, on contacting 
the aqueous ammoniacal thiosulfate solution with the
water-immiscible organic hydrocarbon solvent solution of the water-insoluble guanidine compound, thereby extracting the precious metal values from the aqueous, thiosulfate solution into the organic water-immiscible organic hydrocarbon solvent solution and two phases form a water-immiscible organic phase, now containing the precious metal values and an aqueous phase from which the precious metal values have been removed, and separating the two phases.

11. A process as defined in claim 10 wherein the organic phase, is contacted with a caustic solution having a pH above 11 thereby stripping the precious metal values from the organic phase and providing an aqueous strip solution now containing the precious metal values in a more concentrated form than the original leach solution.

12. A process as defined in claim 11 wherein the aqueous strip solution is separated from the organic phase from which the precious metal values have been stripped.

13. A process as defined in claim 12, wherein the precious metals are removed by electrolysis of the aqueous strip solution.

14. A process as defined in claim 11 wherein the aqueous caustic stripping solution is a NaOH or KOH solution.

15. A process as defined in claim 1, wherein the extraction reagent in step (b) is a quaternary amine mixed with a weak organic acid.
16. A process as defined in claim 15 wherein the quaternary amine has the formula

\[ R_6R_7R_8R_9N^-X^- \]

wherein \( X^- \) is an anion, each of \( R_6, R_7, R_8 \) and \( R_9 \) is a hydrocarbon radical containing up to 25 carbon atoms, and wherein the sum of carbon atoms in the total of \( R_6, R_7, R_8 \) and \( R_9 \) is at least 16.

17. A process as defined in claim 16 wherein at least one of the \( R_6, R_7, R_8 \) and \( R_9 \) groups will have at least 6 carbon atoms and no more than two of the \( R_6, R_7, R_8 \) and \( R_9 \) groups will be methyl.

18. A process as defined in claim 16 wherein three of the \( R_6, R_7, R_8 \) and \( R_9 \) groups are alkyl groups having at least 6 carbon atoms.

19. A process as defined in claim 16, wherein the quaternary amine is tri \((C_8-C_{10})\) methyl ammonium chloride.

20. A process as defined in claim 15 wherein the weak organic acid is an alkyl phenol having the formula III or IV.
wherein $R_{10}$ is hydrogen or an electron-withdrawing group selected from the group consisting of Cl, Br,

wherein $R_{12}$ is hydrogen or a hydrocarbon radical having from 1 to 25 carbon atoms with the proviso that the total number of carbon atoms in $R_{11}$ and $R_{12}$ is from 6 to 30; $n$ is an integer from 0 to 4; and $R_{11}$ is an alkyl group having from 1 to 25 carbon atoms, preferably from 7 to 12 carbon atoms.

21. A process as defined in claim 15, wherein the quaternary
amine is tri (C₆-C₁₀) methyl ammonium chloride and the phenol is selected from the group consisting of heptylphenol, octylphenol, nonylphenol and dodecylphenol.

22. A precious metal ammonium thiosulfate complex of a precious metal selected from the group of gold and silver and an extractant for said precious metal, said extractant being an amine selected from the group consisting of a guanidine compound and a quaternary amine.

23. A precious metal complex as defined in claim 22 wherein the precious metal complex is a gold thiosulfate complex.

24. A complex as defined in claim 22, wherein said guanidine has the formula

\[
\begin{align*}
\text{N}^\prime\prime - R_5 \\
\text{N} - \text{C} - \text{N} \\
R_2 & R_4
\end{align*}
\]

wherein \( R_1 \) through \( R_5 \) is selected from the group consisting of H, and aromatic and aliphatic groups having up to 25 carbon atoms.

25. A complex as defined in claim 24, wherein the guanidine compound is \( \text{N,N}'\text{-bis(cyclohexyl)}\text{-N}^\prime\prime\text{-isotridecyl} \) guanidine.

26. A complex as defined in claim 24, wherein said guanidine compound is chemically bonded to an ion exchange resin.

27. A complex as defined in claim 24 wherein the guanidine compound chemically bonded to the resin is unsubstituted guanidine.

28. A complex as defined in claim 22, wherein the quaternary
amine cation has the formula

\[ R_6R_7R_8R_9N^+ \]

wherein each of \( R_6 \), \( R_7 \), \( R_8 \) and \( R_9 \) is a hydrocarbon radical containing up to 25 carbon atoms, and wherein the sum of carbon atoms in the total of \( R_6 \), \( R_7 \), \( R_8 \) and \( R_9 \) is at least 16.

29. A complex as defined in claim 28, wherein three of the \( R_6 \), \( R_7 \), \( R_8 \) and \( R_9 \) groups are alkyl groups having at least 7 carbon atoms.

30. A complex as defined in claim 29, wherein the quaternary amine is tri-(C\(_6\)-C\(_{10}\)) methyl ammonium cation.

31. A process for the recovery of precious metals from aqueous thiosulfate solutions the precious metals comprising

(a) contacting the aqueous thiosulfate solution containing the precious metal values with a precious metal extraction reagent for a time sufficient to form a thiosulfate complex with the extraction reagent thereby extracting or removing the precious metal values from the aqueous thiosulfate solution;

(b) stripping the precious metal values from the extraction reagent; and

(c) recovering the precious metal from the aqueous stripping solution.
A. CLASSIFICATION OF SUBJECT MATTER

IPC(6) : Please See Extra Sheet.
US CL : Please See Extra Sheet.
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

U.S. : 75/733, 736, 743, 744; 423/24, 27, 32, 41; 532/110; 554/74, 104; 564/238

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

Please See Extra Sheet.

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4,070,182 A (GENIK-SAS-BEREZOWSKY ET AL) 24 January 1978 (24.01.78), see entire document, especially abstract.</td>
<td>1 and 2</td>
</tr>
<tr>
<td>A,</td>
<td>US 5,536,297 A (MARCHBANK ET AL) 16 JULY 1996 (16.07.96), see entire document, especially abstract.</td>
<td>1 and 2</td>
</tr>
<tr>
<td>A</td>
<td>US 4,814,007 A (LIN ET AL) 21 MARCH 1989 (21.03.89), see entire document, especially abstract, column 3, lines 14-37, and column 7, lines 1-63.</td>
<td>3-9 and 13-31.</td>
</tr>
<tr>
<td>A</td>
<td>US 5,340,380 A (VIRNIG) 23 AUGUST 1994 (23.08.94), see entire document, especially abstract, column 2, lines 43-68, column 4, lines 35-58, and column 5, lines 1-40.</td>
<td>3-9 and 13-31</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

14 AUGUST 1997

Date of the actual completion of the international search

2 9 AUG 1997

Date of mailing of the international search report

Name and mailing address of the ISA/US
Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer
DAVID SIMMONS

Telephone No. (703) 308-1972

Form PCT/ISA/210 (second sheet)(July 1992)*
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5,158,603 A (STIERMAN ET AL) 27 OCTOBER 1992 (27.10.92), see entire document, especially abstract.</td>
<td>1-31</td>
</tr>
</tbody>
</table>
A. CLASSIFICATION OF SUBJECT MATTER:
IPC (6):
B01D 11/04; C01B 17/64; C01G 7/00; C07C 277/00; C07F 1/12; C07G 17/00; C22B 3/16, 3/30, 11/00

A. CLASSIFICATION OF SUBJECT MATTER:
US CL:
75/733, 736, 743, 744; 423/24, 27, 32, 41; 532/110; 554/74, 104; 564/238

B. FIELDS SEARCHED
Electronic data bases consulted (Name of data base and where practicable terms used):
APS, STN, WPI, CAPLUS, CIN, COMPENDEX, INSPEC, INS PHYS, MATBUS, METADEX, USPATFUL
search terms: ammoniacal?, ammonium?, thiosulfate?, gold, silver, precious metal?, guanid?, extract, solvent extract?