
mm. Mary. 
–/\/C) Zezz6é. ov 

110234 PATENTED DEC 20 1870 

4z Azzarez 

  



ùnità states latent (òffice. 
WILLI AM D. HILLIs, OF EL GIN, ILLINO I S. 

Letters Patent No. 110,234, dated December 20, 1870, 

IMPROvEMENT IN FENcEs. 

The Schedule referred to in these Letters Patent and making part of the same. 

To all avhom it may concern: 
Beitknown that I, WILLIAMD.HILLIs, of Elgin, 

in the county of Kane and State of Illinois, have in 
vented a new and improved Fence; and I do hereby 
declare the following to be a full, clear, and exact de 
scription of the same, reference being had to the ac 
companying drawing making a part of this specifica 
tion, in Which 

Figure I is a perspective view. 
Figure 2 is a horizontal section, showing the posi 

tion of the ironº rods in the slots in the iron plates 
spiked to the posts. 
This invention is an improvement on the fence for 

which Letters Patent of the United States were grant 
ed to me April3, 1866, and hasforits object to cheapen 
the construction of the same, and to confer other ad 

i vantages, hereinafter specified. 
A are posts, which are bored and mortised. 
Iron plates, b, provided with slots, e, are spiked to 

the posts A, so that the slots c cover the mortises. 
The pickets dare also bored and mortised. 
The upper and lower mortises, both in the posts A 

and pickets d, are for the reception of the iron rods e, 
- and of course must correspond with the rods in size. 
Theother mortises, being for the wires fare necessa 
rily smaller. 
The slots care made large enough to admit the ends 

i oftworods e, one directly over the other. The rods 
are entered from opposite sides, and pressed downside 
by side in the bottom of the slot; c. 
The rods eare round iron, ofany suitable size, rolled 

flat with the exception of that portion in mortises in 
the posts A and pickets d. 
The postsare placed sixteen anda half feet apart, 

Ol'º orless, any desired number of pickets being 
used. 
The round places on the iron rods e should corre 

spond numerically with the number of pickets and 
postS. 
The iron rods e are thrust into the mortises in the 

pickets, the round portion resting in the mortise. 
The rod is then twisted half round, so that an edge 
and a fiat side are presented alternately between the 
pickets and posts. In this manner the pickets are 
prevented from slipping back and forth on the rods. 
The round portion at the ends of the rod e need 

be only long enough to form a kind of head on the 
rod. These heads prevent the rods from being drawn 
pastone another in the slots c. 
A small wedge, g, is driven in the slot c, over the 

ends of the rods e, to prevent them from working up 
one above the other. 
A scantling or rail, l, is spiked at each end to the 

tops of the posts A. 
An iron strap, i, is passed beneath theupper l'ol e, 

and its ends spilked ornailed to the rail hi, centrally. 
Any desired number of wires f may be introduced 

to fill up the space between the rods e. 
- Having thus described my invention, 
What I claim as new, and desire to secure by Let 

ters Patent, is 
The improved fence herein described, consisting of 

tlie rods e e, plates b b, wires ff, posts AA, pickets 
dd, cap-rail h, and strapsi i, each constructed and 
arranged as specified. 

Witnesses: , WILLIAMD, EILLIS. 
THos. D. D. OURAND, 
CHAs. A. PETTIT. 

  


