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METHOD AND APPARATUS FOR OPTICAL 
FLAME CONTROL OF COMBUSTION 

BURNERS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation-in-part of application 
Ser. No. 08/797,020, filed Feb. 7, 1997, now U.S. Pat. No. 
5,829,962, which is a continuation-in-part of application Ser. 
No. 08/655,033, filed May 29, 1996, now abandoned. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates generally to burner control, 
and more specifically to methods and apparatus for control 
ling combustion efficiency in burners. 

2. Description of the Related Art 
Numerous industrial processes Such as glass or fritt 

melting, ferrous and nonferrous materials Smelting, ladle 
preheating, billets reheating, waste incineration and 
Vitrification, crude oil refining, petrochemical production, 
power plants, and the like use burners as the primary Source 
of energy, or as an auxiliary Source of energy. These burners 
possess one or more inlets for fossil fuels of high calorific 
value Such as natural gas, liquefied petroleum gas, liquid 
hydrocarboneous fuel, and the like, which are combusted to 
produce heat. Some burnerS also comprise inlets for low 
calorific content gases or liquids that need to be incinerated. 
The fuels are burned in a combustion chamber where the 
energy that is released by the combustion is transferred to 
the furnace load. The combustion requires an oxidant, Such 
as air, OXygen enriched air, or OXygen, and the OXidant is 
preferably preheated. The oxidant is also Supplied by the 
burners. 

Precise and reliable control of the combustion is very 
important for the efficiency and the safety of industrial 
processes, as will be understood by those skilled in the art. 

For instance, it is well known that combusting a fuel with 
excess oxidant yields higher nitrogen oxides (NOx) emis 
Sion rates, especially when the oxidant is preheated or when 
the oxidant is pure oxygen. On the other hand, incomplete 
combustion of a fuel generates carbon monoxide (CO). Both 
NOX and CO are very dangerous pollutants, and the emis 
Sion of both gases is regulated by environmental authorities. 

Combustion of a fuel with an uncontrolled exceSS amount 
of air can also lead to excessive fuel consumption and 
increase the production cost of the final product. 

Safety of operation is an essential characteristic expected 
from all industrial combustion Systems. Automated control 
of the presence of the flame in the combustion can be used 
to stop the flow of oxidant when the fuel flow is suddenly 
interrupted. 

Commercially available UV flame detectors can be used 
to control the status (flame on or off) of a flame. However, 
this type of combustion control device does not give any 
information on the combustion mixture. It is impossible to 
know whether the burner is operated under fuel rich (excess 
of fuel, equivalence ratio greater than 1), fuel lean (excess of 
oxidant, equivalence ratio less than 1), or Stoichiometric 
(exact amounts of fuel and oxidant to obtain complete 
combustion of the fuel, equivalence ratio equal to 1). UV 
flame detectors are typically Self contained devices that are 
not always integrated in the burner design. 

EndoScopes are also often used in the industry to visually 
inspect flames, and their interaction between the furnace 
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2 
load. They are generally complicated and expensive pieces 
of equipment that require careful maintenance. To be intro 
duced into very high temperature furnaces, they require 
external cooling and flushing means: high pressure com 
pressed air and water are the most common cooling fluids. 
When compressed air is used, uncontrolled amounts of air 
are introduced in the furnace and may contribute to the 
formation of NOX. Water jackets are subject to corrosion 
when the furnace atmosphere contains condensable vapors. 

Control of the combustion ratio at a burner can be 
performed by metering the flows of fuel and oxidant, and 
using valves (electrically or pneumatically driven) con 
trolled by a programmable logic controller (PLC). The ratio 
of oxidant to fuel flow is predetermined using the chemical 
composition of the natural gas and of the Oxidant. To be 
effective, the flow measurement must be very accurate and 
calibrated on a regular basis, which is not always the case, 
especially when the oxidant is air. This situation often leads 
the furnace operator to use a large excess of air to avoid the 
formation of CO. This feed-forward combustion control 
Strategy does not account for the air intakes that naturally 
occur in industrial furnaces and bring unaccounted quanti 
ties of oxidant into the firebox, nor does this control Scheme 
account for the variation of the air intakes caused by furnace 
preSSure changes. Another drawback is that the response 
time of the feed-forward regulation loop is generally slow, 
and can not account for cyclic variations of oxidant Supply 
preSSure and composition that occur when the oxidant is 
impure oxygen, for example as produced by a vacuum Swing 
adsorption unit or membrane Separator. Yet another draw 
back of the feed-forward control of combustion ratio is that 
the PLC should be reprogrammed at every occurrence of a 
change in natural gas Supply and composition. 

Placing an in-situ oxygen Sensor at the furnace exhaust 
can provide a feed-back control Solution for global combus 
tion ratio control. However, Zirconia Sensors for oxygen that 
are commercially available have limited lifetime and need to 
be replaced frequently. One difficulty met when using these 
Sensors is a tendency to plug, especially when the exhaust 
gases contain volatile Species, Such as in a glass production 
furnace. When the furnace possesses more than one burner, 
a drawback of global combustion control is that it is not 
possible to know whether each individual burner is properly 
adjusted or not. This technique also has long response times 
due to the residence times of the furnace gases in the 
combustion chamber, which can exceed 30 Seconds. 

Continuous CO monitoring of the flue gas, for example in 
So-called post combustion control of an electric arc furnace, 
provides another means of controlling the combustion. It 
involves the use of a Sophisticated exhaust gas Sampling 
System, with Separation of the particulate matter and of the 
water vapor. Although very efficient, these techniques are 
not always economically justified. 

Other combustion control devices use acoustic control of 
flames. Most of these systems were developed for small 
combustion chambers in order to avoid extinction of flames, 
and are triggered by instabilities of flames. 
The light emission observed from flame is one of the most 

characteristic features providing information on the chemi 
cal and physical processes taking place. Monitoring the 
flame light emission can be easily performed in well con 
trolled environments typically found in laboratories. 
However, implementing flame light emission monitoring on 
industrial burners used on large furnaces is quite difficult in 
practice, resulting in a number of problems. First, optical 
acceSS is necessary which requires positioning of a viewport 
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in a Strategic location with respect to the flame for collecting 
the flame light emission. Second, the plant environment is 
difficult because of excessive heat being produced by the 
furnace. Typical optical ports on a furnace can have tem 
peratures in excess of 1000 C., thus necessitating the need 
for water cooled or high flow-rate gas cooled probes for use 
either in or near the furnace. Finally, these environments 
tend to be very dusty which is not favorable for the use of 
optical equipment except with Special precautions, Such as 
gas purging Over the optical components. 

While currently available systems have been able to 
achieve Some degree of control over the combustion in a 
burner, there is a need for a fast response time control 
apparatus that avoids the previously described problems. 

SUMMARY OF THE INVENTION 

In accordance with the present invention, methods and 
apparatus to control or monitor the combustion of a burner 
are presented which overcome many of the problems of the 
prior art. One aspect of the invention comprises a burner 
control apparatus comprising means for viewing light emit 
ted by a flame from a burner, means for optically transport 
ing the viewed light into an optical processor, optical pro 
ceSSor means for processing the optical Spectrum into 
electrical Signals, Signal processing means for processing the 
electrical Signals obtained from the optical Spectrum, and 
control means which accept the electrical signals and pro 
duce an output acceptable to one or more oxidant or fuel 
flow control means. The control means may be referred to as 
a “burner computer,” which functions to control the oxidant 
flow and/or the fuel flow to the burner. In a particularly 
preferred apparatus embodiment of the invention, a burner 
and the burner control apparatus are integrated into a single 
unit, which may be referred to as a “smart” burner. 

Another aspect of the invention is a method of controlling 
one or Several operating parameters of a burner, the method 
comprising the Steps of: 

(a) Viewing light emitted by a flame from one or more 
optical ports on a burner; 

(b) optically transporting the viewed light into an optical 
proceSSOr, 

(c) optically processing the viewed light into usable light 
wavelengths and light beams, 

(d) generating electrical Signals with the usable wave 
lengths and beams, and 

(e) controlling the input of an oxidant and/or a fuel into 
the burner using the electrical signals, and/or activate 
an alarm. 

Another aspect of the invention is the method of the 
above, where the operating parameters consist of one or a 
combination of Stoichiometry, power, on-off Status, fuel 
composition changes, oxidant composition changes, feed 
back on burner component condition, and emission from 
chemical Species present in the burner flame. 

Another aspect of the invention is for controlling the 
inputs of oxidant and or fuel into a burner, the method 
comprising the Steps of: 

(a) Selecting usable light wavelengths and light beams 
from one or more optical ports on the burner; 

(b) operating the burner with various inputs of oxidant 
and/or fuel Over a wide range of operating conditions, 

(c) measuring the electric signals from the usable wave 
lengths and beams, and 

(d) establishing a mathematical function between the 
electrical Signals and the inputs of oxidant and/or fuel. 
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4 
Another aspect of the invention is the method of the above 

where the function is established using Statistical modeling, 
neural networks, or physical modeling. Preferred methods of 
the invention are those wherein the light from the flame is 
Viewed and optically transported using optical fibers. 

According to yet another aspect of the invention, a 
process for controlling a fuel burner comprises the Steps of 
monitoring burner flame emission, determining integrated 
intensity values for the flame emission, Selecting specific 
integrated intensity values that vary with burner mixture 
composition changes, and adjusting the composition of the 
burner mixture based on the integrated intensity value. 

Methods and apparatus according to the present invention 
are particularly useful for monitoring the flame emission on 
an industrial burner for use of an industrial process. The 
method is general enough to monitor flame emission in the 
ultraViolet, visible, or infrared spectral regions, allowing 
individual regions, multiple regions or Single wavelengths to 
be monitored. Many of the problems of previous control 
mechanisms are avoided by adapting the burner housing 
with a window and/or an optical fiber positioned with 
respect to either the fuel injector, the oxidizer injector, or the 
refractory block, as will be seen further from the detailed 
description of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 represents a Schematic block diagram of an appa 
ratus of the invention; 

FIG. 2 represents a side elevation view of a prior art 
burner (reduced in Scale) without any optical access; 

FIG.3 represents the burner of FIG. 2 on which a window 
has been installed so that light emitted by the flame can be 
directed to an optical sensor; 

FIG. 4 represents a detailed View of the optical coupling 
of FIG. 3; 

FIG. 5 represents the burner of FIG. 2 in which the optical 
coupling is an optical fiber having one extremity installed in 
a fuel injector; 

FIG. 6 represents the burner of FIG. 2 in which the optical 
coupling is an optical fiber having one extremity installed in 
an oxidant injector; 

FIG. 7A represents a side elevational view of the burner 
of FIG. 2 according to another exemplary embodiment, 
illustrating a refractory block in which the optical coupling 
is a hole in the block to which the burner is attached; 

FIG. 7B represents a top plan view of the refractory block 
illustrated in FIG. 7A, 

FIG. 8A represents a side elevational view of the burner 
of FIG. 2 according to another exemplary embodiment, 
illustrating a refractory block in which the optical coupling 
is an optical fiber having one extremity installed in the block 
to which the burner is attached; 

FIG. 8B represents a top plan view of the refractory block 
illustrated in FIG. 8A: 

FIG. 9 represents the flame emission spectra of a flame 
operated under fuel lean conditions, 

FIG. 10 represents the flame emission spectra of a flame 
operated under fuel rich conditions, 

FIG. 11 represents the flame emission spectra obtained for 
three different burner operating conditions, 

FIG. 12 is a graphical representation of the relationship 
between emission spectra and Stoichiometry; 

FIG. 13 is a graphical representation of the relationship 
between emission intensity for a Selected Spectral region and 
stoichiometry for different burner powers; 
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FIG. 14 is a graphical representation of the relationship 
between emission intensity for a Selected Spectral region and 
burner power for different stoichiometries; 

FIG. 15 is a graphical representation illustrating the 
integration along a path of constant Stoichiometry and 
power; 

FIG. 16 is a graphical representation for a calibration of 
the integrated emission intensity for a Selected Spectral 
region and stoichiometry for a 1.5 MMBtu/hr burner; 

FIG. 17 is a graphical representation for real-time moni 
toring of the integrated emission intensity converted to 
Stoichiometry using the graphical representation of FIG. 14 
for a Selected Spectral region, compared with Stoichiometric 
ratioS based on the fuel and oxidant flow rate; 

FIG. 18 is a graphical representation of an emission 
Spectra obtained using the optical configuration shown in 
FIGS. 7A and 7B; 

FIG. 19 is a graphical representation for real-time moni 
toring of the integrated emission intensity converted to 
represent burner power compared with power measurements 
based on the fuel flow rate and the calorific value of the fuel; 

FIG. 20 is a graphical representation showing the average 
percent error of the results in FIG. 19 from the predicted 
burner power; 

FIG. 21 is a graphical representation of an emission 
Spectra for changing fuel composition obtained using the 
apparatus illustrated in FIG. 3; and 

FIG. 22 is a graphical representation for real-time moni 
toring of the integrated emission intensity for changing fuel 
composition obtained using the apparatus illustrated in FIG. 
7A. 

DESCRIPTION OF PREFERRED 
EMBODIMENTS 

A Schematic block diagram of a preferred flame control 
apparatus of the invention is illustrated in FIG. 1. The 
apparatus comprises an optical coupling element 2 which 
functions to collect light emitted from a flame 8. Preferably, 
element 2 is an optical fiber. Optical coupling element 2 is 
preferably an integral part of a burner 4, the optical element 
and burner preferably housed in a single unit 6 (boxed area). 
After the light emission is collected it is transported by an 
optical transport System 10, which can either be one or more 
optical fibers or a plurality of lenses. 

Optical processing is performed in an optical processor 12 
to obtain characteristic information on Specific spectral 
regions of the flame. For example, optical processor 12 may 
be an optical filter that allows only radiation of selected 
wavelengths to pass. This radiation may be monitored by 
either a photodiode or photomultiplier detector. Preferred 
optical processors of the apparatus of the invention employ 
one or more optical beam Splitters, optical filters, and optical 
detectors. This allows one to Simultaneously monitor mul 
tiple regions of the flame light emission spectrum. 

Alternatively, a dispersion element could preferably be 
used in the optical processor to monitor complete spectral 
regions of the flame. Dispersion elements can be employed 
in a manner Similar to an optical filter by tuning the 
dispersion element to a specific wavelength (or range of 
wavelengths) and monitoring the flame emission spectrum 
in a narrow spectral wavelength range, or by Scanning the 
element (similar to a spectrometer) to collect a much larger 
Spectral wavelength range. In this case a photodiode or 
photomultiplier that is Sensitive to the wavelength range of 
interest can be used to convert the optical wavelength into an 
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6 
electrical Signal that can be further processed. An array 
detector can also be used in conjunction with the dispersion 
element, allowing real-time detection of an entire spectral 
wavelength range of interest. Finally, all of the above 
mentioned detection methods can be used in combination 
with one another by using optical beam Splitters or multi 
plexed optical fibers, with the appropriate number of mul 
tiple detection methods as described above. 

After optical processing of the flame radiation, the elec 
trical signal(s) obtained is (are) sent to one or more signal 
processors 14 which preferably comprise analog/digital 
converters, amplifiers, line drivers, or any other typical 
Signal processing circuit device (FIG. 1). The electrical 
Signal is then transmitted to a burner logic controller (BLC) 
16 that determines operating conditions of burner 4. BLC 16 
may accept other input signals from external proceSS con 
trols 18, Such as a furnace Supervision System (not shown). 
BLC 16 generates control Signals that change the burner 
operating parameters (Such as flow of fuel 20, and/or flow of 
oxidant 22) according to the information transmitted by 
Signal processors 14. Suitable programmable logic control 
lers usable as BLCs are available from Siemens Co. Process 
control Software, Such as that available from Ocean Optics, 
Inc. may be employed to program the BLC. 

This preferred combustion control apparatus can advan 
tageously be implemented on every burner installed on an 
industrial furnace in order to more precisely control the 
combustion ratio of the whole furnace. 
AS previously noted, all of the components illustrated in 

FIG. 1 may be integrated into a so-called Smart burner. In 
this aspect of the invention, the burner may be equipped with 
a fuel control valve and an oxidant control valve. Solid-state 
proportioning valves, Such as those disclosed in U.S. Pat. 
No. 5,222,713, may be employed for controlling flow, but 
the use of the valves is not necessary to the present inven 
tion. The previous patent is incorporated herein by refer 
CCC. 

FIG. 2 illustrates a prior art pipe-in-a-pipe burner 100 
with inlets for fuel 1 and oxidant 3. In FIG. 2, burner 100 
includes a fuel pipe 24 within an oxidant pipe 26. A flange 
and bolt arrangement 28 is typically employed. A support 30 
is used to maintain the position of pipe 24 inside pipe 26, 
preferably concentric. 
A schematic of a burner 102 modified to allow optical 

coupling with a window according to the present invention 
is illustrated in FIG. 3. In this embodiment, a window 32 is 
mounted on the rear of the burner Such that optical access is 
provided through fuel injector pipe 24, as indicated in the 
detailed view of FIG. 4. The window material selected is 
preferably Specific to the Spectral region of interest. For 
example, if the ultraViolet region of the Spectrum is of 
interest, then a quartz window would be applicable. How 
ever if infrared emission is of interest, then a Sapphire 
window material would be Suitable. An optical component, 
Such as a combination of lenses, can be used to collect either 
the integrated emission along the length of the flame, or the 
emission from a Selected point in the flame. 

In the preferred embodiments illustrated in FIGS. 5 and 6, 
the flame emission is collected by an optical fiber 34 that is 
positioned in one of the burner injectors (fuel (FIG. 5) or 
oxidant (FIG. 6)). The choice of fiber material used depends 
on the Spectral region of interest. USeable optical fibers 
preferably have core diameters varying from about 50 to 
about 1500 micrometers, more preferably from about 175 to 
about 225 micrometers, and are made from Silica with a 
Stainless Steel cladding outer layer. A seal (not shown) 
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provided between the fiber and burner housing can be a 
Simple o-ring compression Seal. Optical connector 36 con 
nects optical fiber 34 to a second optical fiber 38 in each of 
these two exemplary embodiments. For the embodiments of 
FIGS. 5 and 6, the collected emission may also be integrated 
over the flame length or collected from a Selected focused 
point in the flame for improved spectral resolution. 

In the preferred embodiments in FIGS. 7A, 7B, 8A, and 
8B, the flame emission is collected through the refractory 
material 39. Burner 100 is attached to the refractory block 39 
with the combustion gases exiting at opening 40. In FIGS. 
7A and 7B, the flame radiation is collected through a hole 41 
by a reflecting device 42, e.g., a prism or mirror, and is 
further transported to a detection System (not shown) by a 
lens or system of lenses 43 and/or fiber optic. The position 
of the hole 41 can be set anywhere within the area where gas 
is flowing, as indicated by arrows 45, 46, with the optimum 
position being at the location where maximum flame radia 
tion is detected. This position can vary depending on the 
burner and refractory block design. In addition the angle of 
the View port 41 can be adjusted to any Suitable position, as 
illustrated at 41a. Similarly, a fiber optic 44 can be directly 
inserted in to the refractory block as shown in FIG. 8. The 
location of the fiber 44 and/or the hole 41 an be set in any 
uSeable position through the top of the refraction block, 
sides, bottom, or back end near burner 100. 

By adapting the burner housing with a window and/or 
optical fiber positioned with respect to the fuel injector 
and/or oxidant injector, the flame emission may be collected 
through the burner housing. By adapting the burner refrac 
tory block with an optical access port either by a combina 
tion of a hole and/or reflectors, and/or fiber optic, the flame 
emission may be collected through the refractory block. In 
addition, a combination of an adapted burner housing and an 
adapted refractory block can be used for collecting flame 
emission at multiple points. For either case the gas flow over 
the window 34 or optical fiber 44 provides cooling while 
also keeping the optical Surface free of dust. 

EXAMPLES OF OPTICAL PROCESSORS AND 
BURNER LOGIC CONTROL 

AS Stated previously, the radiation emitted from a flame is 
one of the fundamental characteristics that provides infor 
mation on the chemical and physical process involved. The 
capability to monitor this flame radiation can provide 
numerous applications useful for optimizing the furnace 
operation. 

Here we cite a number of examples of how the flame 
emission can be used to control the combustion. 

EXAMPLE 1. 
Flame Stoichiometry Monitoring 
A specific region or regions of the Spectrum may be 

monitored to provide information on the flame Stoichiom 
etry. For example, in the combustion of natural gas (NG) and 
oxygen, a strong continuum in the wavelength range of 
350-700 nm is present with a maximum occurring near 650 
nm. Part of this continuum is thought to result from chemi 
luminescence from the recombination reaction of CO+O= 
CO. The strength (intensity) of this continuum has been 
observed to be related to whether the burner is operating 
near Stoichiometric conditions. When operating under fuel 
rich conditions the observed continuum intensity is weaker 
as compared to slightly fuel-lean or Stoichiometric operating 
conditions. 

The effect of Stoichiometry on the flame emission spec 
trum is shown in FIGS. 9 and 10. These spectra were 
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8 
obtained using a fiber optic and lens positioned externally to 
the burner. Flame emission was collected through the natural 
gas (NG) injector and window mounted on the burner as 
shown in FIG. 3. The fiber optic was coupled to a 0.5 
micrometer Acton monochromator with a Hamamatsu 
1P28A photomultiplier (PMT) detector. The emission spec 
tra was obtained by Scanning the monochromator over a 
specified wavelength region, in this case from 300 to 700 
nm. The signal from the PMT was then processed in a 
EG&G 4402 Boxcar averager. FIG. 9 represents the visible 
emission of a flame generated by an oxygen-natural gas 
burner similar to the one illustrated in FIG. 2, when there is 
an excess of fuel (fuel rich). FIG. 10 represents the visible 
emission spectrum of the same flame with flow rates of 
natural gas and oxygen Such that there is an excess of 
oxygen of 10% (fuel lean). At 530 nm, there is a weaker 
signal when the combustion mixture is fuel rich (FIG. 9) 
than when the mixture is fuel lean (FIG. 10). 
The Signal obtained can then be compared to a calibration 

curve relating Signal intensity to firing Stoichiometry. 
Depending on the desired operating conditions, control 
action on the fuel and oxidant flows can be performed to 
adjust the burner fuel and/or oxidant flows to optimize the 
flame. For example, if a reducing atmosphere is desirable 
one would want to adjust the fuel and/or oxidizer Such that 
the observed continuum intensity decreases. Again using the 
apparatus illustrated in FIG. 1, every burner used in the 
process could be individually monitored. 
Toward the infrared region of the Spectrum, flame emis 

Sion related to Soot could also be monitored. Since Soot is a 
particle, it behaves as a black body, with broadband 
emission, as opposed to gaseous species emission which 
occurs in Specific regions (lines). In certain applications a 
Sooty flame which increases the luminosity may be desir 
able. On the other hand, Soot formation in a flame can be an 
indication of incomplete combustion of the fuel, which 
requires an adjustment of the combustion ratio. Monitoring 
of the appropriate spectral region will provide information 
for the proceSS control action required. 

EXAMPLE 1.1 

Experiments were conducted using a burner and optical 
coupling as illustrated in FIG. 3. The optical coupling device 
was attached to a Standard burner known under the trade 
designation ALGLASS available from Air Liquide America 
Corp., Houston, Tex. The burner had an output of 1.2 
MMBtu/hr (using oxygen 99% pure as oxidant) allowing 
flame emission spectra to be collected through the natural 
gas (NG) injector. Ultraviolet and visible flame radiation 
covering a spectral rage of 300-700 nm were collected for 
different combustion stoichiometries defined in terms of 
equivalence ratio (dB), wherein: 

d actual fuelfoxidant (wolf vol) 
stoichiometric fuel foxidant (wolf vol) 

For Stoichiometric operating conditions, d=1, whereas for 
fuel-lean conditions dz1, and for fuel-rich conditions da1. 
Results showing the variation of the flame emission Spectra 
for different values of d are graphically illustrated in FIG. 
11. The Spectra were obtained using a fiber optic and lens 
positioned externally to the burner. Flame emission was 
collected through the natural gas (NG) injector and window 
mounted on the burner as shown in FIG. 3. The fiber optic 
was coupled to a 0.5 meter Acton monochromator with a 
Hamamatsu 1P28A photomultiplier (PMT) detector. The 
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emission spectra shown in FIG. 11 was obtained by Scanning 
the monochromator over a specified wavelength region, in 
this case from 300 to 700 nm. The signal from the PMT was 
then processed in a EG&G 4402 Boxcar averager. 

From FIG. 11, a number of distinct differences relative to 
the stoichiometric spectra (d=0.98) were seen. First, for 
d=0.75 the continuum below 550 nm and the OH (hydroxyl 
radical) band were noticeably stronger, but above 550 nm 
the distinction was not So clear when compared to the 
d=0.98 spectra. Second, for d=1.17 the continuum below 
425 nm was only slightly different from the d=0.98 case, but 
a significant difference was seen near 550 nm. These results 
Suggested that the spectral region near 400 nm and 550 nm 
could be used for relating the observed flame emission to the 
Stoichiometry. Both regions are necessary to account for 
fuel-lean and fuel-rich operating conditions. By manipulat 
ing the data, a relationship between these spectral regions 
and the Stoichiometry was developed, 

x = ( – ) 
where B is the average signal from 540-560 nm and A is the 
average Signal from 390-410 nm. Agraphical representation 
of X for different d values is shown in FIG. 12. In this case 
the burner power was constant at 1.2 MMBtu/hr while the 
O flow was adjusted to change Stoichiometry, hence chang 
ing the value of db. From FIG. 12, X has a maximum at did 
Slightly on the fuel-lean Side of Stoichiometric conditions 
with a sharp decrease on either side of the maximum as 
fuel-lean or fuel-rich operating conditions were approached. 
Applying this expression into an algorithm in the BLC or 
Similar control device, the burner can be maintained at near 
Stoichiometric conditions by adjusting fuel and oxidizer 
flows to achieve a maximum value of X. 

EXAMPLE 1.2 

The intensity of the emitted flame radiation detected 
depends on the wavelength region that is being observed. 
This wavelength dependence results from chemilumines 
cence of excited State chemical Species, continuum emission 
from atom molecule reactions, and continuum emission 
from the presence of particles either being entrained or 
formed in the flame. These effects can be classified as purely 
chemical, i.e., the observed flame radiation is only a result 
of the chemical process taking place with no external 
influences. In addition to the pure chemical effects, other 
factors can influence the Spectrum intensity Such as charac 
teristics of how the fuel and oxidizer are mixed, burner, 
background contributions, entrainment of chemical Species 
into the flame, furnace, and the method used to collect the 
radiation, e.g. optical System. Therefore the flame radiation 
intensity observed in a proceSS can be expressed as a 
multivariable function: 

I= f(B, S, P OD, OC, F, O, p)dV (1) 

where I is the observed intensity at wavelength) integrated 
over the sample volume. This intensity is a function of the 
burner (B) characteristics, combustion Stoichiometry (S), 
burner power (P), and optical detector (OD), optical collec 
tion System (OC), fuel (F), oxidizer (O), and process (p) 
disturbances. 

In addition these variables can also be time dependent. 
For example, in turbulent diffusion flames the mixing 
between fuel and oxidizer at a fixed location in the flame will 
vary with time, i.e., the local Stoichiometry (S) and power 
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10 
(P) change randomly within Some range. The variable p may 
also be considered time dependent, e.g., when particle 
entrainment into the flame is not constant. A more general 
expression for the observed intensity becomes 

In general the variables B, OD, OC, F, O can be considered 
time invariant. Of course, burner or collection optic degra 
dation can occur, which can result in I changing. However, 
these effects can usually be considered long term, i.e., the 
time Scale for I to change from changes in B, OD, and OC 
is much greater than that for the variables S, P, and p. The 
variables F (fuel) and O (oxidizer) may change from day 
to-day because of the Source being changed. In this case, the 
Sensitivity of I to changing F or O would need to be 
determined. 

Because most industrial processes are Stochastic in nature, 
an average value of I is more practical to work with. Here 
the time-averaged value of I(t), denoted by <I(t)>, is 
defined as the integral on time over a time interval T, divided 
by the time interval: 

1 -- (3) 
(a(t) = i (t)at 

where the magnitude of the time interval T needs only to be 
long enough to average out the fluctuations. 

For practical applications Such as proceSS control of a 
burner, the variables OC, OD, B, F, and O are generally 
constant, e.g., the burner configuration, collection optics, 
and optical detector are not changed once the System is in 
place. AS Stated above, these variables may also be consid 
ered time invariant. Then Eq. (2) reduces to the following: 

(4) 

where p(t) was assumed negligible. Furthermore the total 
integrated intensity observed over a wavelength range can 
be expressed as 

2. (5) T. = ?. (a(t)) d i = 1,2,3... 
li 

where the Subscript i is an indeX for referencing a T. Value 
to a specific spectral region from 2 to 2. Therefore single 
or multiple values of T. Values can be used in the burner 
monitoring System. For the case where multiple T values are 
used, individual regions and/or combinations of linear and/ 
or nonlinear terms may be applied in the monitoring System. 

Since <ICt)> is a function of both stoichiometry and 
power, f(S.P), then it follows that T=f(S.P). The change in 
the integrated intensity can then be related to the changes in 
S and P by the relation 

8, 8, (6) 
dr=() ds + () dP i = 1,2,3,... S P 3P S 

A Solution to the above equation for a specific spectral 
region can be obtained once the partial derivatives are 
determined. Evaluation of the partial derivatives can be 
obtained by performing a calibration over a range of oper 
ating conditions at constant P and then at constant S. This 
will give the relationships T=f(S) and Ts=f(P) that can be 
used to evaluate Eq. (6), where the Subscript denotes the 
constant variable. This calibration can then be used for 
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controlling and monitoring the burner Stoichiometry and 
power. The following example illustrates how these partial 
derivatives can be obtained from experimental measure 
mentS. 

EXAMPLE 1.3 

In this example the flame emission is monitored using the 
configuration shown in FIG. 3, i.e., the flame emission was 
observed through the NG injector. Flame radiation was 
transported by a 12 ft long 100 um diameter fiber optic 
attached at the rear of the burner. At the other end the fiber 
was attached to an Ocean Optics model PC1000 PC spec 
trometer board with a spectral range of 290-800 nm. The 
variables OC, OD, O, F, B, and p were held constant and 
only P and S were changed. The influence of the furnace, 
which is lumped into p, can be neglected provided the flame 
emission is observed below 400 nm. At longer wavelengths 
background radiation from the furnace walls would have to 
be included. In the spectral region between 300 and 400 nm 
the changes in Stoichiometry and power can be observed by 
either monitoring the OH band observed between 290 and 
325 nm or part of the continuum, e.g., between 340-360 nm. 

In this example the fuel was natural gas and the oxidizer 
was oxygen; therefore, the theoretical Stoichiometric ratio 
was 2, where the Stoichiometric ratio is defined as (moles of 
oxygen/moles of fuel). Here CH +20->2H2O+CO FIG. 
14 shows the integrated OH intensity (=290 nm and 
}=325 nm in Eq. (5)) at different stoichiometries and burner 
powers. 
For further reference the value of T will refer to 

90 nm. 

which represents the integrated OH emission intensity 
observed by the detection system. 

For a given power level a linear fit can be obtained over 
the Stoichiometric range tested. Similarly, for fixed Stoichi 
ometries a linear fit can be obtained over the power range 
tested, as shown in FIG. 14. The linear regressions for both 
P and S result in a family of curves. Changes in S and P can 
be determined by Solving Eq. (6), first along paths of 
constant P, then along a path of constant S, as illustrated in 
FIG. 15, where the partial derivatives are evaluated from the 
linear calibration functions shown in FIGS. 13 and 14. 

The following illustrates how the above method can be 
used for controlling and/or monitoring Stoichiometry in a 
burner at constant power. In this example, the same con 
figuration as discussed above is used and all variables are 
fixed except the stoichiometry (S). Thus the power (P) is 
fixed. Prior to the test a calibration was performed to 
determine T=f(S) by monitoring the integrated OH emis 
Sion intensity at different Stoichiometric ratioS and a constant 
power of 1.5 MMBtu/hr. In this case the power was fixed 
and determined by knowing the fuel composition and flow 
rate. With the fuel variables held constant, the O flow was 
varied to allow measurement of OH emission at different 
Stoichiometries. The calibration provides a good linear fit 
over the Stoichiometric ratio range of 1.88-2.22 tested, as 
shown in FIG. 16. In FIG. 16 the error bars represent the 
Standard deviation for 180 Samples at each Stoichiometric 
condition. 

The calibration provides a linear function of the form 

where A and B are constants and can be determined from the 
calibration. Incorporating Eq. (7) into a computer algorithm 
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12 
for real-time processing of the integrated OH Signal allows 
the Stoichiometry to be monitored at a high Sampling rate as 
shown in FIG. 17. In FIG. 17 the integrated intensity is 
Sampled at 3 Hz. The Sampling rate is only exemplary, and 
is limited only by the computer hardware used. Higher 
Sampling rates may also be used. The dashed line Shows the 
result of a 50 point moving average that is applied to remove 
temporal fluctuations. These results show good agreement 
with the Stoichiometric ratioS based on flow rate measure 
ments of both NG and oxygen, shown as the solid line in 
FIG. 17. 
To adapt this methodology for process control applica 

tions of a burner, e.g., programming Eq. (7) into the BLC or 
Similar process control device, requires knowledge of the 
power. The power can be determined by knowing the flow 
rate and composition of the fuel. An alternative method for 
determining the power is by optical means that will be 
discussed in example 2.2. Measurements of the fuel flow 
rate by devices Such as mass flow meters and orifice plates 
can be input into the BLC or Similar device. An algorithm in 
the BLC can interpret this information and choose the 
appropriate function in the form of equation (7) for deter 
mining the Stoichiometry. AS Stated above, a family of 
curves over a range of Stoichiometry exist for each power 
level. The BLC can then select the appropriate curve to use 
based on the fuel flow rate information, or interpolate 
between curves if the exact expression for a particular power 
is not in the program data base. 

EXAMPLE 2 
Monitoring the Burner Firing Rate 

This application is Similar to Example 1, in that the 
emission intensity is related to the firing rate of the burner. 
In this case a calibration is performed to relate the observed 
Signal at Some Selected wavelength to the burner firing rate. 
Once this information is known, control of the firing rate can 
be adjusted accordingly by programming the BLC or Similar 
process control device. 

EXAMPLE 2.1 

AS discussed in Example 1.2, the power and Stoichiom 
etry are coupled. Therefore the methodology illustrated in 
Example 1.2 requires that either the Stoichiometry or the 
power be know to determine the other. The power can be 
determined by using a calibration curve, e.g., FIG. 14, at 
constant Stoichiometry. Here a linear function of the form 

where A and B are constants determined from the calibra 
tion. Incorporating Eq. (8) into a computer algorithm, e.g., 
in the BLC or similar control system, the power can be both 
monitored and controlled. 

EXAMPLE 2.2 

The above example illustrates a method for monitoring 
and controlling the burner power, but with the condition that 
the Stoichiometry is known. In this example a methodology 
for determining the burner power independent of Stoichi 
ometry is described. This example also illustrates the use of 
Eq. (5) of Example 1.2 for the case of multiple T, values. In 
examples 2.1 and 1.2, only a single T value was monitored 
for determining the burner Stoichiometry or power. A Single 
T value is used because the optical access shown in FIGS. 
3, 5, or 6 allows only monitoring either OH omission or part 
of the emission continuum, and both are functions of Sto 
ichiometry and power. To increase the number of variables 
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to monitor from the burner the flame emission is collected 
perpendicular or diagonally acroSS the flame as shown in 
FIGS. 7-8. Using the configuration as shown in FIG. 7A, the 
flame radiation was transported by a 12 ft long 100 um 
diameter fiber optic. At the other end the fiber was attached 
to an Ocean Optics model PC1000 PC spectrometer board 
with a spectral range of 290-800 nm. A typical spectra 
obtained with this configuration is shown in FIG. 18, for 1.5 
MMBtu/hr NG and oxygen flame. From the spectrum in 
FIG. 18, combustion intermediate radicals OH, CH, and two 
bands related to C, labeled C2(A) and C2(B) on FIG. 18, 
are detected. Therefore this spectrum has four unique peaks 
that are related to the chemical and physical processes taken 
place in the flame. 

Using a computer algorithm for real-time processing, the 
integrated area of the four peaks with background removed 
were simultaneously collected at a frequency of 5 Hz. This 
Sampling rate is merely exemplary, and is only limited by the 
computer hardware and Software used. Higher or lower 
Sampling rates may also be used. Collecting the integrated 
area of the peaks provides four values of T, thus i=4 in Eq. 
(5). With the T, values a statistical model was constructed 
using multivariable regression that minimized the effect of 
Stoichiometry changes for predicting the burner power. The 
resulting expression from the Statistical model that predicts 
the power for this example has the following form 

where T.I.T., and T represent the integrated intensity for 
the OH, CH, C(A), and C(B) peaks on FIG. 18 and the B 
values are constants. To determine the B constants, real-time 
values of T. were collected at different burner powers and 
Stoichiometry ratios. A reduced model, i.e., less terms can 
also be used, if the resulting fit is Satisfactory for use on a 
particular proceSS. Higher order terms may also be added to 
the model, but for this example the improvement is not 
Significant. 

Results from the model are shown in FIG. 19 comparing 
the predicted and actual burner power. At each power level 
in this example the Stoichiometric ratio was adjusted 
between 1.95 and 2.15 with the exception of the 1.55 
MMBtu/hr range where the stoichiometry varied between 2 
and 2.15. Overall the model predicts the power within +5%. 
A combination of the method discussed in examples 1.2 

and 2.2 can be applied to provide complete control of the 
burners stoichiometry and firing rate. In this case the BLC 
would proceSS input signals from two separate optical mea 
Surement locations. One Signal would pertain to determina 
tion of burner power by means similar to the above example. 
Once the power is determined this information would be 
used for determining the Stoichiometry by means discussed 
in Example 1.2. Output signals from the BLC could then 
adjust the appropriate operating conditions of the burner, 
e.g., oxidant or fuel flow rates. 

Alternative methodologies for predicting the power from 
Selected optical Signals can be applied, Such as neural 
networks (NN). In this case the multiple T, values would be 
the input processing elements of the NN. The NN would 
then be trained to produce the desired output signal. Com 
plete control of the burner Stoichiometry and power can be 
achieved by constructing a NN with the appropriate input 
information. The design and use of neural networks is 
described in Nelson, M. and Illingworth, W., “A Practical 
Guide to Neural Nets, "Addison-Wesley, 1991. 
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14 
EXAMPLE 3 

Safety Alarm 
Detection of the flame radiation can be used to identify the 

presence or absence of the flame. If the Signal level drops 
below a Set-point level an alarm can be triggered, indicating 
a problem with the burner. For this case a region in the 
ultraviolet, for example below 300 nanometers (nm), would 
be best to discriminate against Visible and infrared emission 
from the furnace walls. Typically furnaces use UV flame 
monitors for detection of the flame. This application would 
provide not only a Secondary backup detection System, but 
could also alert the operator of other problems. For example, 
conditions which can Severely damage the burner, Such as 
material build-up causing the flame to deflect, or a piece of 
refractory blocking the burner exit, can be detected. For 
these cases, the emission characteristics could change, Set 
ting off an alarm indicating a potential problem. In general, 
commercial UV flame monitors are presently used only to 
indicate the presence or absence of flame radiation. 

EXAMPLE 4 
Monitoring Chemical Tracers 

In this application chemical tracers may be added to fuel 
and/or the oxidant Streams directly, or entrained into the 
flame from the Surrounding environment. For example, the 
introduction of particles into the flame, Such as titanium 
dioxide, can be used to monitor the temperature by using a 
two-color optical pyrometer technique. In this case the 
temperature is being determined from the radiation of light 
emitted by the particle. Two or more wavelengths are 
required to be monitored Since the particle's emissivity is 
often unknown. 

EXAMPLE 5 
Environmental Combustion Monitoring 
The detection of pollutants such as Nox or Sox may be 

directly or indirectly monitored. However, it is difficult to 
quantify these pollutants because the observed signal is both 
temperature and concentration dependent, but groSS changes 
in the observed signal levels can be monitored. For example, 
NOx could be directly monitored in the ultraviolet spectra 
region near 226 mm. Alternatively, NOx may be indirectly 
monitored from the OH (hydroxyl radical) emission signal. 
Astrong OH emission signal has been discovered to indicate 
a corresponding increase in measured NOx (provided N is 
present) levels from the exhaust Stack of a pilot furnace. In 
either case the method provides a means of determining 
grOSS changes in pollutant formation occurring for an indi 
vidual burner. 
The CO level in a high temperature process can be 

monitored by the addition of an oxidant, where the oxidant 
can be air, oxygen enriched air, or pure oxygen. When CO 
is burned the reaction CO+O->CO occurs, as discussed in 
example 1, resulting in the emission of a continuum of 
radiation in the wavelength region from below 300 to 
beyond 600 nm. The observed radiation intensity emitted by 
the reaction is related to the amount of CO present. The CO 
concentration may be measured and/or used as an alarm. The 
numerous examples described above using the inventive 
burner-mounted optical flame control apparatus illustrates 
the variety of applications where Such a device can be found 
useful for industrial application. Certainly this list of appli 
cations is not all inclusive and additional applications could 
be thought of, depending on the process requirements. 

EXAMPLE 6 
Identifying Fuel and/or Oxidant Composition Change 

For the industrial user, fuel and/or oxidant compositions 
can change, depending on the Source from the Supplier. The 
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change in fuel and/or oxidant composition can effect both 
the Stoichiometry and power of the burner. Generally, 
changes in fuel and/or oxidant composition are detected by 
global changes in the process, Such as changes in tempera 
ture and/or flue gas composition. In either case, the time to 
observe these changes in the proceSS can be very long and 
can depend on the Volume of the process and the degree the 
fuel and/or oxidant composition changed. Once a parameter 
(e.g., temperature or fuel gas composition) has been iden 
tified to have changed, the appropriate adjustments can be 
performed on the burner, Such as changes in fuel and oxidant 
flow rates. 

According to the present invention, a change in fuel 
composition can be identified by the change in the flame 
emission. Alternatively, on-line gas analysis can be per 
formed on the fuel and oxidant using gas chromatography or 
mass spectrometry. These latter two methods have the 
disadvantage of requiring frequent calibrations and mainte 
nance. By monitoring the flame emission using any of the 
configurations shown in FIGS. 3-8B, changes in the fuel 
composition can be detected at the point of use. Point of use 
monitoring eliminates the time to observe global changes, 
e.g., temperature and/or flue gas composition, in the proceSS 
due to fuel composition changes. 

In the example illustrated in FIG. 21, optical acceSS was 
obtained using the apparatus illustrated in FIG. 3. The 
Second example, illustrated in FIG. 22, used the apparatus 
illustrated in FIG. 7. In both examples, the flame radiation 
was transported by a 12 ft. long, 100 um diameter fiber optic 
leading to an Ocean Optic model PC1000 PC spectrometer 
board with a spectral range of 290-800 nm. In these 
examples natural gas (NG) and oxygen were the standard 
fuel and oxidant. For changes in the fuel composition, 
propane was added to the NG stream with flow rates of both 
NG and oxidant held constant. 

Results from monitoring the flame radiation through the 
NG injector (using the apparatus illustrated in FIG. 3) are 
illustrated in FIG. 21. FIG. 21 illustrates that the addition of 
67 Scfh propane resulted in increased emissions in the 
visible region (390–790 nm) of the spectrum due to the 
formation of Soot, which increases flame luminosity. 
Accompanying the Soot formation, an increase in CO is also 
observed. The CO would, however, be detected in the flue 
gas after Some residence time. 

Results from monitoring the flame radiation through the 
burner block (using the apparatus illustrated in FIG. 7) are 
illustrated in FIG. 22. FIG.22 illustrates only the integrated 
area from the CH peak (see FIG. 18). With the addition of 
propane at about 70 Seconds, the Signal level of the CH peak 
increases along with an increase in CO as discussed above 
with respect to FIG. 21. 

Using any of the apparatus illustrated in FIGS. 3-8B for 
proceSS control, the detection of changes in the emission 
Spectrum may be correlated to changes in the fuel and/or 
oxidant. These changes are detected, transported to the 
proceSS control System, e.g., the BLC, which can then make 
appropriate adjustments to the burner. Typically these 
adjustments involve changing the oxidant and/or fuel flow 
rate, although other proceSS parameters can also be adjusted 
as will be readily apparent to one of ordinary skill in the art. 

Various modifications to the described preferred embodi 
ments will be envisioned by those skilled in the art; however, 
the particular embodiments herein should not be construed 
as limiting the Scope of the appended claims. 
What is claimed is: 
1. A method of monitoring operating conditions of a 

burner comprising the Steps of: 

1O 
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(a) monitoring flame radiation emission from a burner 

through a fiber optic attached to a spectrometer, the 
fiber optic positioned in the burner; 

(b) holding variables OC (optical collection system), OD 
(optical detector), O (oxidizer), F (fuel), B (burner 
characteristics), p (process disturbances), and P(burner 
power) constant while varying S (combustion 
Stoichiometry) to determine the emission intensity T as 
a function of Stoichiometry S by measuring integrated 
OH emission intensity; 

(c) calculating constants A and B from a relationship of 
emission intensity T and Stoichiometry S having a 
characteristic equation T=AS+B, and 

(d) monitoring Stoichiometry S in real time using the 
equation 

2. A method of monitoring operating conditions of a 
burner comprising the Steps of: 

(a) monitoring flame radiation emission from a burner 
through a fiber optic attached to a spectrometer; 

(b) holding variables OC (optical collection system), OD 
(optical detector), O (oxidizer), F (burner fuel), B 
(burner characteristics), p (process disturbances), and S 
(combustion Stoichiometry) constant while varying P 
(burner power) to determine the emission intensity T as 
a function of power P by monitoring integrated OH 
emission intensity; 

(c) calculating constants A and B from a graph of emission 
intensity verSuS power having a characteristic equation 
T=AP+B; and 

(d) monitoring burner power P in real time using the 
equation 

3. A method of monitoring operating conditions of a 
burner comprising the Steps of: 

(a) monitoring flame radiation emission of a burner 
through the refractory block by a fiber optic attached to 
a spectrometer; 

(b) holding variables OC (optical collection system), OD 
(optical detector), O (oxidizer), F (burner fuel), B 
(burner characteristics), and p (process disturbances) 
constant while varying S (combustion Stoichiometry) 
and P (burner power) to determine the power P as a 
function of the integrated emission intensity T of at 
least one of OH, CH, C2(A), and C2(B); and 

(c) monitoring the power P using the equation 

wherein the constants p’s are determined from multi 
variable regression analysis, and wherein T, i=1,4), 
are the integrated emission intensities of OH, CH, 
C2(A), and C2(B), respectively. 

4. An integrated fuel burner and Stoichiometry control 
apparatus comprising: 

(a) a fuel burner control apparatus including 
(i) means for viewing radiation emitted by flame from 

a burner to collect flame radiation intensity data as a 
function of time; 
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(ii) means for optically transporting the viewed radia 
tion emitted by said flame from said burner into an 
optical processor, 

(iii) an optical processor for Selecting one or more 
Specific spectral regions of viewed radiation and 
means for converting Said one or more Specific 
Spectral regions into first electrical Signals indicative 
of flame radiation intensity for those spectral regions 
over time; 

(iv) a signal processor for integrating flame radiation 
intensity for the Specific Spectral regions over time 
and generating Second electrical Signals, and 

(V) control means which accepts said second electrical 
Signals from Said Signal processor and produces an 
output acceptable to a controller for controlling 
oxidant flow, fuel flow, or both oxidant flow and fuel 
flow; and 

(b) a burner refractory block, wherein said means for 
Viewing the radiation comprises a hole in a position on 
the refractory block suitable for viewing said flame. 

5. Apparatus in accordance with claim 4, further com 
prising a reflector positioned adjacent Said hole for reflecting 
light from said hole. 

6. A process for controlling the inputs of oxidant or fuel 
into a burner, the method comprising the Steps of: 

(a) Selecting usable radiation wavelengths from one or 
more optical ports on the burner; 

(b) operating the burner over a range of combustion 
Stoichiometry with inputs of oxidant, fuel, or both over 
a range of operating conditions, 

(c) measuring electric signals from the usable wave 
lengths, and 

(d) determining a mathematical function between the 
electrical Signals and the inputs of oxidant, fuel, or both 
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18 
by modeling a relationship between said electrical 
Signals and Said inputs of oxidant, fuel, or both with a 
modeling method Selected from the group consisting of 
Statistical modeling, neural network modeling, and 
physical modeling. 

7. A proceSS according to claim 6, wherein Said modeling 
method is statistical modeling. 

8. A proceSS according to claim 6, wherein Said modeling 
method is using a neural network. 

9. A process according to claim 6, wherein Said modeling 
method is physical modeling. 

10. A process according to claim 6, wherein radiation 
from a flame in Said burner is viewed and optically trans 
ported using optical fibers. 

11. A proceSS for controlling a fuel burner comprising the 
Steps of 

monitoring burner flame radiation emission; 
determining integrated intensity values for the flame 

radiation emission; 
Selecting specific integrated intensity values that vary 

with burner Stoichiometry changes, and 
adjusting the Stoichiometry of the burner mixture based 

on the integrated intensity value. 
12. A process according to claim 11, wherein Said Step of 

monitoring comprises monitoring Said emission through a 
fiber optic attached to a spectrometer. 

13. A process according to claim 11, wherein Said Step of 
adjusting comprises changing the flow rate of a component 
of Said fuel mixture Selected from the group consisting of 
burner fuel, oxidizer, and both burner fuel and oxidizer. 


