A magnetic disc drive has a magnetoresistive element (26) for reading user data from concentric tracks of a rotatable magnetic recording disc (32). The magnetoresistive element has a resistance based on a magnetic field derived from user data and based on temperature of the magnetoresistive element. Heat generated by the bias current through the head is in part dissipated through the disc, the amount of heat dissipated being representative of disc/head spacing. The surface of the recording disc has contour elements (50, 52, 54) arranged in a pattern representing servo data, the contour elements having a height such that the spacing between the magnetoresistive element and the contour elements is different from the spacing between the magnetoresistive element and a nominal surface of the recording disc. As a result, a modulated signal (66) from the head contains a component representative of user data and a component representative of servo data.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AL</td>
<td>Albania</td>
<td>ES</td>
<td>Spain</td>
<td>LS</td>
<td>Lesotho</td>
</tr>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
<td>LT</td>
<td>Lithuania</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GB</td>
<td>United Kingdom</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GE</td>
<td>Georgia</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
<td>GH</td>
<td>Ghana</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GN</td>
<td>Guinea</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GR</td>
<td>Greece</td>
<td>MK</td>
<td>The former Yugoslav Republic of Macedonia</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>HU</td>
<td>Hungary</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IE</td>
<td>Ireland</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IL</td>
<td>Israel</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IS</td>
<td>Iceland</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IT</td>
<td>Italy</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>JP</td>
<td>Japan</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KE</td>
<td>Kenya</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LC</td>
<td>Saint Lucia</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LR</td>
<td>Liberia</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td></td>
<td></td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td></td>
<td></td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>SK</td>
<td>Slovakia</td>
<td>SN</td>
<td>Senegal</td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>SZ</td>
<td>Swaziland</td>
<td>TD</td>
<td>Chad</td>
<td>TR</td>
<td>Turkey</td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
<td>TJ</td>
<td>Tajikistan</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>TM</td>
<td>Turkmenistan</td>
<td>UA</td>
<td>Ukraine</td>
<td>UA</td>
<td>United States of America</td>
</tr>
<tr>
<td>TR</td>
<td>Turkey</td>
<td>UB</td>
<td>Uganda</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td>UK</td>
<td>United Kingdom</td>
<td>VN</td>
<td>Viet Nam</td>
</tr>
<tr>
<td>YU</td>
<td>Yugoslavia</td>
<td>ZW</td>
<td>Zimbabwe</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

SI - Slovenia
SK - Slovakia
SN - Senegal
SZ - Swaziland
TD - Chad
TG - Togo
TJ - Tajikistan
TM - Turkmenistan
TR - Turkey
TT - Trinidad and Tobago
UA - Ukraine
UG - Uganda
US - United States of America
UZ - Uzbekistan
VN - Viet Nam
YU - Yugoslavia
ZW - Zimbabwe
DISC DRIVE SERVO SYSTEM EMPLOYING THERMAL SIGNALS

BACKGROUND OF THE INVENTION

This invention relates to servo systems for disc drives, and particularly to servo systems employing thermal signals.

Magnetoresistive (MR) heads operate on the principle that the resistance of a magnetoresistive element is at least in part based on the strength of the magnetic field from the data medium adjacent the head. A bias current through the MR element creates a voltage across the head, the magnitude of the voltage being based on the magnitude of the bias current and the resistance of the MR element. The varying voltage signal is representative of the data on the disc.

The resistance of the MR element is also dependent on a number of other factors, including temperature. Thus, the bias current also generates about 10 to 100 mW power in the form of heat within the element. The heat thermally dissipates into the head as well as across the interface into the recording disc. The amount of heat dissipated across the interface into the disc is a function of disc spacing between the disc and MR element. At small head/disc spacings (low flying heights), more heat is dissipated to the disc than when the spacing is large (high flying heights). Hence, the resistance of the MR element is a function of magnetic field strength, as well as thermal dissipation due to a function of disc/head spacing.

Typically, data are recorded on concentric tracks of magnetic discs, and the MR head is positioned over the selected track by an actuator. Servo data are used to control the actuator to accurately position the head over the selected track, and to maintain the head on the track. Usually, servo data are recorded either in the form of servo bursts in "spokes" on the same disc containing the user data (embedded servo systems) or on a separate disc maintained for the purpose of servo control (dedicated servo system). In both the dedicated and embedded servo systems, areas of the disc surface are dedicated to the recording of servo data, either on the same disc as user data or on the separate servo disc. The area dedicated to servo data may encompass a significant portion of the total area of the discs available for data of all classes. More particularly, in a dedicated servo system employing six discs (twelve disc surfaces) with one of the surfaces dedicated to the
servo data, more than 8% of the total area of all disc surfaces is dedicated to servo data. In an embedded servo system, servo data may comprise 8 to 15% of the length of a track, and as much as 12% of the entire area of a disc. Because the servo data represents such a significant area of the disc, it is desirable to reduce that area without adversely affecting the operation of the disc drive.

Servo data are ordinarily recorded at significant lower frequencies than user data. For example, while user data may be in the MegaHertz range (e.g., 20 MHz and higher), servo data is ordinarily in the KiloHertz range (typically below about 20 KHz). While it would seemingly be possible to modulate the low frequency servo data with the high frequency user data on the magnetic disc, in fact it has not been practical. More particularly, data (both servo and user data) are recorded as transitions between magnetic states, the states generating magnetic fields of a single strength. The writing of magnetic states associated with the user data would overwrite the previously written magnetic states associated with the servo data, thereby rendering impossible recovery of servo data. Even if it were possible to preserve the transitions associated with the servo data, they would be indistinguishable from user data transitions, resulting in imprecise detection of the locations of transitions between magnetic states on the recording disc, thus leading to errors in user data recovery.

SUMMARY OF THE INVENTION

The present invention is directed to a servo system for a disc drive in which the servo data are recorded as contour elements arranged in a pattern along at least one of the concentric tracks and having a height from the surface of the disc so that the spacing between the magnetoresistive element and the contour elements is different from a nominal spacing of the magnetoresistive element and the surface of the recording disc. Variations in head/disc spacing caused by the undulating contour of the disc surface affects the thermal dissipation characteristics of the MR read head, thereby altering the resistance of the MR element in accordance with the pattern of the contour elements representing servo data. Simultaneously, the resistance of the MR element is altered due to changing magnetic field strength from user data recorded on the moving disc. These two changing conditions of the
resistance of the MR element generate a modulated voltage signal across the MR element, one component representing user data and the other component representing servo data.

In particular, a servo system for a magnetic disc drive has a magnetoresistive element for confronting a surface of a rotatable magnetic recording disc. The recording disc has concentric tracks on which user data may be recorded in the form of transitions between magnetic states. The surface of the recording disc has contour elements arranged in a pattern along at least one of the concentric tracks, the contour elements having a height from the surface of the disc so that the spacing between the magnetoresistive element and the contour elements is different from a nominal spacing of the magnetoresistive element and the surface of the recording disc. The pattern of the contour elements is arranged to represent servo data at a servo frequency along the track. The resistance of the magnetoresistive element has a first component based on the magnetic state confronting the magnetoresistive element and a second component based on the temperature of the magnetoresistive element. A bias current through the magnetoresistive element provides a signal based on the resistance of the magnetoresistive element. A demodulator responds to the signal from the magnetoresistive element to provide a user data signal and a separate servo signal.

In alternative embodiments of the invention, the contour elements are bumps or pits extending above or into the nominal disc surface. In one preferred embodiment, the contour elements are formed as dipoles along the track length, each dipole having a bump and a pit. In other embodiments, the contour elements are centered along the track center, or are positioned between track.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram of a disc drive illustrating the physical relationship between the actuator arm, head and rotating disc.

FIG. 2 is a plan view illustrating one embodiment of a patterned configuration on a disc for servo control in accordance with the present invention.

FIG. 3 is section view taken at line 3-3 in FIG. 2.
FIGS. 4A and 4B are waveforms illustrating the servo signal achieved with the embodiment illustrated in FIGS. 2 and 3.

FIG. 5 is a plan view illustrating a second embodiment of a patterned configuration on a disc for servo control in accordance with the present invention.

FIG. 6 is section view taken at line 6-6 in FIG. 5.

FIGS. 7A and 7B are waveforms illustrating the servo signal achieved with the embodiment illustrated in FIGS. 5 and 6.

FIGS. 8 and 9 are section views illustrating additional embodiments of a patterned configuration on a disc for servo control in accordance with the present invention.

FIG. 10 is a plan view illustrating another embodiment of a patterned configuration on a disc for servo control in accordance with the present invention.

FIG. 11 is section view taken at line 11-11 in FIG. 10.

FIG. 12 is a plan view illustrating yet another embodiment of a patterned configuration on a disc for servo control in accordance with the present invention.

FIGS. 13A and 13B are waveforms illustrating the recovered modulated signal using the present invention.

FIG. 14 is a block circuit diagram illustrating a circuit for recovering servo data and user data from a disc using the servo techniques of the present invention.

FIGS. 15A, 15B and 15C are section views, as in FIGS. 3, 8 and 9, illustrating additional embodiments of a patterned configuration on a disc for servo control in accordance with the present invention.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

As described above, several factors, including magnetic field strength and temperature, affect the electrical resistance of a given MR element. More particularly, the resistance of the MR element tends to decrease with increasing temperature, and hence is inversely proportional to temperature. Moreover, for an MR element flying a small distance from the surface of a magnetic disc, heat generated by the bias current in the MR element will dissipate into the head structure and its support, as well as across the disc/head space to the disc. The amount of heat dissipated to the disc is inversely proportional to the fly height of the MR head.
Therefore, the resistance of the MR element due to temperature is directly proportional to the spacing of the MR element from the adjacent magnetic disc. More particularly, the resistance due to temperature can be expressed by the following equation:

\[ R_1 = \frac{R_2 \ l_1 \ (1 + \beta \ l_2)}{l_2 \ (1 + \beta \ l_1)} \]

where \( R_1 \) is the resistance due to temperature of the MR element spaced distance \( l_1 \) from the disc, \( R_2 \) is the resistance due to temperature of the MR element spaced distance \( l_2 \) from the disc, and \( \beta \) is a constant, and when the magnetic field on the MR element is zero or a constant. Based on experiments conducted on magnetoresistive heads, the resistance sensitivity due to head/disc spacing is typically between 200 and 1000 microvolts per microinch of spacing. This varies, of course, with the bias current and the physical configuration of the magnetoresistive head and its ability to diffuse heat internally and into the head structure. Moreover, the response time to changes in temperature within the magnetoresistive element is less than about \( 10^{-6} \) seconds, reflecting a frequency of greater than about 100 KHz. With servo frequencies of the order of about 5 - 20 KHz, the response time is adequate to support the servo frequency.

The present invention is directed to a servo system for a magnetic disc drive in which the concentric tracks on which user data are recorded includes regions of different thermal conductivity arranged in a pattern. First regions have a first thermal conductivity and the second regions having a second, different thermal conductivity. The pattern of the regions along the track represents servo data. The MR element is operated by a bias current which generates heat which in turn is dissipated in a known manner, based on flying characteristics of the head. As the head confronts the first and second regions, heat dissipation from the head changes in accordance with the pattern representing servo data. As a result, the signal recovered from the MR head includes a component at user data frequency representing user data and a component at servo data frequency representing servo data. Thereafter, a demodulator may separate user data from servo data.
The first and second regions are in the form of contour elements of different heights, wherein changes in the spacing between the magnetoresistive head and the contour elements causes changes in the thermal conductivity of the heat dissipation path through the disc. The contour elements may be in the form of dipoles represented by bumps and pits in a nominal surface of the disc, or may be in the form of bumps or pits alone in the nominal surface of the disc.

Fig. 1 illustrates a disc drive 20 having an actuator arm 22 arranged to be rotated about actuator arm axis 24 to move MR head 26 radially with respect to disc axis 28 across recording surface 30 of disc 32. The MR element is biased with a constant bias current in a manner well known in the art to produce a time-varying voltage across head 26 that varies in accordance with the resistance of the MR element. Data, recorded as transitions between magnetic states, is read by head 26 by rotating disc 32 at a design velocity so that the resistance of head 26 varies with changes in recorded magnetic states. A plurality of recording tracks 40, 42 are concentrically arranged on disc surface 30. That much of the disc drive illustrated in Figure 1 is conventional, except that in the present invention disc surface 30 includes a pattern of contour elements, various embodiments of which are shown in greater detail in Figs. 2, 3, 5, 6 and 8-12. The pattern of the contour elements provide servo signals and the contour elements are arranged at a servo frequency.

As will be more fully described below, head 26 recovers user data at a user data frequency and recovers servo data at the servo frequency and provides the data to processor 21 which in turn processes the user data to a central processing unit and uses the servo data to operate actuator motor 23 to maintain the position of the actuator arm and head 26 adjacent the selected track.

In accordance with the present invention, disc surface 30 includes a pattern of contour elements 50, the pattern being arranged so that the contour elements convey servo information at a prescribed servo frequency when the disc is rotated about disc axis 28 at a prescribed rotational velocity. Figs. 2 and 3 illustrate one form of the contour elements comprising a dipole having a bump 52 and a pit 54. As shown particularly in Fig. 3, each bump 52 rises above a nominal surface 56 of disc surface 30 (toward the head flying above the disc surface) and each pit 54 forms
a depression into nominal surface 56 (away from the head). In the embodiment illustrated in Figs. 2 and 3, each of these dipole contour elements 50 are centered along the center of each track 40, 42 on the disc so that head 26 flying adjacent the track containing the contour elements first crosses a pit 54 and then a bump 52.

Figs. 4A and 4B are waveforms illustrating the time-varying electrical resistance of the MR element of head 26 due to temperature as the head crosses contour elements 50. More particularly, the bias current through the MR element of head 26 generates heat which is in part dissipated along the path that includes the space between head 26 and the surface of disc 32 confronting the head. Since the bias current is constant, the quantity of heat generated by the MR head is also constant. The electrical resistance of the MR head is dependent, in part, on the temperature of the head, which in turn is proportional to the distance between the head and the disc. The electrical resistance of the MR head is inversely proportional to the temperature of the head, and thus inversely proportional to the distance between the head and the disc. The voltage across the head is directly proportional to the electrical resistance of the head. Hence, if head 26 is directly over track center, namely directly over center line of track 40, a relatively strong sinusoidal voltage signal 58 will be produced as a result of the change in distance between the head and the contour element comprising the pit 54 and the peak 52. Thus, the resistance within the MR element will significantly increase when confronting pit 54 and will significantly decrease when confronting bump 52. Conversely, if the head is off the center line 40 of the track, the resistance of the MR element will change less severely, producing the smaller signal 60 illustrated in Fig. 4B.

Fig. 5 illustrates a configuration of contour elements comprising individual bumps 52 and individual pits 54. In Fig. 5, the bumps 52 and pits 54 along each side of tracks 40, 42, with a concentric row of bumps 52 on one side of track center and a concentric row of pits 54 on the other side of track center. Hence, the bumps and pits are radially positioned such that a bump is radially between two pits and a pit is radially between two bumps, and so on. Moreover, the pits and bumps are positioned along the track length such that each pit or bump is offset from track center and the track centerline passes between radially aligned contiguous elements
52 and 54. Hence, each bump 52 and pit 54 has a size approximately equal to the track center line spacing between tracks and is positioned between successive radial tracks. As shown particularly in Fig. 6, the track centerlines 40, 42 are at the midpoint between the apex of a bump 52 and a pit 54.

If a magnetic head is positioned directly over the centerline of a track, heat dissipation between the MR element and the disc will vary across the width of the MR element (width of the track) based on whether a given edge confronts a bump or a pit. However, the average heat dissipation between the head and the disc will remain constant at all locations along the track. As a result, signals resulting from heat retained in the head will be constant, as shown by waveform 62 in Fig. 7A. On the other hand, if the head is off track center, heat will dissipate unequally at the bumps and pits, resulting in a series of signals, resembling half sinusoidal signals 64, as shown in Fig. 7B. More particularly, if the head is offset toward the row of pits 54 along one side of track center, a series of positive signals will result, as shown in Fig. 7B, the magnitude of which is representative of the amount of offset of the head from track center. On the other hand, if the head is offset toward the row of bumps 52 along the other side of track center, a series of negative signals will result whose magnitude represents the amount of offset of the head from track center.

Figs. 8 and 9 illustrate yet different configurations of a contour element in which the bumps 52 and pits 54 are cylindrical cavities into or posts rising from the nominal surface 56 of the disc.

Figs. 10 and 11 illustrate yet a different shape for the contour elements wherein the contour elements are elongated along the track length at the servo frequency so that each transition between a peak 52 and a pit 54 is at the servo frequency. In this case, the pits 54 are conveniently formed by laser machining or other suitable etching technique, leaving the bumps 52 at the nominal surface 56 of the disc.

Although the servo contour elements have thus far been described as being arranged on or directly off track center, it is understood that the servo contour elements may also straddle the disc center. Thus, as illustrated in Fig. 12, the dipole elements, such as shown in greater detail in Fig. 2 and 3, are radially offset one-half
track so that the track center line 40 intersects all of the dipole contour elements equally, midway between the center and an edge of each bump 52 or pit 54. It would be appreciated that a head that is directly on track center will read each of the dipole elements equally producing a balanced signal, similar to that illustrated in Fig. 4A, whereas a head that is off track center will read one set of contours (one dipole) more strongly than another (the next dipole), resulting in a series of signals, as in Fig. 4A, in which the signal strength is alternately high for a first dipole and low for the next.

Although the servo contour elements have thus far been described as a series of evenly spaced bumps and/or pits arranged at the servo frequency, it will be appreciated that the bumps and/or pits may be arranged to convey yet additional information, such as sector, track (cylinder), and disc (head) identification. Further, the bumps and pits may be selectively arranged to convey the information. As already described, the contour elements are arranged to provide track position error information for track centering purposes. In any case, the contour elements are arranged so that when the disc is rotated at its predetermined or design rotational velocity, the information contained in the contour elements is recovered at the design servo frequency, different from user data frequency.

The magnetic head reading the disc having contour elements as herein described produces a signal represented in Figs. 4 or 7, comprising low frequency servo data frequency modulated with the high frequency user data, as shown in Fig. 13A and 13B (which illustrate user data signal 66 modulated with the on-track servo signals of Figs. 4A and 7A, respectively). As illustrated in Fig. 14, the signal thus produced from the head is amplified by pre-amplifier 70 and separated by demodulator 72. The user data is recovered at significantly higher frequencies (20 - 100 MHz) than servo data (5 - 20 KHz). Demodulator 72 demodulates the signal from preamplifier 70 to separate the low frequency servo data to output 74 from the higher frequency user data to output 76 for processing in a manner well-known in the art.

Although the contour elements cause changes in the spacing between the recording surface of the magnetic disc and the read head, resulting in changes of the
distance between the recorded magnetic information on the disc and the read head confronting the disc, the peak-to-peak value of the data signals only slightly varies as a result of the changes of spacing. Hence, amplitude modulation of the magnetic signal is negligible. The signals produced as a result of changes in disc/head spacing of the contour elements appear more as shown in Figure 13A with the peak-to-peak values of signal 66 remaining reasonably constant, with the DC center value varying in accordance with servo information as shown at signal 58. Hence, equalization of the data signal for changes in disc/head spacing is unnecessary.

The bumps and pits forming the contour elements are formed of the high thermal conductivity magnetic material forming the disc. Heat reaching the disc is dissipated through the high thermally conductive material. However, the different spacings of the contour elements from the magnetoresistive element also provide thermal dissipation paths of different thermal conductivity, due to the different air gap between the different contour elements on the disc and the magnetoresistive element. The thermal dissipation path formed between the disc and the head is in parallel with the thermal dissipation path from the head to the head support and the air surrounding the head. Hence, the amount of heat dissipated from the head depends, in part, on the thermal conductivity of the dissipation path through the disc, which in turn depends on the contour elements on the disc. However, the bumps and pits forming the contour elements also provide a rough surface over which the air-bearing surfaces of the head and slider to which the head is mounted must fly. In some cases the disc surface should be smooth, to more precisely control the flying characteristics of the head and slider. FIGS. 15A, 15B and 15C illustrate contour elements 52 and 54, as in FIGS. 3, 8 and 9 having a layer 80 of low thermally conductive (high thermal insulation) material over at least the pits 54 and preferably also over the nominal surface 56 of the disc. Surface 82 of layer 80, together with the tops of bumps 52 (if not encapsulated in layer 80) or the nominal surface (where only pits 54 are used), forms a smooth surface to the disc confronting the air-bearing surface of the confronting head and slider. In any case, layer 80 encompasses the contour elements, by filling the pits and/or embracing the bumps.
Although the present invention has been described with reference to preferred embodiments, workers skilled in the art will recognize that changes may be made in form and detail without departing from the spirit and scope of the invention.
CLAIMS

1. A servo system for a magnetic disc drive having a magnetoresistive element for confronting a surface of a rotatable magnetic recording disc, the recording disc having concentric tracks on which user data may be recorded at a user data frequency, the magnetoresistive element having a resistance based on a magnetic field derived from user data on the disc and based on temperature of the magnetoresistive element, and a bias current through the magnetoresistive element operates to provide a signal based on the resistance of the magnetoresistive element, the servo system being characterized by

the surface of the recording disc having first and second regions arranged in a pattern representing servo data along at least one of the concentric tracks, the first regions having a first thermal conductivity and the second regions having a second thermal conductivity different from the first thermal conductivity; and

a demodulator responsive to the signal based on resistance for providing a user data signal and a separate servo signal.

2. The servo system of claim 1, wherein the user data is recorded at a user frequency and the pattern of first and second regions along a track has a servo frequency, the servo frequency being different from the user data frequency.

3. The servo system of claim 1, wherein the first and second regions comprise contour elements having a height such that the distance between the magnetoresistive element and the contour elements is different from the distance between the magnetoresistive element and a nominal surface of the recording disc.

4. The servo system of claim 3, wherein the contour elements are bumps extending above the nominal disc surface.

5. The servo system of claim 3, wherein the contour elements are pits extending into the nominal disc surface.

6. The servo system of claim 3, wherein the contour elements are formed as dipoles along the length of the at least one track, each dipole having a bump extending above the nominal disc surface and a pit extending into the nominal disc surface.
7. The servo system of claim 3, including a material forming a planar surface on the disc and encompassing the contour elements, the material forming the planar surface having a thermal conductivity different from the magnetic material forming the disc.

8. The servo system of claim 1, wherein the first and second regions are positioned along the track.

9. A magnetic disc drive having a rotatable disc for recording magnetic orientations along concentric tracks, and a magnetoresistive element for reading magnetic orientations in a respective track confronting the magnetoresistive element as the disc is rotated and a predetermined bias current is applied to the magnetoresistive element, the magnetic orientations representing user data, the user data having a predetermined user data frequency when the disc is rotated at a predetermined rotational velocity, the improvement comprising

first and second regions on a surface of the disc confronting the magnetoresistive element, the first regions having a first thermal conductivity and the second regions having a second thermal conductivity different from the first thermal conductivity, the first and second regions being arranged in a pattern along at least one of the concentric tracks, the pattern representing servo data having a predetermined servo frequency different from the user data frequency when the disc is rotated at the predetermined rotational velocity.

10. A recording disc for use in a magnetic disc drive for recording magnetic orientations as user data along concentric tracks on the disc, the disc drive having a magnetoresistive element for reading the magnetic orientations in a respective track confronting the magnetoresistive element as the disc is rotated and a predetermined bias current is applied to the magnetoresistive element, the disc having first and second regions arranged in a pattern along at least one of the concentric tracks, the first regions having a first thermal conductivity and the second regions having a second thermal conductivity different from the first thermal conductivity, the pattern representing servo data having a predetermined servo frequency when the disc is rotated at a predetermined rotational velocity.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC(6) : G11B 5/596
US CL. : 360/77.03
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
U.S. : 360/77.03, 75, 77.02, 113; 324/207.21, 252; 338/32R; 374/175, 185

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
APS, JPOABS, EPOABS

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5,527,110 A (ABRAHAM ET AL.) 18 June 1996 (18-06-96), Figure 1 and col. 6, lines 13-30.</td>
<td>1-10</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C.  ☐ See patent family annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *B* earlier document published on or after the international filing date
  *L* document which may throw doubt on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

*T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

*X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

*Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

*Z* document member of the same patent family

Date of the actual completion of the international search: 20 JANUARY 1998
Date of mailing of the international search report: 06 MAR 1998

Name and mailing address of the ISA/US
Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer
JAMES L HABERMEHL
Telephone No. (703) 305-3498

Form PCT/ISA/210 (second sheet)(July 1992)