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Application September 28, 1945, Serial No. 619,138 
(C. 105-315) ?? 17 Claims. 

The invention relates to railway 8S and Oe 
particularly to the interior arrangements of 
sleeping cars. The invention is especially concerned with the 
type of sleeping cars in which the interior space is 
divided into separate rooms adapted to accom 
modate several passengers each, and containing 
numerous accessories for the comfort and con 
venience of the passengers, the rooms being read 
fly convertible from sitting to bed rooms or vice 
WeS8. 

It is among the objects of the invention to ar 
range such rooms so as to provide a more com 
fortable and convenient arrangement than has 
heretofore been provided in similar types of ac 
commodations and to do so by utilizing the limited 
space available in the most advantageous man 
er. 
It is a further object to have all the parts not 

normally in use enclosed and/or stored in out-of 
the-way locations to render the rooms more 
spacious and cheerful, and to further so arrange 
the room accessories, that two or more of the 
rOOms may be readily converted into One large 
room for daytime travel, and rendered intercom 
municating also, when desired, for nighttime 
travel. 

It is a further object of the invention to pro 
vide a type of room arrangement which is flexi 
ble, furnishing a variety of accommodations on 
the same car, thus increasing the salability of the 
revenue space in a car so equipped over previous 
cars providing similar types of accommodations 
and thereby furnishing the railroads with a bet 
ter opportunity to operate such cars at a profit in 
a highly competitive field. - 
These objects are attained in large part by pro 

viding a pair of adjacent double bedrooms or a se 
ries of such pairs of rooms in a car, each pair of 
rooms being arranged so as to have the beds in 
one of the rooms, when in use position, extending 
longitudinally of the car at different levels and in 
the other room, transversely of the car also at 
different levels, and by having a complete en 
closed separate toilet Compartment for each room 
housing a toilet wash basin and showers, and a,c- 
cessories, the rooms being also each provided with 
seats for two or more persons and with made-up 
beds which are readily movable from storage to 
use positions or vice versa, so that the rooms can be 

O 

2 
by constituting a major part of the separating 
partition a series of hinged folding panels, which 
when folded convert the two rooms into one large 
room, forming in effect, an improved drawing 
room. The folding panels are preferably closed 
when the rooms are made up as bedrooms, but one 
of said panels is provided with a doorway to ren 
der the rooms intercommunicating even when the 
panels are closed. 
These and other and further objects and ad 

vantages and the manner in which they are at 
tained will become apparent from the following . 
detailed description when read in connection 
with the drawing forming a part of this speci 
fication. 
In the drawing, all views of which are more or 

less diagrammatic, V- 
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readily converted from spacious sitting rooms to 
bedrooms or vice versa. The pairs of rooms are 
further rendered readily intercommunicating 
either when made up as bedrooms or as sitting 
rooms, such conversion being readily achieved 

Fig is a sectional plan view of an end por 
tion of a railway car equipped according to the 
invention, the view showing two pairs of rooms, 
one pair at the right being shown made up as a 
large sitting room and the other pair at the left 
being made up as bedrooms; 

Fig. 2 is a longitudinal sectional elevation view 
of the rooms as arranged in Fig. 1, the section 
being taken substantially along line 2-2 of Fig. 
1, and looking toward the side wall of the car; 

Fig. 3 is a view similar to Fig. 2 but looking 
in the opposite direction, the section being taken 
substantially along the line 3-3 of Fig. 1; 

Fig. 4 is a transverse sectional elevation through 
one room of the pair shown at the right of Fig. 
1, the section being taken substantially along the 
line 4-A of Fig. 1, the upper berth or bed being 
indicated in dot-and-dash lines in the use position 
and in an intermediate position and in full lines 
in the storage position; 

Fig. 5 is a view similar to Fig. 4 taken sub 
stantially along the line 5-5 of Fig. 1, and look 
ing in the opposite direction, the upper berth or 
bed being shown in dot-and-dash lines in a sec 
ond intermediate position; 

Fig. 6 is a transverse sectional elevation through 
the other of the pair of rooms shown at the right 
of Fig. 1, the section being taken substantially 
along the line 6-6 of Fig. 1; 

Fig. 7 is a view similar to Fig. 6 taken sub 
stantially along the line 7-7, and looking in the 
opposite direction; 

Fig. 8 is a sectional plan view, the section being 
taken through the top portion of the car, sub 
stantially along the line 8-8 of Fig. 5; and 

Fig. 9 is a view similar to Fig. 1 showing a 
modification which permits the pairs of rooms 
to be rendered intercommunicating. 
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According to the form shown in Figs. 1 to 8 in 
inclusive, the invention is shown associated with 
a railway car having side walls O and it, an end 
wall 2 provided with a central doorway 3 con 
municating with a side aisle f4 whose inner wall 
5 forms the inner longitudinal wall of the 

rooms A, B, C and D extending between the aisle 
wall and the car side wall O. The rooms are 
preferably arrangcd in pairs A, B and C, D de 
signed to be made intercommunicating. the pairs 
of rooms being symmetrically arranged on Oppo 
site sides of the transverse wall f8 separating 
rooms B and C. 

Each pair of intercommunicating rooms has its 
floor 6 arranged at aisle floor level and is 
bounded by the longitudinally extending aisle 
wall 5 and the similarly extending car side wall 
O and transverse end walls and 8 and an 

intermediate transverse wall or partition 9 
separating the rooms of a pair, said end walls 
and partition interconnecting the car side and 
aisle walls. 
Each room is provided with a separate en 

closed toilet compartment, designated 20, for the 
rooms A and D and 2 for the rooms B and C. 
These toilet compartments each may contain a 
folding hopper 22 shown diagrammatically in 
open condition in room B of Fig. 1 and in full 
lines in closed condition in the remaining rooms, 
a folding wash basin 23 shown in dot-and-dash 
lines in open position in room D of Fig. 1 and in 
closed position in the remaining rooms, cabinet 
24, mirror 25, shower nozzle 26 and curtain 27 
supported by rod 28 Figs, 1 and 3. The toilet 
compartments and the accessories therein are 
thus completely separated from the rooms proper, 
but are readily accessible, in the case of Con 
partment 20, through doorway and door 29, and 
in the case of compartment 2 f, through doorway 
and door 30. 
A doorway and door 3 connects each of the 

rooms A and D with the aisle 4 and a doorway 
and door 32 similarly connects each of the rooms 
B and C with the aisle. The door 3 may be a 
double hinged panel door, as shown, and the door 
32 a single hinged panel. Sliding doors could 
obviously be used, if desired. The doors 3 and 
32 are slightly offset from the general plane of 
the aisle wall 5 and merge through rounded cor 
ners therewith. This provides a wider aisle in 
the doorway regions to facilitate passing in the 
aisle. 
The toilet compartment 20 forms in effect a 

longitudinally widened portion of the transverse 
partition 9 and extends between the doorways 
3 and 32 of the adjacent pair of rooms, as A 
and B, at their aisle side. 
The toilet compartment 2 projects into the 

room, as B, from the transverse wall 8, its outer 
longitudinal wall 33 flanking a seat 34 between 
it and the car side wall 0 and its inner longi 
tudinal wall 35 being spaced from the adjacent 
aisle wall 5 a distance sufficient to provide a 
wardrobe 36 between the doorway 32 and the wall 
8, this wardrobe being accessible through a 
doorway and door 37. A similar though some 
what larger wardrobe 38 is located in the corner 
between the aisle wall 5 and transverse wall ?t 
and flanking the doorway 3. This wardrobe 
is accessible through a doorway and door 39 from 
the adjacent room. 
The seating and sleeping accommodations for 

the room A are generally similar to the usual 
Such arrangements in railway car bedrooms, the 
seat comprising a wide sofa, 40 extending along 
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4 
the wall 7 between the car side wall fo and the 
wardrobe 38. The sofa may comprise a seat por 
tion 4 and a back portion 42, the latter being 
provided with suitable folding arm rests 43. The 
length of the sofa is such that it will very com 
fortably seat three adult persons. 
The back of the sofa houses a made-up bed 

44 and is foldable about a suitable connection of 
the ends thereof with the adjacent room walls, 
such as the pin and slot connection 45 shown, 
from its inclined position against the wall to a 
horizontal position extending over the seat por 
tion 4, as shown at the left of Fig. 1 and at the 
right of Fig. 2, where it serves as a bed. It is sup 
ported in this position adjacent one edge by the 
connection above described and by suitable stops, 
not shown, arranged on the adjacent wall adja 
cent its edge opposite the hinged edge. 
The upper made-up berth or bed 46 is suit 

ably hingedly mounted at its ends as indicated 
at 4 adjacent the transverse wall 7 and in the 
stored position is folded up against the wall, as 
shown at the left of Fig. 2 and at the right of Fig. 
3, and suitably locked in place in a manner well 
known in the art. To move it to use position 
projecting horizontally in vertically spaced rela 
tion over the lower bed 44, it is released through 
a usual handle and locking means and swung 
about its pivotal connection, to the position 
shown in Figs. 2 and 3 in the rooms made up as 
sleeping rooms. Suitable means, not shown, lock 
it in this position. 
In the other room of a pair, such as B, the 

Seating accommodations comprise a longitudi 
nally facing chair 34 of a width corresponding 
to a comfortable bed width disposed between the 
car side Wall 0 and the adjacent longitudinal 
outer wall 33 of the toilet compartment 2. This 
chair may also be provided with folding arm 
rests, as 48. An additional folding or collapsible 
chair 49 is movably disposed in this room. 
When the rooms are converted into sitting 

rooms as shown at the right in Figs. 1 and 3 and 
at the left in Fig. 2, they may be converted into 
One large room by making the portion of the 
transverse partition 9, extending between the car 
side Wall fo and the toilet compartment 20 and 
for full standing room height, of hinged panel 
Sections 50, 5 and 52 which can be folded in 
collapsed condition against the adjacent wall of 
the toilet compartment 2, as shown clearly in 
Fig. 1. In this condition, the movable chair 49 
may be arranged as shown, so that its occupant 
fac2S the side wall fo of the car and can also 
face the occupants of the oppositely facing seats 
40, and 34, by slight shifting of the body or turn 
ing of the head or both without moving the chair, 
or by shifting the chair. Thus a very pleasant 
combined sitting room superior to the usual state 
room is provided, in which all toilet accessories 
and articles of clothing are or can be disposed out 
of sight. 
When the room, as B, is to be converted into 

a bedroom, the seat portion 53 of the chair 34 may 
be drawn slightly forward, as shown in Fig. 2, 
after which the bed 54 to which the back 55 of 
the chair may be secured is swung about a pivotal 
connection, as 56, from a vertical storage position 
against the transverse wall 8 to the horizontal 
use position shown at the right of Fig. 2. In this 
position, its free end reaches to and extends 
across the hinged panel portion of the transverse 
wall 9 and is preferably supported therefrom by 
a stop bracket 57 on the wall. Obviously, it could 
be Supported by other suitable means. 
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The collapsible chair 49 may be collapsed as 
shown in Fig.2 and stored under the bed 54 when 
the latter is in its use position. 
The folding portion of the partition 9 is closed 

when the rooms are made up as, bedrooms, but 
the panel section 50 thereof áéíáé 
Compartment 20 is made of sufficient width and 
height so that it may include a doorway and door 

therein which is arranged alongside the bed 
4 and therefore accessible to provide intercom 
munication between the rooms as A and B also 
when the rooms are made up as bedrooms. Thus, 
the arrangement is such that intercommunica 
tion can be had between these rooms at all times, 
if desired. ,' 
The room, as B, is provided with a second made 

up bed or berth 59. In order that the bed 59 
may be stored out of the way when the room is 
made up as a sitting room and also to permit 
movement of the lower bed 54 from its storage to 
its use position or vice versa, this bed is normally 
stored in horizontal position adjacent the cell 
ing 60 of the room as shown in full lines in Figs. 
4 and 5 and at the right of Fig. 3. 
As shown in Figs. 2, 3 and 4, the ceilings or tops 
of the toilet compartments 20 and 2 are dis 

posed some distance below the ceiling 60 of the 
room and a false ceiling 62 at the level of the com 
partment ceilings 6 is extended between them, 
thus leaving a space in which the bed may be 
stored adjacent the aisle side of the room in the 
vertical projection of portions of the compart 
ment 20 and 2 and wardrobe 36, see Fig. 8. 
Any suitable means may be provided for moving 

the bed from its stored position to its use position 
shown at the right in Fig. 2 and in the lower dot 
and-dash position of Fig. 4. 
One such means may comprise a pair of roller 

pins 63, 64 provided adjacent the opposite edges 
and at each end of the bed, these pins being 
guided respectively in grooves 65 and 66 provided 
therefor in the adjacent transverse walls 8 and 
9 of the room. By grasping the handles provided 

at the outer margin, see Fig. 3, the bed is moved 
outwardly from the stored position shown in full 
lines in Figs, 3, 4 and 5, guided by these grooves, 
toward the side of the car, gradually moving from 
the horizontal stored position through the slightly 
inclined positions shown in dot-and-dash lines 
in Fig. 5 to the Steeply inclined position shown 
in dot-and-dash lines in Fig. 4. At this point the 
roller pins 63 strike the closed bottoms of the 
grooves 65 and the pins 64 leave the grooves 66 to 
allow the bed to be swung about the pins 63 to 
the horizontal use position shown by dot-and 
dash lines in Fig. 4 where the bed is locked in by 
suitable means not shown. To move the bed from 
the use position to the storage position, the re 
verse of the above operation takes place. 
To counterbalance the bed 59 in its movements, 

any suitable means may be provided. In the 
drawings is shown one form which such means 
may take but this is intended merely as illustra 
tive of one of a number of forms such means 
night take. 
In the space between the aisle ceiling 67 and 

the roof 68 of the car, see Figs. 4, 5 and 8, are ar 
ranged a pair of counterbalance springs 69, 69 
each being connected through a system of fixed 
and movable pulleys and a cable passing over 
them to the respective roller pins 64 adjacent the 
inboard margin and at the opposite ends of the 
bed respectively. Each cable, as 70, passes from 
its pin 66 upwardly and outwardly over a fixed 
pulley í, thence across the car to a fixed pulley 

ent the toilet. 
5 

10 

72 disposed in the space over the aisle cefling, 
thence longitudinally to a movable pulley 7 con 
nected through its mounting to One end of a 
spring 69, the other end of the spring being se 
cured to a fixed transverse support element 4. 
From the movable pulley 73 the cable passes over 
a pulley 75 mounted through a link on a fixed 
transverse support longitudinally spaced from the 
fixed support 74 to which the associated spring 
is connected, and then the cable extends back 
to a connection to the mounting for the movable 
pulley 73. With this arrangement, and suitable 

5 

5 

ing room accommodations. 

50 

55 

60 

coil springs, the resistance to movement of the 
bed from the horizontal position is at first slight 
but increases with the outward and downward 
movement of the bed and so acts as an effective 
counterbalance in all positions of the bed. 

. It will be understood that suitable Counter 
balancing means may also be employed with the 
bed 54 but these have been omitted for the sake 
of simplicity of showing. 

Luggage racks not shown may be provided 
above the aisle doorways and wardrobes in the 
space clearly shown in the sections of Figs. 4 and 
6 and also at the right of Fig. 3. 
With the arrangement disclosed herein large 

window openings 76 Figs. 1 and 2, are made poS 
sible for both the rooms of a pair A, B and C, D, 
these openings extending from adjacent the seat 
backs 42 and 55 of the respective seats 40 and 34 
of the respective rooms A and B almost to the 
transversepartition 9 betweenthem. ?) 

Thus, light cheerful rooms, with beds stored out, 
of sight and all toilet accessories enclosed with 
in the separate toilet compartments are provided; 
making it more comfortable and desirable for 
two persons traveling together to occupy a single 
room, or if three or four persons are traveling 
together, the pair of rooms may be readily con 
verted into a large single room having advan 
tages and conveniences exceeding the usual draw 

The arrangement 
thus provides a variety of accommodations de 
signed to fit most nearly the requirements of the 
class of the traveling public which has therefore 
patronized sleeping car bedrooms. 

In the modification shown in Fig. 9, the ar 
rangement is generally similar to the arrangement 
already described, the main difference consisting 
in the rearrangement of the toilet compartments 
so as to leave a space between the toilet compart 
ments of the adjacent rooms B, C of the pairs 
of rooms A, B and C, D and the seats and beds 
disposed adjacent the side wall to so that inter 
communication can be established between said 
pair of rooms B, C, as well as between the rooms 
of a pair A, B and C, D. 

Similar parts in this view, are designated by 
the same reference numerals as in the form 
shown in Figs. 1 to 8, and certain parts shown in 
Figs. 1 to 8 have been omitted for simplicity's 
Sake, 
The pairs of rooms are designated A, B and 

C, D, and the arrangement in rooms A and D 
65 

70 

75 

is substantially the same as in the previously de 
scribed form. A sliding door 3’ is substituted 
for the hinged door 3 for closing the doorway 
to the aisle and a double panel hinged door 29' 
is shown for closing the toilet compartment 20 
in place of the single panel hinged door 29 of 
Fig. 1. 
The toilet compartments 20' and 2' for the 

separate rooms A and B are arranged back to 
back along the aisle wall 5 and separated by a 
transverse partition 7. The toilet compartments 
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together extend from aisle doorway 3' for roo 
A to aisle doorway 32 for room B. A doorway 
and door 30' in the inner wall of compartment 
2 ti ” provides communication between room B and 
said toilet compartment. 
Awardrobe 36 for room B is provided by taking 

a part of the space from both compartments 20 
and 2' at the corner between their inner walls 
and the transverse separating wall 77 and utiliz 
ing it for this purpose. A door and doorway 37' 
provides access to this wardrobe from the room B. 
According to this modification the transverse 

wal 8 separating the pairs of rooms B, C di 
vides invardly of the inner margin of the adja 
cent chair 34 and bed 54 into two branches des 
ignated 78 and 79 leading to the opposite sides 
of the aisle door 32". Each branch is formed by 
a transversely extending end wall 80 of the ad 
jacent toilet compartment 2f" and an inclined 
portion 8 providing a door opening and door 
therein. With this arrangement each room B 
and C can be entered through doorway 32' and 
the respective door 8 or the rooms can be shut 
off from the aisle by closing door 32 and ren 
dered intercommunicating by Opening both doors 
8 . Not only is it possible to render the pairs of 
rooms A, B and C, D intercommunicating in the 
same manner as in the form of Figs. 1 to 8, but 
the pairs of rooms may be made intercommuni 
cating in the manner just described, so that two, 
three or four rooms may be made intercommuni 
cating, as desired, providing still greater flexibil 
ity of arrangements to meet the choice of the 
traveling public. ?? 
As far as the remaining appointments of this 

arrangement are concerned they may be entire 
ly similar to those already described in connec 
tion with the form of Figs. 1 to 8, inclusive, and 
need mot be further described in this connection. 
These parts are referred to in Fig. 9 by the same 
reference numerals as in Figs. to 8. 
While several specific embodiments of the in 

vention have been herein described in detail it 
will be lunderstood that changes and modifica 
tions may be made by those skilled in the art 
without departing from the main features of the 
invention, and such changes and modifications 
are intended to be covered by the appended 
claims. 
What is claimed is: 
1. In a railway sleeping car, a side aisle, a pair 

of adjoining rooms between said side aisle and 
the opposite car sidewall, said pair of rooms be 
ing defined by end transverse walls and a par 
tition Separating them, longitudinally facing 
seats disposed adjacent the end walls of the re 
Spective rooms, the seat in one room being of ma 
terially less width than the width of the room and 
the width of the seat in the other room ap 
proaching the full width of the room, a pair of 
made-up beds in said one room normally stored 
against the end wall and adjacent the ceiling, 
respectively, of said room and movable to extend 
lengthwise at lower and upper levels, respective 
ly, along said car side wall and for substantially 
the full length of the room when in their use po 
sition, and a pair of made-up beds in said other 
room normally Stored behind the seat back and 
vertically above the seat back, respectively, and 
both extending lengthwise of the transverse end 
wall of said room and movable to horizontal use 
positions at lower and upper levels, respectively, 
the intermediate partition having means for 
throwing the rooms into communication. 

2. In a railway sleeping car, a pair of adjoin 
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ing rooms extending transversely between a side 
aisle wall and a side wall of the car and defined 
by transverse end walls and an intermediate 
separating wall having means for rendering the 
rooms intercommunicating, a pair of movable 
made-up beds in each room arranged when in 
horizontal use position one in spaced relation 
above the other, the beds in one room, when 
in use position, extending lengthwise along the 
car side wall. for substantially the full length 
of the room and, when in storage position, in the 
case of the lower, being folded against the trans 
verse end wall of said room and, in the case of 
the upper, being located adjacent the ceiling, 
the beds in the other room extending lengthwise 
of the adjacent transverse end wall both in their 
storage and use positions and being folded 
against said wall when in storage position and 
extended horizontally in use position, and a 
separate toilet compartment for each room Con 
municating through a doorway with the as 
sociated room. 

3. In a railway sleeping car, a pair of adjoin 
ing rooms extending between a side aisle and a 
side wall of the car and defined longitudinally 
by end transverse walls and an intermediate wall 
normally separating the rooms, a longitudinally 
facing seat in one of the rooms disposed adjacent 
the car side wall with its back adjacent the end 
transverse wall of the room, a longitudinally 
facing seat approaching in width substantially 
the width of the room and disposed with its back 
adjacent the end transverse wall of the other 
room, a first bed of substantially the length of 
the room when in use position extending length 
wise of said one room and foldable into a storage 
position against the end transverse wall and be 
hind the seat of said one room, a second bed 
in said one room stored adjacent the ceiling and 
movable to horizontal use position at a level 
above the level of the use position of said first 
bed, a first bed in storage position folded behind 
the seat in said other room and extensible to 
horizontal use position at a low level, and an 
other bed folded in storage position against said 
end transverse Wall of Said other room and ex 
tensible into horizontal use position at a level 
above said first bed, the intermediate separating 
wall having means for throwing the rooms into 
communication both when made up as sitting 
rooms or as bedrooms. 

4. In a railway sleeping car, a room defined 
by a longitudinally extending aisle wall, a longi 
tudinally extending car side wall and spaced 
transverse walls interconnecting said aisle and 
car side walls, said walls being interconnected at 
top and bottom respectively by a ceiling and a 
floor, a full length foldable made-up bed extend 
ing, when in use position, lengthwise adjacent 
the floor along a longitudinally extending wall 
of the room and being foldable to a storage posi 
tion extending vertically along a transverse wall 
of the room, and another full-length movable 
made-up bed extending, when in horizontal use 
position, in vertically spaced relation over the 
use position of said first-named bed and movable 
bodily to a storage position adjacent the ceiling 
and Outside the path of movement of said first 
named bed. 

5. In a railway sleeping car having a side aisle, 
a room extending transversely between a side 
aisle wall and a car side wall and longitudinally 
between transverse walls interconnecting said 
aisle and car side walls, a seat disposed with its 
back against One of Said transverse walls and ex 
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tending from the car side wall for at least bed 
width toward the aisle wall, a separate toilet 
compartment disposed adjacent the aisle wall 
and having its ceiling terminating below the ceil 
ing of the main body of the room to provide 
a space therebetween, a full-length bed foldable 
lengthwise to extend horizontally adjacent the 
floor when in use position and adapted to be 
folded to a storage position extending length 
wise Vertically along said transverse wall behind 
said seat, and a second movable bed extending 
when in horizontal use position in yertically 
spaced and overlying relation to the use position 
of said first-mentioned bed and being movable 
to a storage position into the space between said 
room ceiling and the bilet compartment ceiling. 

6. In a railway sleeping car having a side aisle, 
a room defined by a longitudinally extending 
aisle wall, a longitudinally extending car side 
wall and spaced transverse walls interconnecting 
said aisle and car side walls, a lower level bed 
when in horizontal use position extending Jength 
wise along one of said longitudinally extending 
walls and being movable to storage position ex 
tending lengthwise vertically along one of said 
transverse walls with its upper end adjacent the 
room ceiling, and an upper level bed when in 
horizontal use position being disposed in vertical 
ly spaced relation above the use position, and in 
the path of movement, of said lower level bed, 
the upper level bed being movable to storage 
position upwardly and laterally out of the path 
of movement of said lower level bed. 

7. In a railway sleeping car having a sidë aisle, 
a room extending transversely between a side 
aisle wall and a car side wall and longitudinally 
between transverse walls interconnecting said 
aisle and car side walls, a lower level bed, when 
in horizontal use position extending lengthwise 
along the car side wall, an upper level bed, when 
in horizontal use position being disposed in 
vertically spaced and overlying relation above 
the use position of said first-named bed, Said 
upper level bed being movable in a generally 
vertical direction, first, to a position adjacent 
the ceiling, and then laterally to a storage posi 
tion adjacent the aisle side of the room. 

8. In a railway sleeping car having a side aisle, 
a room extending transversely between a side 
aisle wall and a car side wall and longitudi 
nally between transverse walls interconnect 
ing said aisle and car side walls, an upper level 
bed when in horizontal use position extending 
lengthwise along the car side wall, and supporting 
and guiding means between the ends of the bed 
and the transverse Walls of the room for guiding 
the bed, first, for swinging movement about its 
outboard margin, then for bodily upward and 
inward movement, and finally to substantially 
horizontal storage position in adjacency to th 
aisle side of the room. 

9. In a railway car, a side aisle having its ceil 
ing below the car roof to provide a space therebe 
tween, a room extending transversely between a 
side aisle wall and a car side Wall and longitudi 
inally between transverse walls interconnecting 
said aisle and car side walls, an upper level bed 
when in horizontal use position extending length 
wise along the car side wall, Supporting and guid 
ing means between the ends of the bed and the 
transverse Walls of the room for guiding the bed, 
first, for swinging movement about its outboard 
margin, then, for bodily upward and inward 
movement, and finally, to substantially horizon 
tal storage position in adjacency to the aisle side 
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of the room, and means for counterbalancing the 
bed disposed in the main in the space between 
the aisle-celling and the car roof. 

10. In a railway sleeping car, a pair of adja 
cent rooms arranged between a side aisle wall and 
a car side wall and defined longitudinally by 
spaced end transverse walls and an intermediate 
wall separating the rooms, doorways between the 
aisle and the respective rooms, a bed in one of 
said rooms extending lengthwise along the car 
side wall for substantially the full length of the 
room, a bed in the other room extending length 
wise along the adjacent end transverse wall, an 
enclosed toilet compartment having a doorway 
opening into said one room and disposed between 
the aisle doorway and the end transverse wall of 
said one room, and an enclosed toilet Compart 
ment adjacent the aisle and extending between 
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the aisle doorways of the respective rooms and 
having a doorway opening into said other room, 
said intermediate wall being provided with means 
for rendering the rooms intercommunicating. 

11. In a railway sleeping car, a pair of adja 
cent rooms arranged between a side aisle wall and 
a car side wall and defined longitudinally by 
spaced transverse end walls and an intermediate 
wall separating the rooms, doorways between the 
aisle and the respective rooms, a bed in One of 
said rooms extending lengthwise along the car 
side wall for substantially the full length of the 
room, a bed in the other room extending length 
wise along the adjacent transverse end wall, a 
pair of enclosed toilet compartments arranged 
along the aisle wall and together filling the space 
lengthwise between the aisle doorways of the 
rooms and each having a doorway opening into 
the respective rooms, said intermediate wall be 
ing provided with means for rendering the rooms 
intercommunicating. 

12. In a railway sleeping car, a pair of adjoin 
ing rooms arranged between a side aisle wall and 
a car side wall and defined longitudinally by 
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spaced transverse end walls and an intermediate 
wall separating the rooms, doorways between the 
aisle and the respective rooms, a bed in One of 
said rooms extending lengthwise, along the car 
side wall, a bed in the other room extending 
lengthwise along the adjacent transverse end 
wall, a pair of enclosed toilet compartments are 
ranged along the aisle wall, and together filling 
the space between the aisle doorways of the 
rooms, said intermediate wall being provided with 
means for rendering said rooms intercommuni 
cating, and at least one of said end transverse 
walls being provided with door means rendering 
the adjacent Jof said rooms alternatively inter 
communicating with the aisle or With a next ad 
joining room. 13. In a railway sleeping car, a pair of adjoin 
ing rooms arranged between a side aisle wall and 
a car side wall and defined longitudinally by 
spaced transverse end walls and an intermediate: 
wall separating the rooms, doorways in the aisle 
wall leading to the respective rooms, a bed in 
One of said rooms in use position extending 
lengthwise along the car side wall, a bed in the 
other of said rooms extending lengthwise along 
the adjacent transverse end Wall, an enclosed 
toilet compartment for each room arranged ad 
jacent the aisle Wall, said intermediate wall being 
provided with means for rendering said rooms 
intercommunicating, the end transverse wall ad 
jacent Said one room being of single panel thick 
neSS from the Car side Wall in Wardly for at least 
the Width of the bed in said one room, and being 
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laterally continued by a longitudinally spaced 
pair of panels extending respectively to the Op 
posite sides of the aisle.doorway leading to said 
one room thereby providing a transverse passage 
way leading from said aisle doorway, each of the 
panels forming said passageway being provided 
with a doorway communicating, on the one hand, 
with said one room and, on the other hand, with 
an adjoining room. 

14. In a railway sleeping car, a pair of adjacent 
rooms arranged between a side aisle wall and 
a car side wall and defined longitudinally by 
spaced end transverse walls and an intermediate 
wall separating the rooms, doorways between 
the aisle and the respective rooms, a bed in one 
of said rooms extending lengthwise along the 
car side wall for substantially the full length of 
the room, a bed in the other room extending 
lengthwise along the adjacent transverse end 
wall, an enclosed toilet compartment having a 
doorway opening into said one room and dis 
posed adjacent the transverse end wall between 
the bed and the aisle Wall, an enclosed toilet 
compartment adjacent the aisle and extending. 
longitudinally between the aisle doorways of the 
respective rooms and having a doorway opening . 
into the other room, and wardrobes disposed 
along the aisle wall on the Opposite sides of said 
aisle doorways, respectively, from said last 
named toilet compartment and having commu 
nication with the respective rooms. 

15. In a railway sleeping car, a pair of adjoin 
ing rooms arranged between a car side wall and 
an aisle wall and defined longitudinally by spaced 
transverse end walls and an intermediate wall 
separating the rooms, doorways between the aisle 
and the respective rooms, a bed in one room in 
use position extending lengthwise along the car 
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Side wall for substantially the full length of the 
room, a bed in the other room in use position 
extending lengthwise along the adjacent trans 
verse end wall, and enclosed toilet compartments, 
one for each room, disposed adjacent the aisle 
wall and having communication with the respec 
tive rooms, said intermediate wall, at least for 
full standing room height, being foldable be 
tween one of said toilet compartments and the 
car side wall for rendering said rooms inter 
communicating. 

16. In a railway car having a side aisle and 
an aisle wall, a pair of fixed transverse walls and 
a collapsible transverse wall intermediate said 
fixed walls, all extending between said aisle wall 
and a car side wall to define therewith a pair 
of adjoining rooms, each of said rooms having 
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a doorway in said aisle wall, a fixed length 
bodily movable bed in each room, the bed in 
one room being positionable for sleeping use lon 
gitudinally of the car adjacent said side wall and 
in spaced relation with respect to said aisle Wall 
and the bed in the other room being positionable 
for sleeping use transversely of the car adjacent 
one of said transverse walls and in spaced rela 
tion with-respect to said aisle wall, a wardrobe 
compartment in said one room formed in part 
by said aisle wall and the fixed transverse wall 
of said one room, a closed toilet room for said 
one room between said wardrobe compartment 
and the bed thereof when in sleeping use posi 
tion and formed in part by said last-mentioned 
fixed wall, a wardrobe compartment in said other 
room in the space between said aisle wall and 
the bed thereof, and a toilet room for said other 
room, said beds each being stowable as a unit 
against a Wall of their respective rooms, said 
collapsible wall being movable, at least in the 
stowed positions of said beds, from said car side 
wall toward said aisle wall to convert the pair 
of rooms into one large room. 

17. In a railway car, an aisle, a room extend 
ing transversely between a wall of said aisle and 
a car side wall, and longitudinally between trans 
verse walls interconnecting said aisle and car 
side walls, a bed when in horizontal use posi 
tion extending lengthwise along the car side wall, 
supporting and guiding means between the ends 
of the bed and the transverse walls of the room 
for guiding the bed, first for swinging movement 
about its outboard margin, then for bodily up 
ward and inward movement, and finally to a 
substantially horizontal stowed position adjacent 
the room ceiling, and means for counterbalancing 
the bed disposed in the main in a space ver 
tically above the bottom of the bed in its stowed 
position and laterally of said stowed position of 
the bed. 

GOODRICH. K. MURPHY. 
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