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This invention relates to tents but more par 
ticularly to an awning for a tent, and an object 
is to produce a new and improved awning for a 
tent which can be selectively moved to open or 

5 useful position or can be moved to closed posi 
tion and Suitably Secured in closed position. 

ther objects and advantages of the invention 
will hereinafter appear and for purposes of illus 
tration but not of limitation, an embodiment of 

() the invention is shown on the accompanying 
drawing, in which: 

Figure 1 is a vertical elevation of a tent 
equipped with an awning, the latter being ShoWn 
in open or useful position; 

Figure 2 is a fragmentary view of a tent show 
ing the awning in its closed position; 

Figure 3 is an enlarged sectional VieW Substan 
tially on the line 3-3 of Figure 1, and showing 
by broken lines the manner in which the awning 
is moved to closed position; 

Figure 4 is a view similar to Figure 3 but ShoW 
ing the awning in its fully closed position, being 
an enlarged section on lines - of Figure 2; 

Figure 5 is an enlarged fragmentary view show 
ing the manner in which the awning arms are 
Supported from the side wall of the tent; 

Figure 6 is an enlarged fragmentary view show 
ing the means for holding the awning arms in 
upwardly disposed position when the awning is 
closed; and 

Figure 7 is an enlarged fragmentary Sectional 
view showing the position assumed by the parts 
when the awning arms are swung upwardly to 
secure the awning in closed position. 
The illustrated embodiment of the invention 

comprises a tent O which in this instance is of 
the Well-knoWn umbrella type having a tapered 
top portion and downwardly and outwardly 
inclined side Walls 2. At the front of the tent 
is a door Opening 3. The tent may be made 
of any Suitable material such as canvas or other 
textile fabric USually Waterproofed in a Suitable 
manner. It is to be understood that the struc 
ture of the tent forms no part of this invention 
and the showing on the drawing is entirely for 
purposes of illustration but the invention is not 
confined to the tent shown. 

Provided in One Side Wall of the tent () is a 
Window opening 4 which in this instance is 
covered by a piece of bobbinet 5 or other net 
ting to keep out insects. Providing a shade for 
the window 4 is an awning generally indicated 
at 6. The awning 6 is of any suitable textile 
fabric and may be of the Same material as the 
tent. The aWining consists of a top portion 7 
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and side portions 8 which in this instance are 
of One piece. The edges of the top portion 7 
and side portions 8 are sewed to the side Wall of 
the tent by a Sewed Sean 9 which extends about 
three sides of the window opening 5 but spaced 
a short distance from the edge of the opening 
Substantially as indicated. Formed by doubling 
back the free edge of the top portion and Sew 
ing the same by a Sean 20, a pocket is formed to 
receive a rod 2 which is bent into U-form, the 
Cross piece 22 of the rod being disposed in the 
pocket and the side arms 23 extending down 
Wardly and rearwardly from the top portion when 
the aWning is in its raised or inclined position. 
The free end of each arm 23 is bent at substan 
tially right angles as indicated at 24 to provide 
a shoulder 25. The extreme end of the rod 26 
is bent to lie in a plane Substantially parallel 
With the main portion of the arm. 23. At each 
side of the Window A and slightly below the lower 
corners thereof, holes are formed in the side wall 
2 of the tent and disposed therein are metal 
grOmmets 27 each having an opening 28 of a size 
Sufficient to receive the adjacent arm 23 and its 
Shouldered end portion, 
When the awning 6 is SWung upwardly to its 

inclined or Open position, the arms 23 serve as 
Supports to hold the awning in this position, the 
eXtreme end 26 of each arm extending through 
the opening 28 in the respective gronmet and 
the shoulder 25 bearing against the outer por 
tion of the gromnet substantially as indicated on 
Figure 5. It Will be apparent that the wire rod 
Support 2 serves to maintain the awning fairly 
taut and OWing to the nature of the material 
forming the tent and awning, the awning can be 
stretched a certain amount and the inherent 
resiliency of the material will serve to hold the 
shoulders 25 of the supporting arms 23 snugly 
against the grommets 27. 
When it is desired to close the awning 6 or 

to move it flatly against the side wall of the tent 
and close the Window opening 4, the arms 23 
are moved slightly upwardly in order to enable 
the rods to be pushed through the openings 28 
in the grommets 27, as indicated by the broken 
line on Figure 3. This manifestly may take place 
from the inside of the tent so that in the event of 
rain or other inclement weather, a person on the 
inside of the tent, by engaging the rod exten 
Sions 26, may pull the rods through the openings 
28 from the inside of the tent. In so doing, the 
side portions f8 preferably fold outwardly as in 
dicated on Figure 2 and the free end of the top 
portion of the awning extends down below the 
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lower end of the window opening 4, thereby clos 
ing the lower portion as well as the side portions 
of the window and preventing the entrance of 
a driving rain to the interior of the tent. After 
the arms 23 are pulled through as far as they 
can be so that the top portion 7 of the awning 
rests against the side Wall 2 of the tent, the arms 
are then swung upwardly to lie Substantially 
parallel with the side walls of the tent. This 
tends to flex the lower end of the awning and 
effect a tighter Sea. With the side Wall. In Order 
to hold the arms 23 in their upWardly swung 
position, loops 29 are sewed to the inside of the 
side wall. 2 of the tent in position to receive the 
extreme end portions 26. By slightly stretching 
the material, the end portions 26 may be slipped 
underneath the loops as shown on Figure 6. In 
this manner, the arms are held out of the way 
and the awning is securely retained in its closed 
position. Obviously, when it is desired again to 
Open the awning or Swing it to its inclined posi 
tion, this may be accomplished from the inside 
of the tent by reversal of the steps above de 
Scribed. 

It is to be understood that numerous changes 
in details of Construction, arrangement and oper 
ation may be effected without departing from the 
Spirit of the invention especially as defined in the 
appended claims. 
What We claim is: 
1. In a tent having a window opening, an 

aWning movable between a position covering said 
Opening and an inclined position, and rigid sup 
porting means engaging said a Wning and the tent 
for retaining Said aWning in inclined position, 
Said supporting means being releasable to enable 
Said aWning to be swung to opening closing posi 
tion. 

2. In a tent having a window opening, an 
aWning flexibly connected to the tent and adapt 
ed to be SWung from opening covering position 
to an inclined position, Sides for said awning se 
cured to the tent, a rigid support for holding said 
aWning in inclined position, a shouldered end on 
Said Support, and means on the tent to receive 
said shouldered end. 

3. In a tent, an a Wning flexibly connected to 
the tent for SWinging movements between a closed 
position flatly against the tent and an inclined 
open position, a U-shaped support connected to 
said a Wning, shouldered ends on Said support, and 
grommets on the tent to receive said shouldered 
ends respectively, the arms of Said Support being 
slidable through the openings in said grommets 
to lie inside of the tent when the aWning is swung 
fiat against the tent. 

4. In a tent, an awning flexibly connected to 
the tent for SWinging in OWements between a 
closed position flatly against the tent and an 
inclined open position, a U-shaped support con 
nected to said awning, shouldered ends on said 
support, grommets on the tent to receive said 
shouldered ends respectively, the arms of Said 
support being slidable through the openings in 
said grommets to lie inside of the tent when the 
awning is swung flat against the tent, and means 
on the inside of the tent to hold said arms in 
place thereby securely to hold the aWning in 
closed position. 

5. In a tent having a flexible fabric body pro 
vided with a window opening, an aWning flexibly 
connected to said body adjacent said opening, 
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Said aWning being movable between a closed posi 
tion flatly against the tent to cover the opening 
and an open position inclined to the tent body, 
Supporting arms carried by the aWning, means 
engaging Said arms to hold the aWning in Open 
position, an Opening in the tent body for each 
arm and through Which said arms are slidable 
When the aWning is in closed position, said arms 
being SWingable upWardly on the inside of the 
tent, and means to retain Said arms in such 
upWardly disposed position. 

6. In a tent having a flexible fabric body pro 
vided With a window opening, an awning flexibly 
connected to said body adjacent said opening, 
Said awning being movable between a closed posi 
tion flatly against the tent to cover the opening 
and an Open position inclined to the tent body, 
Supporting arms carried by the aWning, a shoul 
dered end portion on each arm, a grommet in 
the tent body for each arm and against which 
said shouldered ends bear when the awning is in 
Open position, Said arms being slidable through 
the Openings in said grommets When the awning 
is moved to closed position and being SWingable 
upwardly against the inside of the tent, and 
means for holding said arms in such upwardly 
disposed position. 

7. In a tent having a flexible fabric body pro 
vided with a window opening, an awning flexibly 
connected to said body adjacent said opening, 
said aWning being movable betWeen a closed posi 
tion flatly against the tent to cover the opening 
and an open position inclined to the tent body, 
Supporting arms carried by the awning, a shoul 
dered end portion on each arm, a grommet in 
the tent body for each arm and against Which 
said shouldered ends bear When the awning is in 
open position, Said arms being slidable through 
the openings in said grommets when the awning 
is moved to closed position and being Swingable 
upwardly against the inside of the tent, and loops 
on the inside of the tent to receive the ends of 
Said arms to retain same in upwardly disposed 
position. 

8. In a tent having a flexible fabric body pro 
Wided With a WindoW opening, an awning of tex 
tile fabric having a top and side portions Secured 
to the tent body about three sides of the window 
Opening, Said a Wning being movable between 
a closed position flatly against the tent body to 
cover the opening and an open position inclined 
to the tent body, a U-shaped rod having the base 
portion thereof Secured to the free end of the top 
portion of said a Wning, the free end of each arm 
of said Support being bent at Substantially right 
angles to provide a shoulder with the extreme 
end portion extending approximately parallel to 
the adjacent arm, a grommet in the tent body 
for each arm disposed adjacent the lower end of 
the windoW opening, the extreme ends of Said 
arms extending through the grOmmets with the 
adjacent shoulder abutting the grommet thereby 
to hold the aWning in open or inclined position, 
said arms being Slidable through said grommets 
when the awning is moved to closed position and 
being SWingable upWardly against the inside of 
the tent for stretching the aWning securely to 
closed position, and means on the inside of the 
tent for holding Said arms in upWardly swung 
position. 

CHARLES E. FRIESNER, 
HARRY W. ERNEST. 
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